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INVITATION TO BID 

 

The City of Leander, hereafter called OWNER is requesting sealed written Bids for furnishing all labor, materials, 

equipment, supervision and performing all Work required for the following project: 

 

CITY OF LEANDER STREET REHABILITATION 2016  
 

The Work consists of the full-width milling and overlay of cumulative approximately 8,625 linear feet of High 

Chaparral Drive, Calle Drive, Tierra Alto Street, Carto Street, Los Vista Drive, Bonita Verde Drive and Riva Ridge 

Drive and reconstruction of approximately 990 linear feet of Lions Drive from South West Drive to Midway. 

 

Bid Documents for this project may be obtained at City of Leander, Public Works, Leander, Texas 78641 beginning 

April 26, 2016 at no cost. 

 

Sealed Bids addressed to the City of Leander and marked "City of Leander Street Rehabilitation 2016" will be 

received until 2 pm Central Standard Time on Tuesday May 10, 2016 at the office below: 

 

City of Leander 

Attn: Patrick A. Womack, P.E, Public Works Director 

607 Municipal Drive 

Leander, Texas 78641 

 

Proposals will be opened publicly and bid prices read aloud by the OWNER’s representative.  Bids received after the 

specified time may be returned unopened.  The OWNER’s representative opening the Bids shall establish the official 

cut-off time for receiving the Bids. 

 

The prices and terms of the bid must be made on the forms included in this Bid Document. 

 

Bids must be accompanied by a bid bond with Power of Attorney attached or cashiers check of five percent (5%) of 

the total amount bid (sum of all bid items) made payable to the City of Leander, as provided in Section 00200, 

Instructions to Bidders. 

 

Performance and payment bonds, when required, shall be executed on forms furnished by OWNER.  Each bond shall 

be issued in an amount of one hundred percent (100%) of the Contract Price by a solvent surety company authorized 

to do business in the State of Texas, and shall meet any other requirements established by law or by OWNER pursuant 

to applicable law.  Minimum insurance requirements are specified in Section 00700, General Conditions, and Section 

00800, Supplementary General Conditions.   

 

A bidder who believes the Contract Documents to contain an error or unclarity may make an inquiry to Patrick A. 

Womack, P.E., of City of Leander at (512) 259-2640.  An addendum will be issued if OWNER’s staff deems that the 

Contract Documents require correction or clarification. 

 

The OWNER may, on its own initiative, issue Addenda before the Bid opening and, if necessary, delay the Bid opening 

to ensure that bidders have had sufficient time to consider the Addenda.  A Bid which, in the opinion of OWNER’s 

staff, deviates significantly from the Contract Documents, and which has not been clarified through a written 

Addendum prior to Bid submittal deadline, shall be considered an exception to the Contract Documents and grounds 

for the Bid to be rejected.  

 

Bidders should read and understand all terms and conditions contained in these Contract Documents.  Contract Time 

is of the essence and all Work shall be substantially completed within Ninety (90) Calendar Days and finally 

completed within one hundred and twenty (120) Calendar Days after the Notice to Proceed.  Liquidated damages 

are five hundred ($500.00) Dollars per Calendar Day. 

 

OWNER reserves the right to reject any or all Bids and to waive any informalities and irregularities in Bids received. 
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ARTICLE 1 – DEFINED TERMS 

1.01 Terms used in these Instructions to Bidders have the meanings indicated in the General 
Conditions and Supplementary Conditions. Additional terms used in these Instructions to Bidders 
have the meanings indicated below: 

A. Issuing Office – The office from which the Bidding Documents are to be issued and where the 
bidding procedures are to be administered. 

ARTICLE 2 – COPIES OF BIDDING DOCUMENTS 

2.01 Complete sets of the Bidding Documents in the number and for the nonrefundable sum, if any, 
stated in the advertisement or invitation to bid may be obtained from the Issuing Office.  

2.02 Complete sets of Bidding Documents shall be used in preparing Bids; neither Owner nor 
Engineer assumes any responsibility for errors or misinterpretations resulting from the use of 
incomplete sets of Bidding Documents. 

2.03 Owner and Engineer, in making copies of Bidding Documents available on the above terms, do 
so only for the purpose of obtaining Bids for the Work and do not authorize or confer a license  
for any other use. 

ARTICLE 3 – QUALIFICATIONS OF BIDDERS 

3.01 To demonstrate Bidder’s qualifications to perform the Work, within five days of Owner’s 
request, Bidder shall submit written evidence such as financial data, previous experience, present 
commitments, and such other data as may be called for below. 

A. The names and positions of the individuals authorized to bind bidder's company, including 
attesting or countersigning officers.  

B. An organizational chart showing the principals and management personnel who will be 
involved with the proposed Work.  

C. The resumes of the superintendent and supervisors for the various disciplines and craftes 
required for the project. 

D. A proposed project schedule estimating the completion of major tasks of the project. 

E. Current insurance certificate(s) with limits consistent with requirements of these Contract 
Documents. 

F. Copies of 3 years of audited financial statements including cash flows, balance sheets and 
income statements. 

G. Name of bonding company and bonding capacity. 
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H. Such other information as is required to evaluate Bid or bidder. 

3.02 Bidder is advised to carefully review those portions of the Bid Form requiring Bidder’s 
representations and certifications. 

ARTICLE 4 – EXAMINATION OF BIDDING DOCUMENTS, OTHER RELATED DATA, AND 
SITE  

4.01 Not used.   

4.02 Not used. 

4.03 Not used. 

4.04 Not used. 

4.05 On request, Owner will provide Bidder access to the Site to conduct such examinations, 
investigations, explorations, tests, and studies as Bidder deems necessary for submission of a 
Bid. Bidder shall fill all holes and clean up and restore the Site to its former condition upon 
completion of such explorations, investigations, tests, and studies. Bidder shall comply with all 
applicable Laws and Regulations relative to excavation and utility locates. 

4.06 A. Reference is made to Article 7 of the Supplementary Conditions for the identification of the 
general nature of other work that is to be performed at the Site by Owner or others (such as 
utilities and other prime contractors) that relates to the Work contemplated by these Bidding 
Documents. On request, Owner will provide to each Bidder for examination access to or 
copies of contract documents (other than portions thereof related to price) for such other 
work. 

B. Paragraph 6.13.C of the General Conditions indicates that if an Owner safety 
program exists, it will be noted in the Supplementary Conditions. 

4.07 It is the responsibility of each Bidder before submitting a Bid to: 

A. examine and carefully study the Bidding Documents, and the other related data identified in the 
Bidding Documents;  

B. visit the Site and become familiar with and satisfy Bidder as to the general, local, and Site 
conditions that may affect cost, progress, and performance of the Work; 

C. become familiar with and satisfy Bidder as to all federal, state, and local Laws and Regulations 
that may affect cost, progress, and performance of the Work; 

D. consider the information known to Bidder; information commonly known to contractors doing 
business in the locality of the Site; information and observations obtained from visits to the 
Site; and the Bidding Documents, with respect to the effect of such information, observations, 
and documents on (1) the cost, progress, and performance of the Work; (2) the means, methods, 
techniques, sequences, and procedures of construction to be employed by Bidder, including 
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applying any specific means, methods, techniques, sequences, and procedures of construction 
expressly required by the Bidding Documents; and (3) Bidder’s safety precautions and 
programs; 

E. agree at the time of submitting its Bid that no further examinations, investigations, explorations, 
tests, studies, or data are necessary for the determination of its Bid for performance of the Work 
at the price(s) bid and within the times required, and in accordance with the other terms and 
conditions of the Bidding Documents; 

F. become aware of the general nature of the work to be performed by Owner and others at the 
Site that relates to the Work as indicated in the Bidding Documents; 

G. promptly give Engineer written notice of all conflicts, errors, ambiguities, or discrepancies that 
Bidder discovers in the Bidding Documents and confirm that the written resolution thereof by 
Engineer is acceptable to Bidder; and 

H. determine that the Bidding Documents are generally sufficient to indicate and convey 
understanding of all terms and conditions for the performance of the Work. 

4.08 The submission of a Bid will constitute an incontrovertible representation by Bidder that Bidder 
has complied with every requirement of this Article 4, that without exception the Bid is premised 
upon performing and furnishing the Work required by the Bidding Documents and applying any 
specific means, methods, techniques, sequences, and procedures of construction that may be 
shown or indicated or expressly required by the Bidding Documents, that Bidder has given 
Engineer written notice of all conflicts, errors, ambiguities, and discrepancies that Bidder has 
discovered in the Bidding Documents and the written resolutions thereof by Engineer are 
acceptable to Bidder, and that the Bidding Documents are generally sufficient to indicate and 
convey understanding of all terms and conditions for performing and furnishing the Work. 

ARTICLE 5 – PRE-BID CONFERENCE 

5.01 A pre-Bid conference will not be held.   

ARTICLE 6 – SITE AND OTHER AREAS 

6.01 The Site is identified in the Bidding Documents. Easements for permanent structures or 
permanent changes in existing facilities are to be obtained and paid for by Owner unless 
otherwise provided in the Bidding Documents. All additional lands and access thereto required 
for temporary construction facilities, construction equipment, or storage of materials and 
equipment to be incorporated in the Work are to be obtained and paid for by Contractor. 

ARTICLE 7 – INTERPRETATIONS AND ADDENDA 

7.01 All questions about the meaning or intent of the Bidding Documents are to be submitted to 
Engineer in writing. Interpretations or clarifications considered necessary by Engineer in 
response to such questions will be issued by Addenda mailed or delivered to all parties recorded 
by Engineer as having received the Bidding Documents. Questions received less than ten days 
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prior to the date for opening of Bids may not be answered. Only questions answered by Addenda 
will be binding. Oral and other interpretations or clarifications will be without legal effect. 

7.02 Addenda may be issued to clarify, correct, or change the Bidding Documents as deemed 
advisable by Owner or Engineer. 

ARTICLE 8 – BID SECURITY 

8.01 A Bid must be accompanied by Bid security made payable to Owner in an amount of 5% percent 
of Bidder’s maximum Bid price and in the form of a certified check, bank money order, or a Bid 
bond (on the form attached) issued by a surety meeting the requirements of Paragraphs 5.01 and 
5.02 of the General Conditions. 

8.02 The Bid security of the Successful Bidder will be retained until such Bidder has executed the 
Contract Documents, furnished the required contract security and met the other conditions of the 
Notice of Award, whereupon the Bid security will be returned. If the Successful Bidder fails to 
execute and deliver the Contract Documents and furnish the required contract security within 15 
days after the Notice of Award, Owner may consider Bidder to be in default, annul the Notice of 
Award, and the Bid security of that Bidder will be forfeited. Such forfeiture shall be Owner’s 
exclusive remedy if Bidder defaults.  The Bid security of other Bidders whom Owner believes to 
have a reasonable chance of receiving the award may be retained by Owner until the earlier of 
seven days after the Effective Date of the Agreement or 61 days after the Bid opening, 
whereupon Bid security furnished by such Bidders will be returned. 

8.03 Bid security of other Bidders whom Owner believes do not have a reasonable chance of receiving 
the award will be returned within seven days after the Bid opening. 

ARTICLE 9 – CONTRACT TIMES 

9.01 The number of days within which, or the dates by which, the Work is to be substantially 
completed and ready for final payment are set forth in the Agreement. 

ARTICLE 10 – LIQUIDATED DAMAGES 

10.01 Provisions for liquidated damages, if any, are set forth in the Agreement. 

ARTICLE 11 – SUBSTITUTE AND “OR-EQUAL” ITEMS 

11.01 The Contract, if awarded, will be on the basis of materials and equipment specified or described 
in the Bidding Documents without consideration of possible substitute or “or-equal” items. 
Whenever it is specified or described in the Bidding Documents that a substitute or “or-equal” 
item of material or equipment may be furnished or used by Contractor if acceptable to Engineer, 
application for such acceptance will not be considered by Engineer until after the Effective Date 
of the Agreement. 

ARTICLE 12 – SUBCONTRACTORS, SUPPLIERS AND OTHERS 
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12.01 If the Supplementary Conditions require the identity of certain Subcontractors, Suppliers, 
individuals, or entities to be submitted to Owner in advance of a specified date prior to the 
Effective Date of the Agreement, the apparent Successful Bidder, and any other Bidder so 
requested, shall within five days after Bid opening, submit to Owner a list of all such 
Subcontractors, Suppliers, individuals, or entities proposed for those portions of the Work for 
which such identification is required. Such list shall be accompanied by an experience statement 
with pertinent information regarding similar projects and other evidence of qualification for each 
such Subcontractor, Supplier, individual, or entity if requested by Owner. If Owner or Engineer, 
after due investigation, has reasonable objection to any proposed Subcontractor, Supplier, 
individual, or entity, Owner may, before the Notice of Award is given, request apparent 
Successful Bidder to submit a substitute, without an increase in the Bid. 

12.02 If apparent Successful Bidder declines to make any such substitution, Owner may award the 
Contract to the next lowest Bidder that proposes to use acceptable Subcontractors, Suppliers, 
individuals, or entities. Declining to make requested substitutions will not constitute grounds for 
forfeiture of the Bid security of any Bidder. Any Subcontractor, Supplier, individual, or entity so 
listed and against which Owner or Engineer makes no written objection prior to the giving of the 
Notice of Award will be deemed acceptable to Owner and Engineer subject to revocation of such 
acceptance after the Effective Date of the Agreement as provided in Paragraph 6.06 of the 
General Conditions. 

12.03 Contractor shall not be required to employ any Subcontractor, Supplier, individual, or entity 
against whom Contractor has reasonable objection. 

ARTICLE 13 – PREPARATION OF BID 

13.01 The Bid Form is included with the Bidding Documents. Additional copies may be obtained from 
Owner. 

13.02 All blanks on the Bid Form shall be completed in ink and the Bid Form signed in ink. Erasures or 
alterations shall be initialed in ink by the person signing the Bid Form. A Bid price shall be 
indicated for each [section, Bid item, alternative, adjustment unit price item, and unit price item] 
listed therein.  In the case of optional alternatives the words “No Bid,” “No Change,” or “Not 
Applicable” may be entered. 

13.03 A Bid by a corporation shall be executed in the corporate name by the president or a vice-
president or other corporate officer accompanied by evidence of authority to sign. The corporate 
seal shall be affixed and attested by the secretary or an assistant secretary. The corporate address 
and state of incorporation shall be shown. 

13.04 A Bid by a partnership shall be executed in the partnership name and signed by a partner (whose 
title must appear under the signature), accompanied by evidence of authority to sign. The official 
address of the partnership shall be shown. 

13.05 A Bid by a limited liability company shall be executed in the name of the firm by a member and 
accompanied by evidence of authority to sign. The state of formation of the firm and the official 
address of the firm shall be shown. 
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13.06 A Bid by an individual shall show the Bidder’s name and official address. 

13.07 A Bid by a joint venture shall be executed by each joint venturer in the manner indicated on the 
Bid Form. The official address of the joint venture shall be shown. 

13.08 All names shall be printed in ink below the signatures. 

13.09 The Bid shall contain an acknowledgment of receipt of all Addenda, the numbers of which shall 
be filled in on the Bid Form. 

13.10 Postal and e-mail addresses and telephone number for communications regarding the Bid shall be 
shown. 

13.11 The Bid shall contain evidence of Bidder’s authority and qualification to do business in the state 
where the Project is located, or Bidder shall covenant in writing to obtain such authority and 
qualification prior to award of the Contract and attach such covenant to the Bid. Bidder’s state 
contractor license number, if any, shall also be shown on the Bid Form. 

ARTICLE 14 – BASIS OF BID; COMPARISON OF BIDS 

14.01 Unit Price 

A. Bidders shall submit a Bid on a unit price basis for each item of Work listed in the Bid 
schedule. 

B. The total of all estimated prices will be the sum of the products of the estimated quantity of 
each item and the corresponding unit price. The final quantities and Contract Price will be 
determined in accordance with Paragraph 11.03 of the General Conditions. 

C. Discrepancies between the multiplication of units of Work and unit prices will be resolved in 
favor of the unit prices. Discrepancies between the indicated sum of any column of figures and 
the correct sum thereof will be resolved in favor of the correct sum. 

14.02 Allowances 

A. For cash allowances the Bid price shall include such amounts as the Bidder deems proper for 
Contractor's overhead, costs, profit, and other expenses on account of cash allowances, if any, 
named in the Contract Documents, in accordance with Paragraph 11.02.B of the General 
Conditions. 

ARTICLE 15 – SUBMITTAL OF BID 

15.01 With each copy of the Bidding Documents, a Bidder is furnished one separate unbound copy of 
the Bid Form, and, if required, the Bid Bond Form. The unbound copy of the Bid Form is to be 
completed and submitted with the Bid security and the following documents: 

A. acknowledgement of receipt of Addenda issued; 
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B. Bid security; 

C. Bidder qualifications as required in the instruction to Bidders; 

D. complete responses to information required in Bid; 

E. the entire Bid with all blanks billed in completely.   

15.02 A Bid shall be submitted no later than the date and time prescribed and at the place indicated in 
the advertisement or invitation to bid and shall be enclosed in a plainly marked package with the 
Project title (and, if applicable, the designated portion of the Project for which the Bid is 
submitted), the name and address of Bidder, and shall be accompanied by the Bid security and 
other required documents.  

ARTICLE 16 – MODIFICATION AND WITHDRAWAL OF BID 

16.01 A Bid may be modified or withdrawn by an appropriate document duly executed in the same 
manner that a Bid must be executed and delivered to the place where Bids are to be submitted 
prior to the date and time for the opening of Bids. 

16.02 If within 24 hours after Bids are opened any Bidder files a duly signed written notice with Owner 
and promptly thereafter demonstrates to the reasonable satisfaction of Owner that there was a 
material and substantial mistake in the preparation of its Bid, that Bidder may withdraw its Bid, 
and the Bid security will be returned. Thereafter, if the Work is rebid, that Bidder will be 
disqualified from further bidding on the Work. 

ARTICLE 17 – OPENING OF BIDS 

17.01 Bids will be opened at the time and place indicated in the Advertisement or Invitation to Bid and, 
unless obviously non-responsive, read aloud publicly. An abstract of the amounts of the base 
Bids and major alternates, if any, will be made available to Bidders after the opening of Bids. 

ARTICLE 18 – BIDS TO REMAIN SUBJECT TO ACCEPTANCE 

18.01 All Bids will remain subject to acceptance for the period of time stated in the Bid Form, but 
Owner may, in its sole discretion, release any Bid and return the Bid security prior to the end of 
this period. 

ARTICLE 19 – EVALUATION OF BIDS AND AWARD OF CONTRACT 

19.01 Owner reserves the right to reject any or all Bids, including without limitation, nonconforming, 
nonresponsive, unbalanced, or conditional Bids. Owner further reserves the right to reject the Bid 
of any Bidder whom it finds, after reasonable inquiry and evaluation, to not be responsible.  

19.02 More than one Bid for the same Work from an individual or entity under the same or different 
names will not be considered. Reasonable grounds for believing that any Bidder has an interest in 
more than one Bid for the Work may be cause for disqualification of that Bidder and the rejection 
of all Bids in which that Bidder has an interest. 
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19.03 In evaluating Bids, Owner will consider whether or not the Bids comply with the prescribed 
requirements, and such alternates, unit prices and other data, as may be requested in the Bid 
Form or prior to the Notice of Award. 

19.04 In evaluating Bidders, Owner will consider the qualifications of Bidders and may consider the 
qualifications and experience of Subcontractors, Suppliers, and other individuals or entities 
proposed for those portions of the Work for which the identity of Subcontractors, Suppliers, and 
other individuals or entities must be submitted as provided in the Supplementary Conditions. 

19.05 Owner may conduct such investigations as Owner deems necessary to establish the 
responsibility, qualifications, and financial ability of Bidders, proposed Subcontractors, 
Suppliers, individuals, or entities proposed for those portions of the Work in accordance with the 
Contract Documents. 

19.06 If the Contract is to be awarded, Owner will award the Contract to the Bidder whose Bid is in the 
best interests of the Project. 

19.07 In evaluating bids, Owner will consider bidders’ prior performance on similar contracts. 

ARTICLE 20 – CONTRACT SECURITY AND INSURANCE 

20.01 Article 5 of the General Conditions, as may be modified by the Supplementary Conditions, sets 
forth Owner’s requirements as to performance and payment bonds and insurance. When the 
Successful Bidder delivers the executed Agreement to Owner, it shall be accompanied by such 
bonds. 

ARTICLE 21 – SIGNING OF AGREEMENT 

21.01 When Owner issues a Notice of Award to the Successful Bidder, it shall be accompanied by the 
required number of unsigned counterparts of the Agreement along with the other Contract 
Documents which are identified in the Agreement as attached thereto. Within 15 days thereafter, 
Successful Bidder shall sign and deliver the required number of counterparts of the Agreement 
and attached documents to Owner. Within ten days thereafter, Owner shall deliver one fully 
signed counterpart to Successful Bidder with a complete set of the Drawings with appropriate 
identification. 
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ARTICLE 1 – BID RECIPIENT 

1.01 This Bid is submitted to: 

Patrick A. Womack, Public Works Director, City of Leander, at 200 W. Willis, Leander, Texas 

78646 

1.02 The undersigned Bidder proposes and agrees, if this Bid is accepted, to enter into an Agreement 

with Owner in the form included in the Bidding Documents to perform all Work as specified or 

indicated in the Bidding Documents for the prices and within the times indicated in this Bid and in 

accordance with the other terms and conditions of the Bidding Documents. 

ARTICLE 2 – BIDDER’S ACKNOWLEDGEMENTS 

2.01 Bidder accepts all of the terms and conditions of the Instructions to Bidders, including without 

limitation those dealing with the disposition of Bid security. This Bid will remain subject to 

acceptance for 60 days after the Bid opening, or for such longer period of time that Bidder may 

agree to in writing upon request of Owner. 

ARTICLE 3 – BIDDER’S REPRESENTATIONS 

3.01 In submitting this Bid, Bidder represents that: 

A. Bidder has examined and carefully studied the Bidding Documents, other related data 

identified in the Bidding Documents, and the following Addenda, receipt of which is hereby 

acknowledged: 

Addendum No.  Addendum Date 

             

             

             

 

B. Bidder has visited the Site and become familiar with and is satisfied as to the general, local, 

and Site conditions that may affect cost, progress, and performance of the Work. 

C. Bidder is familiar with and is satisfied as to all Laws and Regulations that may affect cost, 

progress, and performance of the Work. 

D. Bidder has carefully studied all: (1) reports of explorations and tests of subsurface conditions at 

or contiguous to the Site and all drawings of physical conditions relating to existing surface or 

subsurface structures at the Site (except Underground Facilities) that have been identified in 

SC-4.02 as containing reliable "technical data," and (2) reports and drawings of Hazardous 

Environmental Conditions, if any, at the Site that have been identified in SC-4.06 as containing 

reliable "technical data."  See geotechnical report for Lion Drive after the Technical 

Specifications.  

E. Bidder has considered the information known to Bidder; information commonly known to 

contractors doing business in the locality of the Site; information and observations obtained 
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from visits to the Site; the Bidding Documents; and the Site-related reports and drawings 

identified in the Bidding Documents, with respect to the effect of such information, 

observations, and documents on (1) the cost, progress, and performance of the Work; (2) the 

means, methods, techniques, sequences, and procedures of construction to be employed by 

Bidder, including applying the specific means, methods, techniques, sequences, and procedures 

of construction expressly required by the Bidding Documents; and (3) Bidder’s safety 

precautions and programs. 

F. Based on the information and observations referred to in Paragraph 3.01.E above, Bidder does 

not consider that further examinations, investigations, explorations, tests, studies, or data are 

necessary for the determination of this Bid for performance of the Work at the price(s) bid and 

within the times required, and in accordance with the other terms and conditions of the Bidding 

Documents. 

G. Bidder is aware of the general nature of work to be performed by Owner and others at the Site 

that relates to the Work as indicated in the Bidding Documents. 

H. Bidder has given Engineer written notice of all conflicts, errors, ambiguities, or discrepancies 

that Bidder has discovered in the Bidding Documents, and the written resolution thereof by 

Engineer is acceptable to Bidder. 

1. The Bidding Documents are generally sufficient to indicate and convey understanding of all 

terms and conditions for the performance of the Work for which this Bid is submitted. 

ARTICLE 4 – BIDDER’S CERTIFICATION 

4.01 Bidder certifies that: 

A. This Bid is genuine and not made in the interest of or on behalf of any undisclosed individual 

or entity and is not submitted in conformity with any collusive agreement or rules of any group, 

association, organization, or corporation; 

B. Bidder has not directly or indirectly induced or solicited any other Bidder to submit a false or 

sham Bid; 

C. Bidder has not solicited or induced any individual or entity to refrain from bidding; and  

D. Bidder has not engaged in corrupt, fraudulent, collusive, or coercive practices in competing for 

the Contract.  For the purposes of this Paragraph 4.01.D: 

1. “corrupt practice” means the offering, giving, receiving, or soliciting of any thing of value 

likely to influence the action of a public official in the bidding process; 

2. “fraudulent practice” means an intentional misrepresentation of facts made (a) to influence 

the bidding process to the detriment of Owner, (b) to establish bid prices at artificial non-

competitive levels, or (c) to deprive Owner of the benefits of free and open competition; 
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3. “collusive practice” means a scheme or arrangement between two or more Bidders, with or 

without the knowledge of Owner, a purpose of which is to establish bid prices at artificial, 

non-competitive levels; and 

4. “Coercive practice” means harming or threatening to harm, directly or indirectly, persons 

or their property to influence their participation in the bidding process or affect the 

execution of the Contract. 

ARTICLE 5 – BASIS OF BID 

5.01 Bidder will complete the Work in accordance with the Contract Documents for the following 

price(s): 

Use Attachment C (Bid Form) 
 
Unit Prices have been computed in accordance with Paragraph 11.03.B of the General Conditions. 

Bidder acknowledges that estimated quantities are not guaranteed, and are solely for the purpose of 

comparison of Bids, and final payment for all unit price Bid items will be based on actual 

quantities, determined as provided in the Contract Documents. 

ARTICLE 6 – TIME OF COMPLETION 

6.01 Bidder agrees that the Work will be substantially complete and will be completed and ready for 

final payment in accordance with Paragraph 14.07 of the General Conditions on or before the dates 

or within the number of calendar days indicated in the Agreement. 

6.02 Bidder accepts the provisions of the Agreement as to liquidated damages. 

ARTICLE 7 – ATTACHMENTS TO THIS BID 

7.01 The following documents are submitted with and made a condition of this Bid: 

A. Bid security; 

B. Bidder qualifications as required in the instruction to Bidders; 

C.  Complete responses to information required in Bid; 

D. Entire Bid with all blanks billed in completely; 

E. Reference Sheet; 

F. Form CIQ. 

ARTICLE 8 – DEFINED TERMS 

8.01 The terms used in this Bid with initial capital letters have the meanings stated in the Instructions to 

Bidders, the General Conditions, and the Supplementary Conditions. 
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ARTICLE 9 – BID SUBMITTAL 

9.01 This Bid is submitted by: 

If Bidder is: 

 

An Individual 

 

 Name (typed or printed):         

 

 By:            

(Individual’s signature) 

 

 Doing business as:          

 

 

A Partnership 

 

 Partnership Name:          

 

 By:            

  (Signature of general partner -- attach evidence of authority to sign) 

 

 Name (typed or printed):         

 

A Corporation 

 

 Corporation Name:          (SEAL) 

 

 State of Incorporation:       

 Type (General Business, Professional, Service, Limited Liability):_______ 

 

 By:            

 (Signature -- attach evidence of authority to sign) 

 

 Name (typed or printed):         

 

 Title:            

  (CORPORATE SEAL) 

 

 Attest            

 

Date of Qualification to do business in   [State where Project is located]   is 

____/____/____. 

 

 

A Joint Venture 
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 Name of Joint Venture:         

 

 First Joint Venturer Name:         (SEAL) 

 

 

 By:            

  (Signature of first joint venture partner -- attach evidence of authority to sign) 

 

 Name (typed or printed):         

 

 Title:            

 

 

 Second Joint Venturer Name:       (SEAL) 

 

 

 By:            

  (Signature of second joint venture partner -- attach evidence of authority to sign) 

 

 Name (typed or printed):         

 

 Title:            

 

(Each joint venturer must sign. The manner of signing for each individual, partnership, 

and corporation that is a party to the joint venture should be in the manner indicated 

above.) 

 

 

Bidder's Business Address            

 

              

 

Phone No. _____________________________________ Fax No.       

 

E-mail ______________________________      _______ 

 

 

SUBMITTED on     , 20____. 

 

 

State Contractor License No.     . [If applicable] 
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ATTACHMENT A 

RESPONDENT’S REFERENCE SHEET 

PLEASE COMPLETE AND RETURN THIS FORM WITH THE SOLICITATION RESPONSE 

SOLICITATION NUMBER:              

RESPONDENT’S NAME:         DATE:         
 

Provide the name, address, telephone number and E-MAIL of at least three (3) Municipal and/or 
Government agencies or firms of comparable size that have utilized similar service within the last two (2) 
years.  City of Leander references are not applicable.  References may be checked prior to award.  Any 
negative responses received may result in disqualification of submittal.  
 
 
1. Company’s Name       

 Name of Contact       

 Title of Contact       

 E-Mail Address       

 Present Address       

 City, State, Zip Code       

 Telephone Number (         )        Fax Number: (         )        

   

   

2. Company’s Name       

 Name of Contact       

 Title of Contact       

 E-Mail Address       

 Present Address       

 City, State, Zip Code       

 Telephone Number (         )        Fax Number: (         )        

   

   

3. Company’s Name       

 Name of Contact       

 Title of Contact       

 E-Mail Address       

 Present Address       

 City, State, Zip Code       

 Telephone Number (         )        Fax Number: (         )        

   

 

FAILURE TO PROVIDE THE REQUIRED INFORMATION WITH THE SOLICITATION RESPONSE MAY 
AUTOMATICALLY DISQUALIFY THE RESPONSE FROM CONSIDERATION FOR AWARD. 
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FORM CIQ

OFFICE USE ONLYThis questionnaire reflects changes made to the law by H.B. 23, 84th Leg., Regular Session.

This questionnaire is being filed in accordance with Chapter 176, Local Government Code, by a vendor who

has a business relationship as defined by Section 176.001(1-a) with a local governmental entity and the

vendor meets requirements under Section 176.006(a).

By law this questionnaire must be filed with the records administrator of the local governmental entity not later

than the 7th business day after the date the vendor becomes aware of facts that require the statement to be

filed.  See Section 176.006(a-1), Local Government Code.

A vendor commits an offense if the vendor knowingly violates Section 176.006, Local Government Code. An

offense under this section is a misdemeanor.

CONFLICT OF INTEREST QUESTIONNAIRE
For vendor doing business with local governmental entity

Date Received

A.  Is the local government officer or a family member of the officer receiving or likely to receive taxable income,

other than investment income, from the vendor?

                             Yes                 No

B.  Is the vendor receiving or likely to receive taxable income, other than investment income, from or at the direction

of the local government officer or a family member of the officer AND the taxable income is not received from the

local governmental entity?

                             Yes                 No

7

Check this box if the vendor has given the local government officer or a family member of the officer one or more gifts

as described in Section 176.003(a)(2)(B), excluding gifts described in Section 176.003(a-1).

Signature of vendor doing business with the governmental entity Date

Name of vendor who has a business relationship with local governmental entity.1

Check this box if you are filing an update to a previously filed questionnaire. (The law requires that you file an updated

completed questionnaire with the appropriate filing authority not later than the 7th business day after the date on which

you became aware that the originally filed questionnaire was incomplete or inaccurate.)

2

3 Name of local government officer about whom the information is being disclosed.

        Name of Officer

Describe each employment or other business relationship with the local government officer, or a family member of the

officer, as described by Section 176.003(a)(2)(A).  Also describe any family relationship with the local government officer.

Complete subparts A and B for each employment or business relationship described.  Attach additional pages to this Form

CIQ as necessary.

4

6

5
Describe each employment or business relationship that the vendor named in Section 1 maintains with a corporation or

other business entity with respect to which the local government officer serves as an officer or director, or holds an

ownership interest of one percent or more.

BID FORM 
ATTACHMENT B
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CONFLICT OF INTEREST QUESTIONNAIRE

                                     For vendor doing business with local governmental entity

A complete copy of Chapter 176 of the Local Government Code may be found at http://www.statutes.legis.state.tx.us/

Docs/LG/htm/LG.176.htm. For easy reference, below are some of the sections cited on this form.

Local Government Code § 176.001(1-a): "Business relationship" means a connection between two or more parties

based on commercial activity of one of the parties.  The term does not include a connection based on:

(A)  a transaction that is subject to rate or fee regulation by a federal, state, or local governmental entity or an

agency of a federal, state, or local governmental entity;

(B)  a transaction conducted at a price and subject to terms available to the public; or

(C)  a purchase or lease of goods or services from a person that is chartered by a state or federal agency and

that is subject to regular examination by, and reporting to, that agency.

Local Government Code § 176.003(a)(2)(A) and (B):

(a)  A local government officer shall file a conflicts disclosure statement with respect to a vendor if:

***

(2)  the vendor:

(A)  has an employment or other business relationship with the local government officer or a

family member of the officer that results in the officer or family member receiving taxable

income, other than investment income, that exceeds $2,500 during the 12-month period

preceding the date that the officer becomes aware that

(i)  a contract between the local governmental entity and vendor has been executed;

or

(ii)  the local governmental entity is considering entering into a contract with the

vendor;

(B)  has given to the local government officer or a family member of the officer one or more gifts

that have an aggregate value of more than $100  in the 12-month period preceding the date the

officer becomes aware that:

                    (i)  a contract between the local governmental entity and vendor has been executed; or

                    (ii)  the local governmental entity is considering entering into a contract with the vendor.

Local Government Code § 176.006(a) and (a-1)

(a)  A vendor shall file a completed conflict of interest questionnaire if the vendor has a business relationship

with a local governmental entity and:

(1)  has an employment or other business relationship with a local government officer of that local

governmental entity, or a family member of the officer, described by Section 176.003(a)(2)(A);

(2)  has given a local government officer of that local governmental entity, or a family member of the

officer, one or more gifts with the aggregate value specified by Section 176.003(a)(2)(B), excluding any

gift described by Section 176.003(a-1); or

              (3)  has a family relationship with a local government officer of that local governmental entity.

(a-1)  The completed conflict of interest questionnaire must be filed with the appropriate records administrator

not later than the seventh business day after the later of:

           (1)  the date that the vendor:

(A)  begins discussions or negotiations to enter into a contract with the local governmental

entity; or

(B)  submits to the local governmental entity an application, response to a request for proposals

or bids, correspondence, or another writing related to a potential contract with the local

governmental entity; or

           (2)  the date the vendor becomes aware:

(A)  of an employment or other business relationship with a local government officer, or a

family member of the officer, described by Subsection (a);

(B)  that the vendor has given one or more gifts described by Subsection (a); or

(C)  of a family relationship with a local government officer.
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S.N Bid
Item Quantity Unit Item Description Unit 

Price Amount

A. High Chaparral Dr. ( Crystal Fall Pkwy to Calle St)
      

1 310 743 GAL Prime coat $__________ $__________

2 340 3711 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

3 354 3711 SY Planing and Texturing Asphalt Pavment (2 ") $__________ $__________

4 360 80 SY Concrete Pavement $__________ $__________

5 500 1 LS Mobilization/Demobilization $__________ $__________

6 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

7 506 2616 LF Temporary Sediment Control Fence $__________ $__________

8 506 30 LF Biodeg Erosion Control Logs Install 12" $__________ $__________

SUBTOTAL AMOUNT BID - HIGH CHAPPARAL DR. $ ___________________________

B. Calle St. (High Chapparal Dr. to SW. Dr.)

9 310 204 GAL Prime coat $__________ $__________

10 340 1020 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

11 354 1020 SY Planing and Texturing Asphalt Pavment (2 ") $__________ $__________

12 360 23 SY Concrete Pavement $__________ $__________

12 500 1 LS Mobilization/Demobilization $__________ $__________

13 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

14 506 848 LF Temporary Sediment Control Fence $__________ $__________

15 506 10 LF Biodeg Erosion Control Logs Install 12") $__________ $__________

SUBTOTAL AMOUNT BID - CALLE ST. $ ___________________________

City of Leander Street Rehabilitation 2016
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S.N Bid
Item Quantity Unit Item Description Unit 

Price Amount

C. Tierra Alto St. (Los Vista Dr. to Bonita Verde Dr.)

16 310 221 GAL Prime coat $__________ $__________

17 340 1102 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

18 354 1102 SY Planing and Texturing Asphalt Pavment (2") $__________ $__________

19 500 1 LS Mobilization/Demobilization $__________ $__________

20 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

21 506 870 LF Temporary Sediment Control Fence $__________ $__________

SUBTOTAL AMOUNT BID - TIERRA ALTO ST. $ ___________________________

D. Riva Ridge Dr. (US 183 to City Limit)

22 310 304 GAL Prime coat $__________ $__________

23 340 1520 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

24 354 1520 SY Planing and Texturing Asphalt Pavment (2") $__________ $__________

25 500 1 LS Mobilization/Demobilization $__________ $__________

26 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

27 506 1292 LF Temporary Sediment Control Fence $__________ $__________

SUBTOTAL AMOUNT BID - RIVA RIDGE DR. $ ___________________________

E. Lion Dr ( SW Dr to Approx. 742 ft W. of SW Dr.)

28 110 792 CY Excavation $__________ $__________

29 247 528 CY Flexible Base (Complete in place) $__________ $__________

30 260 541 SY Lime Treatment (8") $__________ $__________

32 310 475 GAL Prime coat $__________ $__________

33 340 2374 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

34 351 221 SY Flexible Pavement Structure Repair (8") $__________ $__________

City of Leander Street Rehabilitation 2016
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S.N Bid
Item Quantity Unit Item Description Unit 

Price Amount

35 360 59 SY Concrete Pavement $__________ $__________

36 464 44 LF Reinforced Concrete Pipe (Type V) $__________ $__________

37 466 2 EA Slope Headwalls $__________ $__________

38 500 1 LS Mobilization/Demobilization $__________ $__________

39 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

40 506 1990 LF Temporary Sediment Control Fence $__________ $__________

41 506 130 LF Biodeg Erosion Control Logs Install 12") $__________ $__________

SUBTOTAL AMOUNT BID - LION DR. $ ___________________________

F. Los Vista Dr. (High Chapparal to S. Bagdad Rd) 

43 310 1317 GAL Prime coat $__________ $__________

44 340 6583 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

45 351 153 SY Flexible Pavement Structure Repair (8") $__________ $__________

46 354 6459 SY Planing and Texturing Asphalt Pavment (2") $__________ $__________

47 360 28 SY Concrete Pavement $__________ $__________

48 500 1 LS Mobilization/Demobilization $__________ $__________

49 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

50 506 5478 LF Temporary Sediment Control Fence $__________ $__________

SUBTOTAL AMOUNT BID - LOS VISTA DR. $ ___________________________

G. Bonita Verde Dr. (High chapparal to S. Bagdad Rd) 

51 310 1347 GAL Prime coat $__________ $__________

52 340 6732 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

53 354 6732 SY Planing and Texturing Asphalt Pavment (2") $__________ $__________

54 500 1 LS Mobilization/Demobilization $__________ $__________
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S.N Bid
Item Quantity Unit Item Description Unit 

Price Amount

55 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

56 506 5370 LF Temporary Sediment Control Fence $__________ $__________

SUBTOTAL AMOUNT BID - BONITA VERDE DR. $ ___________________________

H. Carto St. (Bonita Verde Dr. to Dead End) 

57 310 159 GAL Prime coat $__________ $__________

58 340 793 SY Dense Graded Hot Mix Asphalt Type D (2") $__________ $__________

59 354 793 SY Planing and Texturing Asphalt Pavment (2") $__________ $__________

60 500 1 LS Mobilization/Demobilization $__________ $__________

61 502 1 LS Barricades, Signs and Traffic Handling $__________ $__________

62 506 700 LF Temporary Sediment Control Fence $__________ $__________

SUBTOTAL AMOUNT BID - Carto St. $ ___________________________

A. HIGH CHAPPARAL DR. :  TOTAL $

B. CALLE ST. :  TOTAL $

C. TIERRA ALTO ST. :  TOTAL $

D. RIVA RIDGE DR.  :  TOTAL $

E. LION DR. :  TOTAL $

F. LOS VISTA DR. : TOTAL $

G. BONITA VERDE DR.  : TOTAL $

H. CARTO STREET : TOTAL $

$

BID SUMMARY

TOTAL BASE BID
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PENAL SUM FORM 
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BID BOND 

Any singular reference to Bidder, Surety, Owner or other party shall be considered plural where applicable. 

BIDDER (Name and Address): 
       
       
       
SURETY (Name and Address of Principal Place of Business): 
       
       
       
OWNER (Name and Address): 
 City of Leander 
 200 W. Willis Street 
 Leander, Texas 78641 
BID 
 Bid Due Date: <date> 
 Description: 

 
Name: City of Leander Street Rehabilitation 2016 
 

BOND 
 Bond Number:       
 Date (Not earlier than Bid due date):       
 Penal sum Five Percent of the Amount Bid  $                                    
  (Words)  (Figures) 
 
Surety and Bidder, intending to be legally bound hereby, subject to the terms set forth below, do each cause 
this Bid Bond to be duly executed by an authorized officer, agent, or representative. 
 
BIDDER SURETY  
      (Seal)       (Seal) 
Bidder’s Name and Corporate Seal Surety’s Name and Corporate Seal 
 
By:        By:        
 Signature  Signature (Attach Power of Attorney) 
   
                
 Print Name  Print Name 
   
                
 Title  Title 
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Attest:        Attest:        
 Signature  Signature 
   
                
 Title  Title 
Note: Above addresses are to be used for giving any required notice.  Provide execution by any additional 
parties, such as joint venturers, if necessary. 
 
 
1. Bidder and Surety, jointly and severally, bind themselves, their heirs, executors, administrators, successors, 
and assigns to pay to Owner upon default of Bidder the penal sum set forth on the face of this Bond.  Payment of 
the penal sum is the extent of Bidder’s and Surety’s liability.  Recovery of such penal sum under the terms of this 
Bond shall be Owner’s sole and exclusive remedy upon default of Bidder.  

2. Default of Bidder shall occur upon the failure of Bidder to deliver within the time required by the Bidding 
Documents (or any extension thereof agreed to in writing by Owner) the executed Agreement required by the 
Bidding Documents and any performance and payment bonds required by the Bidding Documents. 

3. This obligation shall be null and void if: 

3.1 Owner accepts Bidder’s Bid and Bidder delivers within the time required by the Bidding Documents (or 
any extension thereof agreed to in writing by Owner) the executed Agreement required by the Bidding 
Documents and any performance and payment bonds required by the Bidding Documents, or 

3.2 All Bids are rejected by Owner, or 

3.3 Owner fails to issue a Notice of Award to Bidder within the time specified in the Bidding Documents 
(or any extension thereof agreed to in writing by Bidder and, if applicable, consented to by Surety when 
required by Paragraph 5 hereof). 

4. Payment under this Bond will be due and payable upon default of Bidder and within 30 calendar days after 
receipt by Bidder and Surety of written notice of default from Owner, which notice will be given with reasonable 
promptness, identifying this Bond and the Project and including a statement of the amount due. 

5. Surety waives notice of any and all defenses based on or arising out of any time extension to issue Notice of 
Award agreed to in writing by Owner and Bidder, provided that the total time for issuing Notice of Award 
including extensions shall not in the aggregate exceed 120 days from Bid due date without Surety’s written 
consent. 

6. No suit or action shall be commenced under this Bond prior to 30 calendar days after the notice of default 
required in Paragraph 4 above is received by Bidder and Surety and in no case later than one year after Bid due 
date. 

7. Any suit or action under this Bond shall be commenced only in a court of competent jurisdiction located in 
the state in which the Project is located. 

8. Notices required hereunder shall be in writing and sent to Bidder and Surety at their respective addresses 
shown on the face of this Bond. Such notices may be sent by personal delivery, commercial courier, or by United 
States Registered or Certified Mail, return receipt requested, postage pre-paid, and shall be deemed to be effective 
upon receipt by the party concerned. 
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9. Surety shall cause to be attached to this Bond a current and effective Power of Attorney evidencing the 
authority of the officer, agent, or representative who executed this Bond on behalf of Surety to execute, seal, and 
deliver such Bond and bind the Surety thereby. 

10. This Bond is intended to conform to all applicable statutory requirements. Any applicable requirement of any 
applicable statute that has been omitted from this Bond shall be deemed to be included herein as if set forth at 
length. If any provision of this Bond conflicts with any applicable statute, then the provision of said statute shall 
govern and the remainder of this Bond that is not in conflict therewith shall continue in full force and effect. 

11. The term “Bid” as used herein includes a Bid, offer, or proposal as applicable. 
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 AGREEMENT BETWEEN OWNER AND CONTRACTOR 

FOR CONSTRUCTION CONTRACT  

 

THIS AGREEMENT is by and between City of Leander, Texas (“Owner”) and 

      (“Contractor”). 

Owner and Contractor hereby agree as follows: 

 

ARTICLE 1 – WORK 

1.01 Contractor shall complete all Work as specified or indicated in the Contract Documents. The 

Work is generally described as follows: 

The full-width milling and overlay of cumulative approximately 8625 linear feet of High Chaparral 

Drive, Calle Drive, Tierra Alto Street, Carto Street, Los Vista Drive, Bonita Verde Drive and Riva Ridge 

Drive and reconstruction of approximately 990 linear feet of Lions Drive from South West Drive to 

Midway.  

ARTICLE 2 – THE PROJECT 

2.01 The Project for which the Work under the Contract Documents may be the whole or only a part is 

generally described as follows: 

City of Leander Street Rehabilitation 2016 

ARTICLE 3 – ENGINEER 

3.01 The Project has been designed by Linda Barlow, P.E. (Engineer), which is to act as Owner’s 

representative, assume all duties and responsibilities, and have the rights and authority assigned 

to Engineer in the Contract Documents in connection with the completion of the Work in 

accordance with the Contract Documents. 

ARTICLE 4 – CONTRACT TIMES 

4.01 Time of the Essence 

A. All time limits for Milestones, if any, Substantial Completion, and completion and readiness for 

final payment as stated in the Contract Documents are of the essence of the Contract.  

4.02 Days to Achieve Substantial Completion and Final Payment 

A. The Work will be substantially completed within 90 calendar days after the date when the 

Contract Times commence to run as provided in Paragraph 2.03 of the General Conditions, and 

completed and ready for final payment in accordance with Paragraph 14.07 of the General 

Conditions within 120 calendar days after the date when the Contract Times commence to run. 



         

City of Leander Street Rehabilitation 2016 

Agreement 

Page 2 of 7 

 

4.03 Liquidated Damages 

A. Contractor and Owner recognize that time is of the essence as stated in Paragraph 4.01 above 

and that Owner will suffer financial loss if the Work is not completed within the times specified 

in Paragraph 4.02 above, plus any extensions thereof allowed in accordance with Article 12 of 

the General Conditions. The parties also recognize the delays, expense, and difficulties involved 

in proving in a legal or arbitration proceeding the actual loss suffered by Owner if the Work is 

not completed on time. Accordingly, instead of requiring any such proof, Owner and Contractor 

agree that as liquidated damages for delay (but not as a penalty), Contractor shall pay Owner 

$500 for each day that expires after the time specified in Paragraph 4.02 above for Substantial 

Completion until the Work is substantially complete. After Substantial Completion, if 

Contractor shall neglect, refuse, or fail to complete the remaining Work within the Contract 

Time or any proper extension thereof granted by Owner, Contractor shall pay Owner $500 for 

each day that expires after the time specified in Paragraph 4.02 above for completion and 

readiness for final payment until the Work is completed and ready for final payment. 

ARTICLE 5 – CONTRACT PRICE 

5.01 Owner shall pay Contractor for completion of the Work in accordance with the Contract 

Documents an amount in current funds equal to the sum of the amounts determined pursuant to 

Paragraphs 5.01.A, 5.01.B, and 5.01.C below: 

A. For all Work, at the prices stated in Contractor’s Bid, attached hereto as an exhibit. 

ARTICLE 6 – PAYMENT PROCEDURES 

6.01 Submittal and Processing of Payments 

A. Contractor shall submit Applications for Payment in accordance with Article 14 of the General 

Conditions. Applications for Payment will be processed by Engineer as provided in the General 

Conditions. 

6.02 Progress Payments; Retainage 

A. Owner shall make progress payments on account of the Contract Price on the basis of 

Contractor’s Applications for Payment on or about the last day of each month during 

performance of the Work as provided in Paragraph 6.02.A.1 below. All such payments will be 

measured by the schedule of values established as provided in Paragraph 2.07.A of the General 

Conditions (and in the case of Unit Price Work based on the number of units completed) or, in 

the event there is no schedule of values, as provided in the General Requirements. 

1. Prior to Substantial Completion, progress payments will be made in an amount equal to the 

percentage indicated below but, in each case, less the aggregate of payments previously 

made and less such amounts as Engineer may determine or Owner may withhold, including 

but not limited to liquidated damages, in accordance with Paragraph 14.02 of the General 

Conditions. 
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a. 95 percent of Work completed (with the balance being retainage). 

6.03 Final Payment 

A. Upon final completion and acceptance of the Work in accordance with Paragraph 14.07 of the 

General Conditions, Owner shall pay the remainder of the Contract Price as recommended by 

Engineer as provided in said Paragraph 14.07. 

ARTICLE 7 – NOT USED. 

ARTICLE 8 – CONTRACTOR’S REPRESENTATIONS 

8.01 In order to induce Owner to enter into this Agreement, Contractor makes the following 

representations: 

A. Contractor has examined and carefully studied the Contract Documents and the other related 

data identified in the Bidding Documents. 

B. Contractor has visited the Site and become familiar with and is satisfied as to the general, local, 

and Site conditions that may affect cost, progress, and performance of the Work. 

C. Contractor is familiar with and is satisfied as to all federal, state, and local Laws and 

Regulations that may affect cost, progress, and performance of the Work. 

D. Contractor has carefully studied all: (1) reports of explorations and tests of subsurface 

conditions at or contiguous to the Site and all drawings of physical conditions relating to 

existing surface or subsurface structures at the Site (except Underground Facilities), if any, that 

have been identified in Paragraph SC-4.02 of the Supplementary Conditions as containing 

reliable "technical data," and (2) reports and drawings of Hazardous Environmental Conditions, 

if any, at the Site that have been identified in Paragraph SC-4.06 of the Supplementary 

Conditions as containing reliable "technical data."   

E. Contractor has considered the information known to Contractor; information commonly known 

to contractors doing business in the locality of the Site; information and observations obtained 

from visits to the Site; the Contract Documents; and drawings identified in the Contract 

Documents, with respect to the effect of such information, observations, and documents on (1) 

the cost, progress, and performance of the Work; (2) the means, methods, techniques, 

sequences, and procedures of construction to be employed by Contractor, including any specific 

means, methods, techniques, sequences, and procedures of construction expressly required by 

the Contract Documents; and (3) Contractor’s safety precautions and programs.   

F. Based on the information and observations referred to in Paragraph 8.01.E above, Contractor 

does not consider that further examinations, investigations, explorations, tests, studies, or data 

are necessary for the performance of the Work at the Contract Price, within the Contract Times, 

and in accordance with the other terms and conditions of the Contract Documents. 
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G. Contractor is aware of the general nature of work to be performed by Owner and others at the 

Site that relates to the Work as indicated in the Contract Documents. 

H. Contractor has given Engineer written notice of all conflicts, errors, ambiguities, or 

discrepancies that Contractor has discovered in the Contract Documents, and the written 

resolution thereof by Engineer is acceptable to Contractor. 

I. The Contract Documents are generally sufficient to indicate and convey understanding of all 

terms and conditions for performance and furnishing of the Work. 

ARTICLE 9 – CONTRACT DOCUMENTS 

9.01 Contents 

A. The Contract Documents consist of the following: 

1. This Agreement  

2. Performance bond  

3. Payment bond  

4. Bid bond 

5. General Conditions  

6. Supplementary Conditions  

7. Specifications as listed in the table of contents of the Project Manual. 

8. Drawings consisting of 23 sheets bearing the following general title: City of Leander Street 

Rehabilitation 2016 

9. Addenda  

10. Exhibits to this Agreement (enumerated as follows): 

a. Contractor’s Bid  

b. Documentation submitted by Contractor prior to Notice of Award  

11. The following which may be delivered or issued on or after the Effective Date of the 

Agreement and are not attached hereto: 

a. Notice to Proceed  

b. Work Change Directives. 

c. Change Orders. 
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B. The documents listed in Paragraph 9.01.A are attached to this Agreement (except as expressly 

noted otherwise above). 

C. There are no Contract Documents other than those listed above in this Article 9. 

D. The Contract Documents may only be amended, modified, or supplemented as provided in 

Paragraph 3.04 of the General Conditions. 

ARTICLE 10 – MISCELLANEOUS 

10.01 Terms 

A. Terms used in this Agreement will have the meanings stated in the General Conditions and the 

Supplementary Conditions. 

10.02 Assignment of Contract 

A. No assignment by a party hereto of any rights under or interests in the Contract will be binding 

on another party hereto without the written consent of the party sought to be bound; and, 

specifically but without limitation, moneys that may become due and moneys that are due may 

not be assigned without such consent (except to the extent that the effect of this restriction may 

be limited by law), and unless specifically stated to the contrary in any written consent to an 

assignment, no assignment will release or discharge the assignor from any duty or responsibility 

under the Contract Documents. 

10.03 Successors and Assigns 

A. Owner and Contractor each binds itself, its partners, successors, assigns, and legal 

representatives to the other party hereto, its partners, successors, assigns, and legal 

representatives in respect to all covenants, agreements, and obligations contained in the 

Contract Documents. 

10.04 Severability 

A. Any provision or part of the Contract Documents held to be void or unenforceable under any 

Law or Regulation shall be deemed stricken, and all remaining provisions shall continue to be 

valid and binding upon Owner and Contractor, who agree that the Contract Documents shall be 

reformed to replace such stricken provision or part thereof with a valid and enforceable 

provision that comes as close as possible to expressing the intention of the stricken provision. 
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10.05 Contractor’s Certifications 

A. Contractor certifies that it has not engaged in corrupt, fraudulent, collusive, or coercive 

practices in competing for or in executing the Contract.  For the purposes of this Paragraph 

10.05: 

1. “corrupt practice” means the offering, giving, receiving, or soliciting of any thing of value 

likely to influence the action of a public official in the bidding process or in the Contract 

execution; 

2. “fraudulent practice” means an intentional misrepresentation of facts made (a) to influence 

the bidding process or the execution of the Contract to the detriment of Owner, (b) to 

establish Bid or Contract prices at artificial non-competitive levels, or (c) to deprive Owner 

of the benefits of free and open competition; 

3. “collusive practice” means a scheme or arrangement between two or more Bidders, with or 

without the knowledge of Owner, a purpose of which is to establish Bid prices at artificial, 

non-competitive levels; and 

4. “coercive practice” means harming or threatening to harm, directly or indirectly, persons or 

their property to influence their participation in the bidding process or affect the execution 

of the Contract. 
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IN WITNESS WHEREOF, Owner and Contractor have signed this Agreement.  Counterparts have been 

delivered to Owner and Contractor. All portions of the Contract Documents have been signed or have been 

identified by Owner and Contractor or on their behalf. 

 

This Agreement will be effective on                                (which is the Effective Date of the Agreement). 

  

 

   

OWNER:  CONTRACTOR 

City of Leander        

By: Christopher Fielder, Mayor  By:        

Title: Mayor  Title:       

  

 (If Contractor is a corporation, a partnership, 

or a joint venture, attach evidence of authority 

to sign.) 

Attest:        Attest:       

Title:        Title:       

Address for giving notices:  Address for giving notices: 

             

             

             

  License No.: 
                                                 

          

(If Owner is a corporation, attach evidence  

of authority to sign. If Owner is a public body, 

attach evidence of authority to sign and resolution 

or other documents authorizing execution  

of this Agreement.) 

 

           (Where applicable) 

NOTE TO USER:  Use in those states or other 

jurisdictions where applicable or required. 

 Agent for service of process: 

       

 



 
City of Leander Street Rehabilitation 2016 

 Performance Bond 
Page 1 of 2 

 PERFORMANCE BOND 
 
THE STATE OF TEXAS  §  BOND NO.                                             
 
COUNTY OF                  § 
 
KNOW ALL BY THESE PRESENTS, THAT : 
                                                                                   of the City of                                            ,County 
of                                          ,and State of                        , as PRINCIPAL, and                                    , 
a corporation organized and existing under the laws of  _________  and authorized under the laws of 
the State of Texas to act as SURETY on bonds for PRINCIPALS, are held and firmly bound unto the 
                           (OWNER), in the penal sum of                                                      Dollars ($               
          ) for the payment whereof, the said PRINCIPAL and SURETY bind themselves and their 
heirs, administrators, executors, successors and assigns, jointly and severally, firmly by these 
presents: 
 

WHEREAS, the PRINCIPAL has entered into a certain written Contract with the OWNER, 
dated the          day of                  , 201__ to which Contract is hereby referred to and made a part 
hereof as fully and to the same extent as if copied at length herein. 
 

NOW, THEREFORE, THE CONDITIONS OF THIS OBLIGATION ARE SUCH, that if the 
said PRINCIPAL shall faithfully perform the work in accordance with the plans, specifications and 
under said Contract and shall in all respects duly and faithfully observe ad perform all and singular 
the covenants, conditions and agreements in and by said Contract agreed and covenanted by the 
PRINCIPAL to be observed and performed, and according to the true intent and meaning of said 
Contract and the Plans and Specifications thereto annexed, and shall fully indemnify and save the 
OWNER harmless from any loss, cost or damage by reason of PRINCIPAL’s failure to complete the 
work then this obligation shall be void; otherwise to remain in full force and effect; 
 

PROVIDED, HOWEVER, that this bond is executed pursuant to the provisions of Texas 
Gov. 2253 as amended and all liabilities on this bond shall be determined in accordance with the 
provisions of said Article to the same extent as if it were copied at length herein. 

 
In the event that the OWNER declares the PRINCIPAL in default under the Contract, the 

Surety will, within fifteen days of the OWNER’S declaration of such default, at OWNER’S election 
either: 1)  take over and assume completion of said Contract and shall faithfully construct and 
complete said Contract in a good and workmanlike manner in accordance with the original schedule 
for completion, the approved Plans and Specifications, or 2) allow OWNER to draw on any part or 
all of the total amount of this bond by submitting a written request for a draw from the OWNER’S 
Public Works Director or designee to SURETY’S Attorney-in fact.  Conditioned upon the Surety’s 
faithful performance of its obligation, the liability of the Surety for the Principal’s default shall not 
exceed the penalty of this bond. 
 
 The Surety agrees to pay the OWNER upon demand all loss and expense, including 
attorneys’ fees, incurred by the OWNER by reason of or on account of any breach of this obligation 
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by the Surety.   Provided further, that in any legal action be filed upon this bond, venue shall lie in 
the county where the work is to be constructed. 
 
 This Bond is a continuing obligation and shall remain in full force and effect until cancelled 
as provided for herein.  This Bond may be cancelled upon Surety’s receipt of written notice of 
cancellation by the OWNER stating that the Contract has been completed and accepted by OWNER. 
 

SURETY, for value received, stipulates and agrees that no change, extension of time, 
alteration or addition to the terms of the Contract, or to the work performed thereunder, or the Plans, 
specifications or drawings accompanying the same, shall in any way affect its obligation on this 
bond, and it does hereby waive notice of any such change, extension of time, alteration or addition to 
the terms of the Contract, or to the work to be performed thereunder. 
 

IN WITNESS WHEREOF, the said PRINCIPAL and SURETY have signed and sealed this 
instrument this            day of              , 201_. 
 
                                                              _________________________________ 
Principal      Surety 
 
 
By                                                          By      ________                                                   
  
Title                                                        Title         __________                                      

         
Address                                                    Address     _____________                                            
                                                                                                                               
 
                                                                                                                               
 
The name and address of the Resident Agent of Surety is:  
 
                                                                                                                                       
 
                                                                                                                                        
 
 
(Seal) 



     

City of Leander Street Rehabilitation 2016 
Payment Bond 

Page 1 of 2 

PAYMENT BOND 
 
 

        Bond No. ______________ 
             Premium  $_____________ 
 
KNOW ALL MEN BY THESE PRESENTS, that ____________ (Contractor), City of _______, 
County of ________, and State of ___________, hereinafter referred to as the Principal, and 
_____________________  a corporation organized and existing under the laws of _____________ 
and authorized under the laws of the State of Texas to act as Surety on bonds for Principal,  are held 
and firmly bound unto City _________________, Texas as Obligee, in the penal sum of 
___________________________ ($ _______________) DOLLARS, lawful money of the United 
States of America, for the payment of which well and truly to be made, the said Principals and Surety 
bind themselves, and their heirs, executors, administrators, successors and assigns, jointly and 
severally, firmly by these presents. 
 

WHEREAS, the PRINCIPAL has entered into a certain written Contract with the OWNER 
for the following project: ___________________, dated the          day of                  , 201__ to which 
Contract is hereby referred to and made a part hereof as fully and to the same extent as if copied at 
length herein. 
 

NOW, THEREFORE, THE CONDITIONS OF THIS OBLIGATION ARE SUCH, that if the 
said Principals shall pay all claimants supplying labor and material to him or a subcontractor in the 
prosecution of the project, then this obligation shall be void; otherwise to remain in full force and 
effect. 
 
 In the event that either Principal fails to promptly pay when due persons who have supplied 
labor, materials, or supplies used in the prosecution of the project, the Surety will, upon receipt of 
notice from the Obligee or a claim in the form required by law, satisfy all undisputed balances due, 
and make arrangements satisfactory to the interested parties to resolve all amounts disputed in good 
faith, but in no event shall the liability for the Surety for the Principal’s failure to promptly pay for 
labor, materials, or supplies exceed the penalty of this bond. 
 
 The Surety agrees to pay the Obligee upon demand all loss and expense, including attorneys’ 
fees, incurred by the Obligee by reason of or on account of any breach of this obligation by the 
Surety.   Provided further, that in any legal action be filed upon this bond, venue shall lie in the 
county where the project is to be constructed. 
 

PROVIDED, HOWEVER, that this bond is executed pursuant to the provisions of Texas 
Government Code Chapter 2253 as amended and all liabilities on this bond shall be determined in 
accordance with the provisions of said Chapter to the same extent as if it were copied at length 
herein.  This bond is made and entered for the protection of all claimants supplying labor and 
material in the prosecution of the project, and all such claimants shall have a direct right of action 
under the bond as provided in Section 2253.021, Texas Government Code, as amended.  If any legal 
action is filed upon this bond, venue shall be in the county where the said project is to be 
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constructed. 
 
SURETY, for value received, stipulates and agrees that no change, extension of time, 

alteration or addition to the terms of the Contract, or to the work performed hereunder, or the Plans, 
specifications or drawings accompanying the same, shall in any way affect its obligation on this 
bond, and it does hereby waive notice of any such change, extension of time, alteration or addition to 
the terms of the Contract, or to the work to be performed hereunder. 
 

IN WITNESS WHEREOF, the said PRINCIPAL and SURETY have signed and sealed this 
instrument this ______day of ______________, 201_. 
 
________________________________  ____________________________________ 
Principal      Surety 
 
By  ____________________________  By__________________________________ 
Name __________________________  Name _______________________________ 
Title ___________________________  Title _______________________________      
Address                                                      Address    
 
____________________________________ ____________________________________ 
 
____________________________________            ____________________________________ 
 
____________________________________ ____________________________________ 
 
 
 
 
 
The name and address of the Resident Agent of Surety is:  
 
____________________________________ 
 
____________________________________ 
 
____________________________________  
 
                                                                                                                                        
 
 
(Seal) 
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ARTICLE 1 – DEFINITIONS AND TERMINOLOGY 

1.01 Defined Terms 

A. Wherever used in the Bidding Requirements or Contract Documents and printed with initial 
capital letters, the terms listed below will have the meanings indicated which are applicable to 
both the singular and plural thereof. In addition to terms specifically defined, terms with initial 
capital letters in the Contract Documents include references to identified articles and paragraphs, 
and the titles of other documents or forms. 

1. Addenda—Written or graphic instruments issued prior to the opening of Bids which clarify, 
correct, or change the Bidding Requirements or the proposed Contract Documents. 

2. Agreement—The written instrument which is evidence of the agreement between Owner and 
Contractor covering the Work. 

3. Application for Payment—The form acceptable to Engineer which is to be used by Contractor 
during the course of the Work in requesting progress or final payments and which is to be 
accompanied by such supporting documentation as is required by the Contract Documents. 

4. Asbestos—Any material that contains more than one percent asbestos and is friable or is 
releasing asbestos fibers into the air above current action levels established by the United 
States Occupational Safety and Health Administration. 

5. Bid—The offer or proposal of a Bidder submitted on the prescribed form setting forth the 
prices for the Work to be performed. 

6. Bidder—The individual or entity who submits a Bid directly to Owner. 

7. Bidding Documents—The Bidding Requirements and the proposed Contract Documents 
(including all Addenda). 

8. Bidding Requirements—The advertisement or invitation to bid, Instructions to Bidders, Bid 
security of acceptable form, if any, and the Bid Form with any supplements. 

9. Change Order—A document recommended by Engineer which is signed by Contractor and 
Owner and authorizes an addition, deletion, or revision in the Work or an adjustment in the 
Contract Price or the Contract Times, issued on or after the Effective Date of the Agreement. 

10. Claim—A demand or assertion by Owner or Contractor seeking an adjustment of Contract 
Price or Contract Times, or both, or other relief with respect to the terms of the Contract. A 
demand for money or services by a third party is not a Claim. 

11. Contract—The entire and integrated written agreement between the Owner and Contractor 
concerning the Work. The Contract supersedes prior negotiations, representations, or 
agreements, whether written or oral. 
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12. Contract Documents—Those items so designated in the Agreement. Only printed or hard 
copies of the items listed in the Agreement are Contract Documents. Approved Shop 
Drawings, other Contractor submittals, and the reports and drawings of subsurface and 
physical conditions are not Contract Documents. 

13. Contract Price—The moneys payable by Owner to Contractor for completion of the Work in 
accordance with the Contract Documents as stated in the Agreement (subject to the 
provisions of Paragraph 11.03 in the case of Unit Price Work). 

14. Contract Times—The number of days or the dates stated in the Agreement to:  (i) achieve 
Milestones, if any; (ii) achieve Substantial Completion; and (iii) complete the Work so that it 
is ready for final payment as evidenced by Engineer’s written recommendation of final 
payment. 

15. Contractor—The individual or entity with whom Owner has entered into the Agreement. 

16. Cost of the Work—See Paragraph 11.01 for definition. 

17. Drawings—That part of the Contract Documents prepared or approved by Engineer which 
graphically shows the scope, extent, and character of the Work to be performed by 
Contractor. Shop Drawings and other Contractor submittals are not Drawings as so defined. 

18. Effective Date of the Agreement—The date indicated in the Agreement on which it becomes 
effective, but if no such date is indicated, it means the date on which the Agreement is signed 
and delivered by the last of the two parties to sign and deliver. 

19. Engineer—The individual or entity named as such in the Agreement. 

20. Field Order—A written order issued by Engineer which requires minor changes in the Work 
but which does not involve a change in the Contract Price or the Contract Times. 

21. General Requirements—Sections of Division 1 of the Specifications. 

22. Hazardous Environmental Condition—The presence at the Site of Asbestos, PCBs, 
Petroleum, Hazardous Waste, or Radioactive Material in such quantities or circumstances 
that may present a substantial danger to persons or property exposed thereto. 

23. Hazardous Waste—The term Hazardous Waste shall have the meaning provided in Section 
1004 of the Solid Waste Disposal Act (42 USC Section 6903) as amended from time to time. 

24. Laws and Regulations; Laws or Regulations—Any and all applicable laws, rules, regulations, 
ordinances, codes, and orders of any and all governmental bodies, agencies, authorities, and 
courts having jurisdiction. 

25. Liens—Charges, security interests, or encumbrances upon Project funds, real property, or 
personal property. 

26. Milestone—A principal event specified in the Contract Documents relating to an intermediate 
completion date or time prior to Substantial Completion of all the Work. 
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27. Notice of Award—The written notice by Owner to the Successful Bidder stating that upon 
timely compliance by the Successful Bidder with the conditions precedent listed therein, 
Owner will sign and deliver the Agreement. 

28. Notice to Proceed—A written notice given by Owner to Contractor fixing the date on which 
the Contract Times will commence to run and on which Contractor shall start to perform the 
Work under the Contract Documents. 

29. Owner—The individual or entity with whom Contractor has entered into the Agreement and 
for whom the Work is to be performed. 

30. PCBs—Polychlorinated biphenyls. 

31. Petroleum—Petroleum, including crude oil or any fraction thereof which is liquid at standard 
conditions of temperature and pressure (60 degrees Fahrenheit and 14.7 pounds per square 
inch absolute), such as oil, petroleum, fuel oil, oil sludge, oil refuse, gasoline, kerosene, and 
oil mixed with other non-Hazardous Waste and crude oils. 

32. Progress Schedule—A schedule, prepared and maintained by Contractor, describing the 
sequence and duration of the activities comprising the Contractor’s plan to accomplish the 
Work within the Contract Times. 

33. Project—The total construction of which the Work to be performed under the Contract 
Documents may be the whole, or a part. 

34. Project Manual—The bound documentary information prepared for bidding and constructing 
the Work. A listing of the contents of the Project Manual, which may be bound in one or 
more volumes, is contained in the table(s) of contents. 

35. Radioactive Material—Source, special nuclear, or byproduct material as defined by the 
Atomic Energy Act of 1954 (42 USC Section 2011 et seq.) as amended from time to time. 

36. Resident Project Representative—The authorized representative of Engineer who may be 
assigned to the Site or any part thereof. 

37. Samples—Physical examples of materials, equipment, or workmanship that are representative 
of some portion of the Work and which establish the standards by which such portion of the 
Work will be judged. 

38. Schedule of Submittals—A schedule, prepared and maintained by Contractor, of required 
submittals and the time requirements to support scheduled performance of related 
construction activities. 

39. Schedule of Values—A schedule, prepared and maintained by Contractor, allocating portions 
of the Contract Price to various portions of the Work and used as the basis for reviewing 
Contractor’s Applications for Payment. 
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40. Shop Drawings—All drawings, diagrams, illustrations, schedules, and other data or 
information which are specifically prepared or assembled by or for Contractor and submitted 
by Contractor to illustrate some portion of the Work. 

41. Site—Lands or areas indicated in the Contract Documents as being furnished by Owner upon 
which the Work is to be performed, including rights-of-way and easements for access thereto, 
and such other lands furnished by Owner which are designated for the use of Contractor. 

42. Specifications—That part of the Contract Documents consisting of written requirements for 
materials, equipment, systems, standards and workmanship as applied to the Work, and 
certain administrative requirements and procedural matters applicable thereto. 

43. Subcontractor—An individual or entity having a direct contract with Contractor or with any 
other Subcontractor for the performance of a part of the Work at the Site. 

44. Substantial Completion—The time at which the Work (or a specified part thereof) has 
progressed to the point where, in the opinion of Engineer, the Work (or a specified part 
thereof) is sufficiently complete, in accordance with the Contract Documents, so that the 
Work (or a specified part thereof) can be utilized for the purposes for which it is intended. 
The terms “substantially complete” and “substantially completed” as applied to all or part of 
the Work refer to Substantial Completion thereof. 

45. Successful Bidder—The Bidder submitting a responsive Bid to whom Owner makes an 
award. 

46. Supplementary Conditions—That part of the Contract Documents which amends or 
supplements these General Conditions. 

47. Supplier—A manufacturer, fabricator, supplier, distributor, materialman, or vendor having a 
direct contract with Contractor or with any Subcontractor to furnish materials or equipment to 
be incorporated in the Work by Contractor or Subcontractor. 

48. Underground Facilities—All underground pipelines, conduits, ducts, cables, wires, 
manholes, vaults, tanks, tunnels, or other such facilities or attachments, and any encasements 
containing such facilities, including those that convey electricity, gases, steam, liquid 
petroleum products, telephone or other communications, cable television, water, wastewater, 
storm water, other liquids or chemicals, or traffic or other control systems. 

49. Unit Price Work—Work to be paid for on the basis of unit prices. 

50. Work—The entire construction or the various separately identifiable parts thereof required to 
be provided under the Contract Documents. Work includes and is the result of performing or 
providing all labor, services, and documentation necessary to produce such construction, and 
furnishing, installing, and incorporating all materials and equipment into such construction, 
all as required by the Contract Documents. 

51. Work Change Directive—A written statement to Contractor issued on or after the Effective 
Date of the Agreement and signed by Owner and recommended by Engineer ordering an 
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addition, deletion, or revision in the Work, or responding to differing or unforeseen 
subsurface or physical conditions under which the Work is to be performed or to 
emergencies. A Work Change Directive will not change the Contract Price or the Contract 
Times but is evidence that the parties expect that the change ordered or documented by a 
Work Change Directive will be incorporated in a subsequently issued Change Order 
following negotiations by the parties as to its effect, if any, on the Contract Price or Contract 
Times. 

1.02 Terminology 

A. The words and terms discussed in Paragraph 1.02.B through F are not defined but, when used in 
the Bidding Requirements or Contract Documents, have the indicated meaning. 

B. Intent of Certain Terms or Adjectives: 

1. The Contract Documents include the terms “as allowed,” “as approved,” “as ordered,” “as 
directed” or terms of like effect or import to authorize an exercise of professional judgment 
by Engineer. In addition, the adjectives “reasonable,” “suitable,” “acceptable,” “proper,” 
“satisfactory,” or adjectives of like effect or import are used to describe an action or 
determination of Engineer as to the Work. It is intended that such exercise of professional 
judgment, action, or determination will be solely to evaluate, in general, the Work for 
compliance with the information in the Contract Documents and with the design concept of 
the  Project as a functioning whole as shown or indicated in the Contract Documents (unless 
there is a specific statement indicating otherwise). The use of any such term or adjective is 
not intended to and shall not be effective to assign to Engineer any duty or authority to 
supervise or direct the performance of the Work, or any duty or authority to undertake 
responsibility contrary to the provisions of Paragraph 9.09 or any other provision of the 
Contract Documents. 

C. Day: 

1. The word “day” means a calendar day of 24 hours measured from midnight to the next 
midnight. 

D. Defective: 

1. The word “defective,” when modifying the word “Work,” refers to Work that is 
unsatisfactory, faulty, or deficient in that it: 

a. does not conform to the Contract Documents; or 

b. does not meet the requirements of any applicable inspection, reference standard, test, or 
approval referred to in the Contract Documents; or  

c. has been damaged prior to Engineer’s recommendation of final payment (unless 
responsibility for the protection thereof has been assumed by Owner at Substantial 
Completion in accordance with Paragraph 14.04 or 14.05). 
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E. Furnish, Install, Perform, Provide: 

1. The word “furnish,” when used in connection with services, materials, or equipment, shall 
mean to supply and deliver said services, materials, or equipment to the Site (or some other 
specified location) ready for use or installation and in usable or operable condition. 

2. The word “install,” when used in connection with services, materials, or equipment, shall 
mean to put into use or place in final position said services, materials, or equipment complete 
and ready for intended use. 

3. The words “perform” or “provide,” when used in connection with services, materials, or 
equipment, shall mean to furnish and install said services, materials, or equipment complete 
and ready for intended use. 

4. When “furnish,” “install,” “perform,” or “provide” is not used in connection with services, 
materials, or equipment in a context clearly requiring an obligation of Contractor, “provide” 
is implied. 

F. Unless stated otherwise in the Contract Documents, words or phrases that have a well-known 
technical or construction industry or trade meaning are used in the Contract Documents in 
accordance with such recognized meaning. 

ARTICLE 2 – PRELIMINARY MATTERS 

2.01 Delivery of Bonds and Evidence of Insurance 

A. When Contractor delivers the executed counterparts of the Agreement to Owner, Contractor shall 
also deliver to Owner such bonds as Contractor may be required to furnish. 

B. Evidence of Insurance:  Before any Work at the Site is started, Contractor and Owner shall each 
deliver to the other, with copies to each additional insured identified in the Supplementary 
Conditions, certificates of insurance (and other evidence of insurance which either of them or any 
additional insured may reasonably request) which Contractor and Owner respectively are 
required to purchase and maintain in accordance with Article 5. 

2.02 Copies of Documents 

A. Owner shall furnish to Contractor up to ten printed or hard copies of the Drawings and Project 
Manual. Additional copies will be furnished upon request at the cost of reproduction. 

2.03 Commencement of Contract Times; Notice to Proceed 

A. The Contract Times will commence to run on the thirtieth day after the Effective Date of the 
Agreement or, if a Notice to Proceed is given, on the day indicated in the Notice to Proceed. A 
Notice to Proceed may be given at any time within 30 days after the Effective Date of the 
Agreement. In no event will the Contract Times commence to run later than the sixtieth day after 
the day of Bid opening or the thirtieth day after the Effective Date of the Agreement, whichever 
date is earlier. 
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2.04 Starting the Work 

A. Contractor shall start to perform the Work on the date when the Contract Times commence to 
run. No Work shall be done at the Site prior to the date on which the Contract Times commence 
to run. 

2.05 Before Starting Construction 

A. Preliminary Schedules: Within 10 days after the Effective Date of the Agreement (unless 
otherwise specified in the General Requirements), Contractor shall submit to Engineer for timely 
review: 

1. a preliminary Progress Schedule indicating the times (numbers of days or dates) for starting 
and completing the various stages of the Work, including any Milestones specified in the 
Contract Documents; 

2. a preliminary Schedule of Submittals; and 

3. a preliminary Schedule of Values for all of the Work which includes quantities and prices of 
items which when added together equal the Contract Price and subdivides the Work into 
component parts in sufficient detail to serve as the basis for progress payments during 
performance of the Work. Such prices will include an appropriate amount of overhead and 
profit applicable to each item of Work. 

2.06 Preconstruction Conference; Designation of Authorized Representatives 

A. Before any Work at the Site is started, a conference attended by Owner, Contractor, Engineer, 
and others as appropriate will be held to establish a working understanding among the parties as 
to the Work and to discuss the schedules referred to in Paragraph 2.05.A, procedures for handling 
Shop Drawings and other submittals, processing Applications for Payment, and maintaining 
required records. 

B. At this conference Owner and Contractor each shall designate, in writing, a specific individual to 
act as its authorized representative with respect to the services and responsibilities under the 
Contract.  Such individuals shall have the authority to transmit instructions, receive information, 
render decisions relative to the Contract, and otherwise act on behalf of each respective party. 

2.07 Initial Acceptance of Schedules 

A. At least 10 days before submission of the first Application for Payment a conference attended by 
Contractor, Engineer, and others as appropriate will be held to review for acceptability to 
Engineer as provided below the schedules submitted in accordance with Paragraph 2.05.A. 
Contractor shall have an additional 10 days to make corrections and adjustments and to complete 
and resubmit the schedules. No progress payment shall be made to Contractor until acceptable 
schedules are submitted to Engineer. 

1. The Progress Schedule will be acceptable to Engineer if it provides an orderly progression of 
the Work to completion within the Contract Times. Such acceptance will not impose on 



 

Standard General Conditions of the Construction Contract 
Copyright © 2007 National Society of Professional Engineers for EJCDC.  All rights reserved. 

Page 8  of  62 
 

Engineer responsibility for the Progress Schedule, for sequencing, scheduling, or progress of 
the Work, nor interfere with or relieve Contractor from Contractor’s full responsibility 
therefor. 

2. Contractor’s Schedule of Submittals will be acceptable to Engineer if it provides a workable 
arrangement for reviewing and processing the required submittals. 

3. Contractor’s Schedule of Values will be acceptable to Engineer as to form and substance if it 
provides a reasonable allocation of the Contract Price to component parts of the Work. 

ARTICLE 3 – CONTRACT DOCUMENTS:  INTENT, AMENDING, REUSE 

3.01 Intent 

A. The Contract Documents are complementary; what is required by one is as binding as if required 
by all. 

B. It is the intent of the Contract Documents to describe a functionally complete project (or part 
thereof) to be constructed in accordance with the Contract Documents. Any labor, 
documentation, services, materials, or equipment that reasonably may be inferred from the 
Contract Documents or from prevailing custom or trade usage as being required to produce the 
indicated result will be provided whether or not specifically called for, at no additional cost to 
Owner. 

C. Clarifications and interpretations of the Contract Documents shall be issued by Engineer as 
provided in Article 9. 

3.02 Reference Standards 

A. Standards, Specifications, Codes, Laws, and Regulations 

1. Reference to standards, specifications, manuals, or codes of any technical society, 
organization, or association, or to Laws or Regulations, whether such reference be specific or 
by implication, shall mean the standard, specification, manual, code, or Laws or Regulations 
in effect at the time of opening of Bids (or on the Effective Date of the Agreement if there 
were no Bids), except as may be otherwise specifically stated in the Contract Documents. 

2. No provision of any such standard, specification, manual, or code, or any instruction of a 
Supplier, shall be effective to change the duties or responsibilities of Owner, Contractor, or 
Engineer, or any of their subcontractors, consultants, agents, or employees, from those set 
forth in the Contract Documents. No such provision or instruction shall be effective to assign 
to Owner, Engineer, or any of their officers, directors, members, partners,  employees, agents, 
consultants, or subcontractors, any duty or authority to supervise or direct the performance of 
the Work or any duty or authority to undertake responsibility inconsistent with the provisions 
of the Contract Documents. 
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3.03 Reporting and Resolving Discrepancies 

A. Reporting Discrepancies: 

1. Contractor’s Review of Contract Documents Before Starting Work:  Before undertaking each 
part of the Work, Contractor shall carefully study and compare the Contract Documents and 
check and verify pertinent figures therein and all applicable field measurements. Contractor 
shall promptly report in writing to Engineer any conflict, error, ambiguity, or discrepancy 
which Contractor discovers, or has actual knowledge of, and shall obtain a written 
interpretation or clarification from Engineer before proceeding with any Work affected 
thereby. 

2. Contractor’s Review of Contract Documents During Performance of Work:  If, during the 
performance of the Work, Contractor discovers any conflict, error, ambiguity, or discrepancy 
within the Contract Documents, or between the Contract Documents and (a) any applicable 
Law or Regulation, (b) any standard, specification, manual, or code, or (c) any instruction of 
any Supplier, then Contractor shall promptly report it to Engineer in writing. Contractor shall 
not proceed with the Work affected thereby (except in an emergency as required by Paragraph 
6.16.A) until an amendment or supplement to the Contract Documents has been issued by 
one of the methods indicated in Paragraph 3.04. 

3. Contractor shall not be liable to Owner or Engineer for failure to report any conflict, error, 
ambiguity, or discrepancy in the Contract Documents unless Contractor had actual 
knowledge thereof. 

B. Resolving Discrepancies: 

1. Except as may be otherwise specifically stated in the Contract Documents, the provisions of 
the Contract Documents shall take precedence in resolving any conflict, error, ambiguity, or 
discrepancy between the provisions of the Contract Documents and: 

a. the provisions of any standard, specification, manual, or code, or the instruction of any 
Supplier (whether or not specifically incorporated by reference in the Contract 
Documents); or 

b. the provisions of any Laws or Regulations applicable to the performance of the Work 
(unless such an interpretation of the provisions of the Contract Documents would result in 
violation of such Law or Regulation). 

3.04 Amending and Supplementing Contract Documents 

A. The Contract Documents may be amended to provide for additions, deletions, and revisions in 
the Work or to modify the terms and conditions thereof by either a Change Order or a Work 
Change Directive. 

B. The requirements of the Contract Documents may be supplemented, and minor variations and 
deviations in the Work may be authorized, by one or more of the following ways: 
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1. A Field Order;  

2. Engineer’s approval of a Shop Drawing or Sample (subject to the provisions of Paragraph 
6.17.D.3); or  

3. Engineer’s written interpretation or clarification. 

3.05 Reuse of Documents 

A. Contractor and any Subcontractor or Supplier shall not: 

1. have or acquire any title to or ownership rights in any of the Drawings, Specifications, or 
other documents (or copies of any thereof) prepared by or bearing the seal of Engineer or its 
consultants, including electronic media editions; or  

2. reuse any such Drawings, Specifications, other documents, or copies thereof on extensions of 
the Project or any other project without written consent of Owner and Engineer and specific 
written verification or adaptation by Engineer. 

B. The prohibitions of this Paragraph 3.05 will survive final payment, or termination of the 
Contract. Nothing herein shall preclude Contractor from retaining copies of the Contract 
Documents for record purposes. 

3.06 Electronic Data 

A. Unless otherwise stated in the Supplementary Conditions, the data furnished by Owner or 
Engineer to Contractor, or by Contractor to Owner or Engineer, that may be relied upon are 
limited to the printed copies (also known as hard copies). Files in electronic media format of text, 
data, graphics, or other types are furnished only for the convenience of the receiving party. Any 
conclusion or information obtained or derived from such electronic files will be at the user’s sole 
risk. If there is a discrepancy between the electronic files and the hard copies, the hard copies 
govern. 

B. Because data stored in electronic media format can deteriorate or be modified inadvertently or 
otherwise without authorization of the data’s creator, the party receiving electronic files agrees 
that it will perform acceptance tests or procedures within 60 days, after which the receiving party 
shall be deemed to have accepted the data thus transferred. Any errors detected within the 60-day 
acceptance period will be corrected by the transferring party. 

C. When transferring documents in electronic media format, the transferring party makes no 
representations as to long term compatibility, usability, or readability of documents resulting 
from the use of software application packages, operating systems, or computer hardware differing 
from those used by the data’s creator. 
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ARTICLE 4 – AVAILABILITY OF LANDS; SUBSURFACE AND PHYSICAL CONDITIONS; 
HAZARDOUS ENVIRONMENTAL CONDITIONS; REFERENCE POINTS 

4.01 Availability of Lands 

A. Owner shall furnish the Site. Owner shall notify Contractor of any encumbrances or restrictions 
not of general application but specifically related to use of the Site with which Contractor must 
comply in performing the Work. Owner will obtain in a timely manner and pay for easements for 
permanent structures or permanent changes in existing facilities. If Contractor and Owner are 
unable to agree on entitlement to or on the amount or extent, if any, of any adjustment in the 
Contract Price or Contract Times, or both, as a result of any delay in Owner’s furnishing the Site 
or a part thereof, Contractor may make a Claim therefor as provided in Paragraph 10.05. 

B. Upon reasonable written request, Owner shall furnish Contractor with a current statement of 
record legal title and legal description of the lands upon which the Work is to be performed and 
Owner’s interest therein as necessary for giving notice of or filing a mechanic’s or construction 
lien against such lands in accordance with applicable Laws and Regulations. 

C. Contractor shall provide for all additional lands and access thereto that may be required for 
temporary construction facilities or storage of materials and equipment. 

4.02 Subsurface and Physical Conditions 

A. Reports and Drawings:  The Supplementary Conditions identify: 

1. those reports known to Owner of explorations and tests of subsurface conditions at or 
contiguous to the Site;  and 

2. those drawings known to Owner of physical conditions relating to existing surface or 
subsurface structures at the Site (except Underground Facilities). 

B. Limited Reliance by Contractor on Technical Data Authorized:  Contractor may rely upon the 
accuracy of the “technical data” contained in such reports and drawings, but such reports and 
drawings are not Contract Documents. Such “technical data” is identified in the Supplementary 
Conditions. Except for such reliance on such “technical data,” Contractor may not rely upon or 
make any claim against Owner or Engineer, or any of their officers, directors, members, partners, 
employees, agents, consultants, or subcontractors with respect to: 

1. the completeness of such reports and drawings for Contractor’s purposes, including, but not 
limited to, any aspects of the means, methods, techniques, sequences, and procedures of 
construction to be employed by Contractor, and safety precautions and programs incident 
thereto; or 

2. other data, interpretations, opinions, and information contained in such reports or shown or 
indicated in such drawings; or 

3. any Contractor interpretation of or conclusion drawn from any “technical data” or any such 
other data, interpretations, opinions, or information. 
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4.03 Differing Subsurface or Physical Conditions 

A. Notice:  If Contractor believes that any subsurface or physical condition that is uncovered or 
revealed either: 

1. is of such a nature as to establish that any “technical data” on which Contractor is entitled to 
rely as provided in Paragraph 4.02 is materially inaccurate; or 

2. is of such a nature as to require a change in the Contract Documents; or 

3. differs materially from that shown or indicated in the Contract Documents; or  

4. is of an unusual nature, and differs materially from conditions ordinarily encountered and 
generally recognized as inherent in work of the character provided for in the Contract 
Documents; 

then Contractor shall, promptly after becoming aware thereof and before further disturbing the 
subsurface or physical conditions or performing any Work in connection therewith (except in an 
emergency as required by Paragraph 6.16.A), notify Owner and Engineer in writing about such 
condition. Contractor shall not further disturb such condition or perform any Work in connection 
therewith (except as aforesaid) until receipt of written order to do so. 

B. Engineer’s Review: After receipt of written notice as required by Paragraph 4.03.A, Engineer will 
promptly review the pertinent condition, determine the necessity of Owner’s obtaining additional 
exploration or tests with respect thereto, and advise Owner in writing (with a copy to Contractor) 
of Engineer’s findings and conclusions. 

C. Possible Price and Times Adjustments: 

1. The Contract Price or the Contract Times, or both, will be equitably adjusted to the extent 
that the existence of such differing subsurface or physical condition causes an increase or 
decrease in Contractor’s cost of, or time required for, performance of the Work; subject, 
however, to the following: 

a. such condition must meet any one or more of the categories described in Paragraph 
4.03.A; and 

b. with respect to Work that is paid for on a unit price basis, any adjustment in Contract 
Price will be subject to the provisions of Paragraphs 9.07 and 11.03. 

2. Contractor shall not be entitled to any adjustment in the Contract Price or Contract Times if: 

a. Contractor knew of the existence of such conditions at the time Contractor made a final 
commitment to Owner with respect to Contract Price and Contract Times by the 
submission of a Bid or becoming bound under a negotiated contract; or 

b. the existence of such condition could reasonably have been discovered or revealed as a 
result of any examination, investigation, exploration, test, or study of the Site and 
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contiguous areas required by the Bidding Requirements or Contract Documents to be 
conducted by or for Contractor prior to Contractor’s making such final commitment; or 

c. Contractor failed to give the written notice as required by Paragraph 4.03.A. 

3. If Owner and Contractor are unable to agree on entitlement to or on the amount or extent, if 
any, of any adjustment in the Contract Price or Contract Times, or both, a Claim may be 
made therefor as provided in Paragraph 10.05. However, neither Owner or Engineer, or any 
of their officers, directors, members, partners, employees, agents, consultants, or 
subcontractors shall be liable to Contractor for any claims, costs, losses, or damages 
(including but not limited to all fees and charges of engineers, architects, attorneys, and other 
professionals and all court or arbitration or other dispute resolution costs) sustained by 
Contractor on or in connection with any other project or anticipated project. 

4.04 Underground Facilities 

A. Shown or Indicated:  The information and data shown or indicated in the Contract Documents 
with respect to existing Underground Facilities at or contiguous to the Site is based on 
information and data furnished to Owner or Engineer by the owners of such Underground 
Facilities, including Owner, or by others. Unless it is otherwise expressly provided in the 
Supplementary Conditions: 

1. Owner and Engineer shall not be responsible for the accuracy or completeness of any such 
information or data provided by others; and 

2. the cost of all of the following will be included in the Contract Price, and Contractor shall 
have full responsibility for: 

a. reviewing and checking all such information and data; 

b. locating all Underground Facilities shown or indicated in the Contract Documents; 

c. coordination of the Work with the owners of such Underground Facilities, including 
Owner, during construction; and  

d. the safety and protection of all such Underground Facilities and repairing any damage 
thereto resulting from the Work. 

B. Not Shown or Indicated: 

1. If an Underground Facility is uncovered or revealed at or contiguous to the Site which was 
not shown or indicated, or not shown or indicated with reasonable accuracy in the Contract 
Documents, Contractor shall, promptly after becoming aware thereof and before further 
disturbing conditions affected thereby or performing any Work in connection therewith 
(except in an emergency as required by Paragraph 6.16.A), identify the owner of such 
Underground Facility and give written notice to that owner and to Owner and Engineer. 
Engineer will promptly review the Underground Facility and determine the extent, if any, to 
which a change is required in the Contract Documents to reflect and document the 
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consequences of the existence or location of the Underground Facility. During such time, 
Contractor shall be responsible for the safety and protection of such Underground Facility. 

2. If Engineer concludes that a change in the Contract Documents is required, a Work Change 
Directive or a Change Order will be issued to reflect and document such consequences. An 
equitable adjustment shall be made in the Contract Price or Contract Times, or both, to the 
extent that they are attributable to the existence or location of any Underground Facility that 
was not shown or indicated or not shown or indicated with reasonable accuracy in the 
Contract Documents and that Contractor did not know of and could not reasonably have been 
expected to be aware of or to have anticipated. If Owner and Contractor are unable to agree 
on entitlement to or on the amount or extent, if any, of any such adjustment in Contract Price 
or Contract Times, Owner or Contractor may make a Claim therefor as provided in Paragraph 
10.05. 

4.05 Reference Points 

A. Owner shall provide engineering surveys to establish reference points for construction which in 
Engineer’s judgment are necessary to enable Contractor to proceed with the Work. Contractor 
shall be responsible for laying out the Work, shall protect and preserve the established reference 
points and property monuments, and shall make no changes or relocations without the prior 
written approval of Owner. Contractor shall report to Engineer whenever any reference point or 
property monument is lost or destroyed or requires relocation because of necessary changes in 
grades or locations, and shall be responsible for the accurate replacement or relocation of such 
reference points or property monuments by professionally qualified personnel. 

4.06 Hazardous Environmental Condition at Site 

A. Reports and Drawings:  The Supplementary Conditions identify those reports and drawings 
known to Owner relating to Hazardous Environmental Conditions that have been identified at the 
Site. 

B. Limited Reliance by Contractor on Technical Data Authorized:  Contractor may rely upon the 
accuracy of the “technical data” contained in such reports and drawings, but such reports and 
drawings are not Contract Documents. Such “technical data” is identified in the Supplementary 
Conditions. Except for such reliance on such “technical data,” Contractor may not rely upon or 
make any claim against Owner or Engineer, or any of their officers, directors, members, partners, 
employees, agents, consultants, or subcontractors with respect to: 

1. the completeness of such reports and drawings for Contractor’s purposes, including, but not 
limited to, any aspects of the means, methods, techniques, sequences and procedures of 
construction to be employed by Contractor and safety precautions and programs incident 
thereto; or 

2. other data, interpretations, opinions and information contained in such reports or shown or 
indicated in such drawings; or 

3. any Contractor interpretation of or conclusion drawn from any “technical data” or any such 
other data, interpretations, opinions or information. 
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C. Contractor shall not be responsible for any Hazardous Environmental Condition uncovered or 
revealed at the Site which was not shown or indicated in Drawings or Specifications or identified 
in the Contract Documents to be within the scope of the Work. Contractor shall be responsible 
for a Hazardous Environmental Condition created with any materials brought to the Site by 
Contractor, Subcontractors, Suppliers, or anyone else for whom Contractor is responsible. 

D. If Contractor encounters a Hazardous Environmental Condition or if Contractor or anyone for 
whom Contractor is responsible creates a Hazardous Environmental Condition, Contractor shall 
immediately:  (i) secure or otherwise isolate such condition; (ii) stop all Work in connection with 
such condition and in any area affected thereby (except in an emergency as required by Paragraph 
6.16.A); and (iii) notify Owner and Engineer (and promptly thereafter confirm such notice in 
writing). Owner shall promptly consult with Engineer concerning the necessity for Owner to 
retain a qualified expert to evaluate such condition or take corrective action, if any.  Promptly 
after consulting with Engineer, Owner shall take such actions as are necessary to permit Owner to 
timely obtain required permits and provide Contractor the written notice required by Paragraph 
4.06.E. 

E. Contractor shall not be required to resume Work in connection with such condition or in any 
affected area until after Owner has obtained any required permits related thereto and delivered 
written notice to Contractor:  (i) specifying that such condition and any affected area is or has 
been rendered safe for the resumption of Work; or (ii) specifying any special conditions under 
which such Work may be resumed safely. If Owner and Contractor cannot agree as to entitlement 
to or on the amount or extent, if any, of any adjustment in Contract Price or Contract Times, or 
both, as a result of such Work stoppage or such special conditions under which Work is agreed to 
be resumed by Contractor, either party may make a Claim therefor as provided in Paragraph 
10.05. 

F. If after receipt of such written notice Contractor does not agree to resume such Work based on a 
reasonable belief it is unsafe, or does not agree to resume such Work under such special 
conditions, then Owner may order the portion of the Work that is in the area affected by such 
condition to be deleted from the Work. If Owner and Contractor cannot agree as to entitlement to 
or on the amount or extent, if any, of an adjustment in Contract Price or Contract Times as a 
result of deleting such portion of the Work, then either party may make a Claim therefor as 
provided in Paragraph 10.05. Owner may have such deleted portion of the Work performed by 
Owner’s own forces or others in accordance with Article 7. 

G. To the fullest extent permitted by Laws and Regulations, Owner shall indemnify and hold 
harmless Contractor, Subcontractors, and Engineer, and the officers, directors, members, 
partners, employees, agents, consultants, and subcontractors of each and any of them from and 
against all claims, costs, losses, and damages (including but not limited to all fees and charges of 
engineers, architects, attorneys, and other professionals and all court or arbitration or other 
dispute resolution costs) arising out of or relating to a Hazardous Environmental Condition, 
provided that such Hazardous Environmental Condition:  (i) was not shown or indicated in the 
Drawings or Specifications or identified in the Contract Documents to be included within the 
scope of the Work, and (ii) was not created by Contractor or by anyone for whom Contractor is 
responsible. Nothing in this Paragraph 4.06.G shall obligate Owner to indemnify any individual 
or entity from and against the consequences of that individual’s or entity’s own negligence. 
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H. To the fullest extent permitted by Laws and Regulations, Contractor shall indemnify and hold 
harmless Owner and Engineer, and the officers, directors, members, partners, employees, agents, 
consultants, and subcontractors of each and any of them from and against all claims, costs, losses, 
and damages (including but not limited to all fees and charges of engineers, architects, attorneys, 
and other professionals and all court or arbitration or other dispute resolution costs) arising out of 
or relating to a Hazardous Environmental Condition created by Contractor or by anyone for 
whom Contractor is responsible. Nothing in this Paragraph 4.06.H shall obligate Contractor to 
indemnify any individual or entity from and against the consequences of that individual’s or 
entity’s own negligence. 

I. The provisions of Paragraphs 4.02, 4.03, and 4.04 do not apply to a Hazardous Environmental 
Condition uncovered or revealed at the Site. 

ARTICLE 5 – BONDS AND INSURANCE 

5.01 Performance, Payment, and Other Bonds 

A. Contractor shall furnish performance and payment bonds, each in an amount at least equal to the 
Contract Price as security for the faithful performance and payment of all of Contractor’s 
obligations under the Contract Documents. These bonds shall remain in effect until one year after 
the date when final payment becomes due or until completion of the correction period specified 
in Paragraph 13.07, whichever is later, except as provided otherwise by Laws or Regulations or 
by the Contract Documents. Contractor shall also furnish such other bonds as are required by the 
Contract Documents. 

B. All bonds shall be in the form prescribed by the Contract Documents except as provided 
otherwise by Laws or Regulations, and shall be executed by such sureties as are named in the list 
of “Companies Holding Certificates of Authority as Acceptable Sureties on Federal Bonds and as 
Acceptable Reinsuring Companies” as published in Circular 570 (amended) by the Financial 
Management Service, Surety Bond Branch, U.S. Department of the Treasury. All bonds signed 
by an agent or attorney-in-fact must be accompanied by a certified copy of that individual’s 
authority to bind the surety.  The evidence of authority shall show that it is effective on the date 
the agent or attorney-in-fact signed each bond. 

C. If the surety on any bond furnished by Contractor is declared bankrupt or becomes insolvent or its 
right to do business is terminated in any state where any part of the Project is located or it ceases 
to meet the requirements of Paragraph 5.01.B, Contractor shall promptly notify Owner and 
Engineer and shall, within 20 days after the event giving rise to such notification, provide another 
bond and surety, both of which shall comply with the requirements of Paragraphs 5.01.B and 
5.02. 

5.02 Licensed Sureties and Insurers 

A. All bonds and insurance required by the Contract Documents to be purchased and maintained by 
Owner or Contractor shall be obtained from surety or insurance companies that are duly licensed 
or authorized in the jurisdiction in which the Project is located to issue bonds or insurance 
policies for the limits and coverages so required. Such surety and insurance companies shall also 
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meet such additional requirements and qualifications as may be provided in the Supplementary 
Conditions. 

5.03 Certificates of Insurance 

A. Contractor shall deliver to Owner, with copies to each additional insured and loss payee 
identified in the Supplementary Conditions, certificates of insurance (and other evidence of 
insurance requested by Owner or any other additional insured) which Contractor is required to 
purchase and maintain. 

B. Owner shall deliver to Contractor, with copies to each additional insured and loss payee 
identified in the Supplementary Conditions, certificates of insurance (and other evidence of 
insurance requested by Contractor or any other additional insured) which Owner is required to 
purchase and maintain. 

C. Failure of Owner to demand such certificates or other evidence of Contractor's full compliance 
with these insurance requirements or failure of Owner to identify a deficiency in compliance from 
the evidence provided shall not be construed as a waiver of Contractor’s obligation to maintain 
such insurance. 

D. Owner does not represent that insurance coverage and limits established in this Contract 
necessarily will be adequate to protect Contractor. 

E. The insurance and insurance limits required herein shall not be deemed as a limitation on 
Contractor’s liability under the indemnities granted to Owner in the Contract Documents. 

5.04 Contractor’s Insurance 

A. Contractor shall purchase and maintain such insurance as is appropriate for the Work being 
performed and as will provide protection from claims set forth below which may arise out of or 
result from Contractor’s performance of the Work and Contractor’s other obligations under the 
Contract Documents, whether it is to be performed by Contractor, any Subcontractor or Supplier, 
or by anyone directly or indirectly employed by any of them to perform any of the Work, or by 
anyone for whose acts any of them may be liable: 

1. claims under workers’ compensation, disability benefits, and other similar employee benefit 
acts; 

2. claims for damages because of bodily injury, occupational sickness or disease, or death of 
Contractor’s employees; 

3. claims for damages because of bodily injury, sickness or disease, or death of any person other 
than Contractor’s employees; 

4. claims for damages insured by reasonably available personal injury liability coverage which 
are sustained: 
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a. by any person as a result of an offense directly or indirectly related to the employment of 
such person by Contractor, or  

b. by any other person for any other reason; 

5. claims for damages, other than to the Work itself, because of injury to or destruction of 
tangible property wherever located, including loss of use resulting therefrom; and 

6. claims for damages because of bodily injury or death of any person or property damage 
arising out of the ownership, maintenance or use of any motor vehicle. 

B. The policies of insurance required by this Paragraph 5.04 shall: 

1. with respect to insurance required by Paragraphs 5.04.A.3 through 5.04.A.6 inclusive,  be 
written on an occurrence basis, include as additional insureds (subject to any customary 
exclusion regarding professional liability) Owner and Engineer, and any other individuals or 
entities identified in the Supplementary Conditions, all of whom shall be listed as additional 
insureds, and include coverage for the respective officers, directors, members, partners, 
employees, agents, consultants, and subcontractors of each and any of all such additional 
insureds, and the insurance afforded to these additional insureds shall provide primary 
coverage for all claims covered thereby; 

2. include at least the specific coverages and be written for not less than the limits of liability 
provided in the Supplementary Conditions or required by Laws or Regulations, whichever is 
greater; 

3. include contractual liability insurance covering Contractor’s indemnity obligations under 
Paragraphs 6.11 and 6.20; 

4. contain a provision or endorsement that the coverage afforded will not be canceled, materially 
changed or renewal refused until at least 30 days prior written notice has been given to Owner 
and Contractor and to each other additional insured identified in the Supplementary 
Conditions to whom a certificate of insurance has been issued (and the certificates of 
insurance furnished by the Contractor pursuant to Paragraph 5.03 will so provide); 

5. remain in effect at least until final payment and at all times thereafter when Contractor may 
be correcting, removing, or replacing defective Work in accordance with Paragraph 13.07; 
and 

6. include completed operations coverage:   

a. Such insurance shall remain in effect for two years after final payment. 

b. Contractor shall furnish Owner and each other additional insured identified in the 
Supplementary Conditions, to whom a certificate of insurance has been issued, evidence 
satisfactory to Owner and any such additional insured of continuation of such insurance at 
final payment and one year thereafter.   
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5.05 Owner’s Liability Insurance 

A. In addition to the insurance required to be provided by Contractor under Paragraph 5.04, Owner, 
at Owner’s option, may purchase and maintain at Owner’s expense Owner’s own liability 
insurance as will protect Owner against claims which may arise from operations under the 
Contract Documents. 

5.06 Property Insurance 

A. Unless otherwise provided in the Supplementary Conditions, Owner shall purchase and maintain 
property insurance upon the Work at the Site in the amount of the full replacement cost thereof 
(subject to such deductible amounts as may be provided in the Supplementary Conditions or 
required by Laws and Regulations). This insurance shall: 

1. include the interests of Owner, Contractor, Subcontractors, and Engineer, and any other 
individuals or entities identified in the Supplementary Conditions, and the officers, directors, 
members, partners, employees, agents, consultants, and subcontractors of each and any of 
them, each of whom is deemed to have an insurable interest and shall be listed as a loss 
payee; 

2. be written on a Builder’s Risk “all-risk” policy form that shall at least include insurance for 
physical loss or damage to the Work, temporary buildings, falsework, and materials and 
equipment in transit, and shall insure against at least the following perils or causes of loss:  
fire, lightning, extended coverage, theft, vandalism and malicious mischief, earthquake, 
collapse, debris removal, demolition occasioned by enforcement of Laws and Regulations, 
water damage (other than that caused by flood), and such other perils or causes of loss as may 
be specifically required by the Supplementary Conditions. 

3. include expenses incurred in the repair or replacement of any insured property (including but 
not limited to fees and charges of engineers and architects); 

4. cover materials and equipment stored at the Site or at another location that was agreed to in 
writing by Owner prior to being incorporated in the Work, provided that such materials and 
equipment have been included in an Application for Payment recommended by Engineer; 

5. allow for partial utilization of the Work by Owner; 

6. include testing and startup; and 

7. be maintained in effect until final payment is made unless otherwise agreed to in writing by 
Owner, Contractor, and Engineer with 30 days written notice to each other loss payee to 
whom a certificate of insurance has been issued. 

B. Owner shall purchase and maintain such equipment breakdown insurance or additional property 
insurance as may be required by the Supplementary Conditions or Laws and Regulations which 
will include the interests of Owner, Contractor, Subcontractors, and Engineer, and any other 
individuals or entities identified in the Supplementary Conditions, and the officers, directors, 
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members, partners, employees, agents, consultants and subcontractors of each and any of them, 
each of whom is deemed to have an insurable interest and shall be listed as a loss payee.   

C. All the policies of insurance (and the certificates or other evidence thereof) required to be 
purchased and maintained in accordance with this Paragraph 5.06 will contain a provision or 
endorsement that the coverage afforded will not be canceled or materially changed or renewal 
refused until at least 30 days prior written notice has been given to Owner and Contractor and to 
each other loss payee to whom a certificate of insurance has been issued and will contain waiver 
provisions in accordance with Paragraph 5.07. 

D. Owner shall not be responsible for purchasing and maintaining any property insurance specified 
in this Paragraph 5.06 to protect the interests of Contractor, Subcontractors, or others in the Work 
to the extent of any deductible amounts that are identified in the Supplementary Conditions. The 
risk of loss within such identified deductible amount will be borne by Contractor, Subcontractors, 
or others suffering any such loss, and if any of them wishes property insurance coverage within 
the limits of such amounts, each may purchase and maintain it at the purchaser’s own expense. 

E. If Contractor requests in writing that other special insurance be included in the property insurance 
policies provided under this Paragraph 5.06, Owner shall, if possible, include such insurance, and 
the cost thereof will be charged to Contractor by appropriate Change Order. Prior to 
commencement of the Work at the Site, Owner shall in writing advise Contractor whether or not 
such other insurance has been procured by Owner. 

5.07 Waiver of Rights 

A. Owner and Contractor intend that all policies purchased in accordance with Paragraph 5.06 will 
protect Owner, Contractor, Subcontractors, and Engineer, and all other individuals or entities 
identified in the Supplementary Conditions as loss payees (and the officers, directors, members, 
partners, employees, agents, consultants, and subcontractors of each and any of them) in such 
policies and will provide primary coverage for all losses and damages caused by the perils or 
causes of loss covered thereby. All such policies shall contain provisions to the effect that in the 
event of payment of any loss or damage the insurers will have no rights of recovery against any of 
the insureds or loss payees thereunder. Owner and Contractor waive all rights against each other 
and their respective officers, directors, members, partners, employees, agents, consultants and 
subcontractors of each and any of them for all losses and damages caused by, arising out of or 
resulting from any of the perils or causes of loss covered by such policies and any other property 
insurance applicable to the Work; and, in addition, waive all such rights against Subcontractors 
and Engineer, and all other individuals or entities identified in the Supplementary Conditions as 
loss payees (and the officers, directors, members, partners, employees, agents, consultants, and 
subcontractors of each and any of them) under such policies for losses and damages so caused. 
None of the above waivers shall extend to the rights that any party making such waiver may have 
to the proceeds of insurance held by Owner as trustee or otherwise payable under any policy so 
issued. 

B. Owner waives all rights against Contractor, Subcontractors, and Engineer, and the officers, 
directors, members, partners, employees, agents, consultants and subcontractors of each and any 
of them for: 
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1. loss due to business interruption, loss of use, or other consequential loss extending beyond 
direct physical loss or damage to Owner’s property or the Work caused by, arising out of, or 
resulting from fire or other perils whether or not insured by Owner; and 

2. loss or damage to the completed Project or part thereof caused by, arising out of, or resulting 
from fire or other insured peril or cause of loss covered by any property insurance maintained 
on the completed Project or part thereof by Owner during partial utilization pursuant to 
Paragraph 14.05, after Substantial Completion pursuant to Paragraph 14.04, or after final 
payment pursuant to Paragraph 14.07. 

C. Any insurance policy maintained by Owner covering any loss, damage or consequential loss 
referred to in Paragraph 5.07.B shall contain provisions to the effect that in the event of payment 
of any such loss, damage, or consequential loss, the insurers will have no rights of recovery 
against Contractor, Subcontractors, or Engineer, and the officers, directors, members, partners, 
employees, agents, consultants and subcontractors of each and any of them. 

5.08 Receipt and Application of Insurance Proceeds 

A. Any insured loss under the policies of insurance required by Paragraph 5.06 will be adjusted with 
Owner and made payable to Owner as fiduciary for the loss payees, as their interests may appear, 
subject to the requirements of any applicable mortgage clause and of Paragraph 5.08.B. Owner 
shall deposit in a separate account any money so received and shall distribute it in accordance 
with such agreement as the parties in interest may reach. If no other special agreement is reached, 
the damaged Work shall be repaired or replaced, the moneys so received applied on account 
thereof, and the Work and the cost thereof covered by an appropriate Change Order. 

B. Owner as fiduciary shall have power to adjust and settle any loss with the insurers unless one of 
the parties in interest shall object in writing within 15 days after the occurrence of loss to 
Owner’s exercise of this power. If such objection be made, Owner as fiduciary shall make 
settlement with the insurers in accordance with such agreement as the parties in interest may 
reach. If no such agreement among the parties in interest is reached, Owner as fiduciary shall 
adjust and settle the loss with the insurers and, if required in writing by any party in interest, 
Owner as fiduciary shall give bond for the proper performance of such duties. 

5.09 Acceptance of Bonds and Insurance; Option to Replace 

A. If either Owner or Contractor has any objection to the coverage afforded by or other provisions of 
the bonds or insurance required to be purchased and maintained by the other party in accordance 
with Article 5 on the basis of non-conformance with the Contract Documents, the objecting party 
shall so notify the other party in writing within 10 days after receipt of the certificates (or other 
evidence requested) required by Paragraph 2.01.B. Owner and Contractor shall each provide to 
the other such additional information in respect of insurance provided as the other may 
reasonably request. If either party does not purchase or maintain all of the bonds and insurance 
required of such party by the Contract Documents, such party shall notify the other party in 
writing of such failure to purchase prior to the start of the Work, or of such failure to maintain 
prior to any change in the required coverage. Without prejudice to any other right or remedy, the 
other party may elect to obtain equivalent bonds or insurance to protect such other party’s 



 

Standard General Conditions of the Construction Contract 
Copyright © 2007 National Society of Professional Engineers for EJCDC.  All rights reserved. 

Page 22  of  62 
 

interests at the expense of the party who was required to provide such coverage, and a Change 
Order shall be issued to adjust the Contract Price accordingly. 

5.10 Partial Utilization, Acknowledgment of Property Insurer 

A. If Owner finds it necessary to occupy or use a portion or portions of the Work prior to Substantial 
Completion of all the Work as provided in Paragraph 14.05, no such use or occupancy shall 
commence before the insurers providing the property insurance pursuant to Paragraph 5.06 have 
acknowledged notice thereof and in writing effected any changes in coverage necessitated 
thereby. The insurers providing the property insurance shall consent by endorsement on the 
policy or policies, but the property insurance shall not be canceled or permitted to lapse on 
account of any such partial use or occupancy. 

ARTICLE 6 – CONTRACTOR’S RESPONSIBILITIES 

6.01 Supervision and Superintendence 

A. Contractor shall supervise, inspect, and direct the Work competently and efficiently, devoting 
such attention thereto and applying such skills and expertise as may be necessary to perform the 
Work in accordance with the Contract Documents. Contractor shall be solely responsible for the 
means, methods, techniques, sequences, and procedures of construction. Contractor shall not be 
responsible for the negligence of Owner or Engineer in the design or specification of a specific 
means, method, technique, sequence, or procedure of construction which is shown or indicated in 
and expressly required by the Contract Documents. 

B. At all times during the progress of the Work, Contractor shall assign a competent resident 
superintendent who shall not be replaced without written notice to Owner and Engineer except 
under extraordinary circumstances.  

6.02 Labor; Working Hours 

A. Contractor shall provide competent, suitably qualified personnel to survey and lay out the Work 
and perform construction as required by the Contract Documents. Contractor shall at all times 
maintain good discipline and order at the Site. 

B. Except as otherwise required for the safety or protection of persons or the Work or property at the 
Site or adjacent thereto, and except as otherwise stated in the Contract Documents, all Work at 
the Site shall be performed during regular working hours. Contractor will not permit the 
performance of Work on a Saturday, Sunday, or any legal holiday without Owner’s written 
consent (which will not be unreasonably withheld) given after prior written notice to Engineer.   

6.03 Services, Materials, and Equipment 

A. Unless otherwise specified in the Contract Documents, Contractor shall provide and assume full 
responsibility for all services, materials, equipment, labor, transportation, construction equipment 
and machinery, tools, appliances, fuel, power, light, heat, telephone, water, sanitary facilities, 
temporary facilities, and all other facilities and incidentals necessary for the performance, testing, 
start-up, and completion of the Work. 
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B. All materials and equipment incorporated into the Work shall be as specified or, if not specified, 
shall be of good quality and new, except as otherwise provided in the Contract Documents. All 
special warranties and guarantees required by the Specifications shall expressly run to the benefit 
of Owner. If required by Engineer, Contractor shall furnish satisfactory evidence (including 
reports of required tests) as to the source, kind, and quality of materials and equipment. 

C. All materials and equipment shall be stored, applied, installed, connected, erected, protected, 
used, cleaned, and conditioned in accordance with instructions of the applicable Supplier, except 
as otherwise may be provided in the Contract Documents. 

6.04 Progress Schedule 

A. Contractor shall adhere to the Progress Schedule established in accordance with Paragraph 2.07 
as it may be adjusted from time to time as provided below. 

1. Contractor shall submit to Engineer for acceptance (to the extent indicated in Paragraph 2.07) 
proposed adjustments in the Progress Schedule that will not result in changing the Contract 
Times. Such adjustments will comply with any provisions of the General Requirements 
applicable thereto. 

2. Proposed adjustments in the Progress Schedule that will change the Contract Times shall be 
submitted in accordance with the requirements of Article 12. Adjustments in Contract Times 
may only be made by a Change Order. 

6.05 Substitutes and “Or-Equals” 

A. Whenever an item of material or equipment is specified or described in the Contract Documents 
by using the name of a proprietary item or the name of a particular Supplier, the specification or 
description is intended to establish the type, function, appearance, and quality required. Unless 
the specification or description contains or is followed by words reading that no like, equivalent, 
or “or-equal” item or no substitution is permitted, other items of material or equipment or 
material or equipment of other Suppliers may be submitted to Engineer for review under the 
circumstances described below. 

1. “Or-Equal” Items: If in Engineer’s sole discretion an item of material or equipment proposed 
by Contractor is functionally equal to that named and sufficiently similar so that no change in 
related Work will be required, it may be considered by Engineer as an “or-equal” item, in 
which case review and approval of the proposed item may, in Engineer’s sole discretion, be 
accomplished without compliance with some or all of the requirements for approval of 
proposed substitute items. For the purposes of this Paragraph 6.05.A.1, a proposed item of 
material or equipment will be considered functionally equal to an item so named if: 

a. in the exercise of reasonable judgment Engineer determines that: 

1) it is at least equal in materials of construction, quality, durability, appearance, 
strength, and design characteristics;  
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2) it will reliably perform at least equally well the function and achieve the results 
imposed by the design concept of the completed Project as a functioning whole; and  

3) it has a proven record of performance and availability of responsive service. 

b. Contractor certifies that, if approved and incorporated into the Work: 

1) there will be no increase in cost to the Owner or increase in Contract Times; and  

2) it will conform substantially to the detailed requirements of the item named in the 
Contract Documents. 

2. Substitute Items: 

a. If in Engineer’s sole discretion an item of material or equipment proposed by Contractor 
does not qualify as an “or-equal” item under Paragraph 6.05.A.1, it will be considered a 
proposed substitute item. 

b. Contractor shall submit sufficient information as provided below to allow Engineer to 
determine if the item of material or equipment proposed is essentially equivalent to that 
named and an acceptable substitute therefor. Requests for review of proposed substitute 
items of material or equipment will not be accepted by Engineer from anyone other than 
Contractor. 

c. The requirements for review by Engineer will be as set forth in Paragraph 6.05.A.2.d, as 
supplemented by the General Requirements, and as Engineer may decide is appropriate 
under the circumstances. 

d. Contractor shall make written application to Engineer for review of a proposed substitute 
item of material or equipment that Contractor seeks to furnish or use. The application: 

1) shall certify that the proposed substitute item will: 

a) perform adequately the functions and achieve the results called for by the general 
design,  

b) be similar in substance to that specified, and 

c) be suited to the same use as that specified;  

2) will state: 

a) the extent, if any, to which the use of the proposed substitute item will prejudice 
Contractor’s achievement of Substantial Completion on time, 

b) whether use of the proposed substitute item in the Work will require a change in 
any of the Contract Documents (or in the provisions of any other direct contract 
with Owner for other work on the Project) to adapt the design to the proposed 
substitute item, and 
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c) whether incorporation or use of the proposed substitute item in connection with 
the Work is subject to payment of any license fee or royalty; 

3) will identify: 

a) all variations of the proposed substitute item from that specified, and  

b) available engineering, sales, maintenance, repair, and replacement services; and 

4) shall contain an itemized estimate of all costs or credits that will result directly or 
indirectly from use of such substitute item, including costs of redesign and claims of 
other contractors affected by any resulting change. 

B. Substitute Construction Methods or Procedures:  If a specific means, method, technique, 
sequence, or procedure of construction is expressly required by the Contract Documents, 
Contractor may furnish or utilize a substitute means, method, technique, sequence, or procedure 
of construction approved by Engineer. Contractor shall submit sufficient information to allow 
Engineer, in Engineer’s sole discretion, to determine that the substitute proposed is equivalent to 
that expressly called for by the Contract Documents. The requirements for review by Engineer 
will be similar to those provided in Paragraph 6.05.A.2. 

C. Engineer’s Evaluation:  Engineer will be allowed a reasonable time within which to evaluate 
each proposal or submittal made pursuant to Paragraphs 6.05.A and 6.05.B. Engineer may require 
Contractor to furnish additional data about the proposed substitute item. Engineer will be the sole 
judge of acceptability. No “or equal” or substitute will be ordered, installed or utilized until 
Engineer’s review is complete, which will be evidenced by a Change Order in the case of a 
substitute and an approved Shop Drawing for an “or equal.” Engineer will advise Contractor in 
writing of any negative determination. 

D. Special Guarantee:  Owner may require Contractor to furnish at Contractor’s expense a special 
performance guarantee or other surety with respect to any substitute. 

E. Engineer’s Cost Reimbursement:  Engineer will record Engineer’s costs in evaluating a substitute 
proposed or submitted by Contractor pursuant to Paragraphs 6.05.A.2 and 6.05.B. Whether or not 
Engineer approves a substitute so proposed or submitted by Contractor, Contractor shall 
reimburse Owner for the reasonable charges of Engineer for evaluating each such proposed 
substitute. Contractor shall also reimburse Owner for the reasonable charges of Engineer for 
making changes in the Contract Documents (or in the provisions of any other direct contract with 
Owner) resulting from the acceptance of each proposed substitute. 

F. Contractor’s Expense:  Contractor shall provide all data in support of any proposed substitute or 
“or-equal” at Contractor’s expense. 

6.06 Concerning Subcontractors, Suppliers, and Others 

A. Contractor shall not employ any Subcontractor, Supplier, or other individual or entity (including 
those acceptable to Owner as indicated in Paragraph 6.06.B), whether initially or as a 
replacement, against whom Owner may have reasonable objection. Contractor shall not be 
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required to employ any Subcontractor, Supplier, or other individual or entity to furnish or 
perform any of the Work against whom Contractor has reasonable objection. 

B. If the Supplementary Conditions require the identity of certain Subcontractors, Suppliers, or other 
individuals or entities to be submitted to Owner in advance for acceptance by Owner by a 
specified date prior to the Effective Date of the Agreement, and if Contractor has submitted a list 
thereof in accordance with the Supplementary Conditions, Owner’s acceptance (either in writing 
or by failing to make written objection thereto by the date indicated for acceptance or objection in 
the Bidding Documents or the Contract Documents) of any such Subcontractor, Supplier, or other 
individual or entity so identified may be revoked on the basis of reasonable objection after due 
investigation. Contractor shall submit an acceptable replacement for the rejected Subcontractor, 
Supplier, or other individual or entity, and the Contract Price will be adjusted by the difference in 
the cost occasioned by such replacement, and an appropriate Change Order will be issued. No 
acceptance by Owner of any such Subcontractor, Supplier, or other individual or entity, whether 
initially or as a replacement, shall constitute a waiver of any right of Owner or Engineer to reject 
defective Work. 

C. Contractor shall be fully responsible to Owner and Engineer for all acts and omissions of the 
Subcontractors, Suppliers, and other individuals or entities performing or furnishing any of the 
Work just as Contractor is responsible for Contractor’s own acts and omissions. Nothing in the 
Contract Documents: 

1. shall create for the benefit of any such Subcontractor, Supplier, or other individual or entity 
any contractual relationship between Owner or Engineer and any such Subcontractor, 
Supplier or other individual or entity; nor 

2. shall create any obligation on the part of Owner or Engineer to pay or to see to the payment of 
any moneys due any such Subcontractor, Supplier, or other individual or entity except as may 
otherwise be required by Laws and Regulations. 

D. Contractor shall be solely responsible for scheduling and coordinating the Work of 
Subcontractors, Suppliers, and other individuals or entities performing or furnishing any of the 
Work under a direct or indirect contract with Contractor. 

E. Contractor shall require all Subcontractors, Suppliers, and such other individuals or entities 
performing or furnishing any of the Work to communicate with Engineer through Contractor. 

F. The divisions and sections of the Specifications and the identifications of any Drawings shall not 
control Contractor in dividing the Work among Subcontractors or Suppliers or delineating the 
Work to be performed by any specific trade. 

G. All Work performed for Contractor by a Subcontractor or Supplier will be pursuant to an 
appropriate agreement between Contractor and the Subcontractor or Supplier which specifically 
binds the Subcontractor or Supplier to the applicable terms and conditions of the Contract 
Documents for the benefit of Owner and Engineer. Whenever any such agreement is with a 
Subcontractor or Supplier who is listed as a loss payee on the property insurance provided in 
Paragraph 5.06, the agreement between the Contractor and the Subcontractor or Supplier will 
contain provisions whereby the Subcontractor or Supplier waives all rights against Owner, 
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Contractor, Engineer, and all other individuals or entities identified in the Supplementary 
Conditions to be listed as insureds or loss payees (and the officers, directors, members, partners, 
employees, agents, consultants, and subcontractors of each and any of them) for all losses and 
damages caused by, arising out of, relating to, or resulting from any of the perils or causes of loss 
covered by such policies and any other property insurance applicable to the Work. If the insurers 
on any such policies require separate waiver forms to be signed by any Subcontractor or Supplier, 
Contractor will obtain the same. 

6.07 Patent Fees and Royalties 

A. Contractor shall pay all license fees and royalties and assume all costs incident to the use in the 
performance of the Work or the incorporation in the Work of any invention, design, process, 
product, or device which is the subject of patent rights or copyrights held by others. If a particular 
invention, design, process, product, or device is specified in the Contract Documents for use in 
the performance of the Work and if, to the actual knowledge of Owner or Engineer, its use is 
subject to patent rights or copyrights calling for the payment of any license fee or royalty to 
others, the existence of such rights shall be disclosed by Owner in the Contract Documents. 

B. To the fullest extent permitted by Laws and Regulations, Owner shall indemnify and hold 
harmless Contractor, and its officers, directors, members, partners, employees, agents, 
consultants, and subcontractors from and against all claims, costs, losses, and damages (including 
but not limited to all fees and charges of engineers, architects, attorneys, and other professionals, 
and all court or arbitration or other dispute resolution costs) arising out of or relating to any 
infringement of patent rights or copyrights incident to the use in the performance of the Work or 
resulting from the incorporation in the Work of any invention, design, process, product, or device 
specified in the Contract Documents, but not identified as being subject to payment of any license 
fee or royalty to others required by patent rights or copyrights.   

C. To the fullest extent permitted by Laws and Regulations, Contractor shall indemnify and hold 
harmless Owner and Engineer, and the officers, directors, members, partners, employees, agents, 
consultants and subcontractors of each and any of them from and against all claims, costs, losses, 
and damages (including but not limited to all fees and charges of engineers, architects, attorneys, 
and other professionals and all court or arbitration or other dispute resolution costs) arising out of 
or relating to any infringement of patent rights or copyrights incident to the use in the 
performance of the Work or resulting from the incorporation in the Work of any invention, 
design, process, product, or device not specified in the Contract Documents. 

6.08 Permits 

A. Unless otherwise provided in the Supplementary Conditions, Contractor shall obtain and pay for 
all construction permits and licenses. Owner shall assist Contractor, when necessary, in obtaining 
such permits and licenses. Contractor shall pay all governmental charges and inspection fees 
necessary for the prosecution of the Work which are applicable at the time of opening of Bids, or, 
if there are no Bids, on the Effective Date of the Agreement. Owner shall pay all charges of utility 
owners for connections for providing permanent service to the Work. 
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6.09 Laws and Regulations 

A. Contractor shall give all notices required by and shall comply with all Laws and Regulations 
applicable to the performance of the Work. Except where otherwise expressly required by 
applicable Laws and Regulations, neither Owner nor Engineer shall be responsible for 
monitoring Contractor’s compliance with any Laws or Regulations. 

B. If Contractor performs any Work knowing or having reason to know that it is contrary to Laws or 
Regulations, Contractor shall bear all claims, costs, losses, and damages (including but not 
limited to all fees and charges of engineers, architects, attorneys, and other professionals and all 
court or arbitration or other dispute resolution costs) arising out of or relating to such Work. 
However, it shall not be Contractor’s responsibility to make certain that the Specifications and 
Drawings are in accordance with Laws and Regulations, but this shall not relieve Contractor of 
Contractor’s obligations under Paragraph 3.03. 

C. Changes in Laws or Regulations not known at the time of opening of Bids (or, on the Effective 
Date of the Agreement if there were no Bids) having an effect on the cost or time of performance 
of the Work shall be the subject of an adjustment in Contract Price or Contract Times. If Owner 
and Contractor are unable to agree on entitlement to or on the amount or extent, if any, of any 
such adjustment, a Claim may be made therefor as provided in Paragraph 10.05. 

6.10 Taxes 

A. Contractor shall pay all sales, consumer, use, and other similar taxes required to be paid by 
Contractor in accordance with the Laws and Regulations of the place of the Project which are 
applicable during the performance of the Work. 

6.11 Use of Site and Other Areas 

A. Limitation on Use of Site and Other Areas: 

1. Contractor shall confine construction equipment, the storage of materials and equipment, and 
the operations of workers to the Site and other areas permitted by Laws and Regulations, and 
shall not unreasonably encumber the Site and other areas with construction equipment or 
other materials or equipment. Contractor shall assume full responsibility for any damage to 
any such land or area, or to the owner or occupant thereof, or of any adjacent land or areas 
resulting from the performance of the Work. 

2. Should any claim be made by any such owner or occupant because of the performance of the 
Work, Contractor shall promptly settle with such other party by negotiation or otherwise 
resolve the claim by arbitration or other dispute resolution proceeding or at law. 

3. To the fullest extent permitted by Laws and Regulations, Contractor shall indemnify and hold 
harmless Owner and Engineer, and the officers, directors, members, partners, employees, 
agents, consultants and subcontractors of each and any of them from and against all claims, 
costs, losses, and damages (including but not limited to all fees and charges of engineers, 
architects, attorneys, and other professionals and all court or arbitration or other dispute 
resolution costs) arising out of or relating to any claim or action, legal or equitable, brought 
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by any such owner or occupant against Owner, Engineer, or any other party indemnified 
hereunder to the extent caused by or based upon Contractor’s performance of the Work. 

B. Removal of Debris During Performance of the Work:  During the progress of the Work 
Contractor shall keep the Site and other areas free from accumulations of waste materials, 
rubbish, and other debris. Removal and disposal of such waste materials, rubbish, and other 
debris shall conform to applicable Laws and Regulations. 

C. Cleaning:  Prior to Substantial Completion of the Work Contractor shall clean the Site and the 
Work and make it ready for utilization by Owner. At the completion of the Work Contractor shall 
remove from the Site all tools, appliances, construction equipment and machinery, and surplus 
materials and shall restore to original condition all property not designated for alteration by the 
Contract Documents. 

D. Loading Structures:  Contractor shall not load nor permit any part of any structure to be loaded in 
any manner that will endanger the structure, nor shall Contractor subject any part of the Work or 
adjacent property to stresses or pressures that will endanger it. 

6.12 Record Documents 

A. Contractor shall maintain in a safe place at the Site one record copy of all Drawings, 
Specifications, Addenda, Change Orders, Work Change Directives, Field Orders, and written 
interpretations and clarifications in good order and annotated to show changes made during 
construction. These record documents together with all approved Samples and a counterpart of 
all approved Shop Drawings will be available to Engineer for reference. Upon completion of the 
Work, these record documents, Samples, and Shop Drawings will be delivered to Engineer for 
Owner. 

6.13 Safety and Protection 

A. Contractor shall be solely responsible for initiating, maintaining and supervising all safety 
precautions and programs in connection with the Work. Such responsibility does not relieve 
Subcontractors of their responsibility for the safety of persons or property in the performance of 
their work, nor for compliance with applicable safety Laws and Regulations.  Contractor shall 
take all necessary precautions for the safety of, and shall provide the necessary protection to 
prevent damage, injury or loss to: 

1. all persons on the Site or who may be affected by the Work; 

2. all the Work and materials and equipment to be incorporated therein, whether in storage on or 
off the Site; and 

3. other property at the Site or adjacent thereto, including trees, shrubs, lawns, walks, 
pavements, roadways, structures, utilities, and Underground Facilities not designated for 
removal, relocation, or replacement in the course of construction. 

B. Contractor shall comply with all applicable Laws and Regulations relating to the safety of 
persons or property, or to the protection of persons or property from damage, injury, or loss; and 
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shall erect and maintain all necessary safeguards for such safety and protection. Contractor shall 
notify owners of adjacent property and of Underground Facilities and other utility owners when 
prosecution of the Work may affect them, and shall cooperate with them in the protection, 
removal, relocation, and replacement of their property. 

C. Contractor shall comply with the applicable requirements of Owner’s safety programs, if any.  
The Supplementary Conditions identify any Owner’s safety programs that are applicable to the 
Work. 

D. Contractor shall inform Owner and Engineer of the specific requirements of Contractor’s safety 
program with which Owner’s and Engineer’s employees and representatives must comply while 
at the Site. 

E. All damage, injury, or loss to any property referred to in Paragraph 6.13.A.2 or 6.13.A.3 caused, 
directly or indirectly, in whole or in part, by Contractor, any Subcontractor, Supplier, or any other 
individual or entity directly or indirectly employed by any of them to perform any of the Work, or 
anyone for whose acts any of them may be liable, shall be remedied by Contractor (except 
damage or loss attributable to the fault of Drawings or Specifications or to the acts or omissions 
of Owner or Engineer or anyone employed by any of them, or anyone for whose acts any of them 
may be liable, and not attributable, directly or indirectly, in whole or in part, to the fault or 
negligence of Contractor or any Subcontractor, Supplier, or other individual or entity directly or 
indirectly employed by any of them). 

F. Contractor’s duties and responsibilities for safety and for protection of the Work shall continue 
until such time as all the Work is completed and Engineer has issued a notice to Owner and 
Contractor in accordance with Paragraph 14.07.B that the Work is acceptable (except as 
otherwise expressly provided in connection with Substantial Completion). 

6.14 Safety Representative 

A. Contractor shall designate a qualified and experienced safety representative at the Site whose 
duties and responsibilities shall be the prevention of accidents and the maintaining and 
supervising of safety precautions and programs. 

6.15 Hazard Communication Programs 

A. Contractor shall be responsible for coordinating any exchange of material safety data sheets or 
other hazard communication information required to be made available to or exchanged between 
or among employers at the Site in accordance with Laws or Regulations. 

6.16 Emergencies 

A. In emergencies affecting the safety or protection of persons or the Work or property at the Site or 
adjacent thereto, Contractor is obligated to act to prevent threatened damage, injury, or loss. 
Contractor shall give Engineer prompt written notice if Contractor believes that any significant 
changes in the Work or variations from the Contract Documents have been caused thereby or are 
required as a result thereof. If Engineer determines that a change in the Contract Documents is 
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required because of the action taken by Contractor in response to such an emergency, a Work 
Change Directive or Change Order will be issued. 

6.17 Shop Drawings and Samples 

A. Contractor shall submit Shop Drawings and Samples to Engineer for review and approval in 
accordance with the accepted Schedule of Submittals (as required by Paragraph 2.07). Each 
submittal will be identified as Engineer may require. 

1. Shop Drawings: 

a. Submit number of copies specified in the General Requirements. 

b. Data shown on the Shop Drawings will be complete with respect to quantities, 
dimensions, specified performance and design criteria, materials, and similar data to show 
Engineer the services, materials, and equipment Contractor proposes to provide and to 
enable Engineer to review the information for the limited purposes required by Paragraph 
6.17.D. 

2. Samples: 

a. Submit number of Samples specified in the Specifications. 

b. Clearly identify each Sample as to material, Supplier, pertinent data such as catalog 
numbers, the use for which intended and other data as Engineer may require to enable 
Engineer to review the submittal for the limited purposes required by Paragraph 6.17.D. 

B. Where a Shop Drawing or Sample is required by the Contract Documents or the Schedule of 
Submittals, any related Work performed prior to Engineer’s review and approval of the pertinent 
submittal will be at the sole expense and responsibility of Contractor. 

C. Submittal Procedures: 

1. Before submitting each Shop Drawing or Sample, Contractor shall have: 

a. reviewed and coordinated each Shop Drawing or Sample with other Shop Drawings and 
Samples and with the requirements of the Work and the Contract Documents; 

b. determined and verified all field measurements, quantities, dimensions, specified 
performance and design criteria, installation requirements, materials, catalog numbers, 
and similar information with respect thereto; 

c. determined and verified the suitability of all materials offered with respect to the 
indicated application, fabrication, shipping, handling, storage, assembly, and installation 
pertaining to the performance of the Work; and 

d. determined and verified all information relative to Contractor’s responsibilities for 
means, methods, techniques, sequences, and procedures of construction, and safety 
precautions and programs incident thereto. 
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2. Each submittal shall bear a stamp or specific written certification that Contractor has satisfied 
Contractor’s obligations under the Contract Documents with respect to Contractor’s review 
and approval of that submittal. 

3. With each submittal, Contractor shall give Engineer specific written notice of any variations 
that the Shop Drawing or Sample may have from the requirements of the Contract 
Documents. This notice shall be both a written communication separate from the Shop 
Drawings or Sample submittal; and, in addition, by a specific notation made on each Shop 
Drawing or Sample submitted to Engineer for review and approval of each such variation. 

D. Engineer’s Review: 

1. Engineer will provide timely review of Shop Drawings and Samples in accordance with the 
Schedule of Submittals acceptable to Engineer. Engineer’s review and approval will be only 
to determine if the items covered by the submittals will, after installation or incorporation in 
the Work, conform to the information given in the Contract Documents and be compatible 
with the design concept of the completed Project as a functioning whole as indicated by the 
Contract Documents. 

2. Engineer’s review and approval will not extend to means, methods, techniques, sequences, or 
procedures of construction (except where a particular means, method, technique, sequence, or 
procedure of construction is specifically and expressly called for by the Contract Documents) 
or to safety precautions or programs incident thereto. The review and approval of a separate 
item as such will not indicate approval of the assembly in which the item functions. 

3. Engineer’s review and approval shall not relieve Contractor from responsibility for any 
variation from the requirements of the Contract Documents unless Contractor has complied 
with the requirements of Paragraph 6.17.C.3 and Engineer has given written approval of each 
such variation by specific written notation thereof incorporated in or accompanying the Shop 
Drawing or Sample. Engineer’s review and approval shall not relieve Contractor from 
responsibility for complying with the requirements of Paragraph 6.17.C.1. 

E. Resubmittal Procedures: 

1. Contractor shall make corrections required by Engineer and shall return the required number 
of corrected copies of Shop Drawings and submit, as required, new Samples for review and 
approval. Contractor shall direct specific attention in writing to revisions other than the 
corrections called for by Engineer on previous submittals. 

6.18 Continuing the Work 

A. Contractor shall carry on the Work and adhere to the Progress Schedule during all disputes or 
disagreements with Owner. No Work shall be delayed or postponed pending resolution of any 
disputes or disagreements, except as permitted by Paragraph 15.04 or as Owner and Contractor 
may otherwise agree in writing. 
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6.19 Contractor’s General Warranty and Guarantee 

A. Contractor warrants and guarantees to Owner that all Work will be in accordance with the 
Contract Documents and will not be defective. Engineer and its officers, directors, members, 
partners, employees, agents, consultants, and subcontractors shall be entitled to rely on 
representation of Contractor’s warranty and guarantee. 

B. Contractor’s warranty and guarantee hereunder excludes defects or damage caused by: 

1. abuse, modification, or improper maintenance or operation by persons other than Contractor, 
Subcontractors, Suppliers, or any other individual or entity for whom Contractor is 
responsible; or  

2. normal wear and tear under normal usage. 

C. Contractor’s obligation to perform and complete the Work in accordance with the Contract 
Documents shall be absolute. None of the following will constitute an acceptance of Work that is 
not in accordance with the Contract Documents or a release of Contractor’s obligation to perform 
the Work in accordance with the Contract Documents: 

1. observations by Engineer; 

2. recommendation by Engineer or payment by Owner of any progress or final payment; 

3. the issuance of a certificate of Substantial Completion by Engineer or any payment related 
thereto by Owner;  

4. use or occupancy of the Work or any part thereof by Owner; 

5. any review and approval of a Shop Drawing or Sample submittal or the issuance of a notice 
of acceptability by Engineer; 

6. any inspection, test, or approval by others; or 

7. any correction of defective Work by Owner. 

6.20 Indemnification 

A. To the fullest extent permitted by Laws and Regulations, Contractor shall indemnify and hold 
harmless Owner and Engineer, and the officers, directors, members, partners, employees, agents, 
consultants and subcontractors of each and any of them from and against all claims, costs, losses, 
and damages (including but not limited to all fees and charges of engineers, architects, attorneys, 
and other professionals and all court or arbitration or other dispute resolution costs) arising out of 
or relating to the performance of the Work, provided that any such claim, cost, loss, or damage is 
attributable to bodily injury, sickness, disease, or death, or to injury to or destruction of tangible 
property (other than the Work itself), including the loss of use resulting therefrom but only to the 
extent caused by any negligent act or omission of Contractor, any Subcontractor, any Supplier, or 
any individual or entity directly or indirectly employed by any of them to perform any of the 
Work or anyone for whose acts any of them may be liable . 
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B. In any and all claims against Owner or Engineer or any of their officers, directors, members, 
partners, employees, agents, consultants, or subcontractors by any employee (or the survivor or 
personal representative of such employee) of Contractor, any Subcontractor, any Supplier, or any 
individual or entity directly or indirectly employed by any of them to perform any of the Work, or 
anyone for whose acts any of them may be liable, the indemnification obligation under Paragraph 
6.20.A shall not be limited in any way by any limitation on the amount or type of damages, 
compensation, or benefits payable by or for Contractor or any such Subcontractor, Supplier, or 
other individual or entity under workers’ compensation acts, disability benefit acts, or other 
employee benefit acts. 

C. The indemnification obligations of Contractor under Paragraph 6.20.A shall not extend to the 
liability of Engineer and Engineer’s officers, directors, members, partners, employees, agents, 
consultants and subcontractors arising out of: 

1. the preparation or approval of, or the failure to prepare or approve maps, Drawings, opinions, 
reports, surveys, Change Orders, designs, or Specifications; or 

2. giving directions or instructions, or failing to give them, if that is the primary cause of the 
injury or damage. 

6.21 Delegation of Professional Design Services 

A. Contractor will not be required to provide professional design services unless such services are 
specifically required by the Contract Documents for a portion of the Work or unless such services 
are required to carry out Contractor’s responsibilities for construction means, methods, 
techniques, sequences and procedures. Contractor shall not be required to provide professional 
services in violation of applicable law. 

B. If professional design services or certifications by a design professional related to systems, 
materials or equipment are specifically required of Contractor by the Contract Documents, Owner 
and Engineer will specify all performance and design criteria that such services must satisfy. 
Contractor shall cause such services or certifications to be provided by a properly licensed 
professional, whose signature and seal shall appear on all drawings, calculations, specifications, 
certifications, Shop Drawings and other submittals prepared by such professional. Shop 
Drawings and other submittals related to the Work designed or certified by such professional, if 
prepared by others, shall bear such professional’s written approval when submitted to Engineer. 

C. Owner and Engineer shall be entitled to rely upon the adequacy, accuracy and completeness of 
the services, certifications or approvals performed by such design professionals, provided Owner 
and Engineer have specified to Contractor all performance and design criteria that such services 
must satisfy. 

D. Pursuant to this Paragraph 6.21, Engineer’s review and approval of design calculations and 
design drawings will be only for the limited purpose of checking for conformance with 
performance and design criteria given and the design concept expressed in the Contract 
Documents. Engineer’s review and approval of Shop Drawings and other submittals (except 
design calculations and design drawings) will be only for the purpose stated in Paragraph 
6.17.D.1. 
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E. Contractor shall not be responsible for the adequacy of the performance or design criteria 
required by the Contract Documents. 

ARTICLE 7 – OTHER WORK AT THE SITE 

7.01 Related Work at Site 

A. Owner may perform other work related to the Project at the Site with Owner’s employees, or 
through other direct contracts therefor, or have other work performed by utility owners. If such 
other work is not noted in the Contract Documents, then: 

1. written notice thereof will be given to Contractor prior to starting any such other work; and  

2. if Owner and Contractor are unable to agree on entitlement to or on the amount or extent, if 
any, of any adjustment in the Contract Price or Contract Times that should be allowed as a 
result of such other work, a Claim may be made therefor as provided in Paragraph 10.05. 

B. Contractor shall afford each other contractor who is a party to such a direct contract, each utility 
owner, and Owner, if Owner is performing other work with Owner’s employees, proper and safe 
access to the Site, provide a reasonable opportunity for the introduction and storage of materials 
and equipment and the execution of such other work, and properly coordinate the Work with 
theirs. Contractor shall do all cutting, fitting, and patching of the Work that may be required to 
properly connect or otherwise make its several parts come together and properly integrate with 
such other work. Contractor shall not endanger any work of others by cutting, excavating, or 
otherwise altering such work; provided, however, that Contractor may cut or alter others' work 
with the written consent of Engineer and the others whose work will be affected. The duties and 
responsibilities of Contractor under this Paragraph are for the benefit of such utility owners and 
other contractors to the extent that there are comparable provisions for the benefit of Contractor 
in said direct contracts between Owner and such utility owners and other contractors. 

C. If the proper execution or results of any part of Contractor’s Work depends upon work performed 
by others under this Article 7, Contractor shall inspect such other work and promptly report to 
Engineer in writing any delays, defects, or deficiencies in such other work that render it 
unavailable or unsuitable for the proper execution and results of Contractor’s Work. Contractor’s 
failure to so report will constitute an acceptance of such other work as fit and proper for 
integration with Contractor’s Work except for latent defects and deficiencies in such other work. 

7.02 Coordination 

A. If Owner intends to contract with others for the performance of other work on the Project at the 
Site, the following will be set forth in Supplementary Conditions: 

1. the individual or entity who will have authority and responsibility for coordination of the 
activities among the various contractors will be identified; 

2. the specific matters to be covered by such authority and responsibility will be itemized; and 

3. the extent of such authority and responsibilities will be provided. 
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B. Unless otherwise provided in the Supplementary Conditions, Owner shall have sole authority and 
responsibility for such coordination. 

7.03 Legal Relationships 

A. Paragraphs 7.01.A and 7.02 are not applicable for utilities not under the control of Owner. 

B. Each other direct contract of Owner under Paragraph 7.01.A shall provide that the other 
contractor is liable to Owner and Contractor for the reasonable direct delay and disruption costs 
incurred by Contractor as a result of the other contractor’s wrongful actions or inactions. 

C. Contractor shall be liable to Owner and any other contractor under direct contract to Owner for 
the reasonable direct delay and disruption costs incurred by such other contractor as a result of 
Contractor’s wrongful action or inactions. 

ARTICLE 8 – OWNER’S RESPONSIBILITIES 

8.01 Communications to Contractor 

A. Except as otherwise provided in these General Conditions, Owner shall issue all communications 
to Contractor through Engineer. 

8.02 Replacement of Engineer 

A. In case of termination of the employment of Engineer, Owner shall appoint an engineer to whom 
Contractor makes no reasonable objection, whose status under the Contract Documents shall be 
that of the former Engineer. 

8.03 Furnish Data 

A. Owner shall promptly furnish the data required of Owner under the Contract Documents. 

8.04 Pay When Due 

A. Owner shall make payments to Contractor when they are due as provided in Paragraphs 14.02.C 
and 14.07.C. 

8.05 Lands and Easements; Reports and Tests 

A. Owner’s duties with respect to providing lands and easements and providing engineering surveys 
to establish reference points are set forth in Paragraphs 4.01 and 4.05. Paragraph 4.02 refers to 
Owner’s identifying and making available to Contractor copies of reports of explorations and 
tests of subsurface conditions and drawings of physical conditions relating to existing surface or 
subsurface structures at the Site. 

8.06 Insurance 

A. Owner’s responsibilities, if any, with respect to purchasing and maintaining liability and property 
insurance are set forth in Article 5. 
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8.07 Change Orders 

A. Owner is obligated to execute Change Orders as indicated in Paragraph 10.03. 

8.08 Inspections, Tests, and Approvals 

A. Owner’s responsibility with respect to certain inspections, tests, and approvals is set forth in 
Paragraph 13.03.B. 

8.09 Limitations on Owner’s Responsibilities 

A. The Owner shall not supervise, direct, or have control or authority over, nor be responsible for, 
Contractor’s means, methods, techniques, sequences, or procedures of construction, or the safety 
precautions and programs incident thereto, or for any failure of Contractor to comply with Laws 
and Regulations applicable to the performance of the Work. Owner will not be responsible for 
Contractor’s failure to perform the Work in accordance with the Contract Documents. 

8.10 Undisclosed Hazardous Environmental Condition 

A. Owner’s responsibility in respect to an undisclosed Hazardous Environmental Condition is set 
forth in Paragraph 4.06. 

8.11 Evidence of Financial Arrangements 

A. Upon request of Contractor, Owner shall furnish Contractor reasonable evidence that financial 
arrangements have been made to satisfy Owner’s obligations under the Contract Documents. 

8.12 Compliance with Safety Program 

A. While at the Site, Owner’s employees and representatives shall comply with the specific 
applicable requirements of Contractor’s safety programs of which Owner has been informed 
pursuant to Paragraph 6.13.D. 

ARTICLE 9 – ENGINEER’S STATUS DURING CONSTRUCTION 

9.01 Owner’s Representative 

A. Engineer will be Owner’s representative during the construction period. The duties and 
responsibilities and the limitations of authority of Engineer as Owner’s representative during 
construction are set forth in the Contract Documents. 

9.02 Visits to Site 

A. Engineer will make visits to the Site at intervals appropriate to the various stages of construction 
as Engineer deems necessary in order to observe as an experienced and qualified design 
professional the progress that has been made and the quality of the various aspects of 
Contractor’s executed Work. Based on information obtained during such visits and observations, 
Engineer, for the benefit of Owner, will determine, in general, if the Work is proceeding in 
accordance with the Contract Documents. Engineer will not be required to make exhaustive or 
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continuous inspections on the Site to check the quality or quantity of the Work. Engineer’s efforts 
will be directed toward providing for Owner a greater degree of confidence that the completed 
Work will conform generally to the Contract Documents. On the basis of such visits and 
observations, Engineer will keep Owner informed of the progress of the Work and will endeavor 
to guard Owner against defective Work. 

B. Engineer’s visits and observations are subject to all the limitations on Engineer’s authority and 
responsibility set forth in Paragraph 9.09. Particularly, but without limitation, during or as a result 
of Engineer’s visits or observations of Contractor’s Work, Engineer will not supervise, direct, 
control, or have authority over or be responsible for Contractor’s means, methods, techniques, 
sequences, or procedures of construction, or the safety precautions and programs incident thereto, 
or for any failure of Contractor to comply with Laws and Regulations applicable to the 
performance of the Work. 

9.03 Project Representative 

A. If Owner and Engineer agree, Engineer will furnish a Resident Project Representative to assist 
Engineer in providing more extensive observation of the Work. The authority and responsibilities 
of any such Resident Project Representative and assistants will be as provided in the 
Supplementary Conditions, and limitations on the responsibilities thereof will be as provided in 
Paragraph 9.09. If Owner designates another representative or agent to represent Owner at the 
Site who is not Engineer’s consultant, agent or employee, the responsibilities and authority and 
limitations thereon of such other individual or entity will be as provided in the Supplementary 
Conditions. 

9.04 Authorized Variations in Work 

A. Engineer may authorize minor variations in the Work from the requirements of the Contract 
Documents which do not involve an adjustment in the Contract Price or the Contract Times and 
are compatible with the design concept of the completed Project as a functioning whole as 
indicated by the Contract Documents. These may be accomplished by a Field Order and will be 
binding on Owner and also on Contractor, who shall perform the Work involved promptly. If 
Owner or Contractor believes that a Field Order justifies an adjustment in the Contract Price or 
Contract Times, or both, and the parties are unable to agree on entitlement to or on the amount or 
extent, if any, of any such adjustment, a Claim may be made therefor as provided in 
Paragraph 10.05. 

9.05 Rejecting Defective Work 

A. Engineer will have authority to reject Work which Engineer believes to be defective, or that 
Engineer believes will not produce a completed Project that conforms to the Contract Documents 
or that will prejudice the integrity of the design concept of the completed Project as a functioning 
whole as indicated by the Contract Documents. Engineer will also have authority to require 
special inspection or testing of the Work as provided in Paragraph 13.04, whether or not the 
Work is fabricated, installed, or completed. 
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9.06 Shop Drawings, Change Orders and Payments 

A. In connection with Engineer’s authority, and limitations thereof, as to Shop Drawings and 
Samples, see Paragraph 6.17. 

B. In connection with Engineer’s authority, and limitations thereof, as to design calculations and 
design drawings submitted in response to a delegation of professional design services, if any, see 
Paragraph 6.21. 

C. In connection with Engineer’s authority as to Change Orders, see Articles 10, 11, and 12. 

D. In connection with Engineer’s authority as to Applications for Payment, see Article 14. 

9.07 Determinations for Unit Price Work 

A. Engineer will determine the actual quantities and classifications of Unit Price Work performed by 
Contractor. Engineer will review with Contractor the Engineer’s preliminary determinations on 
such matters before rendering a written decision thereon (by recommendation of an Application 
for Payment or otherwise). Engineer’s written decision thereon will be final and binding (except 
as modified by Engineer to reflect changed factual conditions or more accurate data) upon Owner 
and Contractor, subject to the provisions of Paragraph 10.05. 

9.08 Decisions on Requirements of Contract Documents and Acceptability of Work 

A. Engineer will be the initial interpreter of the requirements of the Contract Documents and judge 
of the acceptability of the Work thereunder. All matters in question and other matters between 
Owner and Contractor arising prior to the date final payment is due relating to the acceptability of 
the Work, and the interpretation of the requirements of the Contract Documents pertaining to the 
performance of the Work, will be referred initially to Engineer in writing within 30 days of the 
event giving rise to the question.  

B. Engineer will, with reasonable promptness, render a written decision on the issue referred. If 
Owner or Contractor believes that any such decision entitles them to an adjustment in the 
Contract Price or Contract Times or both, a Claim may be made under Paragraph 10.05. The date 
of Engineer’s decision shall be the date of the event giving rise to the issues referenced for the 
purposes of Paragraph 10.05.B. 

C. Engineer’s written decision on the issue referred will be final and binding on Owner and 
Contractor, subject to the provisions of Paragraph 10.05. 

D. When functioning as interpreter and judge under this Paragraph 9.08, Engineer will not show 
partiality to Owner or Contractor and will not be liable in connection with any interpretation or 
decision rendered in good faith in such capacity. 

9.09 Limitations on Engineer’s Authority and Responsibilities 

A. Neither Engineer’s authority or responsibility under this Article 9 or under any other provision 

of the Contract Documents nor any decision made by Engineer in good faith either to exercise 
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or not exercise such authority or responsibility or the undertaking, exercise, or performance of 

any authority or responsibility by Engineer shall create, impose, or give rise to any duty in 

contract, tort, or otherwise owed by Engineer to Contractor, any Subcontractor, any Supplier, 

any other individual or entity, or to any surety for or employee or agent of any of them. 

B. Engineer will not supervise, direct, control, or have authority over or be responsible for 
Contractor’s means, methods, techniques, sequences, or procedures of construction, or the safety 
precautions and programs incident thereto, or for any failure of Contractor to comply with Laws 
and Regulations applicable to the performance of the Work. Engineer will not be responsible for 
Contractor’s failure to perform the Work in accordance with the Contract Documents. 

C. Engineer will not be responsible for the acts or omissions of Contractor or of any Subcontractor, 
any Supplier, or of any other individual or entity performing any of the Work. 

D. Engineer’s review of the final Application for Payment and accompanying documentation and all 
maintenance and operating instructions, schedules, guarantees, bonds, certificates of inspection, 
tests and approvals, and other documentation required to be delivered by Paragraph 14.07.A will 
only be to determine generally that their content complies with the requirements of, and in the 
case of certificates of inspections, tests, and approvals that the results certified indicate 
compliance with, the Contract Documents. 

E. The limitations upon authority and responsibility set forth in this Paragraph 9.09 shall also apply 
to the Resident Project Representative, if any, and assistants, if any. 

9.10 Compliance with Safety Program 

A. While at the Site, Engineer’s employees and representatives shall comply with the specific 
applicable requirements of Contractor’s safety programs of which Engineer has been informed 
pursuant to Paragraph 6.13.D.   

ARTICLE 10 – CHANGES IN THE WORK; CLAIMS 

10.01 Authorized Changes in the Work 

A. Without invalidating the Contract and without notice to any surety, Owner may, at any time or 
from time to time, order additions, deletions, or revisions in the Work by a Change Order, or a 
Work Change Directive. Upon receipt of any such document, Contractor shall promptly proceed 
with the Work involved which will be performed under the applicable conditions of the Contract 
Documents (except as otherwise specifically provided). 

B. If Owner and Contractor are unable to agree on entitlement to, or on the amount or extent, if any, 
of an adjustment in the Contract Price or Contract Times, or both, that should be allowed as a 
result of a Work Change Directive, a Claim may be made therefor as provided in Paragraph 
10.05. 



 

Standard General Conditions of the Construction Contract 
Copyright © 2007 National Society of Professional Engineers for EJCDC.  All rights reserved. 

Page 41  of  62 
 

10.02 Unauthorized Changes in the Work 

A. Contractor shall not be entitled to an increase in the Contract Price or an extension of the 
Contract Times with respect to any work performed that is not required by the Contract 
Documents as amended, modified, or supplemented as provided in Paragraph 3.04, except in the 
case of an emergency as provided in Paragraph 6.16 or in the case of uncovering Work as 
provided in Paragraph 13.04.D. 

10.03 Execution of Change Orders 

A. Owner and Contractor shall execute appropriate Change Orders recommended by Engineer 
covering: 

1. changes in the Work which are:  (i) ordered by Owner pursuant to Paragraph 10.01.A, (ii) 
required because of acceptance of defective Work under Paragraph 13.08.A or Owner’s 
correction of defective Work under Paragraph 13.09, or (iii) agreed to by the parties; 

2. changes in the Contract Price or Contract Times which are agreed to by the parties, including 
any undisputed sum or amount of time for Work actually performed in accordance with a 
Work Change Directive; and 

3. changes in the Contract Price or Contract Times which embody the substance of any written 
decision rendered by Engineer pursuant to Paragraph 10.05; provided that, in lieu of 
executing any such Change Order, an appeal may be taken from any such decision in 
accordance with the provisions of the Contract Documents and applicable Laws and 
Regulations, but during any such appeal, Contractor shall carry on the Work and adhere to the 
Progress Schedule as provided in Paragraph 6.18.A. 

10.04 Notification to Surety 

A. If the provisions of any bond require notice to be given to a surety of any change affecting the 
general scope of the Work or the provisions of the Contract Documents (including, but not 
limited to, Contract Price or Contract Times), the giving of any such notice will be Contractor’s 
responsibility. The amount of each applicable bond will be adjusted to reflect the effect of any 
such change. 

10.05 Claims 

A. Engineer’s Decision Required:  All Claims, except those waived pursuant to Paragraph 14.09, 
shall be referred to the Engineer for decision. A decision by Engineer shall be required as a 
condition precedent to any exercise by Owner or Contractor of any rights or remedies either may 
otherwise have under the Contract Documents or by Laws and Regulations in respect of such 
Claims. 

B. Notice: Written notice stating the general nature of each Claim shall be delivered by the claimant 
to Engineer and the other party to the Contract promptly (but in no event later than 30 days) after 
the start of the event giving rise thereto. The responsibility to substantiate a Claim shall rest with 
the party making the Claim. Notice of the amount or extent of the Claim, with supporting data 
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shall be delivered to the Engineer and the other party to the Contract within 60 days after the start 
of such event (unless Engineer allows additional time for claimant to submit additional or more 
accurate data in support of such Claim). A Claim for an adjustment in Contract Price shall be 
prepared in accordance with the provisions of Paragraph 12.01.B. A Claim for an adjustment in 
Contract Times shall be prepared in accordance with the provisions of Paragraph 12.02.B. Each 
Claim shall be accompanied by claimant’s written statement that the adjustment claimed is the 
entire adjustment to which the claimant believes it is entitled as a result of said event. The 
opposing party shall submit any response to Engineer and the claimant within 30 days after 
receipt of the claimant’s last submittal (unless Engineer allows additional time). 

C. Engineer’s Action:  Engineer will review each Claim and, within 30 days after receipt of the last 
submittal of the claimant or the last submittal of the opposing party, if any, take one of the 
following actions in writing: 

1. deny the Claim in whole or in part; 

2. approve the Claim; or 

3. notify the parties that the Engineer is unable to resolve the Claim if, in the Engineer’s sole 
discretion, it would be inappropriate for the Engineer to do so. For purposes of further 
resolution of the Claim, such notice shall be deemed a denial. 

D. In the event that Engineer does not take action on a Claim within said 30 days, the Claim shall be 
deemed denied. 

E. Engineer’s written action under Paragraph 10.05.C or denial pursuant to Paragraphs 10.05.C.3 or 
10.05.D will be final and binding upon Owner and Contractor, unless Owner or Contractor 
invoke the dispute resolution procedure set forth in Article 16 within 30 days of such action or 
denial. 

F. No Claim for an adjustment in Contract Price or Contract Times will be valid if not submitted in 
accordance with this Paragraph 10.05. 

ARTICLE 11 – COST OF THE WORK; ALLOWANCES; UNIT PRICE WORK 

11.01 Cost of the Work 

A. Costs Included:  The term Cost of the Work means the sum of all costs, except those excluded in 
Paragraph 11.01.B, necessarily incurred and paid by Contractor in the proper performance of the 
Work. When the value of any Work covered by a Change Order or when a Claim for an 
adjustment in Contract Price is determined on the basis of Cost of the Work, the costs to be 
reimbursed to Contractor will be only those additional or incremental costs required because of 
the change in the Work or because of the event giving rise to the Claim. Except as otherwise may 
be agreed to in writing by Owner, such costs shall be in amounts no higher than those prevailing 
in the locality of the Project, shall not include any of the costs itemized in Paragraph 11.01.B, and 
shall include only the following items: 
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1. Payroll costs for employees in the direct employ of Contractor in the performance of the 
Work under schedules of job classifications agreed upon by Owner and Contractor. Such 
employees shall include, without limitation, superintendents, foremen, and other personnel 
employed full time on the Work. Payroll costs for employees not employed full time on the 
Work shall be apportioned on the basis of their time spent on the Work. Payroll costs shall 
include, but not be limited to, salaries and wages plus the cost of fringe benefits, which shall 
include social security contributions, unemployment, excise, and payroll taxes, workers’ 
compensation, health and retirement benefits, bonuses, sick leave, vacation and holiday pay 
applicable thereto. The expenses of performing Work outside of regular working hours, on 
Saturday, Sunday, or legal holidays, shall be included in the above to the extent authorized by 
Owner. 

2. Cost of all materials and equipment furnished and incorporated in the Work, including costs 
of transportation and storage thereof, and Suppliers’ field services required in connection 
therewith. All cash discounts shall accrue to Contractor unless Owner deposits funds with 
Contractor with which to make payments, in which case the cash discounts shall accrue to 
Owner. All trade discounts, rebates and refunds and returns from sale of surplus materials and 
equipment shall accrue to Owner, and Contractor shall make provisions so that they may be 
obtained. 

3. Payments made by Contractor to Subcontractors for Work performed by Subcontractors. If 
required by Owner, Contractor shall obtain competitive bids from subcontractors acceptable 
to Owner and Contractor and shall deliver such bids to Owner, who will then determine, with 
the advice of Engineer, which bids, if any, will be acceptable. If any subcontract provides that 
the Subcontractor is to be paid on the basis of Cost of the Work plus a fee, the 
Subcontractor’s Cost of the Work and fee shall be determined in the same manner as 
Contractor’s Cost of the Work and fee as provided in this Paragraph 11.01. 

4. Costs of special consultants (including but not limited to engineers, architects, testing 
laboratories, surveyors, attorneys, and accountants) employed for services specifically related 
to the Work. 

5. Supplemental costs including the following: 

a. The proportion of necessary transportation, travel, and subsistence expenses of 
Contractor’s employees incurred in discharge of duties connected with the Work. 

b. Cost, including transportation and maintenance, of all materials, supplies, equipment, 
machinery, appliances, office, and temporary facilities at the Site, and hand tools not 
owned by the workers, which are consumed in the performance of the Work, and cost, 
less market value, of such items used but not consumed which remain the property of 
Contractor. 

c. Rentals of all construction equipment and machinery, and the parts thereof whether rented 
from Contractor or others in accordance with rental agreements approved by Owner with 
the advice of Engineer, and the costs of transportation, loading, unloading, assembly, 
dismantling, and removal thereof. All such costs shall be in accordance with the terms of 
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said rental agreements. The rental of any such equipment, machinery, or parts shall cease 
when the use thereof is no longer necessary for the Work. 

d. Sales, consumer, use, and other similar taxes related to the Work, and for which 
Contractor is liable, as imposed by Laws and Regulations. 

e. Deposits lost for causes other than negligence of Contractor, any Subcontractor, or 
anyone directly or indirectly employed by any of them or for whose acts any of them may 
be liable, and royalty payments and fees for permits and licenses. 

f. Losses and damages (and related expenses) caused by damage to the Work, not 
compensated by insurance or otherwise, sustained by Contractor in connection with the 
performance of the Work (except losses and damages within the deductible amounts of 
property insurance established in accordance with Paragraph 5.06.D), provided such 
losses and damages have resulted from causes other than the negligence of Contractor, 
any Subcontractor, or anyone directly or indirectly employed by any of them or for whose 
acts any of them may be liable. Such losses shall include settlements made with the 
written consent and approval of Owner. No such losses, damages, and expenses shall be 
included in the Cost of the Work for the purpose of determining Contractor’s fee. 

g. The cost of utilities, fuel, and sanitary facilities at the Site. 

h. Minor expenses such as telegrams, long distance telephone calls, telephone service at the 
Site, express and courier services, and similar petty cash items in connection with the 
Work. 

i. The costs of premiums for all bonds and insurance Contractor is required by the Contract 
Documents to purchase and maintain. 

B. Costs Excluded: The term Cost of the Work shall not include any of the following items: 

1. Payroll costs and other compensation of Contractor’s officers, executives, principals (of 
partnerships and sole proprietorships), general managers, safety managers, engineers, 
architects, estimators, attorneys, auditors, accountants, purchasing and contracting agents, 
expediters, timekeepers, clerks, and other personnel employed by Contractor, whether at the 
Site or in Contractor’s principal or branch office for general administration of the Work and 
not specifically included in the agreed upon schedule of job classifications referred to in 
Paragraph 11.01.A.1 or specifically covered by Paragraph 11.01.A.4, all of which are to be 
considered administrative costs covered by the Contractor’s fee. 

2. Expenses of Contractor’s principal and branch offices other than Contractor’s office at the 
Site. 

3. Any part of Contractor’s capital expenses, including interest on Contractor’s capital 
employed for the Work and charges against Contractor for delinquent payments. 

4. Costs due to the negligence of Contractor, any Subcontractor, or anyone directly or indirectly 
employed by any of them or for whose acts any of them may be liable, including but not 
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limited to, the correction of defective Work, disposal of materials or equipment wrongly 
supplied, and making good any damage to property. 

5. Other overhead or general expense costs of any kind and the costs of any item not specifically 
and expressly included in Paragraphs 11.01.A. 

C. Contractor’s Fee:  When all the Work is performed on the basis of cost-plus, Contractor’s fee 
shall be determined as set forth in the Agreement. When the value of any Work covered by a 
Change Order or when a Claim for an adjustment in Contract Price is determined on the basis of 
Cost of the Work, Contractor’s fee shall be determined as set forth in Paragraph 12.01.C. 

D. Documentation:  Whenever the Cost of the Work for any purpose is to be determined pursuant to 
Paragraphs 11.01.A and 11.01.B, Contractor will establish and maintain records thereof in 
accordance with generally accepted accounting practices and submit in a form acceptable to 
Engineer an itemized cost breakdown together with supporting data. 

11.02 Allowances 

A. It is understood that Contractor has included in the Contract Price all allowances so named in the 
Contract Documents and shall cause the Work so covered to be performed for such sums and by 
such persons or entities as may be acceptable to Owner and Engineer. 

B. Cash Allowances: 

1. Contractor agrees that: 

a. the cash allowances include the cost to Contractor (less any applicable trade discounts) of 
materials and equipment required by the allowances to be delivered at the Site, and all 
applicable taxes; and 

b. Contractor’s costs for unloading and handling on the Site, labor, installation, overhead, 
profit, and other expenses contemplated for the cash allowances have been included in the 
Contract Price and not in the allowances, and no demand for additional payment on 
account of any of the foregoing will be valid. 

C. Contingency Allowance: 

1. Contractor agrees that a contingency allowance, if any, is for the sole use of Owner to cover 
unanticipated costs. 

D. Prior to final payment, an appropriate Change Order will be issued as recommended by Engineer 
to reflect actual amounts due Contractor on account of Work covered by allowances, and the 
Contract Price shall be correspondingly adjusted. 

11.03 Unit Price Work 

A. Where the Contract Documents provide that all or part of the Work is to be Unit Price Work, 
initially the Contract Price will be deemed to include for all Unit Price Work an amount equal to 
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the sum of the unit price for each separately identified item of Unit Price Work times the 
estimated quantity of each item as indicated in the Agreement. 

B. The estimated quantities of items of Unit Price Work are not guaranteed and are solely for the 
purpose of comparison of Bids and determining an initial Contract Price. Determinations of the 
actual quantities and classifications of Unit Price Work performed by Contractor will be made by 
Engineer subject to the provisions of Paragraph 9.07. 

C. Each unit price will be deemed to include an amount considered by Contractor to be adequate to 
cover Contractor’s overhead and profit for each separately identified item. 

D. Owner or Contractor may make a Claim for an adjustment in the Contract Price in accordance 
with Paragraph 10.05 if: 

1. the quantity of any item of Unit Price Work performed by Contractor differs materially and 
significantly from the estimated quantity of such item indicated in the Agreement; and  

2. there is no corresponding adjustment with respect to any other item of Work; and 

3. Contractor believes that Contractor is entitled to an increase in Contract Price as a result of 
having incurred additional expense or Owner believes that Owner is entitled to a decrease in 
Contract Price and the parties are unable to agree as to the amount of any such increase or 
decrease. 

ARTICLE 12 – CHANGE OF CONTRACT PRICE; CHANGE OF CONTRACT TIMES 

12.01 Change of Contract Price 

A. The Contract Price may only be changed by a Change Order. Any Claim for an adjustment in the 
Contract Price shall be based on written notice submitted by the party making the Claim to the 
Engineer and the other party to the Contract in accordance with the provisions of Paragraph 
10.05. 

B. The value of any Work covered by a Change Order or of any Claim for an adjustment in the 
Contract Price will be determined as follows: 

1. where the Work involved is covered by unit prices contained in the Contract Documents, by 
application of such unit prices to the quantities of the items involved (subject to the 
provisions of Paragraph 11.03); or 

2. where the Work involved is not covered by unit prices contained in the Contract Documents, 
by a mutually agreed lump sum (which may include an allowance for overhead and profit not 
necessarily in accordance with Paragraph 12.01.C.2); or 

3. where the Work involved is not covered by unit prices contained in the Contract Documents 
and agreement to a lump sum is not reached under Paragraph 12.01.B.2, on the basis of the 
Cost of the Work (determined as provided in Paragraph 11.01) plus a Contractor’s fee for 
overhead and profit (determined as provided in Paragraph 12.01.C). 
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C. Contractor’s Fee:  The Contractor’s fee for overhead and profit shall be determined as follows: 

1. a mutually acceptable fixed fee; or  

2. if a fixed fee is not agreed upon, then a fee based on the following percentages of the various 
portions of the Cost of the Work: 

a. for costs incurred under Paragraphs 11.01.A.1 and 11.01.A.2, the Contractor’s fee shall 
be 15 percent; 

b. for costs incurred under Paragraph 11.01.A.3, the Contractor’s fee shall be five percent;  

c. where one or more tiers of subcontracts are on the basis of Cost of the Work plus a fee 
and no fixed fee is agreed upon, the intent of Paragraphs 12.01.C.2.a and 12.01.C.2.b is 
that the Subcontractor who actually performs the Work, at whatever tier, will be paid a 
fee of 15 percent of the costs incurred by such Subcontractor under Paragraphs 11.01.A.1 
and 11.01.A.2 and that any higher tier Subcontractor and Contractor will each be paid a 
fee of five percent of the amount paid to the next lower tier Subcontractor; 

d. no fee shall be payable on the basis of costs itemized under Paragraphs 11.01.A.4, 
11.01.A.5, and 11.01.B;  

e. the amount of credit to be allowed by Contractor to Owner for any change which results 
in a net decrease in cost will be the amount of the actual net decrease in cost plus a 
deduction in Contractor’s fee by an amount equal to five percent of such net decrease; 
and  

f. when both additions and credits are involved in any one change, the adjustment in 
Contractor’s fee shall be computed on the basis of the net change in accordance with 
Paragraphs 12.01.C.2.a through 12.01.C.2.e, inclusive. 

12.02 Change of Contract Times 

A. The Contract Times may only be changed by a Change Order. Any Claim for an adjustment in 
the Contract Times shall be based on written notice submitted by the party making the Claim to 
the Engineer and the other party to the Contract in accordance with the provisions of Paragraph 
10.05. 

B. Any adjustment of the Contract Times covered by a Change Order or any Claim for an 
adjustment in the Contract Times will be determined in accordance with the provisions of this 
Article 12. 

12.03 Delays 

A. Where Contractor is prevented from completing any part of the Work within the Contract Times 
due to delay beyond the control of Contractor, the Contract Times will be extended in an amount 
equal to the time lost due to such delay if a Claim is made therefor as provided in Paragraph 
12.02.A. Delays beyond the control of Contractor shall include, but not be limited to, acts or 
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neglect by Owner, acts or neglect of utility owners or other contractors performing other work as 
contemplated by Article 7, fires, floods, epidemics, abnormal weather conditions, or acts of God. 

B. If Owner, Engineer, or other contractors or utility owners performing other work for Owner as 
contemplated by Article 7, or anyone for whom Owner is responsible, delays, disrupts, or 
interferes with the performance or progress of the Work, then Contractor shall be entitled to an 
equitable adjustment in the Contract Price or the Contract Times, or both. Contractor’s 
entitlement to an adjustment of the Contract Times is conditioned on such adjustment being 
essential to Contractor’s ability to complete the Work within the Contract Times. 

C. If Contractor is delayed in the performance or progress of the Work by fire, flood, epidemic, 
abnormal weather conditions, acts of God, acts or failures to act of utility owners not under the 
control of Owner, or other causes not the fault of and beyond control of Owner and Contractor, 
then Contractor shall be entitled to an equitable adjustment in Contract Times, if such adjustment 
is essential to Contractor’s ability to complete the Work within the Contract Times. Such an 
adjustment shall be Contractor’s sole and exclusive remedy for the delays described in this 
Paragraph 12.03.C. 

D. Owner, Engineer, and their officers, directors, members, partners, employees, agents, consultants, 
or subcontractors shall not be liable to Contractor for any claims, costs, losses, or damages 
(including but not limited to all fees and charges of engineers, architects, attorneys, and other 
professionals and all court or arbitration or other dispute resolution costs) sustained by Contractor 
on or in connection with any other project or anticipated project. 

E. Contractor shall not be entitled to an adjustment in Contract Price or Contract Times for delays 
within the control of Contractor. Delays attributable to and within the control of a Subcontractor 
or Supplier shall be deemed to be delays within the control of Contractor. 

ARTICLE 13 – TESTS AND INSPECTIONS; CORRECTION, REMOVAL OR ACCEPTANCE OF 
DEFECTIVE WORK 

13.01 Notice of Defects 

A. Prompt notice of all defective Work of which Owner or Engineer has actual knowledge will be 
given to Contractor. Defective Work may be rejected, corrected, or accepted as provided in this 
Article 13. 

13.02 Access to Work 

A. Owner, Engineer, their consultants and other representatives and personnel of Owner, 
independent testing laboratories, and governmental agencies with jurisdictional interests will 
have access to the Site and the Work at reasonable times for their observation, inspection, and 
testing. Contractor shall provide them proper and safe conditions for such access and advise them 
of Contractor’s safety procedures and programs so that they may comply therewith as applicable. 
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13.03 Tests and Inspections 

A. Contractor shall give Engineer timely notice of readiness of the Work for all required inspections, 
tests, or approvals and shall cooperate with inspection and testing personnel to facilitate required 
inspections or tests. 

B. Owner shall employ and pay for the services of an independent testing laboratory to perform all 
inspections, tests, or approvals required by the Contract Documents except: 

1. for inspections, tests, or approvals covered by Paragraphs 13.03.C and 13.03.D below; 

2. that costs incurred in connection with tests or inspections conducted pursuant to Paragraph 
13.04.B shall be paid as provided in Paragraph 13.04.C; and 

3. as otherwise specifically provided in the Contract Documents. 

C. If Laws or Regulations of any public body having jurisdiction require any Work (or part thereof) 
specifically to be inspected, tested, or approved by an employee or other representative of such 
public body, Contractor shall assume full responsibility for arranging and obtaining such 
inspections, tests, or approvals, pay all costs in connection therewith, and furnish Engineer the 
required certificates of inspection or approval. 

D. Contractor shall be responsible for arranging and obtaining and shall pay all costs in connection 
with any inspections, tests, or approvals required for Owner’s and Engineer’s acceptance of 
materials or equipment to be incorporated in the Work; or acceptance of materials, mix designs, 
or equipment submitted for approval prior to Contractor’s purchase thereof for incorporation in 
the Work. Such inspections, tests, or approvals shall be performed by organizations acceptable to 
Owner and Engineer. 

E. If any Work (or the work of others) that is to be inspected, tested, or approved is covered by 
Contractor without written concurrence of Engineer, Contractor shall, if requested by Engineer, 
uncover such Work for observation. 

F. Uncovering Work as provided in Paragraph 13.03.E shall be at Contractor’s expense unless 
Contractor has given Engineer timely notice of Contractor’s intention to cover the same and 
Engineer has not acted with reasonable promptness in response to such notice. 

13.04 Uncovering Work 

A. If any Work is covered contrary to the written request of Engineer, it must, if requested by 
Engineer, be uncovered for Engineer’s observation and replaced at Contractor’s expense. 

B. If Engineer considers it necessary or advisable that covered Work be observed by Engineer or 
inspected or tested by others, Contractor, at Engineer’s request, shall uncover, expose, or 
otherwise make available for observation, inspection, or testing as Engineer may require, that 
portion of the Work in question, furnishing all necessary labor, material, and equipment. 
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C. If it is found that the uncovered Work is defective, Contractor shall pay all claims, costs, losses, 
and damages (including but not limited to all fees and charges of engineers, architects, attorneys, 
and other professionals and all court or arbitration or other dispute resolution costs) arising out of 
or relating to such uncovering, exposure, observation, inspection, and testing, and of satisfactory 
replacement or reconstruction (including but not limited to all costs of repair or replacement of 
work of others); and Owner shall be entitled to an appropriate decrease in the Contract Price. If 
the parties are unable to agree as to the amount thereof, Owner may make a Claim therefor as 
provided in Paragraph 10.05. 

D. If the uncovered Work is not found to be defective, Contractor shall be allowed an increase in the 
Contract Price or an extension of the Contract Times, or both, directly attributable to such 
uncovering, exposure, observation, inspection, testing, replacement, and reconstruction. If the 
parties are unable to agree as to the amount or extent thereof, Contractor may make a Claim 
therefor as provided in Paragraph 10.05. 

13.05 Owner May Stop the Work 

A. If the Work is defective, or Contractor fails to supply sufficient skilled workers or suitable 
materials or equipment, or fails to perform the Work in such a way that the completed Work will 
conform to the Contract Documents, Owner may order Contractor to stop the Work, or any 
portion thereof, until the cause for such order has been eliminated; however, this right of Owner 
to stop the Work shall not give rise to any duty on the part of Owner to exercise this right for the 
benefit of Contractor, any Subcontractor, any Supplier, any other individual or entity, or any 
surety for, or employee or agent of any of them. 

13.06 Correction or Removal of Defective Work 

A. Promptly after receipt of written notice, Contractor shall correct all defective Work, whether or 
not fabricated, installed, or completed, or, if the Work has been rejected by Engineer, remove it 
from the Project and replace it with Work that is not defective. Contractor shall pay all claims, 
costs, losses, and damages (including but not limited to all fees and charges of engineers, 
architects, attorneys, and other professionals and all court or arbitration or other dispute 
resolution costs) arising out of or relating to such correction or removal (including but not limited 
to all costs of repair or replacement of work of others). 

B. When correcting defective Work under the terms of this Paragraph 13.06 or Paragraph 13.07, 
Contractor shall take no action that would void or otherwise impair Owner’s special warranty and 
guarantee, if any, on said Work. 

13.07 Correction Period 

A. If within one year after the date of Substantial Completion (or such longer period of time as may 
be prescribed by the terms of any applicable special guarantee required by the Contract 
Documents) or by any specific provision of the Contract Documents, any Work is found to be 
defective, or if the repair of any damages to the land or areas made available for Contractor’s use 
by Owner or permitted by Laws and Regulations as contemplated in Paragraph 6.11.A is found to 
be defective, Contractor shall promptly, without cost to Owner and in accordance with Owner’s 
written instructions: 
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1. repair such defective land or areas; or  

2. correct such defective Work; or 

3. if the defective Work has been rejected by Owner, remove it from the Project and replace it 
with Work that is not defective, and  

4. satisfactorily correct or repair or remove and replace any damage to other Work, to the work 
of others or other land or areas resulting therefrom. 

B. If Contractor does not promptly comply with the terms of Owner’s written instructions, or in an 
emergency where delay would cause serious risk of loss or damage, Owner may have the 
defective Work corrected or repaired or may have the rejected Work removed and replaced. All 
claims, costs, losses, and damages (including but not limited to all fees and charges of engineers, 
architects, attorneys, and other professionals and all court or arbitration or other dispute 
resolution costs) arising out of or relating to such correction or repair or such removal and 
replacement (including but not limited to all costs of repair or replacement of work of others) will 
be paid by Contractor. 

C. In special circumstances where a particular item of equipment is placed in continuous service 
before Substantial Completion of all the Work, the correction period for that item may start to run 
from an earlier date if so provided in the Specifications. 

D. Where defective Work (and damage to other Work resulting therefrom) has been corrected or 
removed and replaced under this Paragraph 13.07, the correction period hereunder with respect to 
such Work will be extended for an additional period of one year after such correction or removal 
and replacement has been satisfactorily completed. 

E. Contractor’s obligations under this Paragraph 13.07 are in addition to any other obligation or 
warranty. The provisions of this Paragraph 13.07 shall not be construed as a substitute for, or a 
waiver of, the provisions of any applicable statute of limitation or repose. 

13.08 Acceptance of Defective Work 

A. If, instead of requiring correction or removal and replacement of defective Work, Owner (and, 
prior to Engineer’s recommendation of final payment, Engineer) prefers to accept it, Owner may 
do so. Contractor shall pay all claims, costs, losses, and damages (including but not limited to all 
fees and charges of engineers, architects, attorneys, and other professionals and all court or 
arbitration or other dispute resolution costs) attributable to Owner’s evaluation of and 
determination to accept such defective Work (such costs to be approved by Engineer as to 
reasonableness) and for the diminished value of the Work to the extent not otherwise paid by 
Contractor pursuant to this sentence. If any such acceptance occurs prior to Engineer’s 
recommendation of final payment, a Change Order will be issued incorporating the necessary 
revisions in the Contract Documents with respect to the Work, and Owner shall be entitled to an 
appropriate decrease in the Contract Price, reflecting the diminished value of Work so accepted. 
If the parties are unable to agree as to the amount thereof, Owner may make a Claim therefor as 
provided in Paragraph 10.05. If the acceptance occurs after such recommendation, an appropriate 
amount will be paid by Contractor to Owner. 
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13.09 Owner May Correct Defective Work 

A. If Contractor fails within a reasonable time after written notice from Engineer to correct defective 
Work, or to remove and replace rejected Work as required by Engineer in accordance with 
Paragraph 13.06.A, or if Contractor fails to perform the Work in accordance with the Contract 
Documents, or if Contractor fails to comply with any other provision of the Contract Documents, 
Owner may, after seven days written notice to Contractor, correct, or remedy any such deficiency. 

B. In exercising the rights and remedies under this Paragraph 13.09, Owner shall proceed 
expeditiously. In connection with such corrective or remedial action, Owner may exclude 
Contractor from all or part of the Site, take possession of all or part of the Work and suspend 
Contractor’s services related thereto, take possession of Contractor’s tools, appliances, 
construction equipment and machinery at the Site, and incorporate in the Work all materials and 
equipment stored at the Site or for which Owner has paid Contractor but which are stored 
elsewhere. Contractor shall allow Owner, Owner’s representatives, agents and employees, 
Owner’s other contractors, and Engineer and Engineer’s consultants access to the Site to enable 
Owner to exercise the rights and remedies under this Paragraph. 

C. All claims, costs, losses, and damages (including but not limited to all fees and charges of 
engineers, architects, attorneys, and other professionals and all court or arbitration or other 
dispute resolution costs) incurred or sustained by Owner in exercising the rights and remedies 
under this Paragraph 13.09 will be charged against Contractor, and a Change Order will be issued 
incorporating the necessary revisions in the Contract Documents with respect to the Work; and 
Owner shall be entitled to an appropriate decrease in the Contract Price. If the parties are unable 
to agree as to the amount of the adjustment, Owner may make a Claim therefor as provided in 
Paragraph 10.05. Such claims, costs, losses and damages will include but not be limited to all 
costs of repair, or replacement of work of others destroyed or damaged by correction, removal, or 
replacement of Contractor’s defective Work. 

D. Contractor shall not be allowed an extension of the Contract Times because of any delay in the 
performance of the Work attributable to the exercise by Owner of Owner’s rights and remedies 
under this Paragraph 13.09. 

ARTICLE 14 – PAYMENTS TO CONTRACTOR AND COMPLETION 

14.01 Schedule of Values 

A. The Schedule of Values established as provided in Paragraph 2.07.A will serve as the basis for 
progress payments and will be incorporated into a form of Application for Payment acceptable to 
Engineer. Progress payments on account of Unit Price Work will be based on the number of units 
completed. 

14.02 Progress Payments 

A. Applications for Payments: 

1. At least 20 days before the date established in the Agreement for each progress payment (but 
not more often than once a month), Contractor shall submit to Engineer for review an 
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Application for Payment filled out and signed by Contractor covering the Work completed as 
of the date of the Application and accompanied by such supporting documentation as is 
required by the Contract Documents. If payment is requested on the basis of materials and 
equipment not incorporated in the Work but delivered and suitably stored at the Site or at 
another location agreed to in writing, the Application for Payment shall also be accompanied 
by a bill of sale, invoice, or other documentation warranting that Owner has received the 
materials and equipment free and clear of all Liens and evidence that the materials and 
equipment are covered by appropriate property insurance or other arrangements to protect 
Owner’s interest therein, all of which must be satisfactory to Owner. 

2. Beginning with the second Application for Payment, each Application shall include an 
affidavit of Contractor stating that all previous progress payments received on account of the 
Work have been applied on account to discharge Contractor’s legitimate obligations 
associated with prior Applications for Payment. 

3. The amount of retainage with respect to progress payments will be as stipulated in the 
Agreement. 

B. Review of Applications: 

1. Engineer will, within 10 days after receipt of each Application for Payment, either indicate in 
writing a recommendation of payment and present the Application to Owner or return the 
Application to Contractor indicating in writing Engineer’s reasons for refusing to recommend 
payment. In the latter case, Contractor may make the necessary corrections and resubmit the 
Application. 

2. Engineer’s recommendation of any payment requested in an Application for Payment will 
constitute a representation by Engineer to Owner, based on Engineer’s observations of the 
executed Work as an experienced and qualified design professional, and on Engineer’s 
review of the Application for Payment and the accompanying data and schedules, that to the 
best of Engineer’s knowledge, information and belief: 

a. the Work has progressed to the point indicated; 

b. the quality of the Work is generally in accordance with the Contract Documents (subject 
to an evaluation of the Work as a functioning whole prior to or upon Substantial 
Completion, the results of any subsequent tests called for in the Contract Documents, a 
final determination of quantities and classifications for Unit Price Work under Paragraph 
9.07, and any other qualifications stated in the recommendation); and 

c. the conditions precedent to Contractor’s being entitled to such payment appear to have 
been fulfilled in so far as it is Engineer’s responsibility to observe the Work. 

3. By recommending any such payment Engineer will not thereby be deemed to have 
represented that: 

a. inspections made to check the quality or the quantity of the Work as it has been 
performed have been exhaustive, extended to every aspect of the Work in progress, or 
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involved detailed inspections of the Work beyond the responsibilities specifically 
assigned to Engineer in the Contract Documents; or  

b. there may not be other matters or issues between the parties that might entitle Contractor 
to be paid additionally by Owner or entitle Owner to withhold payment to Contractor. 

4. Neither Engineer’s review of Contractor’s Work for the purposes of recommending payments 
nor Engineer’s recommendation of any payment, including final payment, will impose 
responsibility on Engineer: 

a. to supervise, direct, or control the Work, or 

b. for the means, methods, techniques, sequences, or procedures of construction, or the 
safety precautions and programs incident thereto, or 

c. for Contractor’s failure to comply with Laws and Regulations applicable to Contractor’s 
performance of the Work, or 

d. to make any examination to ascertain how or for what purposes Contractor has used the 
moneys paid on account of the Contract Price, or  

e. to determine that title to any of the Work, materials, or equipment has passed to Owner 
free and clear of any Liens. 

5. Engineer may refuse to recommend the whole or any part of any payment if, in Engineer’s 
opinion, it would be incorrect to make the representations to Owner stated in 
Paragraph 14.02.B.2. Engineer may also refuse to recommend any such payment or, because 
of subsequently discovered evidence or the results of subsequent inspections or tests, revise 
or revoke any such payment recommendation previously made, to such extent as may be 
necessary in Engineer’s opinion to protect Owner from loss because: 

a. the Work is defective, or completed Work has been damaged, requiring correction or 
replacement; 

b. the Contract Price has been reduced by Change Orders; 

c. Owner has been required to correct defective Work or complete Work in accordance with 
Paragraph 13.09; or 

d. Engineer has actual knowledge of the occurrence of any of the events enumerated in 
Paragraph 15.02.A. 

C. Payment Becomes Due: 

1. Ten days after presentation of the Application for Payment to Owner with Engineer’s 
recommendation, the amount recommended will (subject to the provisions of Paragraph 
14.02.D) become due, and when due will be paid by Owner to Contractor. 
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D. Reduction in Payment: 

1. Owner may refuse to make payment of the full amount recommended by Engineer because: 

a. claims have been made against Owner on account of Contractor’s performance or 
furnishing of the Work; 

b. Liens have been filed in connection with the Work, except where Contractor has 
delivered a specific bond satisfactory to Owner to secure the satisfaction and discharge of 
such Liens; 

c. there are other items entitling Owner to a set-off against the amount recommended; or 

d. Owner has actual knowledge of the occurrence of any of the events enumerated in 
Paragraphs 14.02.B.5.a through 14.02.B.5.c or Paragraph 15.02.A. 

2. If Owner refuses to make payment of the full amount recommended by Engineer, Owner will 
give Contractor immediate written notice (with a copy to Engineer) stating the reasons for 
such action and promptly pay Contractor any amount remaining after deduction of the 
amount so withheld. Owner shall promptly pay Contractor the amount so withheld, or any 
adjustment thereto agreed to by Owner and Contractor, when Contractor remedies the reasons 
for such action. 

3. Upon a subsequent determination that Owner’s refusal of payment was not justified, the 
amount wrongfully withheld shall be treated as an amount due as determined by Paragraph 
14.02.C.1 and subject to interest as provided in the Agreement. 

14.03 Contractor’s Warranty of Title 

A. Contractor warrants and guarantees that title to all Work, materials, and equipment covered by 
any Application for Payment, whether incorporated in the Project or not, will pass to Owner no 
later than the time of payment free and clear of all Liens. 

14.04 Substantial Completion 

A. When Contractor considers the entire Work ready for its intended use Contractor shall notify 
Owner and Engineer in writing that the entire Work is substantially complete (except for items 
specifically listed by Contractor as incomplete) and request that Engineer issue a certificate of 
Substantial Completion. 

B. Promptly after Contractor’s notification, Owner, Contractor, and Engineer shall make an 
inspection of the Work to determine the status of completion. If Engineer does not consider the 
Work substantially complete, Engineer will notify Contractor in writing giving the reasons 
therefor. 

C. If Engineer considers the Work substantially complete, Engineer will deliver to Owner a tentative 
certificate of Substantial Completion which shall fix the date of Substantial Completion. There 
shall be attached to the certificate a tentative list of items to be completed or corrected before 
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final payment. Owner shall have seven days after receipt of the tentative certificate during which 
to make written objection to Engineer as to any provisions of the certificate or attached list. If, 
after considering such objections, Engineer concludes that the Work is not substantially 
complete, Engineer will, within 14 days after submission of the tentative certificate to Owner, 
notify Contractor in writing, stating the reasons therefor. If, after consideration of Owner’s 
objections, Engineer considers the Work substantially complete, Engineer will, within said 14 
days, execute and deliver to Owner and Contractor a definitive certificate of Substantial 
Completion (with a revised tentative list of items to be completed or corrected) reflecting such 
changes from the tentative certificate as Engineer believes justified after consideration of any 
objections from Owner. 

D. At the time of delivery of the tentative certificate of Substantial Completion, Engineer will 
deliver to Owner and Contractor a written recommendation as to division of responsibilities 
pending final payment between Owner and Contractor with respect to security, operation, safety, 
and protection of the Work, maintenance, heat, utilities, insurance, and warranties and 
guarantees. Unless Owner and Contractor agree otherwise in writing and so inform Engineer in 
writing prior to Engineer’s issuing the definitive certificate of Substantial Completion, Engineer’s 
aforesaid recommendation will be binding on Owner and Contractor until final payment. 

E. Owner shall have the right to exclude Contractor from the Site after the date of Substantial 
Completion subject to allowing Contractor reasonable access to remove its property and 
complete or correct items on the tentative list. 

14.05 Partial Utilization 

A. Prior to Substantial Completion of all the Work, Owner may use or occupy any substantially 
completed part of the Work which has specifically been identified in the Contract Documents, or 
which Owner, Engineer, and Contractor agree constitutes a separately functioning and usable part 
of the Work that can be used by Owner for its intended purpose without significant interference 
with Contractor’s performance of the remainder of the Work, subject to the following conditions: 

1. Owner at any time may request Contractor in writing to permit Owner to use or occupy any 
such part of the Work which Owner believes to be ready for its intended use and substantially 
complete. If and when Contractor agrees that such part of the Work is substantially complete, 
Contractor, Owner, and Engineer will follow the procedures of Paragraph 14.04.A through D 
for that part of the Work. 

2. Contractor at any time may notify Owner and Engineer in writing that Contractor considers 
any such part of the Work ready for its intended use and substantially complete and request 
Engineer to issue a certificate of Substantial Completion for that part of the Work. 

3. Within a reasonable time after either such request, Owner, Contractor, and Engineer shall 
make an inspection of that part of the Work to determine its status of completion. If Engineer 
does not consider that part of the Work to be substantially complete, Engineer will notify 
Owner and Contractor in writing giving the reasons therefor. If Engineer considers that part 
of the Work to be substantially complete, the provisions of Paragraph 14.04 will apply with 
respect to certification of Substantial Completion of that part of the Work and the division of 
responsibility in respect thereof and access thereto. 
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4. No use or occupancy or separate operation of part of the Work may occur prior to compliance 
with the requirements of Paragraph 5.10 regarding property insurance. 

14.06 Final Inspection 

A. Upon written notice from Contractor that the entire Work or an agreed portion thereof is 
complete, Engineer will promptly make a final inspection with Owner and Contractor and will 
notify Contractor in writing of all particulars in which this inspection reveals that the Work is 
incomplete or defective. Contractor shall immediately take such measures as are necessary to 
complete such Work or remedy such deficiencies. 

14.07 Final Payment 

A. Application for Payment: 

1. After Contractor has, in the opinion of Engineer, satisfactorily completed all corrections 
identified during the final inspection and has delivered, in accordance with the Contract 
Documents, all maintenance and operating instructions, schedules, guarantees, bonds, 
certificates or other evidence of insurance, certificates of inspection, marked-up record 
documents (as provided in Paragraph 6.12), and other documents, Contractor may make 
application for final payment following the procedure for progress payments. 

2. The final Application for Payment shall be accompanied (except as previously delivered) by: 

a. all documentation called for in the Contract Documents, including but not limited to the 
evidence of insurance required by Paragraph 5.04.B.6; 

b. consent of the surety, if any, to final payment;  

c. a list of all Claims against Owner that Contractor believes are unsettled; and  

d. complete and legally effective releases or waivers (satisfactory to Owner) of all Lien 
rights arising out of or Liens filed in connection with the Work. 

3. In lieu of the releases or waivers of Liens specified in Paragraph 14.07.A.2 and as approved 
by Owner, Contractor may furnish receipts or releases in full and an affidavit of Contractor 
that:  (i) the releases and receipts include all labor, services, material, and equipment for 
which a Lien could be filed; and (ii) all payrolls, material and equipment bills, and other 
indebtedness connected with the Work for which Owner might in any way be responsible, or 
which might in any way result in liens or other burdens on Owner's property, have been paid 
or otherwise satisfied. If any Subcontractor or Supplier fails to furnish such a release or 
receipt in full, Contractor may furnish a bond or other collateral satisfactory to Owner to 
indemnify Owner against any Lien. 

B. Engineer’s Review of Application and Acceptance: 

1. If, on the basis of Engineer’s observation of the Work during construction and final 
inspection, and Engineer’s review of the final Application for Payment and accompanying 
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documentation as required by the Contract Documents, Engineer is satisfied that the Work 
has been completed and Contractor’s other obligations under the Contract Documents have 
been fulfilled, Engineer will, within ten days after receipt of the final Application for 
Payment, indicate in writing Engineer’s recommendation of payment and present the 
Application for Payment to Owner for payment. At the same time Engineer will also give 
written notice to Owner and Contractor that the Work is acceptable subject to the provisions 
of Paragraph 14.09. Otherwise, Engineer will return the Application for Payment to 
Contractor, indicating in writing the reasons for refusing to recommend final payment, in 
which case Contractor shall make the necessary corrections and resubmit the Application for 
Payment. 

C. Payment Becomes Due: 

1. Thirty days after the presentation to Owner of the Application for Payment and 
accompanying documentation, the amount recommended by Engineer, less any sum Owner is 
entitled to set off against Engineer’s recommendation, including but not limited to liquidated 
damages, will become due and will be paid by Owner to Contractor. 

14.08 Final Completion Delayed 

A. If, through no fault of Contractor, final completion of the Work is significantly delayed, and if 
Engineer so confirms, Owner shall, upon receipt of Contractor’s final Application for Payment 
(for Work fully completed and accepted) and recommendation of Engineer, and without 
terminating the Contract, make payment of the balance due for that portion of the Work fully 
completed and accepted. If the remaining balance to be held by Owner for Work not fully 
completed or corrected is less than the retainage stipulated in the Agreement, and if bonds have 
been furnished as required in Paragraph 5.01, the written consent of the surety to the payment of 
the balance due for that portion of the Work fully completed and accepted shall be submitted by 
Contractor to Engineer with the Application for such payment. Such payment shall be made 
under the terms and conditions governing final payment, except that it shall not constitute a 
waiver of Claims. 

14.09 Waiver of Claims 

A. The making and acceptance of final payment will constitute: 

1. a waiver of all Claims by Owner against Contractor, except Claims arising from unsettled 
Liens, from defective Work appearing after final inspection pursuant to Paragraph 14.06, 
from failure to comply with the Contract Documents or the terms of any special guarantees 
specified therein, or from Contractor’s continuing obligations under the Contract Documents; 
and 

2. a waiver of all Claims by Contractor against Owner other than those previously made in 
accordance with the requirements herein and expressly acknowledged by Owner in writing as 
still unsettled. 
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ARTICLE 15 – SUSPENSION OF WORK AND TERMINATION 

15.01 Owner May Suspend Work 

A. At any time and without cause, Owner may suspend the Work or any portion thereof for a period 
of not more than 90 consecutive days by notice in writing to Contractor and Engineer which will 
fix the date on which Work will be resumed. Contractor shall resume the Work on the date so 
fixed. Contractor shall be granted an adjustment in the Contract Price or an extension of the 
Contract Times, or both, directly attributable to any such suspension if Contractor makes a Claim 
therefor as provided in Paragraph 10.05. 

15.02 Owner May Terminate for Cause 

A. The occurrence of any one or more of the following events will justify termination for cause: 

1. Contractor’s persistent failure to perform the Work in accordance with the Contract 
Documents (including, but not limited to, failure to supply sufficient skilled workers or 
suitable materials or equipment or failure to adhere to the Progress Schedule established 
under Paragraph 2.07 as adjusted from time to time pursuant to Paragraph 6.04); 

2. Contractor’s disregard of Laws or Regulations of any public body having jurisdiction; 

3. Contractor’s repeated disregard of the authority of Engineer; or 

4. Contractor’s violation in any substantial way of any provisions of the Contract Documents. 

B. If one or more of the events identified in Paragraph 15.02.A occur, Owner may, after giving 
Contractor (and surety) seven days written notice of its intent to terminate the services of 
Contractor: 

1. exclude Contractor from the Site, and take possession of the Work and of all Contractor’s 
tools, appliances, construction equipment, and machinery at the Site, and use the same to the 
full extent they could be used by Contractor (without liability to Contractor for trespass or 
conversion);  

2. incorporate in the Work all materials and equipment stored at the Site or for which Owner 
has paid Contractor but which are stored elsewhere; and  

3. complete the Work as Owner may deem expedient. 

C. If Owner proceeds as provided in Paragraph 15.02.B, Contractor shall not be entitled to receive 
any further payment until the Work is completed. If the unpaid balance of the Contract Price 
exceeds all claims, costs, losses, and damages (including but not limited to all fees and charges of 
engineers, architects, attorneys, and other professionals and all court or arbitration or other 
dispute resolution costs) sustained by Owner arising out of or relating to completing the Work, 
such excess will be paid to Contractor. If such claims, costs, losses, and damages exceed such 
unpaid balance, Contractor shall pay the difference to Owner. Such claims, costs, losses, and 
damages incurred by Owner will be reviewed by Engineer as to their reasonableness and, when 
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so approved by Engineer, incorporated in a Change Order. When exercising any rights or 
remedies under this Paragraph, Owner shall not be required to obtain the lowest price for the 
Work performed. 

D. Notwithstanding Paragraphs 15.02.B and 15.02.C, Contractor’s services will not be terminated if 
Contractor begins within seven days of receipt of notice of intent to terminate to correct its failure 
to perform and proceeds diligently to cure such failure within no more than 30 days of receipt of 
said notice. 

E. Where Contractor’s services have been so terminated by Owner, the termination will not affect 
any rights or remedies of Owner against Contractor then existing or which may thereafter accrue. 
Any retention or payment of moneys due Contractor by Owner will not release Contractor from 
liability. 

F. If and to the extent that Contractor has provided a performance bond under the provisions of 
Paragraph 5.01.A, the termination procedures of that bond shall supersede the provisions of 
Paragraphs 15.02.B and 15.02.C. 

15.03 Owner May Terminate For Convenience 

A. Upon seven days written notice to Contractor and Engineer, Owner may, without cause and 
without prejudice to any other right or remedy of Owner, terminate the Contract. In such case, 
Contractor shall be paid for (without duplication of any items): 

1. completed and acceptable Work executed in accordance with the Contract Documents prior 
to the effective date of termination, including fair and reasonable sums for overhead and 
profit on such Work; 

2. expenses sustained prior to the effective date of termination in performing services and 
furnishing labor, materials, or equipment as required by the Contract Documents in 
connection with uncompleted Work, plus fair and reasonable sums for overhead and profit on 
such expenses; 

3. all claims, costs, losses, and damages (including but not limited to all fees and charges of 
engineers, architects, attorneys, and other professionals and all court or arbitration or other 
dispute resolution costs) incurred in settlement of terminated contracts with Subcontractors, 
Suppliers, and others; and 

4. reasonable expenses directly attributable to termination. 

B. Contractor shall not be paid on account of loss of anticipated profits or revenue or other 
economic loss arising out of or resulting from such termination. 

15.04 Contractor May Stop Work or Terminate 

A. If, through no act or fault of Contractor, (i) the Work is suspended for more than 90 consecutive 
days by Owner or under an order of court or other public authority, or (ii) Engineer fails to act on 
any Application for Payment within 30 days after it is submitted, or (iii) Owner fails for 30 days 
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to pay Contractor any sum finally determined to be due, then Contractor may, upon seven days 
written notice to Owner and Engineer, and provided Owner or Engineer do not remedy such 
suspension or failure within that time, terminate the Contract and recover from Owner payment 
on the same terms as provided in Paragraph 15.03. 

B. In lieu of terminating the Contract and without prejudice to any other right or remedy, if Engineer 
has failed to act on an Application for Payment within 30 days after it is submitted, or Owner has 
failed for 30 days to pay Contractor any sum finally determined to be due, Contractor may, seven 
days after written notice to Owner and Engineer, stop the Work until payment is made of all such 
amounts due Contractor, including interest thereon. The provisions of this Paragraph 15.04 are 
not intended to preclude Contractor from making a Claim under Paragraph 10.05 for an 
adjustment in Contract Price or Contract Times or otherwise for expenses or damage directly 
attributable to Contractor’s stopping the Work as permitted by this Paragraph. 

ARTICLE 16 – DISPUTE RESOLUTION 

16.01 Methods and Procedures 

A. Either Owner or Contractor may request mediation of any Claim submitted to Engineer for a 
decision under Paragraph 10.05 before such decision becomes final and binding. The mediation 
will be governed by the Construction Industry Mediation Rules of the American Arbitration 
Association in effect as of the Effective Date of the Agreement. The request for mediation shall 
be submitted in writing to the American Arbitration Association and the other party to the 
Contract. Timely submission of the request shall stay the effect of Paragraph 10.05.E. 

B. Owner and Contractor shall participate in the mediation process in good faith. The process shall 
be concluded within 60 days of filing of the request. The date of termination of the mediation 
shall be determined by application of the mediation rules referenced above. 

C. If the Claim is not resolved by mediation, Engineer’s action under Paragraph 10.05.C or a denial 
pursuant to Paragraphs 10.05.C.3 or 10.05.D shall become final and binding 30 days after 
termination of the mediation unless, within that time period, Owner or Contractor: 

1. elects in writing to invoke any dispute resolution process provided for in the Supplementary 
Conditions; or 

2. agrees with the other party to submit the Claim to another dispute resolution process; or 

3. gives written notice to the other party of the intent to submit the Claim to a court of 
competent jurisdiction. 

ARTICLE 17 – MISCELLANEOUS 

17.01 Giving Notice 

A. Whenever any provision of the Contract Documents requires the giving of written notice, it will 
be deemed to have been validly given if: 
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1. delivered in person to the individual or to a member of the firm or to an officer of the 
corporation for whom it is intended; or 

2. delivered at or sent by registered or certified mail, postage prepaid, to the last business 
address known to the giver of the notice. 

17.02 Computation of Times 

A. When any period of time is referred to in the Contract Documents by days, it will be computed to 
exclude the first and include the last day of such period. If the last day of any such period falls on 
a Saturday or Sunday or on a day made a legal holiday by the law of the applicable jurisdiction, 
such day will be omitted from the computation. 

17.03 Cumulative Remedies 

A. The duties and obligations imposed by these General Conditions and the rights and remedies 
available hereunder to the parties hereto are in addition to, and are not to be construed in any way 
as a limitation of, any rights and remedies available to any or all of them which are otherwise 
imposed or available by Laws or Regulations, by special warranty or guarantee, or by other 
provisions of the Contract Documents. The provisions of this Paragraph will be as effective as if 
repeated specifically in the Contract Documents in connection with each particular duty, 
obligation, right, and remedy to which they apply. 

17.04 Survival of Obligations 

A. All representations, indemnifications, warranties, and guarantees made in, required by, or given 
in accordance with the Contract Documents, as well as all continuing obligations indicated in the 
Contract Documents, will survive final payment, completion, and acceptance of the Work or 
termination or completion of the Contract or termination of the services of Contractor. 

17.05 Controlling Law 

A. This Contract is to be governed by the law of the state in which the Project is located. 

17.06 Headings 

A. Article and paragraph headings are inserted for convenience only and do not constitute parts of 
these General Conditions.  
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SUPPLEMENTARY CONDITIONS 

These Supplementary Conditions amend or supplement the Standard General Conditions of the 
Construction Contract, EJCDC C-700 (2007 Edition). All provisions which are not so amended or 
supplemented remain in full force and effect. 

The terms used in these Supplementary Conditions have the meanings stated in the General 
Conditions. Additional terms used in these Supplementary Conditions have the meanings stated 
below, which are applicable to both the singular and plural thereof. 

 

ARTICLE 2 - PRELIMINARY MATTERS 

SC-2.02 Delete Paragraph 2.02.A in its entirety and insert the following in its place: 

A. Owner shall furnish to Contractor up to 5 printed or hard copies of the 
Drawings and Project Manual and one set in electronic format. 
Additional copies will be furnished upon request at the cost of 
reproduction. 

SC-4.02 Delete Paragraphs 4.02.A and 4.02.B in their entirety and insert the following: 

A. No reports of explorations or tests of subsurface conditions at or 
contiguous to the Site, or drawings of physical conditions relating to 
existing surface or subsurface structures at the Site, are known to Owner. 

ARTICLE 4 -AVAILABILITY OF LANDS; SUBSURFACE AND PHYSICAL CONSITIONS; 
HAZARDOUS ENVIRONMENTAL CONDITIONS; REFERENCE POINTS 

SC-4.06  Delete Paragraphs 4.06.A and 4.06.B in their entirety and insert the following: 

A. See geotechnical report for Lion Drive. 

B. Not Used. 

ARTICLE 5 - BONDS AND INSURANCE 

SC-5.04 Add the following new paragraph immediately after Paragraph 5.04.B: 

C. The limits of liability for the insurance required by Paragraph 5.04 of the 
General Conditions shall provide coverage for not less than the 
following amounts or greater where required by Laws and Regulations: 

1. Workers’ Compensation, and related coverages under Paragraphs 
5.04.A.1 and A.2 of the General Conditions: 

a. State: Statutory 
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b. Applicable Federal 
(e.g., Longshoreman’s): Statutory 

c. Employer’s Liability: $1,000,000 

      Coverage shall be consistent with statutory benefits outlined in the Texas Worker's 
Compensation Act (Section 401). CONTRACTOR shall assure compliance with this 
statute by submitting two (2) copies of a standard certificate of coverage (e.g. 
ACCORD form) to OWNER'S Representative for every person providing services on 
the Project as acceptable proof of coverage. The required Certificate of Insurance must 
be presented as evidence of coverage for CONTRACTOR. Worker's compensation 
Insurance coverage written by the Texas Workers Compensation Fund is acceptable to 
Owner. CONTRACTOR'S policy shall apply to the State of Texas and include these 
endorsements in favor of the OWNER: 

   a.   Waiver of Subrogation, form WC 420304 

              b.   30 day Notice of Cancelation, form WC 420601 

 

2. Contractor’s General Liability under Paragraphs 5.04.A.3 through 
A.6 of the General Conditions which shall include completed 
operations and product liability coverages and eliminate the 
exclusion with respect to property under the care, custody and 
control of Contractor: 

The policy shall contain the following provisions: 

a. Blanket contractual liability coverage for liability assumed under 
this contract and all contracts relative to this Project. 

b. Complete Operations/Products Liability for the duration of the 
warranty period. 

c. Explosion, Collapse and Underground (X, C & U) coverage.  

d. Independent Contractors coverage. 

e. Aggregate limits of insurance per project, endorsement CG 2503. 

f. OWNER and ENGINEER listed as additional insured, 
endorsement CG 2010. 

g. 30 day notice of cancellation or revision in amount in favor of 
OWNER, endorsement CG 0205. 
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h. Waiver of Transfer of Recovery Against Others in favor of 
OWNER, endorsement CG 2404.  

i. Provide coverages A&B with minimum limits as follows: 

 General Aggregate $2,000,000 
 Each Occurrence (Bodily Injury  

and Property Damage) $1,000,000 
 

3. Automobile Liability under Paragraph 5.04.A.6 of the General 
Conditions: 
a. Bodily Injury: 

Each person Occurrence  $1,000,000 
 

b. Property Damage: 
Each Occurrence $1,000,000 

The Policy shall contain the following endorsements in favor of 
the OWNER: 

a.  Waiver of Subrogation endorsement TE 2046A 

b.  30 day Notice of Cancellation or change of amount 
endorsement TE 0202A 

c.  Additional Insured endorsement TE 9901 B 

SC-5.06.A. Delete Paragraph 5.06.A in its entirety and insert the following in its place: 

A. Contractor shall purchase and maintain property insurance upon the 
Work at the Site in the amount of the full replacement cost thereof.  
Contractor shall be responsible for any deductible or self-insured 
retention.  This insurance shall: 

1. include the interests of Owner, Contractor, Subcontractors, Engineer, 
and the officers, directors, partners, employees, agents and other 
consultants and subcontractors of any of them, each of whom is 
deemed to have an insurable interest and shall be listed as an insured 
or loss payee; 
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2. be written on a Builder’s Risk “all-risk” policy form that shall at 
least include insurance for physical loss and damage to the Work, 
temporary buildings, falsework, and materials and equipment in 
transit and shall insure against at least the following perils or causes 
of loss:  fire, lightning, extended coverage, theft, vandalism and 
malicious mischief, earthquake, collapse, debris removal, demolition 
occasioned by enforcement of Laws and Regulations, water damage 
(other than that caused by flood), and such other perils or causes of 
loss as may be specifically required by these Supplementary 
Conditions. 

3. include expenses incurred in the repair or replacement of any insured 
property (including but not limited to fees and charges of engineers 
and architects); 

4. cover materials and equipment stored at the Site or at another 
location that was agreed to in writing by Owner prior to being 
incorporated in the Work, provided that such materials and 
equipment have been included in an Application for Payment 
recommended by Engineer; 

5. allow for partial utilization of the Work by Owner; 

6. include testing and startup;  

7. be maintained in effect until final payment is made unless otherwise 
agreed to in writing by Owner, Contractor, and Engineer with 30 
days written notice to each other loss payee to whom a certificate of 
insurance has been issued; and 

8. comply with the requirements of Paragraph 5.06.C of the General 
Conditions. 

ARTICLE 6 - CONTRACTOR'S RESPONSIBILITIES  

SC-6.10 Add a new paragraph immediately after Paragraph 6.10.A: 

B. Owner is exempt from payment of sales and compensating use taxes of 
the State of Texas and of cities and counties thereof on all materials to be 
incorporated into the Work. 

1. Owner will furnish the required certificates of tax exemption to 
Contractor for use in the purchase of supplies and materials to be 
incorporated into the Work. 
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2. Owner’s exemption does not apply to construction tools, machinery, 
equipment, or other property purchased by or leased by Contractor, 
or to supplies or materials not incorporated into the Work. 

ARTICLE 11 -COST OF THE WORK; ALLOWANCES; UNIT PRICE WORK 

SC-11.03.D Delete Paragraph 11.03.D in its entirety and insert the following in its place: 

D. The unit price of an item of Unit Price Work shall be subject to 
reevaluation and adjustment under the following conditions: 

1. if the Bid price of a particular item of Unit Price Work amounts to 
5 percent or more of the Contract Price and the variation in the 
quantity of that particular item of Unit Price Work performed by 
Contractor differs by more than 20 percent from the estimated 
quantity of such item indicated in the Agreement; and 

2. if there is no corresponding adjustment with respect to any other 
item of Work; and 

3. if Contractor believes that Contractor has incurred additional 
expense as a result thereof or if Owner believes that the quantity 
variation entitles Owner to an adjustment in the unit price, either 
Owner or Contractor may make a Claim for an adjustment in the 
Contract Price in accordance with Article 10 if the parties are unable 
to agree as to the effect of any such variations in the quantity of Unit 
Price Work performed. 

ARTICLE 12 - CHANGE OF CONTRACT PRICE; CHANGE OF CONTRACT TIMES 
 
SC-12.01.C Contractor's Fee.  Delete the semicolon at the end of GC 12.01.C.2.c, and add the 

following language:   
  
                        , provided, however, that on any subcontracted work the total maximum 

fee to be paid by Owner under this subparagraph shall be no greater than 
27 percent of the costs incurred by the Subcontractor who actually 
performs the work; 

 
ARTICLE 13 - TESTS AND INSPECTIONS; CORRECTIONS, REMOVAL OR ACCEPTANCE 

OF DEFECTIVE WORK 
 
SC-1305.B Add the following paragraph:   

D. The following conditions shall be deemed cause to stop work; however, 
work may be stopped for any other reason as listed in A of the Section. 

1. Inadequate housekeeping practices, such as failure to sweep streets. 
2. Spoil materials left in streets or public right of way. 
3. Street closures without Owner's authorization. 
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4. Nonconformance with any permits required for the project. 
 

ENGINEER'S LIMITIATIONS 
 
The Engineer expressly and completely relinquishes all power, right, control or authority to direct the order 
in which the work is done, to forbid the work from being done in a dangerous manner or to exercise 
supervisory control, authority, or power with respect to the details, order, or safety of the work; and this 
power, right, control and authority are relinquished with respect to the Contractor, his agents, employees, 
representatives, and subcontractors.   
     



 
 
 
 
 
 
 

Technical Specifications 
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Item 110 
Excavation 
1. DESCRIPTION 

Excavate areas as shown on the plans or as directed. Remove materials encountered to the lines, grades, 
and typical sections shown on the plans and cross-sections. 

2. CONSTRUCTION 

Accept ownership of unsuitable or excess material and dispose of material in accordance with local, state, 
and federal regulations at locations outside the right of way. 

Maintain drainage in the excavated area to avoid damage to the roadway section. Correct any damage to the 
subgrade caused by weather at no additional cost to the Department. 

Shape slopes to avoid loosening material below or outside the proposed grades. Remove and dispose of 
slides as directed. 

2.1. Rock Cuts. Excavate to finish subgrade. Manipulate and compact subgrade in accordance with 
Section 
elevation. Use approved embankment material compacted in accordance with Section 

below finish subgrade. 

2.2. Earth Cuts. Excavate to finish subgrade. Scarify subgrade to a uniform depth at least 6 in. below finish 
subgrade elevation in areas where base or pavement structure will be placed on subgrade. Manipulate and 
compact subgrade in accordance with Section  

Take corrective measures as directed if unsuitable material is encountered below subgrade elevations. 

2.3. Subgrade Tolerances. Excavate to within 1/2 in. in cross-section and 1/2 in. in 16 ft. measured 
longitudinally for turnkey construction. Excavate to within 0.1 ft. in cross-section and 0.1 ft. in 16 ft. measured 
longitudinally for staged construction. 

3. MEASUREMENT 

This Item will be measured by the cubic yard in its original position as computed by the method of average 
end areas. 

This is a plans quantity measurement Item. The quantity to be paid is the quantity shown in the proposal 
unless modified by Article 
be made if adjustments of quantities are required. 

Limits of measurement for excavation in retaining wall areas will be as shown on the plans. 

Shrinkage or swelling factors will not be considered in determining the calculated quantities. 

4. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
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full compensation for 
authorized excavation; drying; undercutting subgrade and reworking or replacing the undercut material in 
rock cuts; hauling; disposal of material not used elsewhere on the project; scarification and compaction; and 
equipment, labor, materials, tools, and incidentals. 

Drying required deeper than 6 in. below subgrade elevation will be paid for in accordance with Article 9.7., 
 Excavation and replacement of unsuitable material 

below subgrade elevations will be performed and paid for in accordance with the applicable bid items. 
However, if Item 
material will be paid for in accordance with Article 9.7.,  

of the slide material will be in accordance with Article 9.7. ccount 

subsidiary to pertinent Items. 
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Item 210 
Rolling 
1. DESCRIPTION 

Compact embankment, subgrade, base, surface treatments, broken concrete pavement, or asphalt 
pavement using rollers. Break up asphalt mats, pit run material, or base materials. 

2. EQUIPMENT 

Use any type of roller to meet the production rates and quality requirements of the Contract unless otherwise 
shown on the plans or directed. Use equipment that meets the requirements of Table 1 when specific types 
of equipment are required. The Engineer may allow the use of rollers that operate in one direction only when 
turning does not affect the quality of work or encroach on traffic. 

Table 1 
Roller Requirements1 

Roller Type Materials to be 
Compacted 

Load 
(tons) Contact Pressure 

Roller 
Speed 
(mph) 

Steel wheel 
Embankment, 

subgrade, base, 
asphalt concrete 

 10  325 lb. per inch of 
wheel width 2 3 

Tamping Embankment, 
subgrade  125 550 psi per 

tamping foot 2 3 

Heavy 
tamping 

Embankment, 
subgrade   550 psi per 

tamping foot 2 3 

Vibratory 
Embankment, 

subgrade, base, 
asphalt concrete 

Type A  6 
Type B  6 
Type C as 

shown on the 
plans 

Per equipment 
specification and as 

approved 
As approved 

Light 
pneumatic 

Embankment, 
subgrade, surface 

treatment 4.5 9.0  45 psi 
2 6 

Asphalt Concrete 4 12 

Medium 
pneumatic 

Embankment, 
subgrade, base, 

surface treatment 
12 25  80 psi, as directed 

 
2 6 

 
 

Asphalt Concrete   4 12 

Heavy 
pneumatic 

Embankment, 
subgrade, base, 

previously broken 
concrete pavement, 

other pavements 

 25  150 psi 2 6 

Grid 
Embankment, 

breaking up existing 
asphalt mats or base 

5 13  2 3 

1. Unless otherwise specified in the Contract. 
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2.1. Static Steel Wheel Rollers. Furnish single, double, or triple steel wheel, self-propelled power rollers 
weighing at least 10 tons capable of operating in a forward and backward motion. Ensure all wheels are flat. 
The Contractor may use vibratory rollers in the static mode when static steel wheel rollers are required. 

For single steel wheel rollers, pneumatic rear wheels are allowed for embankment, subgrade, and base. 
Provide rear wheels for triple steel wheel rollers with a minimum diameter of 48 in., a minimum width of 
20 in., and a minimum compression of 325 lb. per inch of wheel width. 

2.2. Tamping Rollers. Furnish self-propelled rollers with at least one self-cleaning metal tamping drum capable 
of operating in a forward or backward motion with a minimum effective rolling width of 5 ft. Mount drums in a 
frame so that each drum moves independently of the other for rollers with more than one drum. Operate 
rollers in static or vibratory mode. 

2.2.1. Tamping Roller (Minimum Requirement). Provide tamping feet that exert a static load of 125 to 550 psi 
and project at least 3 in. from the surface of the drum for all tamping rollers except for heavy tamping rollers. 

2.2.2. Heavy Tamping Roller. Provide tamping rollers that have: 
 2 metal tamping drums, rolls, or shells, each with a 60-in. minimum diameter and a 5-ft. minimum width, 

or 
 1 rear and 2 forward drums, each with a 60-in. minimum diameter. Arrange drums so that the rear drum 

compacts the space between the 2 forward drums and the minimum overall rolling width is 10 ft. 

Equip drums with tamping feet that: 
 project at least 7 in. from the drum surface, 
 have an area of 7 to 21 sq. in., 
 are self-cleaning, 
 exert a static load of at least 550 psi, and 
 are spaced at 1 tamping foot per 0.65 to 0.70 square feet of drum area. 

2.3. Vibratory Rollers. Furnish self-propelled rollers with at least one drum equipped to vibrate. Select and 

without material displacement or shovi
concerning settings and controls for amplitude and frequency. Operate rollers at speeds that will produce at 
least 10 blows per foot unless otherwise shown on the plans or approved. Pneumatic rear wheels are 
allowed for embankment, subgrade, and base. Equip each vibrating drum with: 

 separate frequency and amplitude controls, 
 controls to manually start and stop vibration, and 
 a mechanism to continuously clean the face of the drum. 

For asphalt-stabilized base and asphalt concrete pavement, furnish a roller that also has the ability to: 
 automatically reverse the direction of the rotating eccentric weight, 
 stop vibration before the motion of the roller stops, and 
 thoroughly moisten the drum with water or approved asphalt release agent. 

2.3.1. Drum (Type A). Furnish a roller with a static weight less than 6 tons and a vibratory drum. 

2.3.2. Drum (Type B). Furnish a roller with a minimum static weight of 6 tons and a vibratory drum. 

2.3.3. Drum (Type C). Furnish a roller as shown on the plans. 

2.4. Pneumatic Tire Rollers. Pneumatic tire rollers consist of rubber tire wheels on axles mounted in a frame 
with either a loading platform or body suitable for ballast loading. Arrange the rear tires to cover the gaps 
between adjacent tires of the forward group. Furnish rollers capable of forward and backward motion. 
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Compact asphalt pavements and surface treatments with a roller equipped with smooth-tread tires. Compact 
without damaging the surface. Moisten the wheels with water or an approved asphalt release agent when 
necessary. 

tabulations to attain maximum compaction throughout the lift, as approved. Furnish the 
or tabulations showing the contact areas and contact pressures for the full range of tire inflation pressures 
and for the full range of loadings for the particular tires furnished. Maintain individual tire inflation pressures 
within 5 psi of each other. Provide uniform compression under all tires. 

2.4.1. Light Pneumatic Tire. Furnish a unit: 
 with at least 9 pneumatic tires, 
 with an effective rolling width of approximately 5 ft., 
 capable of providing a total uniform load of 4.5 to 9 tons, and 
 with tires capable of maintaining a minimum ground contact pressure of 45 psi. 

2.4.2. Medium Pneumatic Tire. Furnish a unit: 
 with at least 7 pneumatic tires, 
 with an effective rolling width of approximately 7 ft., 
 capable of providing a total uniform load of 12 to 25 tons, and 
 with tires capable of maintaining a minimum ground contact pressure of 80 psi or 90 psi as directed. 

2.4.3. Heavy Pneumatic Tire. Furnish a unit: 
 with at least 4 pneumatic-tired wheels mounted on axles carrying no more than 2 wheels, 
 with wheels arranged to carry approximately equal loads on uneven surfaces, 
 with a width between 8 and 10 ft. that can turn 180° in the crown width, 
 capable of providing a total uniform load of at least 25 tons, 
 with tires capable of maintaining a maximum ground contact pressure of 150 psi, and 
 with liquid-filled tires inflated to such a level that liquid will flow from the valve stem when the stem is in 

the uppermost position. 

2.5. Grid Rollers. Furnish rollers that have 2 cylindrical cages with a minimum diameter of 66 in. and a minimum 
width of 32 in. Mount cages in a rigid frame with weight boxes. Use a cage surface of cast or welded steel 
fabric grid with bars 1-1/2 in. wide, spaced on 5-in. centers in each direction, that undulate approximately 
1 in. between the high and low points. 

Furnish rollers capable of providing a total load of 5 to 13 tons and capable of being operated in a forward or 
backward motion. 

2.6. Alternate Equipment. The Contractor may use alternate compaction equipment that produces results 
equivalent to the specified equipment as approved. Discontinue the use of the alternate equipment and 
furnish the specified equipment if the desired results are not achieved. 

3. CONSTRUCTION 

Perform this work in accordance with the applicable Items using equipment and roller speeds specified in 
Table 1. Use only rubber-tired equipment to push or pull compaction equipment on base courses. Use 
equipment that does not damage material being rolled. 

4. MEASUREMENT AND PAYMENT 

The work performed, materials furnished, equipment, labor, tools, and incidentals will not be measured or 
paid for directly but will be subsidiary to pertinent Items. 
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Item 216 
Proof Rolling 
1. DESCRIPTION 

Proof-roll earthwork, base, or both to locate unstable areas. 

2. EQUIPMENT 

2.1. Specified Equipment. Furnish rollers that weigh at least 25 tons when loaded. The maximum acceptable 
load is 50 tons. Provide rollers that meet the requirements of Section  

2.2. Alternative Equipment. The Contractor may use alternate compaction equipment that produces results 
equivalent to the specified equipment in the same period of time as approved. Discontinue the use of the 
alternative equipment and furnish the specified equipment if the desired results are not achieved. 

3. CONSTRUCTION 

Perform proof rolling as directed. Adjust the load and tire inflation pressures within the range of the 

trip of the roller by at most one tire width. Operate rollers at a speed between 2 and 6 mph, as directed. 
Correct unstable or nonuniform areas, if found, in accordance with the applicable Item. 

4. MEASUREMENT 

Rolling will be measured by the hour operated on surfaces being tested. 

5. PAYMENT 

The work performed and equipment furnished in accordance with this Item and measured as provided under 

furnishing and operating equipment and for labor, materials, tools, and incidentals. 
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Item 247 
Flexible Base 
1. DESCRIPTION 

Construct a foundation course composed of flexible base. 

2. MATERIALS 

Furnish uncontaminated materials of uniform quality that meet the requirements of the plans and 
specifications. Notify the Engineer of the proposed material sources and of changes to material sources. The 
Engineer may sample and test project materials at any time before compaction throughout the duration of the 
project to assure specification compliance. Use Tex-100-E material definitions. 

2.1. Aggregate. Furnish aggregate of the type and grade shown on the plans and meeting the requirements of 
Table 1. Each source must meet Table 1 requirements for liquid limit, plasticity index, and wet ball mill for the 
grade specified. Do not use additives, such as but not limited to lime, cement, or fly ash to modify aggregates 
to meet the requirements of Table 1 unless shown on the plans. 

Table 1 
Material Requirements 

2.1.1. Material Tolerances. The Engineer may accept material if no more than 1 of the 5 most recent gradation 
tests has an individual sieve outside the specified limits of the gradation. 

When target grading is required by the plans, no single failing test may exceed the master grading by more 
than 5 percentage points on sieves No. 4 and larger or 3 percentage points on sieves smaller than No. 4. 

The Engineer may accept material if no more than 1 of the 5 most recent plasticity index tests is outside the 
specified limit. No single failing test may exceed the allowable limit by more than 2 points. 

Property Test Method Grade 1 2 Grade 3 Grade 42 Grade 5 
Sampling Tex-400-A     

Master gradation sieve size 
(cumulative % retained) 

Tex-110-E 

    

2-1/2" 0 0 

As shown on the 
plans 

0 
1-3/4" 0 10 0 10 0 5 
7/8" 10 35  10 35 
3/8" 30 65  35 65 
#4 45 75 45 75 45 75 
#40 65 90 50 85 70 90 

Liquid Limit, % Max Tex-104-E 40 40 As shown on the 
plans 35 

Plasticity Index, Max1 
Tex-106-E 

10 12 As shown on the 
plans 10 

Plasticity index, Min1 As shown on the 
plans 

As shown on the 
plans 

As shown on the 
plans 

As shown on the 
plans 

Wet ball mill, % Max 
Tex-116-E 

40  As shown on the 
plans 40 

Wet ball mill, % Max increase passing the 
#40 sieve 20  As shown on the 

plans 20 

Min compressive strength, psi 

Tex-117-E 

  
As shown on the 

plans 

 
lateral pressure 0 psi  35   
lateral pressure 3 psi   90 
lateral pressure 15 psi 175  175 

1. Determine plastic index in accordance with Tex-107-E (linear shrinkage) when liquid limit is unattainable as defined in Tex-104-E. 
2. Grade 4 may be further designated as Grade 4A, Grade 4B, etc. 
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2.1.2. Material Types. Do not use fillers or binders unless approved. Furnish the type specified on the plans in 
accordance with the following: 

2.1.2.1. Type A. Crushed stone produced and graded from oversize quarried aggregate that originates from a single, 
naturally occurring source. Do not use gravel or multiple sources. 

2.1.2.2. Type B. Crushed or uncrushed gravel. Blending of 2 or more sources is allowed. 

2.1.2.3. Type C. Crushed gravel with a minimum of 60% of the particles retained on a No. 4 sieve with 2 or more 
crushed faces as determined by Tex-460-A, Part I. Blending of 2 or more sources is allowed. 

2.1.2.4. Type D. Type A material or crushed concrete. Crushed concrete containing gravel will be considered Type D 
material. Crushed concrete must meet the requirements in Section 

Engineer may require separate dedicated stockpiles in order to verify compliance. 

2.1.2.5. Type E. Caliche, iron ore or as otherwise shown on the plans. 

2.1.3. Recycled Material. Recycled asphalt pavement (RAP) and other recycled materials may be used when 
shown on the plans. Request approval to blend 2 or more sources of recycled materials.  

2.1.3.1. Limits on Percentage. Do not exceed 20% RAP by weight, when RAP is allowed, unless otherwise shown 
on the plans. The percentage limitations for other recycled materials will be as shown on the plans. 

2.1.3.2. Recycled Material (Including Crushed Concrete) Requirements. 

2.1.3.2.1. Contractor-Furnished Recycled Materials. Provide recycled materials that have a maximum sulfate 
content of 3,000 ppm when tested in accordance with Tex-145-E. When the Contractor furnishes the 
recycled materials, including crushed concrete, the final product will be subject to the requirements of 
Table 1 for the grade specified. Certify compliance with DMS-

must be free from reinforcing steel and other objectionable material and have at most 1.5% deleterious 
material when tested in accordance with Tex-413-A. For RAP, do not exceed a maximum percent loss from 
decantation of 5.0% when tested in accordance with Tex-406-A. Test RAP without removing the asphalt. 

2.1.3.2.2. Department-Furnished Required Recycled Materials. When the Department furnishes and requires the 
use of recycled materials, unless otherwise shown on the plans: 

 Department-required recycled material will not be subject to the requirements in Table 1, 
 Contractor-furnished materials are subject to the requirements in Table 1 and this Item, 
 the final product, blended, will be subject to the requirements in Table 1, and  
 for final product, unblended (100% Department-furnished required recycled material), the liquid limit, 

plasticity index, wet ball mill, and compressive strength is waived. 

Crush Department-furnished RAP so that 100% passes the 2 in. sieve. The Contractor is responsible for 
uniformly blending to meet the percentage required. 

2.1.3.2.3. Department-Furnished and Allowed Recycled Materials. When the Department furnishes and allows the 
use of recycled materials or allows the Contractor to furnish recycled materials, the final blended product is 
subject to the requirements of Table 1 and the plans. 

2.1.3.3. Recycled Material Sources. Department-owned recycled material is available to the Contractor only when 
shown on the plans. Return unused Department-owned recycled materials to the Department stockpile 
location designated by the Engineer unless otherwise shown on the plans. 
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The use of Contractor-owned recycled materials is allowed when shown on the plans. Contractor-owned 
surplus recycled materials remain the property of the Contractor. Remove Contractor-owned recycled 
materials from the project and dispose of them in accordance with federal, state, and local regulations before 
project acceptance. Do not intermingle Contractor-owned recycled material with Department-owned recycled 
material unless approved. 

2.2. Water. Furnish water free of industrial wastes and other objectionable matter. 

2.3. Material Sources. Expose the vertical faces of all strata of material proposed for use when non-commercial 
sources are used. Secure and process the material by successive vertical cuts extending through all 
exposed strata, when directed. 

3. EQUIPMENT 

Provide machinery, tools, and equipment necessary for proper execution of the work. 

3.1. Provide rollers in accordance with Item  216, 
 

3.2. When ride quality measurement is required, provide a high speed or lightweight inertial profiler certified at the 
Texas A&M Transportation Institute. Provide equipment certification documentation. Display a current decal 
on the equipment indicating the certification expiration date. 

4. CONSTRUCTION 

Construct each layer uniformly, free of loose or segregated areas, and with the required density and moisture 
content. Provide a smooth surface that conforms to the typical sections, lines, and grades shown on the 
plans or as directed. 

Stockpile base material temporarily at an approved location before delivery to the roadway. Build stockpiles 
in layers no greater than 2 ft. thick. Stockpiles must have a total height between 10 and 16 ft. unless 
otherwise approved. After construction and acceptance of the stockpile, loading from the stockpile for 
delivery is allowed. Load by making successive vertical cuts through the entire depth of the stockpile. 

Do not add or remove material from temporary stockpiles that require sampling and testing before delivery 
unless otherwise approved. Charges for additional sampling and testing required as a result of adding or 

 

Haul approved flexible base in clean trucks. Deliver the required quantity to each 100-ft. station or 
designated stockpile site as shown on the plans. Prepare stockpile sites as directed. When delivery is to the 
100-ft. station, manipulate in accordance with the applicable Items. 

4.1. Preparation of Subgrade or Existing Base. Remove or scarify existing asphalt concrete pavement in 
accordance with Item Removing Treated and Untreated Base and Asphalt Pavement
the plans or as directed. Shape the subgrade or existing base to conform to the typical sections shown on 
the plans or as directed. 

When new base is required to be mixed with existing base, deliver, place, and spread the new flexible base 
in the required amount per station. Manipulate and thoroughly mix the new base with existing material to 
provide a uniform mixture to the specified depth before shaping. 

Proof roll the roadbed in accordance with Item 
shown on the plans or directed. Correct soft spots as directed. 

4.2. Placing. Spread and shape flexible base into a uniform layer with an approved spreader the same day as 
delivered unless otherwise approved. Construct layers to the thickness shown on the plans. Maintain the 
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shape of the course. Control dust by sprinkling, as directed. Correct or replace segregated areas as directed, 
at no additional expense to the Department. 

Place successive base courses and finish courses using the same construction methods required for the first 
course. 

4.3. Compaction. Compact using density control unless otherwise shown on the plans. Multiple lifts are 
permitted when shown on the plans or approved. Bring each layer to the moisture content directed. When 
necessary, sprinkle the material in accordance with Item  

Begin rolling longitudinally at the sides and proceed towards the center, overlapping on successive trips by at 
least 1/2 the width of the roller unit. Begin rolling at the low side and progress toward the high side on 
superelevated curves. Offset alternate trips of the roller. Operate rollers at a speed between 2 and 6 mph as 
directed. 

Rework, recompact, and refinish material that fails to meet or that loses required moisture, density, stability, 
or finish requirements before the next course is placed or the project is accepted. Continue work until 
specification requirements are met. Perform the work at no additional expense to the Department.  

Before final acceptance, the Engineer will select the locations of tests and measure the flexible base depth in 
accordance with Tex-140-E. Correct areas deficient by more than 1/2 in. in thickness by scarifying, adding 

 

4.3.1. Ordinary Compaction. Roll with approved compaction equipment as directed. Correct irregularities, 
depressions, and weak spots immediately by scarifying the areas affected, adding or removing approved 
material as required, reshaping, and recompacting. 

4.3.2. Density Control. Compact to at least 100% of the maximum dry density determined by Tex-113-E, unless 
otherwise shown on the plans. Maintain moisture during compaction within ±2 percentage points of the 
optimum moisture content as determined by Tex-113-E. Measure the moisture content of the material in 
accordance with Tex-115-E or Tex-103-E during compaction daily and report the results the same day to the 
Engineer, unless otherwise shown on the plans or directed. Do not achieve density by drying the material 
after compaction. 

The Engineer will determine roadway density and moisture content of completed sections in accordance with 
Tex-115-E. The Engineer may accept the section if no more than 1 of the 5 most recent density tests is 
below the specified density and the failing test is no more than 3 pcf below the specified density. 

4.4. Finishing. After completing compaction, clip, skin, or tight-blade the surface with a maintainer or subgrade 
trimmer to a depth of approximately 1/4 in. Remove loosened material and dispose of it at an approved 
location. Seal the clipped surface immediately by rolling with a pneumatic tire roller until a smooth surface is 
attained. Add small increments of water as needed during rolling. Shape and maintain the course and 
surface in conformity with the typical sections, lines, and grades as shown on the plans or as directed. 

Correct grade deviations greater than 1/4 in. in 16 feet measured longitudinally or greater than 1/4 in. over 
the entire width of the cross-section in areas where surfacing is to be placed. Correct by loosening and 
adding, or removing material. Reshape and re-  

4.5. Curing. Cure the finished section until the moisture content is at least 2 percentage points below optimum or 
as directed before applying the next successive course or prime coat. 

4.6. Ride Quality. This section applies to the final travel lanes that receive a 1 or 2 course surface treatment for 
the final surface, unless otherwise shown on the plans. Measure ride quality of the base course after 
placement of the prime coat and before placement of the surface treatment, unless otherwise approved. Use 

documentation for the person certified to operate the profiler. 
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Provide all profile measurements to the Engineer in electronic data files within 3 days after placement of the 
prime coat using the format specified in Tex-1001-S. The Engineer will use Department software to evaluate 
longitudinal profiles to determine areas requiring corrective action. Correct 0.1-mi.sections having an average 
international roughness index (IRI) value greater than 100.0 in. per mile to an IRI value of 100.0 in. per mile 
or less for each wheelpath, unless otherwise shown on the plans. 

Re-profile and correct sections that fail to maintain ride quality until placement of the next course, as 
directed. Correct re-profiled sections until specification requirements are met, as approved. Perform this work 
at no additional expense to the Department. 

5. MEASUREMENT 

Flexible base will be measured as follows: 
 Flexible Base (Complete In Place). The ton, square yard, or any cubic yard method. 
 Flexible Base (Roadway Delivery). The ton or any cubic yard method. 
 Flexible Base (Stockpile Delivery). The ton, cubic yard in vehicle, or cubic yard in stockpile. 

Measurement by the cubic yard in final position and square yard is a plans quantity measurement. The 
quantity to be paid for is the quantity shown in the proposal unless modified by Article 9.2.

dditional measurements or calculations will be made if adjustments of quantities are 
required. 

Measurement is further defined for payment as follows. 

5.1. Cubic Yard in Vehicle. By the cubic yard in vehicles of uniform capacity at the point of delivery. 

5.2. Cubic Yard in Stockpile. By the cubic yard in the final stockpile position by the method of average end 
areas. 

5.3. Cubic Yard in Final Position. By the cubic yard in the completed and accepted final position. The volume of 
base course is computed in place by the method of average end areas between the original subgrade or 
existing base surfaces and the lines, grades, and slopes of the accepted base course as shown on the plans. 

5.4. Square Yard. By the square yard of surface area in the completed and accepted final position. The surface 
area of the base course is based on the width of flexible base as shown on the plans. 

5.5. Ton. By the ton of dry weight in vehicles as delivered. The dry weight is determined by deducting the weight 
of the moisture in the material at the time of weighing from the gross weight of the material. The Engineer will 
determine the moisture content in the material in accordance with Tex-103-E from samples taken at the time 
of weighing. 

When material is measured in trucks, the weight of the material will  be determined on certified scales, or the 
Contractor must provide a set of standard platform truck scales at a location approved by the Engineer. 
Scales must conform to the requirements of Item  

6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

will be made for thickness or width exceeding that shown on the typical section or provided on the plans for 
cubic yard in the final position or square yard measurement. 

Sprinkling and rolling, except proof rolling, will not be paid for directly but will be subsidiary to this Item unless 
otherwise shown on the plans. When proof rolling is shown on the plans or directed, it will be paid for in 
accordance with Item  
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Where subgrade is constructed under this Contract, correction of soft spots in the subgrade will be at the 
 Where subgrade is not constructed under this Contract, correction of soft spots in the 

subgrade will be paid in accordance with pertinent Items or Article  

6.1. Flexible Base (Complete In Place). Payment will be made for the type and grade specified. For cubic yard 

measurement, a depth will be specified. This price is full compensation for furnishing materials, temporary 
stockpiling, assistance provided in stockpile sampling and operations to level stockpiles for measurement, 
loading, hauling, delivery of materials, spreading, blading, mixing, shaping, placing, compacting, reworking, 
finishing, correcting locations where thickness is deficient, curing, furnishing scales and labor for weighing 
and measuring, and equipment, labor, tools, and incidentals. 

6.2. Flexible Base (Roadway Delivery). Payment will be made for the type and grade specified. For cubic yard 

include processing at the roadway. This price is full compensation for furnishing materials, temporary 
stockpiling, assistance provided in stockpile sampling and operations to level stockpiles for measurement, 
loading, hauling, delivery of materials, furnishing scales and labor for weighing and measuring, and 
equipment, labor, tools, and incidentals. 

6.3. Flexible Base (Stockpile Delivery). Payment will be made for the type and grade specified. For cubic yard 

the roadway. This price is full compensation for furnishing and disposing of materials, preparing the stockpile 
area, temporary or permanent stockpiling, assistance provided in stockpile sampling and operations to level 
stockpiles for measurement, loading, hauling, delivery of materials to the stockpile, furnishing scales and 
labor for weighing and measuring, and equipment, labor, tools, and incidentals. 
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Item 251 
Reworking Base Courses 
1. DESCRIPTION 

Refinish or rework existing base material with or without asphaltic concrete pavement. Incorporate new base 
material when shown on the plans. 

2. MATERIALS 

Furnish uncontaminated materials of uniform quality that meet the requirements of the plans and 
specifications. Notify the Engineer of the proposed material sources and of changes to material sources. The 
Engineer will verify that the specification requirements are met before the sources can be used. The 
Engineer may sample and test project materials at any time before compaction. Use Tex-100-E for material 
definitions. 

2.1. Flexible Base. Furnish new base material that meets the requirements of Item 
type and grade shown on the plans. 

2.2. Water. Furnish water free of industrial wastes and other objectionable matter. 

3. EQUIPMENT 

Provide machinery, tools, and equipment necessary for proper execution of the work. 

3.1. Compaction Equipment. Provide rollers in accordance with Item 
accordance with Item  

3.2. Pulverization Equipment. Provide pulverization equipment that: 
 cuts and pulverizes material uniformly to the proper depth with cutters that plane to a uniform surface 

over the entire width of the cut, 
 provides a visible indication of the depth of cut at all times, and 
 uniformly mixes the materials. 

4. CONSTRUCTION 

Perform work to the width and depth shown on the typical sections for the type of work shown on the plans. 
Construct and shape exposed subgrade to conform to typical sections as shown on the plans or as directed. 
Proof roll in accordance with Item 
directed. 

Before scarifying, clean the existing base of objectionable materials by blading, brooming, or other approved 
methods, unless otherwise shown on the plans. Perform this work in accordance with applicable Items. 

4.1. Types of Work. 

4.1.1. Type A. Scarifying only. 

4.1.2. Type B. Scarifying, salvaging, and re-laying. 
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4.1.3. Type C. Scarifying and reshaping.

4.1.4. Type D. Refinishing. 

4.2. Performance of Work. 

4.2.1. Scarifying. Loosen and break existing base material, with or without existing asphaltic concrete pavement. 
Remove asphalt concrete pavement, surface treatment, plant-mix seal, and micro-surfacing when shown on 
the plans and in accordance with applicable items. Prevent contamination of asphalt material during and after 
removal. When the existing pavement consists of only a surface treatment, do not remove before scarifying. 
Scarify existing material for its full width and depth unless otherwise shown on the plans. Do not disturb the 
underlying subgrade. Break material into particles of not more than 2-1/2 in. unless otherwise shown on the 
plans. 

4.2.2. Salvaging. Remove the existing base material and stockpile. Windrow if allowed. Perform salvage 
operations without interfering with traffic, proper drainage, or the general requirements of the work. Remove 
scarified material using a method approved by the Engineer. Keep material free of contamination. 

4.2.3. Re-Laying. Prepare subgrade as shown on the plans or as directed before relaying salvaged material. Proof 
roll in accordance with Item ted. 

Return and rework salvaged base material, with or without additional new base material, on the prepared 
roadbed. Place salvaged material on the prepared subgrade and sprinkle, blade, and shape the base to 
conform to the typical sections shown on the plans or as directed. Place new base material and uniformly mix 
with salvaged material when shown on the plans. Correct, or remove and replace, segregated material with 
satisfactory material, as directed. 

4.2.4. Reshaping. Rework scarified base material with or without additional new base material. Mix and shape 
scarified base to conform to the typical sections shown on the plans. When shown on the plans, furnish new 
base material, and uniformly mix with scarified material before shaping. Do not disturb the underlying 
subgrade. Correct, or remove and replace, segregated material with satisfactory material as directed.  

4.2.5. Refinishing. Blade existing base surface to remove irregularities. Cure before placing the pavement on the 
refinished base, as shown on the plans or as directed. 

4.3. Compaction. Compact using ordinary compaction or density control as shown on the plans. Bring each layer 
to the moisture content directed. When necessary, sprinkle the material in accordance with Item 204, 

 

Begin rolling longitudinally at the sides and proceed toward the center, overlapping on successive trips by at 
least one-half the width of the roller unit. On superelevated curves, begin rolling at the low side and progress 
toward the high side. Offset alternate trips of the roller. Operate rollers at a speed between 2 and 6 mph, as 
directed. 

Rework, recompact, and refinish material that fails to meet or that loses required moisture, density, stability, 
or finish before the next course is placed or the project is accepted. Continue work until specification 
requirements are met. Perform the work at no additional expense to the Department. 

4.3.1. Ordinary Compaction. Roll with approved compaction equipment as directed. Correct irregularities, 
depressions, and weak spots immediately by scarifying the areas affected, adding or removing approved 
material as required, reshaping, and recompacting. 

4.3.2. Density Control. Determine the moisture content in the mixture at the beginning of and during compaction in 
accordance with Tex-103-E. Compact to at least 98% of the maximum density determined by Tex-113-E, 
unless otherwise shown on the plans. 
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The Engineer will determine roadway density of completed sections in accordance with Tex-115-E. The 
Engineer may accept the section if no more than 1 of the 5 most recent density tests is below the specified 
density and the failing test is no more than 3 pcf below the specified density. 

4.4. Finishing. Immediately after completing compaction, clip, skin, or tight-blade the surface with a maintainer or 
subgrade trimmer to a depth of approximately 1/4 in. Remove and dispose of loosened material at an 
approved location. Seal the clipped surface immediately by rolling with a pneumatic tire roller until a smooth 
surface is attained. Add small amounts of water as needed during rolling. Shape and maintain the course 
and surface in conformity with the typical sections, lines, and grades shown on the plans or as directed. 

In areas where surfacing is to be placed, correct grade deviations in excess of 1/4 in. in 16 ft. measured 
longitudinally for the entire width of the cross-section. Correct by loosening, adding, or removing material. 
Reshape and recompact in accordance with Section  

4.5. Curing. Cure the finished section until the moisture content is at least 2% below optimum or as directed 
before applying the next successive course or prime coat. 

5. MEASUREMENT 

This Item will be measured by the station, square yard, cubic yard, or ton. 

Square yard and cubic yard in original position measurement will be established by the widths and depths 
shown on the plans and the lengths measured in the field. 

When material is measured in trucks, the weight of the material will be determined on certified scales, or the 
Contractor must provide a set of standard platform truck scales at a location approved by the Engineer. 
Scales must conform to the requirements of Item  

Measurement is further defined for payment as follows. 

5.1. Station. By the 100-ft. station measured along the centerline of each roadbed. 

5.2. Square Yard. By the square yard of existing base or pavement in its original position. When square yard 
measurement is used, limits of measurement will be as shown on the plans. 

5.3. Cubic Yard in Vehicle. By the cubic yard of salvaged material in vehicles as delivered at the stockpile. 

5.4. Cubic Yard in Stockpile. By the cubic yard of salvaged material in the final stockpile position by the method 
of average end areas. 

5.5. Cubic Yard in Original Position. By the cubic yard in its original position measured by the method of 
average end areas. 

5.6. Ton. By the ton of dry weight in the trucks as delivered at the stockpile. The dry weight is determined by 
deducting the weight of the moisture in the material at the time of weighing from the gross weight of the 
material. The Engineer will determine the moisture content in the material in accordance with Tex-103-E from 
samples taken at the time of truck weighing. 

6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

depth, and compaction method shown on the plans. For cubic yard measurements, the measurement 
location (vehicle, stockpile, or original position) will be specified. No additional payment will be made for 
thickness or width exceeding that shown on the typical sections or provided on the plans for station, square 
yard, and cubic yard in the original position measurement. This price is full compensation for furnishing and 
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disposing of materials, blading, brooming, scarifying, salvaging, replacing, stockpiling, reshaping, refinishing, 
compacting, finishing, curing, and equipment, labor, tools, and incidentals. 

Furnishing and delivering new base will 

material will not be paid for directly but will be subsidiary to this Item. 

Sprinkling and rolling, except proof rolling, will not be paid for directly but will be subsidiary to this Item, 
unless otherwise shown on the plans. When proof rolling is shown on the plans or directed by the Engineer, it 
will be paid for in accordance with Item 216  

Where subgrade is constructed under this Contract, correction of soft spots in the subgrade or existing base 

spots in the subgrade or existing base will be in accordance with pertinent Items or Article 
 

Removal of existing asphalt concrete pavement will be paid for in accordance with pertinent Items or 
Article  

Additional restrictions for measurement and payment are as follows: 
 Type A. Work will be restricted to station and square yard measurement. 
 Type B. Work will be restricted to station, square yard, and cubic yard in the original position 

measurement. 
 Type C. Work will be restricted to station, square yard, and cubic yard in the original position 

measurement. 
 Type D. Work will be restricted to station and square yard measurement. 
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Item 260 
Lime Treatment (Road-Mixed) 
1. DESCRIPTION 

Mix and compact lime, water, and subgrade or base (with or without asphaltic concrete pavement) in the 
roadway. 

2. MATERIALS 

Furnish uncontaminated materials of uniform quality that meet the requirements of the plans and 
specifications. Notify the Engineer of the proposed material sources and of changes to material sources. 
Obtain verification from the Engineer that the specification requirements are met before using the sources. 
The Engineer may sample and test project materials at any time before compaction. Use Tex-100-E for 
material definitions. 

2.1. Lime. Furnish lime that meets the requirements of DMS-6350 Lime and Lime Slurry,  and DMS- -

as shown on the plans. Do not use quicklime when sulfates are present in quantities greater than 3,000 ppm. 
When furnishing quicklime, provide it in bulk. 

2.2. Subgrade. The Engineer will determine the sulfate content of the existing subgrade in accordance with Tex-
145-E and organic content in accordance with Tex-148-E before lime treatment begins. Suspend operations 
when material to be treated has a sulfate content greater than 7,000 ppm or an organic content greater than 
1.0% and proceed as directed. 

2.3. Flexible Base. Unless otherwise shown on the plans, furnish base material that meets the requirements of 
Item the type and grade shown on the plans, before the addition of lime. 

2.4. Water. Furnish water free of industrial wastes and other objectionable material. 

2.5. Asphalt. When asphalt or emulsion is permitted for curing purposes, furnish materials that meet the 
requirements of Item  

2.6. Mix Design. The Engineer will determine the target lime content and optimum moisture content in 
accordance with Tex-121-E or prior experience with the project materials. The Contractor may propose a mix 
design developed in accordance with Tex-121-E. The Engineer will use Tex-121-
proposed mix design before acceptance. Reimburse the Department for subsequent mix designs or partial 
designs necessitated by changes in the material or requests by the Contractor. Limit the amount of recycled 
asphalt pavement to no more than 50% of the mix unless otherwise shown on the plans or directed. 

3. EQUIPMENT 

Provide machinery, tools, and equipment necessary for proper execution of the work. Provide rollers in 
accordance with Item  
required. 

3.1. Storage Facility. Store quicklime and dry hydrated lime in closed, weatherproof containers. 

3.2. Slurry Equipment. Use slurry tanks equipped with agitation devices to slurry hydrated lime or quicklime on 
the project or other approved location. The Engineer may approve other slurrying methods. 
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3.3. Provide a pump for agitating the slurry when the distributor truck is not equipped with an agitator. Equip the 
distributor truck with a sampling device in accordance with Tex-600-J, Part I, when using commercial lime 
slurry or carbide lime slurry. 

3.4. Hydrated Lime Distribution Equipment. Provide equipment to spread lime evenly across the area to be 
treated. Provide equipment with a rotary vane feeder to spread lime, when shown on the plans. 

3.5. Pulverization Equipment. Provide pulverization equipment that: 
 cuts and pulverizes material uniformly to the proper depth with cutters that plane to a uniform surface 

over the entire width of the cut, 
 provides a visible indication of the depth of cut at all times, and 
 uniformly mixes the materials. 

4. CONSTRUCTION 

Construct each layer uniformly, free of loose or segregated areas, and with the required density and moisture 
content. Provide a smooth surface that conforms to the typical sections, lines, and grades shown on the 
plans or as directed. 

4.1. Preparation of Subgrade or Existing Base for Treatment. Before treating, remove existing asphalt 
pavement in accordance with Item Removing Treated and Untreated Base and Asphalt Pavement
when shown on the plans or as directed. Shape existing material in accordance with applicable bid items to 
conform to typical sections shown on the plans and as directed. 

Unless otherwise approved, proof roll the roadbed in accordance with Item 
pulverizing or scarifying existing material. Correct soft spots as directed. 

When material is imported from a borrow source, notify the Engineer of the location of the borrow source well 
in advance to allow time for testing and approval to avoid delay to the project. Stockpile as directed. The 
Engineer will test the borrow source and determine the sulfate and organic contents. When the borrow 
source has a sulfate content greater than 3,000 ppm or an organic content greater than 1.0%, proceed as 
directed. 

When new base material is required to be mixed with existing base, deliver, place, and spread the new 
material in the required amount per station. Manipulate and thoroughly mix new base with existing material to 
provide a uniform mixture to the specified depth before shaping. 

4.2. Pulverization. Pulverize or scarify existing material after shaping so that 100% passes a 2-1/2 in. sieve. If 
the material cannot be uniformly processed to the required depth in a single pass, excavate and windrow the 
material to expose a secondary grade to achieve processing to plan depth. 

4.3. Application of Lime. Uniformly apply lime using dry or slurry placement as shown on the plans or as 
directed. Add lime at the percentage determined in Section 
area where mixing can be completed during the same working day. 

Start lime application only when the air temperature is at least 35°F and rising or is at least 40°F. The 
temperature will be taken in the shade and away from artificial heat. Suspend application when the Engineer 
determines that weather conditions are unsuitable. 

Minimize dust and scattering of lime by wind. Do not apply lime when wind conditions, in the opinion of the 
Engineer, cause blowing lime to become dangerous to traffic or objectionable to adjacent property owners. 
When pebble grade quicklime is placed dry, mix the material and lime thoroughly at the time of lime 
application. Use of quicklime can be dangerous. Inform users of the recommended precautions for handling 
and storage. 
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4.3.1. Dry Placement. Before applying lime, bring the prepared roadway to approximately 2 percentage points 
above optimum moisture content. When necessary, sprinkle in accordance with Item 
Distribute the required quantity of hydrated lime or pebble grade quicklime with approved equipment. Only 
hydrated lime may be distributed by bag. Do not use a motor grader to spread hydrated lime. 

4.3.2. Slurry Placement. Provide slurry free of objectionable materials, at or above the minimum dry solids 
content, and with a uniform consistency that will allow ease of handling and uniform application. Deliver 
commercial lime slurry or carbide lime slurry to the jobsite, or use hydrated lime or quicklime to prepare lime 
slurry at the jobsite or other approved location, as specified. When dry quicklime is applied as slurry, use 
80% of the amount shown on the plans. 

Distribute slurry uniformly by making successive passes over a measured section of roadway until the 
specified lime content is reached. Uniformly spread the residue from quicklime slurry over the length of the 
roadway being processed, unless otherwise directed. 

4.4. Mixing. Begin mixing within 6 hr. of application of lime. Hydrated lime exposed to the open air for 6 hr. or 
more between application and mixing, or that experiences excessive loss due to washing or blowing, will not 
be accepted for payment. 

Thoroughly mix the material and lime using approved equipment. When treating subgrade, bring the moisture 
content above the optimum moisture content to insure adequate chemical reaction of the lime and subgrade 
materials. Allow the mixture to mellow for 1 to 4 days, as directed. When pebble grade quicklime is used, 
allow the mixture to mellow for 2 to 4 days, as directed. Sprinkle the treated materials during the mixing and 
mellowing operation, as directed, to achieve adequate hydration and proper moisture content. When the 
material to be treated has a sulfate content greater than 3,000 ppm but less than or equal to 7,000 ppm, 
mellow for a minimum of 7 days. Maintain in a continuously moist condition by sprinkling in accordance with 
Item  After mellowing, resume mixing until a homogeneous, friable mixture is obtained. After 
mixing, the Engineer may sample the mixture at roadway moisture and test in accordance with Tex-101-E, 
Part III, to determine compliance with the gradation requirements in Table 1. 

Table 1 
Gradation Requirements (Minimum % Passing) 

Sieve Size Base Subgrade 
1-3/4" 100 100 
3/4" 85 85 
#4  60 

4.5. Compaction. Compact the mixture using density control, unless otherwise shown on the plans. Multiple lifts 
are permitted when shown on the plans or approved. Bring each layer to the moisture content directed. 
Sprinkle the treated material in accordance with Item 
the moisture content during compaction so that it is no more than 1.0 percentage points below optimum and 
2.0 percentage points above optimum as determined by Tex-121-E. Measure the moisture content of the 
material in accordance with Tex-115-E or Tex-103-E during compaction daily and report the results the same 
day, unless otherwise shown on the plans or directed. 

Begin rolling longitudinally at the sides and proceed toward the center, overlapping on successive trips by at 
least 1/2 the width of the roller unit. On superelevated curves, begin rolling at the low side and progress 
toward the high side. Offset alternate trips of the roller. Operate rollers at a speed between 2 and 6 mph as 
directed. 

Before final acceptance, the Engineer will select the locations of tests in each unit and measure the treated 
depth in accordance with Tex-140-E. Correct areas deficient by more than 1/2 in. in thickness or more than 
1/2% in target lime content by adding lime as required, reshaping, recompacting, and refinishing at the 

 

Rework, recompact, and refinish material that fails to meet or that loses required moisture, density, stability, 
or finish before the next course is placed or the project is accepted. Continue work until specification 
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requirements are met. Rework in accordance with Section
at no additional expense to the Department. 

4.5.1. Ordinary Compaction. Roll with approved compaction equipment, as directed. Correct irregularities, 
depressions, and weak spots immediately by scarifying the areas affected, adding or removing treated 
material as required, reshaping, and recompacting. 

4.5.2. Density Control. The Engineer will determine roadway density and moisture content of completed sections 
in accordance with Tex-115-E. The Engineer may accept the section if no more than 1 of the 5 most recent 
density tests is below the specified density and the failing test is no more than 3 pcf below the specified 
density. 

4.5.2.1. Subgrade. Compact to at least 95% of the maximum density determined in accordance with Tex-121-E, 
unless otherwise shown on the plans. 

4.5.2.2. Base. Compact the bottom course to at least 95% of the maximum density determined in accordance with 
Tex-121-E, unless otherwise shown on the plans. Compact subsequent courses treated under this Item to at 
least 98% of the maximum density determined in accordance with Tex-121-E, unless otherwise shown on the 
plans. 

4.6. Reworking a Section. When a section is reworked within 72 hr. after completion of compaction, rework the 
section to provide the required density. When a section is reworked more than 72 hr. after completion of 
compaction, add additional lime at 25% of the percentage determined in Section 
Reworking includes loosening, adding material or removing unacceptable material if necessary, mixing as 
directed, compacting, and finishing. When density control is specified, determine a new maximum density of 
the reworked material in accordance with Tex-121-E, and compact to at least 95% of this density. 

4.7. Finishing. Immediately after completing compaction of the final course, clip, skin, or tight-blade the surface 
of the lime-treated material with a maintainer or subgrade trimmer to a depth of approximately 1/4 in. 
Remove loosened material and dispose of at an approved location. Roll the clipped surface immediately with 
a pneumatic tire roller until a smooth surface is attained. Add small amounts of water as needed during 
rolling. Shape and maintain the course and surface in conformity with the typical sections, lines, and grades 
shown on the plans or as directed. 

Finish grade of constructed subgrade to within 0.1 ft. in the cross-section and 0.1 ft. in 16 ft. measured 
longitudinally. 

Correct grade deviations of constructed base greater than 1/4 in. in 16 ft. measured longitudinally or greater 
than 1/4 in. over the entire width of the cross-section in areas where surfacing is to be placed. Remove 
excess material, reshape, and roll with a pneumatic-tire roller. Correct as directed if material is more than 
1/4 in. low. Do not surface patch. The 72-hr. time limit required for completion of placement, compaction, and 
finishing does not apply to finishing required just before applying the surface course. 

4.8. Curing. Cure for the minimum number of days shown in Table 2 by sprinkling in accordance with Item 204, 
t a rate of 0.05 to 0.20 gal. per square yard as directed. 

Maintain moisture during curing. Upon completion of curing, maintain the moisture content in accordance 
with Section  247.
for bases before placing subsequent courses. Do not allow equipment on the finished course during curing 
except as required for sprinkling, unless otherwise approved. Apply seals or additional courses within 
14 calendar days of final compaction. 
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Table 2 
Minimum Curing Requirements before Placing Subsequent Courses1 

Untreated Material Curing (Days) 
PI  35 2 
PI > 35 5 

1. Subject to the approval of the Engineer. Proof rolling may be 
required as an indicator of adequate curing. 

5. MEASUREMENT 

5.1. Lime. When lime is furnished in trucks, the weight of lime will be determined on certified scales, or the 
Contractor must provide a set of standard platform truck scales at a location approved by the Engineer. 
Scales must conform to the requirements of Item 52  

that weight may be rejected. The average weight of bags in any shipment, as determined by weighing 
10 bags t  

5.1.1. Hydrated Lime. 

5.1.1.1. Dry. Lime will be measured by the ton (dry weight). 

5.1.1.2. Slurry. Lime slurry will be measured by the ton (dry weight) of the hydrated lime used to prepare the slurry at 
the jobsite. 

5.1.2. Commercial Lime Slurry. Lime slurry will be measured by the ton (dry weight) as calculated from the 
minimum percent dry solids content of the slurry, multiplied by the weight of the slurry in tons delivered. 

5.1.3. Quicklime. 

5.1.3.1. Dry. Lime will be measured by the ton (dry weight) of the quicklime. 

5.1.3.2. Slurry. Lime slurry will be measured by the ton (dry weight) of the quicklime used to prepare the slurry 
multiplied by a conversion factor of 1.28 to give the quantity of equivalent hydrated lime, which will be the 
basis of payment. 

5.1.4. Carbide Lime Slurry. Lime slurry will be measured by the ton (dry weight) as calculated from the minimum 
percent dry solids content of the slurry, multiplied by the weight of the slurry in tons delivered. 

5.2. Lime Treatment. Lime treatment will be measured by the square yard of surface area. The dimensions for 
determining the surface area are established by the widths shown on the plans and the lengths measured at 
placement. 

6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
  

 

Furnishing and delivering new base will be paid for in accordance with Section 

material will be paid for in accordance with Section 
existing asphalt concrete pavement will be paid for in accordance with pertinent Items or Article 4.4., 
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Sprinkling and rolling, except proof rolling, will not be paid for directly but will be subsidiary to this Item, 
unless otherwise shown on the plans. When proof rolling is shown on the plans or directed by the Engineer, it 
will be paid for in accordance with Item  

Where subgrade is constructed under this Contract, correction of soft spots in the subgrade or existing base 
 Where subgrade is not constructed under this Contract, correction of soft 

spots in the subgrade or existing base will be paid for in accordance with pertinent Items or Article 4.4., 
 

Where subgrade to be treated under this Contract has sulfates greater than 7,000 ppm, work will be paid for 
in accordance with Article  

Asphalt used solely for curing will not be paid for directly but will be subsidiary to this Item. Asphalt placed for 
curing and priming will be paid for under Item  

6.1. Lime  
 Hydrated Lime (Dry), 
 Hydrated Lime (Slurry), 
 Commercial Lime Slurry, 
 Quicklime (Dry), 
 Quicklime (Slurry), or 
 Carbide Lime Slurry. 

This price is full compensation for materials, delivery, equipment, labor, tools, and incidentals. 

Lime used for reworking a section in accordance with Section 
paid for directly but will be subsidiary to this Item. 

6.2. Lime Treatment

specified. No payment will be made for thickness or width exceeding that shown on the plans. This price is 
full compensation for shaping existing material, loosening, mixing, pulverizing, spreading, applying lime, 
compacting, finishing, curing, curing materials, blading, shaping and maintaining shape, replacing mixture, 
disposing of loosened materials, processing, hauling, preparing secondary subgrade, water, equipment, 
labor, tools, and incidentals. 
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Item 310 
Prime Coat 
1. DESCRIPTION 

Prepare and treat existing or newly constructed surface with an asphalt binder or other specialty prime coat 
binder material. Apply blotter material as required. 

2. MATERIALS 

2.1. Binder. Use material of the type and grade shown on the plans in accordance with Item 
 

2.2. Blotter. Use either base course sweepings obtained from cleaning the base or native sand as blotter 
materials unless otherwise shown on the plans or approved. 

3. EQUIPMENT 

Provide applicable equipment in accordance with Article  

4. CONSTRUCTION 

4.1. General. Apply the mixture when the air temperature is at or above 60°F, or above 50°F and rising. Measure 
the air temperature in the shade away from artificial heat. The Engineer will determine when weather 
conditions are suitable for application. 

Do not permit traffic, hauling, or placement of subsequent courses over freshly constructed prime coats. 
Maintain the primed surface until placement of subsequent courses or acceptance of the work. 

4.2. Surface Preparation. Prepare the surface by sweeping or other approved methods. Lightly sprinkle the 
surface with water before applying bituminous material, when directed, to control dust and ensure absorption. 

4.3. Application. 

4.3.1. Binder. The Engineer will select the application temperature within the limits recommended in Item 300, 
e material manufacturer. Apply material within 15°F of the selected 

temperature but do not exceed the maximum allowable temperature. 

Distribute the material smoothly and evenly at the rate selected by the Engineer. Roll the freshly applied 
prime coat with a pneumatic-tire roller to ensure penetration when directed. 

4.3.2. Blotter. Spread blotter material before allowing traffic to use a primed surface. Apply blotter material to 
s as a bid item or as 

to accommodate traffic movement through the work area. Remove blotter material before placing the 
surface. Dispose of blotter material according to applicable state and federal requirements. 

5. MEASUREMENT 

This Item will be measured by the gallon of binder placed and accepted. 
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6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

and grade of binder specified. This price is full compensation for cleaning and sprinkling the area to be 
primed; materials, including blotter material; and rolling, equipment, labor, tools, and incidentals. 
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Item 314 
Emulsified Asphalt Treatment 
1. DESCRIPTION 

Apply an emulsified asphalt and water mixture as a base or subgrade treatment; for erosion control, including 
dust prevention; or as a prime coat. 

2. MATERIALS 

Furnish materials in accordance with the following. 
 Item  
 Item  

Use emulsified asphalt of the type and grade shown on the plans. Use a quantity of emulsified asphalt in the 
mixture, expressed as a percent of total volume, in accordance with the percentage shown on the plans or as 
directed. 

3. EQUIPMENT 

Provide a self-propelled sprinkler in accordance with Article 204.3.
documentation for the tank used for distribution. 

4. CONSTRUCTION 

Agitate the water and emulsified asphalt to produce a uniform blend. Evenly distribute at the rate selected by 
the Engineer to locations shown on the plans or as directed. 

4.1. Base or Subgrade Treatment. Treat the base or subgrade to the depth and width shown on the plans or as 
directed. 

Regulate the percentage of emulsified asphalt in the mixture and distribute successive applications to 
achieve the specified rate. Maintain the proper moisture content of the treated material. Mix the treated 
material, then shape and compact as required by the specification for the course. Finish the course to the 
line, grade, and typical section shown on the plans. Maintain the surface with light applications of the 
emulsified asphalt mixture while curing the course, as directed. 

4.2. Erosion Control. Apply the mixture as shown on the plans or as directed. 

4.3. Prime Coat. Regulate the percentage of emulsified asphalt in the mixture and distribute successive 
applications to achieve the specified rate. 

5. MEASUREMENT 

The treatment will be measured by the gallon of emulsified asphalt used in the emulsified asphalt and water 
mixture. 
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6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

This price is full compensation for materials, including emulsified asphalt and water, and for equipment, 
labor, tools, and incidentals. 
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Item 340 
Dense-Graded Hot-Mix Asphalt (Small Quantity) 
1. DESCRIPTION 

Construct a hot-mix asphalt (HMA) pavement layer composed of a compacted, dense-graded mixture of 
aggregate and asphalt binder mixed hot in a mixing plant. This specification is intended for small quantity 
(SQ) HMA projects, typically under 5,000 tons total production. 

2. MATERIALS 

Furnish uncontaminated materials of uniform quality that meet the requirements of the plans and 
specifications. 

Notify the Engineer of all material sources and before changing any material source or formulation. The 
Engineer will verify that the specification requirements are met when the Contractor makes a source or 
formulation change, and may require a new laboratory mixture design, trial batch, or both. The Engineer may 
sample and test project materials at any time during the project to verify specification compliance in 
accordance with Item  

2.1. Aggregate. Furnish aggregates from sources that conform to the requirements shown in Table 1 and as 
specified in this Section. Aggregate requirements in this Section, including those shown in Table 1, may be 
modified or eliminated when shown on the plans. Additional aggregate requirements may be specified when 
shown on the plans. Provide aggregate stockpiles that meet the definitions in this Section for coarse, 
intermediate, or fine aggregate. Aggregate from reclaimed asphalt pavement (RAP) is not required to meet 
Table 1 requirements unless otherwise shown on the plans. Supply aggregates that meet the definitions in 
Tex-100-E for crushed gravel or crushed stone. The Engineer will designate the plant or the quarry as the 
sampling location. Provide samples from materials produced for the project. The Engineer will establish the 
Surface Aggregate Classification (SAC) and perform Los Angeles abrasion, magnesium sulfate soundness, 
and Micro-Deval tests. Perform all other aggregate quality tests listed in Table 1. Document all test results on 
the mixture design report. The Engineer may perform tests on independent or split samples to verify 
Contractor test results. Stockpile aggregates for each source and type separately. Determine aggregate 
gradations for mixture design and production testing based on the washed sieve analysis given in Tex-200-F, 
Part II. 

2.1.1. Coarse Aggregate. Coarse aggregate stockpiles must have no more than 20% material passing the No. 8 
Bituminous Rated Source Quality Catalog 

(BRSQC) are preapproved for use. Use only the rated values for hot-mix listed in the BRSQC. Rated values 
for surface treatment (ST) do not apply to coarse aggregate sources used in hot-mix asphalt. 

 
 build an individual stockpile for each material; 
 request the Department test the stockpile for specification compliance; and 
 once approved, do not add material to the stockpile unless otherwise approved. 

Provide aggregate from non-listed sources only when tested by the Engineer and approved before use. Allow 
30 calendar days for the Engineer to sample, test, and report results for non-listed sources. 

Provide coarse aggregate with at least the minimum SAC shown on the plans. SAC requirements only apply 
to aggregates used on the surface of travel lanes. SAC requirements apply to aggregates used on surfaces 
other than travel lanes when shown on the plans. Aggregate 
Quality Monitoring Program (AQMP) (Tex-499-A) is listed in the BRSQC. 
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2.1.1.1. Blending Class A and Class B Aggregates. Class B aggregate meeting all other requirements in Table 1 
may be blended with a Class A aggregate to meet requirements for Class A materials. Ensure that at least 
50% by weight, or volume if required, of the material retained on the No. 4 sieve comes from the Class A 
aggregate source when blending Class A and B aggregates to meet a Class A requirement. Blend by volume 
if the bulk specific gravities of the Class A and B aggregates differ by more than 0.300. Coarse aggregate 
from RAP and Recycled Asphalt Shingles (RAS) will be considered as Class B aggregate for blending 
purposes. 

The Engineer may perform tests at any time during production, when the Contractor blends Class A and B 
aggregates to meet a Class A requirement, to ensure that at least 50% by weight, or volume if required, of 
the material retained on the No. 4 sieve comes from the Class A aggregate source. The Engineer will use the 

Class A aggregate retained on the No. 4 sieve by inputting the bin percentages shown from readouts in the 
control room at the time of production and stockpile gradations measured at the time of production. The 
Engineer may determine the gradations based on either washed or dry sieve analysis from samples obtained 
from individual aggregate cold feed bins or aggregate stockpiles. The Engineer may perform spot checks 
using the gradations supplied by the Contractor on the mixture design report as an input for the Excel 
template; however, a failing spot check will require confirmation with a stockpile gradation determined by the 
Engineer. 

2.1.2. Intermediate Aggregate. Aggregates not meeting the definition of coarse or fine aggregate will be defined 
as intermediate aggregate. Supply intermediate aggregates, when used, that are free from organic 
impurities. 

The Engineer may test the intermediate aggregate in accordance with Tex-408-A to verify the material is free 
from organic impurities. Supply intermediate aggregate from coarse aggregate sources, when used, that 
meet the requirements shown in Table 1 unless otherwise approved. 

Test the stockpile if 10% or more of the stockpile is retained on the No. 4 sieve, and verify that it meets the 
requirements in Table 1 for crushed face count (Tex-460-A) and flat and elongated particles (Tex-280-F). 

2.1.3. Fine Aggregate. Fine aggregates consist of manufactured sands, screenings, and field sands. Fine 
aggregate stockpiles must meet the gradation requirements in Table 2. Supply fine aggregates that are free 
from organic impurities. The Engineer may test the fine aggregate in accordance with Tex-408-A to verify the 
material is free from organic impurities. No more than 15% of the total aggregate may be field sand or other 
uncrushed fine aggregate. Use fine aggregate, with the exception of field sand, from coarse aggregate 
sources that meet the requirements shown in Table 1 unless otherwise approved. 

Test the stockpile if 10% or more of the stockpile is retained on the No. 4 sieve, and verify that it meets the 
requirements in Table 1 for crushed face count (Tex-460-A) and flat and elongated particles (Tex-280-F). 
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Table 1 
Aggregate Quality Requirements 

Property Test Method Requirement 
Coarse Aggregate 

SAC Tex-499-A (AQMP) As shown on the plans 
Deleterious material, %, Max Tex-217-F, Part I 1.5 
Decantation, %, Max Tex-217-F, Part II 1.5 
Micro-Deval abrasion, % Tex-461-A Note1 
Los Angeles abrasion, %, Max Tex-410-A 40 
Magnesium sulfate soundness, 5 cycles, %, Max Tex-411-A 30 
Crushed face count,2 %, Min Tex-460-A, Part I 85 
Flat and elongated particles @ 5:1, %, Max Tex-280-F 10 

Fine Aggregate 
Linear shrinkage, %, Max Tex-107-E 3 

Combined Aggregate3 

Sand equivalent, %, Min Tex-203-F 45 
1. Not used for acceptance purposes. Optional test used by the Engineer as an indicator of the need for further investigation. 
2. Only applies to crushed gravel. 
3. Aggregates, without mineral filler, RAP, RAS, or additives, combined as used in the job-mix formula (JMF). 

 
Table 2 

Gradation Requirements for Fine Aggregate 
Sieve Size % Passing by Weight or Volume 

 100 
#8 70 100 

#200 0 30 

2.2. Mineral Filler. Mineral filler consists of finely divided mineral matter such as agricultural lime, crusher fines, 
hydrated lime, or fly ash. Mineral filler is allowed unless otherwise shown on the plans. Use no more than 2% 
hydrated lime or fly ash unless otherwise shown on the plans. Use no more than 1% hydrated lime if a 
substitute binder is used unless otherwise shown on the plans or allowed. Test all mineral fillers except 
hydrated lime and fly ash in accordance with Tex-107-E to ensure specification compliance. The plans may 
require or disallow specific mineral fillers. Provide mineral filler, when used, that: 

 is sufficiently dry, free-flowing, and free from clumps and foreign matter as determined by the Engineer; 
 does not exceed 3% linear shrinkage when tested in accordance with Tex-107-E; and 
 meets the gradation requirements in Table 3. 

Table 3 
Gradation Requirements for Mineral Filler 

Sieve Size % Passing by Weight or Volume 
#8 100 

#200 55 100 

2.3. Baghouse Fines. Fines collected by the baghouse or other dust-collecting equipment may be reintroduced 
into the mixing drum. 

2.4. Asphalt Binder. Furnish the type and grade of performance-graded (PG) asphalt specified on the plans. 

2.5. Tack Coat. Furnish CSS-1H, SS-1H, or a PG binder with a minimum high-temperature grade of PG 58 for 
tack coat binder in accordance with Item 
coat materials may be allowed or required when shown on the plans. Do not dilute emulsified asphalts at the 
terminal, in the field, or at any other location before use. 

The Engineer will obtain at least one sample of the tack coat binder per project in accordance with 
Tex-500-C, Part III, and test it to verify compliance with Item 
Engineer will obtain the sample from the asphalt distributor immediately before use. 

2.6. Additives. Use the type and rate of additive specified when shown on the plans. Additives that facilitate 
mixing, compaction, or improve the quality of the mixture are allowed when approved. Provide the Engineer 
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with documentation, such as the bill of lading, showing the quantity of additives used in the project unless 
otherwise directed. 

2.6.1. Lime and Liquid Antistripping Agent. When lime or a liquid antistripping agent is used, add in accordance 
with Item 
where lime is removed through the exhaust stream unless the plant has a baghouse or dust collection 
system that reintroduces the lime into the drum. 

2.6.2. Warm Mix Asphalt (WMA). Warm Mix Asphalt (WMA) is defined as HMA that is produced within a target 
temperature discharge range of 215°F and 275°F using approved WMA additives or processes from the 

 

WMA is allowed for use on all projects and is required when shown on the plans. When WMA is required, the 
maximum placement or target discharge temperature for WMA will be set at a value below 275°F. 

Department-approved WMA additives or processes may be used to facilitate mixing and compaction of HMA 
produced at target discharge temperatures above 275°F; however, such mixtures will not be defined as 
WMA. 

2.7. Recycled Materials. Use of RAP and RAS is permitted unless otherwise shown on the plans. Do not exceed 
the maximum allowable percentages of RAP and RAS shown in Table 4. The allowable percentages shown 
in Table 4 may be decreased or increased when shown on the plans. Determine asphalt binder content and 
gradation of the RAP and RAS stockpiles for mixture design purposes in accordance with Tex-236-F. The 
Engineer may verify the asphalt binder content of the stockpiles at any time during production. Perform other 
tests on RAP and RAS when shown on the plans. Asphalt binder from RAP and RAS is designated as 
recycled asphalt binder. Calculate and ensure that the ratio of the recycled asphalt binder to total binder does 
not exceed the percentages shown in Table 5 during mixture design and HMA production when RAP or RAS 
is used. Use a separate cold feed bin for each stockpile of RAP and RAS during HMA production. 

Surface, intermediate, and base mixes referenced in Tables 4 and 5 are defined as follows: 
 Surface. The final HMA lift placed at or near the top of the pavement structure; 
 Intermediate. Mixtures placed below an HMA surface mix and less than or equal to 8.0 in. from the 

riding surface; and 
 Base. Mixtures placed greater than 8.0 in. from the riding surface. 

2.7.1. RAP. RAP is salvaged, milled, pulverized, broken, or crushed asphalt pavement. Crush or break RAP so that 
100% of the particles pass the 2 in. sieve. Fractionated RAP is defined as 2 or more RAP stockpiles, divided 
into coarse and fine fractions. 

Use of Contractor-owned RAP, including HMA plant waste, is permitted unless otherwise shown on the 
plans. Department-owned RAP stockpiles are 
are shown on the plans. If Department-
use Contractor-owned fractionated RAP and replace it with an equal quantity of Department-owned RAP. 
This allowance does not apply to a Contractor using unfractionated RAP. Department-owned RAP generated 

Perform any necessary tests to ensure Contractor- or Department-owned RAP is appropriate for use. The 
Department will not perform any tests or assume any liability for the quality of the Department-owned RAP 
unless otherwise shown on the plans. The Contractor will retain ownership of RAP generated on the project 
when shown on the plans. 

The coarse RAP stockpile will contain only material retained by processing over a 3/8-in. or 1/2-in. screen 
unless otherwise approved. The fine RAP stockpile will contain only material passing the 3/8-in. or 1/2-in. 
screen unless otherwise approved. The Engineer may allow the Contractor to use an alternate to the 3/8-in. 
or 1/2-in. screen to fractionate the RAP. The maximum percentages of fractionated RAP may be comprised 
of coarse or fine fractionated RAP or the combination of both coarse and fine fractionated RAP. 
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Do not use Department- or Contractor-owned RAP contaminated with dirt or other objectionable materials. 
Do not use Department- or Contractor-owned RAP if the decantation value exceeds 5% and the plasticity 
index is greater than 8. Test the stockpiled RAP for decantation in accordance with Tex-406-A, Part I. 
Determine the plasticity index in accordance with Tex-106-E if the decantation value exceeds 5%. The 
decantation and plasticity index requirements do not apply to RAP samples with asphalt removed by 
extraction or ignition. 

Do not intermingle Contractor-owned RAP stockpiles with Department-owned RAP stockpiles. Remove 
unused Contractor-owned RAP material from the project site upon completion of the project. Return unused 
Department-owned RAP to the designated stockpile location. 

Table 4 
Maximum Allowable Amounts of RAP1 

Maximum Allowable 
Fractionated RAP2 (%) 

Maximum Allowable 
Unfractionated RAP3 (%) 

Surface Intermediate Base Surface Intermediate Base 
20.0 30.0 40.0 10.0 10.0 10.0 

1. Must also meet the recycled binder to total binder ratio shown in Table 5. 
2. Up to 5% RAS may be used separately or as a replacement for fractionated RAP. 
3. Unfractionated RAP may not be combined with fractionated RAP or RAS.  

2.7.2. RAS. Use of post-manufactured RAS or post-consumer RAS (tear-offs) is permitted unless otherwise shown 
on the plans. Up to 5% RAS may be used separately or as a replacement for fractionated RAP in accordance 
with Table 4 and Table 5. RAS is defined as processed asphalt shingle material from manufacturing of 
asphalt roofing shingles or from re-roofing residential structures. Post-manufactured RAS is processed 

-product. Post-consumer RAS is processed shingle scrap removed from 
residential structures. Comply with all regulatory requirements stipulated for RAS by the TCEQ. RAS may be 
used separately or in conjunction with RAP. 

Process the RAS by ambient grinding or granulating such that 100% of the particles pass the 3/8 in. sieve 
when tested in accordance with Tex-200-F, Part I. Perform a sieve analysis on processed RAS material 
before extraction (or ignition) of the asphalt binder. 

Add sand meeting the requirements of Table 1 and Table 2 or fine RAP to RAS stockpiles if needed to keep 
the processed material workable. Any stockpile that contains RAS will be considered a RAS stockpile and be 
limited to no more than 5.0% of the HMA mixture in accordance with Table 4. 

Certify compliance of the RAS with DMS-  Nonhazardous Recyclable Materials 
Guidelines  Treat RAS as an established nonhazardous recyclable material if it has not come into contact 

substantially all materials before use that are not part of the shingle, such as wood, paper, metal, plastic, and 
felt paper. Determine the deleterious content of RAS material for mixture design purposes in accordance with 
Tex-217-F, Part III. Do not use RAS if deleterious materials are more than 0.5% of the stockpiled RAS unless 
otherwise approved. Submit a sample for approval before submitting the mixture design. The Department will 
perform the testing for deleterious material of RAS to determine specification compliance. 

2.8. Substitute Binders. Unless otherwise shown on the plans, the Contractor may use a substitute PG binder 
listed in Table 5 instead of the PG binder originally specified, if the substitute PG binder and mixture made 
with the substitute PG binder meet the following: 

 the substitute binder meets the specification requirements for the substitute binder grade in accordance 
with Section -  

 the mixture has less than 10.0 mm of rutting on the Hamburg Wheel test (Tex-242-F) after the number 
of passes required for the originally specified binder. Use of substitute PG binders may only be allowed 
at the discretion of the Engineer if the Hamburg Wheel test results are between 10.0 mm and 12.5 mm. 
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Table 5 
Allowable Substitute PG Binders and Maximum Recycled Binder Ratios 

Originally Specified 
PG Binder Allowable Substitute PG Binder 

Maximum Ratio of Recycled Binder1 
to Total Binder (%) 

Surface Intermediate Base 
HMA 

76-222 70-22 or 64-22 20.0 20.0 20.0 
70-28 or 64-28 30.0 35.0 40.0 

 

70-222  64-22 20.0 20.0 20.0 
64-28 or 58-28 30.0 35.0 40.0 

 

64-222  58-28 30.0 35.0 40.0 
 

76-282  70-28 or 64-28 20.0 20.0 20.0 
64-34 30.0 35.0 40.0 

 

70-282   64-28 or 58-28 20.0 20.0 20.0 
64-34 or 58-34 30.0 35.0 40.0 

 

64-282  58-28 20.0 20.0 20.0 
58-34 30.0 35.0 40.0 

WMA3 
76-222 70-22 or 64-22 30.0 35.0 40.0 

 

70-222  64-22 or 58-28 30.0 35.0 40.0 
 

64-224  58-28 30.0 35.0 40.0 
 

76-282  70-28 or 64-28 30.0 35.0 40.0 
 

70-282  64-28 or 58-28 30.0 35.0 40.0 
 

64-284  58-28 30.0 35.0 40.0 
1. Combined recycled binder from RAP and RAS. 
2. Use no more than 20.0% recycled binder when using this originally specified PG binder. 
3. WMA as defined in Section 340.2.6.2., Warm Mix Asphalt (WMA).  
4. When used with WMA, this originally specified PG binder is allowed for use at the maximum recycled binder ratios shown in this table. 

3. EQUIPMENT 

Provide required or necessary equipment in accordance with Item 
 

4. CONSTRUCTION 

Produce, haul, place, and compact the specified paving mixture. In addition to tests required by the 
specification, Contractors may perform other QC tests as deemed necessary. At any time during the project, 
the Engineer may perform production and placement tests as deemed necessary in accordance with Item 5, 
Control of the Work -paving meeting with the Engineer on or before the 

first day of paving unless otherwise directed. 

4.1. Certification. Personnel certified by the Department-approved hot-mix asphalt certification program must 
conduct all mixture designs, sampling, and testing in accordance with Table 6. Supply the Engineer with a list 
of certified personnel and copies of their current certificates before beginning production and when personnel 
changes are made. Provide a mixture design developed and signed by a Level 2 certified specialist. 
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Table 6 
Test Methods, Test Responsibility, and Minimum Certification Levels 

Test Description Test Method Contractor Engineer Level1 
1. Aggregate and Recycled Material Testing 

Sampling Tex-221-F   1A 
Dry sieve Tex-200-F, Part I   1A 
Washed sieve Tex-200-F, Part II   1A 
Deleterious material Tex-217-F, Parts I & III   1A 
Decantation Tex-217-F, Part II   1A 
Los Angeles abrasion Tex-410-A   TxDOT 
Magnesium sulfate soundness Tex-411-A   TxDOT 
Micro-Deval abrasion Tex-461-A   2 
Crushed face count Tex-460-A   2 
Flat and elongated particles Tex-280-F   2 
Linear shrinkage Tex-107-E   2 
Sand equivalent Tex-203-F   2 
Organic impurities Tex-408-A   2 

2. Asphalt Binder & Tack Coat Sampling 
Asphalt binder sampling Tex-500-C, Part II   1A/1B 
Tack coat sampling Tex-500-C, Part III   1A/1B 

3. Mix Design & Verification 
Design and JMF changes Tex-204-F   2 
Mixing Tex-205-F   2 
Molding (TGC) Tex-206-F   1A 
Molding (SGC) Tex-241-F   1A 
Laboratory-molded density Tex-207-F   1A 
VMA2 (calculation only) Tex-204-F   2 
Rice gravity Tex-227-F   1A 
Ignition oven correction factors3 Tex-236-F   2 
Indirect tensile strength Tex-226-F   2 
Hamburg Wheel test Tex-242-F   2 
Boil test Tex-530-C   1A 

4. Production Testing 
Mixture sampling Tex-222-F   1A 
Molding (TGC) Tex-206-F   1A 
Molding (SGC) Tex-241-F   1A 
Laboratory-molded density Tex-207-F   1A 
VMA2 (calculation only) Tex-204-F   1A 
Rice gravity Tex-227-F   1A 
Gradation & asphalt binder content3 Tex-236-F   1A 
Moisture content Tex-212-F   1A 
Hamburg Wheel test Tex-242-F   2 
Boil test Tex-530-C   1A 

5. Placement Testing 
Trimming roadway cores Tex-207-F   1A/1B 
In-place air voids Tex-207-F   1A/1B 
Establish rolling pattern Tex-207-F   1B 
Ride quality measurement Tex-1001-S   Note4 
1. Level 1A, 1B, and 2 are certification levels provided by the Hot Mix Asphalt Center certification program. 
2. Voids in mineral aggregates. 
3. Refer to Section  
4. Profiler and operator are required to be certified at the Texas A&M Transportation Institute facility when Surface Test Type B is 

specified. 

4.2. Reporting, Testing, and Responsibilities. Use Department-provided Excel templates to record and 
calculate all test data pertaining to the mixture design. The Engineer will use Department Excel templates for 
any production and placement testing. Obtain the latest version of the Excel templates at 
http://www.txdot.gov/inside-txdot/forms-publications/consultants-contractors/forms/site-manager.html or from 
the Engineer. 

http://www.txdot.gov/inside-txdot/forms-publications/consultants-contractors/forms/site-manager.html or from 
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The maximum allowable time for the Engineer to exchange test data with the Contractor is as given in 
Table 7 unless otherwise approved. The Engineer will immediately report to the Contractor any test result 
that requires suspension of production or placement or that fails to meet the specification requirements. 

Subsequent mix placed after test results are available to the Contractor, which require suspension of 
operations, may be considered unauthorized work. Unauthorized work will be accepted or rejected at the 
discretion of the Engineer in accordance with Article 

 
Table 7 

Reporting Schedule 
Description Reported By Reported To To Be Reported Within 

Production Testing 
Gradation 

Engineer Contractor 1 working day of 
completion of the test 

Asphalt binder content 
Laboratory-molded density 
VMA (calculation) 
Hamburg Wheel test 
Moisture content 
Boil test 
Binder tests 

Placement Testing 

In-place air voids Engineer Contractor 1 working day of 
completion of the test1 

1. 2 days are allowed if cores cannot be dried to constant weight within 1 day. 

4.3. Mixture Design. 

4.3.1. Design Requirements. The Contractor may design the mixture using a Texas Gyratory Compactor (TGC) or 
a Superpave Gyratory Compactor (SGC) unless otherwise shown on the plans. Use the typical weight design 
example given in Tex-204-F, Part I, when using a TGC. Use the Superpave mixture design procedure given 
in Tex-204-F, Part IV, when using a SGC. Design the mixture to meet the requirements listed in Tables 1, 2, 
3, 4, 5, 8, 9, and 10. 

4.3.1.1. Target Laboratory-Molded Density When The TGC Is Used. Design the mixture at a 96.5% target 
laboratory-molded density. Increase the target laboratory-molded density to 97.0% or 97.5% at the 

 

4.3.1.2. Design Number of Gyrations (Ndesign) When The SGC Is Used. Design the mixture at 50 gyrations 
(Ndesign). Use a target laboratory-molded density of 96.0% to design the mixture; however, adjustments can 
be made to the Ndesign value as noted in Table 9. The Ndesign level may be reduced to no less than 35 

 

ordance 
with Tex-242-F, and provide results with the mixture design, or provide the laboratory mixture and request 
that the Department perform the Hamburg Wheel test. The Engineer will be allowed 10 working days to 
provide the Contractor with Hamburg Wheel test results on the laboratory mixture design. 

The Engineer will provide the mixture design when shown on the plans. The Contractor may submit a new 
mixture design at any time during the project. The Engineer will verify and approve all mixture designs 
(JMF1) before the Contractor can begin production. 

Provide the Engineer with a mixture design report using the Department-provided Excel template. Include the 
following items in the report: 

 the combined aggregate gradation, source, specific gravity, and percent of each material used; 
 asphalt binder content and aggregate gradation of RAP and RAS stockpiles; 
 the target laboratory-molded density (or Ndesign level when using the SGC); 
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results of all applicable tests;
 the mixing and molding temperatures; 
 the signature of the Level 2 person or persons that performed the design; 
 the date the mixture design was performed; and 
 a unique identification number for the mixture design. 

Table 8 
Master Gradation Limits (% Passing by Weight or Volume) and VMA Requirements 

Sieve 
Size 

A 
Coarse 
Base 

B 
Fine 
Base 

C 
Coarse 
Surface 

D 
Fine 

Surface 

F 
Fine 

Mixture 
2  100.01     

1-1/2  98.0 100.0 100.01    
1  78.0 94.0 98.0 100.0 100.01   

3/4  64.0 85.0 84.0 98.0 95.0 100.0 100.01  
1/2  50.0 70.0   98.0 100.0 100.01 
3/8   60.0 80.0 70.0 85.0 85.0 100.0 98.0 100.0 
#4 30.0 50.0 40.0 60.0 43.0 63.0 50.0 70.0 70.0 90.0 
#8 22.0 36.0 29.0 43.0 32.0 44.0 35.0 46.0 38.0 48.0 

#30 8.0 23.0 13.0 28.0 14.0 28.0 15.0 29.0 12.0 27.0 
#50 3.0 19.0 6.0 20.0 7.0 21.0 7.0 20.0 6.0 19.0 
#200 2.0 7.0 2.0 7.0 2.0 7.0 2.0 7.0 2.0 7.0 

Design VMA, % Minimum 
 12.0 13.0 14.0 15.0 16.0 

Production (Plant-Produced) VMA, % Minimum 
 11.5 12.5 13.5 14.5 15.5 

1. Defined as maximum sieve size. No tolerance allowed. 
 

Table 9 
Laboratory Mixture Design Properties 

Mixture Property Test Method Requirement 
Target laboratory-molded density, % (TGC) Tex-207-F 96.51 
Design gyrations (Ndesign for SGC) Tex-241-F 502 
Indirect tensile strength (dry), psi  Tex-226-F 85 2003 
Boil test4 Tex-530-C  
1. 

specification. 
2. Adjust within a range of 35 100 gyrations when shown on the plans or specification or when 

mutually agreed between the Engineer and Contractor. 
3. The Engineer may allow the IDT strength to exceed 200 psi if the corresponding Hamburg 

Wheel rut depth is greater than 3.0 mm and less than 12.5 mm. 
4. Used to establish baseline for comparison to production results. May be waived when 

approved. 
 

Table 10 
Hamburg Wheel Test Requirements 

High-Temperature Binder Grade Test Method 
Minimum # of Passes1 

@ 12.5 mm2 Rut Depth, Tested @ 
50°C 

PG 64 or lower 
Tex-242-F 

10,000 
PG 70 15,000 

PG 76 or higher 20,000 
1. May be decreased or waived when shown on the plans. 
2. When the rut depth at the required minimum number of passes is less than 3 mm, the 

Engineer may require the Contractor to increase the target laboratory-molded density 
(TGC) by 0.5% to no more than 97.5% or lower the Ndesign level (SGC) to no less than 
35 gyrations. 

4.3.2. Job-Mix Formula Approval. The job-mix formula (JMF) is the combined aggregate gradation, target 
laboratory-molded density (or Ndesign level), and target asphalt percentage used to establish target values 
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for hot-mix production. JMF1 is the original laboratory mixture design used to produce the trial batch. When 
WMA is used, JMF1 may be designed and submitted to the Engineer without including the WMA additive. 
When WMA is used, document the additive or process used and recommended rate on the JMF1 submittal. 
Furnish a mix design report (JMF1) with representative samples of all component materials and request 
approval to produce the trial batch. Provide approximately 10,000 g of the design mixture and request that 
the Department perform the Hamburg Wheel test if opting to have the Department perform the test. The 
Engineer will verify JMF1 based on plant-produced mixture from the trial batch unless otherwise determined. 
The Engineer may accept an existing mixture design previously used on a Department project and may 
waive the trial batch to verify JMF1. Provide split samples of the mixtures and blank samples used to 
determine the ignition oven correction factors. The Engineer will determine the aggregate and asphalt 
correction factors from the ignition oven used for production testing in accordance with Tex-236-F. 

The Engineer will use a TGC calibrated in accordance with Tex-914-K in molding production samples. 
GC is used 

to design the mix. 

The Engineer may perform Tex-530-C and retain the tested sample for comparison purposes during 
production. The Engineer may waive the requirement for the boil test. 

4.3.3. JMF Adjustments. If JMF adjustments are necessary to achieve the specified requirements, the adjusted 
JMF must: 

 be provided to the Engineer in writing before the start of a new lot; 
 be numbered in sequence to the previous JMF; 
 meet the mixture requirements in Table 4 and Table 5; 
 meet the master gradation limits shown in Table 8; and 
 be within the operational tolerances of the current JMF listed in Table 11. 

The Engineer may adjust the asphalt binder content to maintain desirable laboratory density near the 
optimum value while achieving other mix requirements. 

Table 11 
Operational Tolerances 

Description Test Method Allowable Difference Between 
Trial Batch and JMF1 Target 

Allowable Difference 
from Current JMF Target 

Individual % retained for #8 sieve and larger Tex-200-F 
or 

Tex-236-F 

Must be within 
master grading limits  

in Table 8 

±5.01,2 
Individual % retained for sieves smaller than #8 and 
larger than #200 ±3.01,2 

% passing the #200 sieve ±2.01,2 
Asphalt binder content, % Tex-236-F ±0.5 ±0.32 
Laboratory-molded density, % Tex-207-F ±1.0 ±1.0 
VMA, %, min Tex-204-F Note3 Note3 
1. When within these tolerances, mixture production gradations may fall outside the master grading limits; however, the % passing the 

#200 will be considered out of tolerance when outside the master grading limits.  
2. Only applies to mixture produced for Lot 1 and higher. 
3. Mixture is required to meet Table 8 requirements. 

4.4. Production Operations. Perform a new trial batch when the plant or plant location is changed. Take 
corrective action and receive approval to proceed after any production suspension for noncompliance to the 
specification. Submit a new mix design and perform a new trial batch when the asphalt binder content of:  

 any RAP stockpile used in the mix is more than 0.5% higher than the value shown on the mixture design 
report; or 

 RAS stockpile used in the mix is more than 2.0% higher than the value shown on the mixture design 
report. 

4.4.1. Storage and Heating of Materials. Do not heat the asphalt binder above the temperatures specified in 
Item 
Engineer with daily records of asphalt binder and hot-mix asphalt discharge temperatures (in legible and 
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otherwise directed. Do not store mixture for a period long enough to affect the quality of the mixture, nor in 
any case longer than 12 hr. unless otherwise approved. 

4.4.2. Mixing and Discharge of Materials. Notify the Engineer of the target discharge temperature and produce 
the mixture within 25°F of the target. Monitor the temperature of the material in the truck before shipping to 
ensure that it does not exceed 350°F (or 275°F for WMA) and is not lower than 215°F. The Department will 
not pay for or allow placement of any mixture produced above 350°F. 

Produce WMA within the target discharge temperature range of 215°F and 275°F when WMA is required. 
Take corrective action any time the discharge temperature of the WMA exceeds the target discharge range. 

controlling the production temperature within the target discharge range. Note that when WMA is produced, it 
may be necessary to adjust burners to ensure complete combustion such that no burner fuel residue remains 
in the mixture. 

Control the mixing time and temperature so that substantially all moisture is removed from the mixture before 
discharging from the plant. The Engineer may determine the moisture content by oven-drying in accordance 
with Tex-212-F, Part II, and verify that the mixture contains no more than 0.2% of moisture by weight. The 
Engineer will obtain the sample immediately after discharging the mixture into the truck, and will perform the 
test promptly. 

4.5. Hauling Operations. Clean all truck beds before use to ensure that mixture is not contaminated. Use a 
 

Use equipment for hauling as defined in Section 
equipment only when allowed. 

4.6. Placement Operations. Collect haul tickets from each load of mixture delivered to the project and provide 
 every hour, or as directed. Use a hand-held thermal 

camera or infrared thermometer to measure and record the internal temperature of the mixture as discharged 
from the truck or Material Transfer Device (MTD) before or as the mix enters the paver and an approximate 
station number or GPS coordinates on each ticket unless otherwise directed. Calculate the daily yield and 
cumulative yield for the specified lift and provide to the Engineer at the end of paving operations for each day 
unless otherwise directed. The Engineer may suspend production if the Contractor fails to produce and 
provide haul tickets and yield calculations by the end of paving operations for each day. 

Prepare the surface by removing raised pavement markers and objectionable material such as moisture, dirt, 
sand, leaves, and other loose impediments from the surface before placing mixture. Remove vegetation from 
pavement edges. Place the mixture to meet the typical section requirements and produce a smooth, finished 
surface with a uniform appearance and texture. Offset longitudinal joints of successive courses of hot-mix by 
at least 6 in. Place mixture so that longitudinal joints on the surface course coincide with lane lines, or as 
directed. Ensure that all finished surfaces will drain properly. 

Place the mixture at the rate or thickness shown on the plans. The Engineer will use the guidelines in 
Table 12 to determine the compacted lift thickness of each layer when multiple lifts are required. The 
thickness determined is based on the rate of 110 lb./sq. yd. for each inch of pavement unless otherwise 
shown on the plans. 
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Table 12 
Compacted Lift Thickness and Required Core Height 

Mixture Type 
Compacted Lift Thickness Guidelines Minimum Untrimmed Core 

Height (in.) Eligible for 
Testing Minimum (in.) Maximum (in.) 

A 3.00 6.00 2.00 
B 2.50 5.00 1.75 
C 2.00 4.00 1.50 
D 1.50 3.00 1.25 
F 1.25 2.50 1.25 

4.6.1. Weather Conditions. Place mixture when the roadway surface temperature is at or above 60°F unless 
otherwise approved. Measure the roadway surface temperature with a hand-held thermal camera or infrared 
thermometer. The Engineer may allow mixture placement to begin before the roadway surface reaches the 
required temperature if conditions are such that the roadway surface will reach the required temperature 
within 2 hr. of beginning placement operations. Place mixtures only when weather conditions and moisture 
conditions of the roadway surface are suitable as determined by the Engineer. The Engineer may restrict the 
Contractor from paving if the ambient temperature is likely to drop below 32°F within 12 hr. of paving. 

4.6.2. Tack Coat. Clean the surface before placing the tack coat. The Engineer will set the rate between 0.04 and 
0.10 gal. of residual asphalt per square yard of surface area. Apply a uniform tack coat at the specified rate 
unless otherwise directed. Apply the tack coat in a uniform manner to avoid streaks and other irregular 
patterns. Apply a thin, uniform tack coat to all contact surfaces of curbs, structures, and all joints. Allow 
adequate time for emulsion to break completely before placing any material. Prevent splattering of tack coat 
when placed adjacent to curb, gutter, and structures. Roll the tack coat with a pneumatic-tire roller to remove 
streaks and other irregular patterns when directed. 

4.6.3. Lay-Down Operations. 

4.6.3.1. Windrow Operations. Operate windrow pickup equipment so that when hot-mix is placed in windrows 
substantially all the mixture deposited on the roadbed is picked up and loaded into the paver. 

4.6.3.2. Hauling Equipment. Use belly dumps, live bottom, or end dump trucks to haul and transfer mixture; 
however, with exception of paving miscellaneous areas, end dump trucks are only allowed when used in 
conjunction with an MTD with remixing capability unless otherwise allowed. 

4.6.3.3. Screed Heaters. Turn off screed heaters, to prevent overheating of the mat, if the paver stops for more than 
5 min. 

4.7. Compaction. Compact the pavement uniformly to contain between 3.8% and 8.5% in-place air voids. 

Furnish the type, size, and number of rollers required for compaction as approved. Use a pneumatic-tire 
roller to seal the surface unless excessive pickup of fines occurs. Use additional rollers as required to 
remove any roller marks. Use only water or an approved release agent on rollers, tamps, and other 
compaction equipment unless otherwise directed. 

Use the control strip method shown in Tex-207-F, Part IV, on the first day of production to establish the 
rolling pattern that will produce the desired in-place air voids unless otherwise directed. 

Use tamps to thoroughly compact the edges of the pavement along curbs, headers, and similar structures 
and in locations that will not allow thorough compaction with rollers. The Engineer may require rolling with a 
trench roller on widened areas, in trenches, and in other limited areas. 

Complete all compaction operations before the pavement temperature drops below 160°F unless otherwise 
allowed. The Engineer may allow compaction with a light finish roller operated in static mode for pavement 
temperatures below 160°F. 
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Allow the compacted pavement to cool to 160°F or lower before opening to traffic unless otherwise directed. 
Sprinkle the finished mat with water or limewater, when directed, to expedite opening the roadway to traffic. 

4.8. Production Acceptance. 

4.8.1. Production Lot. Each day of production is defined as a production lot. Lots will be sequentially numbered 
and correspond to each new day of production. Note that lots are not subdivided into sublots for this 
specification. 

4.8.2. Production Sampling. 

4.8.2.1. Mixture Sampling. The Engineer may obtain mixture samples in accordance with Tex-222-F at any time 
during production. 

4.8.2.2. Asphalt Binder Sampling. The Engineer may obtain or require the Contractor to obtain 1 qt. samples of the 
asphalt binder at any time during production from a port located immediately upstream from the mixing drum 
or pug mill in accordance with Tex-500-C, Part II. The Engineer may test any of the asphalt binder samples 
to verify compliance with Item  

4.8.3. Production Testing. The Engineer will test at the frequency lis Guide Schedule of 
Sampling and Testing and this specification. The Engineer may suspend production if production tests do not 
meet specifications or are not within operational tolerances listed in Table 11. Take immediate corrective 

-molded density on any sample is less than 95.0% or greater than 98.0%, 

corrective actions do not produce acceptable results. The Engineer will allow production to resume when the 
proposed corrective action is likely to yield acceptable results. 

The Engineer may use alternate methods for determining the asphalt binder content and aggregate gradation 
if the aggregate mineralogy is such that Tex-236-F does not yield reliable results. Use the applicable test 
procedure if an alternate test method is selected. 

Table 13 
Production and Placement Testing 

Description Test Method 
Individual % retained for #8 sieve and larger Tex-200-F 

or 
Tex-236-F 

Individual % retained for sieves smaller than #8 and larger than #200 
% passing the #200 sieve 
Laboratory-molded density 

Tex-207-F Laboratory-molded bulk specific gravity 
In-Place air voids 
VMA Tex-204-F 
Moisture content Tex-212-F, Part II 
Theoretical maximum specific (Rice) gravity Tex-227-F 
Asphalt binder content Tex-236-F 
Hamburg Wheel test Tex-242-F 
Recycled Asphalt Shingles (RAS)1 Tex-217-F, Part III 
Asphalt binder sampling and testing Tex-500-C 
Tack coat sampling and testing Tex-500-C, Part III 
Boil test Tex-530-C 
1. Testing performed by the Construction Division or designated laboratory. 

4.8.3.1. Voids in Mineral Aggregates (VMA). The Engineer may determine the VMA for any production lot. Take 
immediate corrective action if the VMA value for any lot is less than the minimum VMA requirement for 
production listed in Table 
more than 0.5% below the minimum VMA requirement for production listed in Table 8. In addition to 
suspending production, the Engineer may require removal and replacement or may allow the lot to be left in 
place without payment. 
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4.8.3.2. Hamburg Wheel Test. The Engineer may perform a Hamburg Wheel test at any time during production, 
including when the boil test indicates a change in quality from the materials submitted for JMF1. In addition to 
testing production samples, the Engineer may obtain cores and perform Hamburg Wheel tests on any areas 
of the roadway where rutting is observed. Suspend production until further Hamburg Wheel tests meet the 
specified values when the production or core samples fail the Hamburg Wheel test criteria in Table 10. Core 
samples, if taken, will be obtained from the center of the finished mat or other areas excluding the vehicle 
wheel paths. The Engineer may require up to the entire lot of any mixture failing the Hamburg Wheel test to 

 

-  
-testing the 

failing material. The Construction Division will perform the Hamburg Wheel tests and determine the final 
disposition of the m . 

4.8.4. Individual Loads of Hot-Mix. The Engineer can reject individual truckloads of hot-mix. When a load of hot-
mix is rejected for reasons other than temperature, contamination, or excessive uncoated particles, the 
Contractor may request that the rejected load be tested. Make this request within 4 hr. of rejection. The 
Engineer will sample and test the mixture. If test results are within the operational tolerances shown in Table 
11, payment will be made for the load. If test results are not within operational tolerances, no payment will be 
made for the load. 

4.9. Placement Acceptance. 

4.9.1. Placement Lot. A placement lot is defin
Placement lot numbers will correspond with production lot numbers. 

4.9.2. Miscellaneous Areas. Miscellaneous areas include areas that typically involve significant handwork or 
discontinuous paving operations, such as temporary detours, driveways, mailbox turnouts, crossovers, 
gores, spot level-up areas, and other similar areas. Miscellaneous areas also include level-ups and thin 
overlays when the layer thickness specified on the plans is less than the minimum untrimmed core height 
eligible for testing shown in Table 12. The specified layer thickness is based on the rate of 110 lb./sq. yd. for 
each inch of pavement unless another rate is shown on the plans. Compact miscellaneous areas in 
accordance with Section -place air void 
determination except for temporary detours when shown on the plans. 

4.9.3. Placement Sampling. Provide the equipment and means to obtain and trim roadway cores on site. On site 
is defined as in close proximity to where the cores are taken. Obtain the cores within one working day of the 
time the placement lot is completed unless otherwise approved. Obtain two 6-in. diameter cores side-by-side 
at each location selected by the Engineer for in-place air void determination unless otherwise shown on the 
plans. For Type D and Type F mixtures, 4-in. diameter cores are allowed. Mark the cores for identification, 
measure and record the untrimmed core height, and provide the information to the Engineer. The Engineer 
will witness the coring operation and measurement of the core thickness. 

Visually inspect each core and verify that the current paving layer is bonded to the underlying layer. Take 
corrective action if an adequate bond does not exist between the current and underlying layer to ensure that 
an adequate bond will be achieved during subsequent placement operations. 

Trim the cores immediately after obtaining the cores from the roadway in accordance with Tex-207-F if the 
core heights meet the minimum untrimmed value listed in Table 12. Trim the cores on site in the presence of 
the Engineer. Use a permanent marker or paint pen to record the date and lot number on each core as well 
as the designation as Core A or B. The Engineer may require additional information to be marked on the core 
and may choose to sign or initial the core. The Engineer will take custody of the cores immediately after they 

pleted. Before turning 
the trimmed cores over to the Engineer, the Contractor may wrap the trimmed cores or secure them in a 
manner that will reduce the risk of possible damage occurring during transport by the Engineer. After testing, 
the Engineer will return the cores to the Contractor. 
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ession during transport, the Engineer will use Department-provided security bags and the 
Roadway Core Custody protocol located at http://www.txdot.gov/business/specifications.htm to provide a 
secure means and process that protects the integrity of the cores during transport. 

Instead of the Contractor trimming the cores on site immediately after coring, the Engineer and the 
Contractor may mutually agree to have the trimming operations performed at an alternate location such as a 
field laboratory or other similar location. In such cases, the Engineer will take possession of the cores 
immediately after they are obtained from the roadway and will retain custody of the cores until testing is 
completed. Either the Department or Contractor representative may perform trimming of the cores. The 
Engineer will witness all trimming operations in cases where the Contractor representative performs the 
trimming operation. 

Dry the core holes and tack the sides and bottom immediately after obtaining the cores. Fill the hole with the 
same type of mixture and properly compact the mixture. Repair core holes with other methods when 
approved. 

4.9.4. Placement Testing. The Engineer may measure in-place air voids at any time during the project to verify 
specification compliance. 

4.9.4.1. In-Place Air Voids. The Engineer will measure in-place air voids in accordance with Tex-207-F and 
Tex-227-F. Cores not meeting the height requirements in Table 12 will not be tested. Before drying to a 
constant weight, cores may be pre-dried using a Corelok or similar vacuum device to remove excess 
moisture. The Engineer will use the corresponding theoretical maximum specific gravity to determine the air 
void content of each core. The Engineer will use the average air void content of the 2 cores to determine the 
in-place air voids at the selected location. 

The Engineer will use the vacuum method to seal the core if required by Tex-207-F. The Engineer will use 
the test results from the unsealed core if the sealed core yields a higher specific gravity than the unsealed 
core. After determining the in-place air void content, the Engineer will return the cores and provide test 
results to the Contractor. 

Take immediate corrective action when the in-place air voids exceed the range of 3.8% and 8.5% to bring the 
operation within these tolerances. The Engineer may suspend operations or require removal and 
replacement if the in-place air voids are less than 2.7% or greater than 9.9%. The Engineer will allow paving 
to resume when the proposed corrective action is likely to yield between 3.8% and 8.5% in-place air voids. 
Areas defined in Section -place air void determination. 

4.9.5. Irregularities. Identify and correct irregularities including segregation, rutting, raveling, flushing, fat spots, 
mat slippage, irregular color, irregular texture, roller marks, tears, gouges, streaks, uncoated aggregate 
particles, or broken aggregate particles. The Engineer may also identify irregularities, and in such cases, the 
Engineer will promptly notify the Contractor. If the Engineer determines that the irregularity will adversely 
affect pavement performance, the Engineer may require the Contractor to remove and replace (at the 

bond to the existing pavement. If irregularities are detected, the Engineer may require the Contractor to 
immediately suspend operations or may allow the Contractor to continue operations for no more than one 
day while the Contractor is taking appropriate corrective action. 

4.9.6. Ride Quality. Use Surface Test Type A to 
 

5. MEASUREMENT 

Hot mix will be measured by the ton of composite hot-mix, which includes asphalt, aggregate, and additives. 
Measure the weight on scales in accordance with Item  

http://www.txdot.gov/business/specifications.htm
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6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
Section 340.5.,  will be paid for at the unit b -Mix Asphalt (SQ
of the mixture type, SAC, and binder specified. These prices are full compensation for surface preparation, 
materials including tack coat, placement, equipment, labor, tools, and incidentals. 

Trial batches will not be paid for unless they are included in pavement work approved by the Department. 

Pay adjustment for ride quality, if applicable, will be determined in accordance with Item 
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Item 351 
Flexible Pavement Structure Repair 
1. DESCRIPTION 

Repair localized sections of flexible pavement structure including subgrade, base, and surfacing as shown on 
the plans. 

2. MATERIALS 

Furnish materials unless otherwise shown on the plans. Provide materials of the type and grade as shown on 
the plans and in accordance with the following. 

 Item  
 Item  
 Item  
 Item -  
 Item -  
 Item -Mi  
 Item -  
 Item -  
 Item  
 Item  
 Item  
 Item -Mix Cold-  
 Item raded Hot-  

For asphalt concrete materials, Contractor testing and bonus and penalty provisions will be waived unless 
otherwise shown on the plans. 

3. EQUIPMENT 

Furnish equipment in accordance with pertinent Items. Use of a motor grader will be permitted for asphalt 
concrete pavement unless otherwise shown on the plans. 

4. WORK METHODS 

Repair using one or more of the following operations as shown on the plans. For Contracts with callout work, 
begin physical repair within 24 hr. of notification unless otherwise shown on the plans. Cut neat vertical faces 
around the perimeter of the work area when removing pavement structure layers. Removed materials are the 
property of the Contractor unless otherwise shown on the plans. Dispose of removed material in accordance 
with federal, state, and local regulations. Provide a smooth line and grade conforming to the adjacent 
pavement. 

4.1. Removing Pavement Structure. Remove adjacent soil and vegetation if necessary to prevent 
contamination of the repair area, and place it in a windrow. Do not damage adjacent pavement structure 
during repair operations. Remove flexible pavement structure layers from work area if subgrade work is 
required. 
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4.2. Preparing Subgrade. Fill holes, ruts, and depressions with approved material. Wet, reshape, and compact 
the subgrade thoroughly as directed. 

Remove unstable subgrade material to the depth directed and replace with an approved material where 
subgrade has failed. 

4.3. Mixing and Placing Base Material. Place, spread, and compact material in accordance with the applicable 
Item to the required or directed depth. Pulverize bituminous material to a maximum dimension of 2-1/2 in. 
and uniformly mix with existing base to the depth shown on the plans when the material is to remain in 
pavement structure. 

4.3.1. Flexible Base. Use existing base and add new flexible base as required in accordance with Item 247, 
 

4.3.2. Lime-Stabilized Base. Use existing base, add new flexible base, and stabilize with a minimum lime content 
of 3% by weight of the total mixture. Construct in accordance with Item -
or Item -  achieve required section. 

4.3.3. Cement-Stabilized Base. Use existing base, add flexible base, and stabilize with a minimum cement 
content of 4% by weight of the total mixture. Construct in accordance with Item 
(Road-  ant-
required section. 

4.3.4. Asphalt-Stabilized Base. Place asphalt-stabilized base in accordance with Item 
(Plant-  -Graded Hot-  details shown on the 
plans to achieve required section. 

4.3.5. Limestone Rock Asphalt. Place in accordance with Item 
details shown on the plans to achieve required section. 

4.4. Curing Base. Cure in accordance with the appropriate Item unless otherwise directed or approved. Maintain 
completed base sections until surfacing. 

4.5. Surfacing. Apply surfacing with materials as shown on the plans to the completed base section. 

4.5.1. Prime Coat. Protect the compacted, finished, and cured flexible, lime-stabilized, or cement-stabilized base 
mixtures with a prime coat of the type and grade shown on the plans. Apply the prime coat at the rate shown 
on the plans. 

4.5.2. Surface Treatments. Apply surface treatment with the type and grade of asphalt and aggregate as shown 
on the plans in accordance with Item  

4.5.3. Asphalt Concrete Pavement. Apply tack coat of the type and grade and at the rate shown on the plans 
unless otherwise directed. Construct in accordance with Item 
Item -Mix Cold-  -Graded Hot-Mix Asphalt 

 

4.6. Finishing. Regrade and compact disturbed topsoil. Clean roadway surface after repair operations. 

5. MEASUREMENT 

This Item will be measured by the square yard. In areas where material is excavated, as directed, to depths 
greater than those specified on the plans, measurement will be made by dividing the actual depth of such 
area by the plan depth and then multiplying this figure by the area in square yard of work performed. 
Calculations for each repaired area will be rounded up to the nearest 1/10 sq. yd. At each repair location, the 
minimum area for payment purposes will be 1 sq. yd. 
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The minimum quantity for Contracts with callout work is 5 sq. yd. per callout unless otherwise shown on the 
plans. 

6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

depth. This price is full compensation for scarifying, removing, hauling, spreading, disposing of, and 
stockpiling existing pavement structure; removing objectionable or unstable material; furnishing and placing 
materials; maintaining completed section before surfacing; applying tack or prime coat; hauling, sprinkling, 
spreading, and compacting; and equipment, labor, tools, and incidentals. 
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Item 354 
Planing and Texturing Pavement 

1. DESCRIPTION 

Plane, or plane and texture, existing asphalt concrete pavement, asphalt-stabilized base, or concrete 
pavement. Texture bridge deck surfaces. 

2. EQUIPMENT 

 

2.1. Planing Machine. Use planing machines that: 
 have a minimum 6-ft. cutting width except for work areas less than 6 ft. wide; 
 are self-propelled with enough power, traction, and stability to maintain an accurate depth of cut and 

slope; 
 can cut in one continuous operation: 4 in. of asphalt concrete pavement, 1 in. of concrete pavement, or 

a combination of 2 in. of asphalt concrete pavement and 1/2 in. of concrete pavement; 
 use dual longitudinal controls capable of operating on both sides automatically from any longitudinal 

grade reference, which includes string line, ski, mobile string line, or matching shoe; 
 use transverse controls with an automatic system to control cross slope at a given rate; 
 use integral loading and reclaiming devices to allow cutting, removal, and discharge of the material into 

a truck in one operation; and 
 include devices to control dust created by the cutting action. 

2.2. Manual System. Use a manual system that can achieve a uniform depth of cut, flush to all inlets, valve 
covers, manholes, and other appurtenances within the paved area. Use of a manual system is allowed for 
areas restricted to self-propelled access and for detail pavement removal. 

2.3. Sweeper. Use a street sweeper to remove cuttings and debris from the planed or textured pavement unless 
otherwise approved. Equip the sweeper with a water tank, dust control spray assembly, both a pick-up and a 
gutter broom, and a debris hopper. 

3. CONSTRUCTION 

3.1. Grade Reference. Place grade reference points at maximum intervals of 50 ft. in accordance with Item 5, 
Control of the Work

reference so the maximum deflection does not exceed 1/16 in. between supports. 

3.2. Planing and Texturing. Vary the speed of the machine to leave a grid or other pattern type with 
discontinuous longitudinal reach. Remove the pavement surface for the length, depth, and width shown on 
the typical section and to the established line and grades. Remove pavement to vertical lines adjacent to 
curbs, gutters, inlets, manholes, or other obstructions. Do not damage appurtenances or underlying 
pavement. Provide a planed surface that has a uniform textured appearance and riding surface. Surface 
should be free from gouges, continuous longitudinal grooves, ridges, oil film, and other imperfections of 
workmanship. Leave a uniform surface of concrete pavement free of asphalt materials when removing an 
asphalt concrete pavement overlay. 

Provide a minimum texture depth of not less than 0.05 in. when an overlay on the planed pavement is not 
required. Stop planing operations when surface texture depth is not sufficient. Plane no more than 3/16 in. 
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into the original deck surface on bridges. Never damage armor joints, sealed expansion joints, and other 
appurtenances. 

Provide a pavement surface that, after planing, has a smooth riding quality and is true to the established line, 
grade, and cross-section. Provide a pavement surface that does not vary more than 1/8 in. in 10 ft. Evaluate 
this criterion with a 10-ft. straightedge placed parallel to the centerline of the roadway. Deviations will be 
measured from the top of the texture. Correct any point in the surface not meeting this requirement. 

Sweep pavement and gutter. Leave pavement and curb clean. 

3.3. Edge Treatments. Slope vertical or near vertical longitudinal faces in the pavement surface for areas under 
traffic in accordance with the requirements on the plans at the end of the day. Taper transverse faces to 
provide an acceptable ride. 

3.4. Salvaged Materials. The Department will retain ownership of planed materials unless otherwise shown on 
the plans. Stockpile salvaged materials at locations shown on the plans. Prepare the stockpile site by 
removing vegetation and trash and providing proper drainage. Keep salvaged paving material free from 
contamination during its removal, transportation, and storage. Place different types or quality of salvaged 
asphalt paving material into separate stockpiles. Dispose of unsalvageable material in accordance with 
applicable federal, state, and local regulations. 

4. MEASUREMENT 

This Item will be measured by the square yard of surface area for each pavement type including asphalt 
concrete pavement, concrete pavement, and bridge decks. Measurement will be based on the depth shown 
for each bid item, within the limits shown on the plans, regardless of the number of passes required. Only 
1 bid item for each pavement type will apply to any 1 location. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

 Planing Asphalt Concrete Pavement Planing Concrete 
 

The planing of concrete pavement to remove all asphalt concrete pavement as required under Article 354.3., 
concrete pavement of the depth shown on the plans. 

This price is full compensation for removing all material to the depth shown; texturing the pavement surface 
when texturing is shown in the bid item description; loading, hauling, and unloading; stockpiling or disposing 
of material; sweeping; tapering or sloping longitudinal or transverse joints as described under 
Section 
receive approval for use of equipment will not be paid for unless work is performed in accordance with the 
Contract and is accepted. 
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Item 360 

Concrete Pavement 

1. DESCRIPTION 

Construct hydraulic cement concrete pavement with or without curbs on the concrete pavement. 

2. MATERIALS 

2.1. Hydraulic Cement Concrete. Provide hydraulic cement concrete in accordance with Item 421, “Hydraulic 
Cement Concrete.” Use compressive strength testing unless otherwise shown on the plans. Provide Class P 
concrete designed to meet a minimum average compressive strength of 3,200 psi or a minimum average 
flexural strength of 450 psi at 7 days or a minimum average compressive strength of 4,000 psi or a minimum 
average flexural strength of 570 psi at 28 days. Test in accordance with Tex-448-A or Tex-418-A. 

Obtain written approval if the concrete mix design exceeds 520 lb. per cubic yard of cementitious material. 

Use coarse aggregates for continuously reinforced concrete pavements to produce concrete with a 
coefficient of thermal expansion not more than 5.5 × 10-6 in./in./°F. Provide satisfactory Tex-428-A test data 
from an approved testing laboratory if the coarse aggregate coefficient of thermal expansion listed on the 
Department’s Concrete Rated Source Quality Catalog is not equal to or less than 5.5 × 10-6 in./in./°F. 

Provide Class HES concrete for very early opening of small pavement areas or leave-outs to traffic when 
shown on the plans or allowed. Design Class HES to meet the requirements of Class P and a minimum 
average compressive strength of 3,200 psi or a minimum average flexural strength of 450 psi in 24 hr., 
unless other early strength and time requirements are shown on the plans or allowed. 

Use Class A or P concrete meeting the requirements of Item 421, “Hydrualic Cement Concrete,” and this 
Item for curbs that are placed separately from the pavement. 

2.2. Reinforcing Steel. Provide Grade 60 or above, deformed steel for bar reinforcement in accordance with 
Item 440, “Reinforcement for Concrete.” Provide positioning and supporting devices (baskets and chairs) 
capable of securing and holding the reinforcing steel in proper position before and during paving. Provide 
corrosion protection when shown on the plans. 

2.2.1. Dowels. Provide smooth, straight dowels of the size shown on the plans, free of burrs, and conforming to the 
requirements of Item 440, “Reinforcement for Concrete.” Coat dowels with a thin film of grease, wax, silicone 
or other approved de-bonding material. Provide dowel caps on the lubricated end of each dowel bar used in 
an expansion joint. Provide dowel caps filled with a soft compressible material with enough range of 
movement to allow complete closure of the expansion joint. 

2.2.2. Tie Bars. Provide straight deformed steel tie bars. Provide either multiple-piece tie bars or single-piece tie 
bars as shown on the plans. Furnish multiple piece tie bar assemblies from the list of approved multiple-piece 
tie bars that have been prequalified in accordance with DMS-4515 “Multiple Piece Tie Bars for Concrete 
Pavements,” when used. Multiple-piece tie bars used on individual projects must be sampled in accordance 
with Tex-711-I, and tested in accordance with DMS-4515 “Multiple Piece Tie Bars for Concrete Pavements.” 

2.3. Alternative Reinforcing Materials. Provide reinforcement materials of the dimensions and with the physical 
properties specified when allowed or required by the plans. Provide manufacturer’s certification of required 
material properties. 
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2.4. Curing Materials. Provide Type 2 membrane curing compound conforming to DMS-4650, “Hydraulic 
Cement Concrete Curing Materials and Evaporation Retardants.” Provide SS-1 emulsified asphalt 
conforming to Item 300, “Asphalts, Oils, and Emulsions,” for concrete pavement to be overlaid with asphalt 
concrete under this Contract unless otherwise shown on the plans or approved. Provide materials for other 
methods of curing conforming to the requirements of Item 422, “Concrete Superstructures.” Provide 
insulating blankets for curing fast track concrete pavement with a minimum thermal resistance (R) rating of 
0.5 hour-square foot F/BTU. Use insulating blankets that are free from tears and are in good condition. 

2.5. Epoxy. Provide Type III, Class C epoxy in accordance with DMS-6100, “Epoxies and Adhesives,” for 
installing all drilled-in reinforcing steel. Submit a work plan and request approval for the use of epoxy types 
other than Type III, Class C. 

2.6. Evaporation Retardant. Provide evaporation retardant conforming to DMS-4650., “Hydraulic Cement 
Concrete Curing Materials and Evaporation Retardants.” 

2.7. Joint Sealants and Fillers. Provide Class 5 or Class 8 joint-sealant materials and fillers unless otherwise 
shown on the plans or approved and other sealant materials of the size, shape, and type shown on the plans 
in accordance with DMS-6310, “Joint Sealants and Fillers.” 

3. EQUIPMENT 

Furnish and maintain all equipment in good working condition. Use measuring, mixing, and delivery 
equipment conforming to the requirements of Item 421, “Hydraulic Cement Concrete.” Obtain approval for 
other equipment used. 

3.1. Placing, Consolidating, and Finishing Equipment. Provide approved self-propelled paving equipment that 
uniformly distributes the concrete with minimal segregation and provides a smooth machine-finished 
consolidated concrete pavement conforming to plan line and grade. Provide an approved automatic grade 
control system on slip-forming equipment. Provide approved mechanically-operated finishing floats capable 
of producing a uniformly smooth pavement surface. Provide equipment capable of providing a fine, light 
water fog mist. 

When string-less paving equipment is used, use Section 5.9.3, “Method C,” and establish control points at 
maximum intervals of 500 ft. Use these control points as reference to perform the work. 

Provide mechanically-operated vibratory equipment capable of adequately consolidating the concrete. 
Provide immersion vibrators on the paving equipment at sufficiently close intervals to provide uniform 
vibration and consolidation of the concrete over the entire width and depth of the pavement and in 
accordance with the manufacturer’s recommendations. Provide immersion vibrator units that operate at a 
frequency in air of at least 8,000 cycles per minute. Provide enough hand-operated immersion vibrators for 
timely and proper consolidation of the concrete along forms, at all joints and in areas not covered by other 
vibratory equipment. Surface vibrators may be used to supplement equipment-mounted immersion vibrators. 
Provide tachometers to verify the proper operation of all vibrators. 

For small or irregular areas or when approved, the paving equipment described in this Section is not 
required. 

3.2. Forming Equipment. 

3.2.1. Pavement Forms. Provide metal side forms of sufficient cross-section, strength, and rigidity to support the 
paving equipment and resist the impact and vibration of the operation without visible springing or settlement. 
Use forms that are free from detrimental kinks, bends, or warps that could affect ride quality or alignment. 
Provide flexible or curved metal or wood forms for curves of 100-ft. radius or less. 

3.2.2. Curb Forms. Provide curb forms for separately placed curbs that are not slipformed that conform to the 
requirements of Item 529, “Concrete Curb, Gutter, and Combined Curb and Gutter.” 
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3.3. Reinforcing Steel Inserting Equipment. Provide inserting equipment that accurately inserts and positions 
reinforcing steel in the plastic concrete parallel to the profile grade and horizontal alignment in accordance to 
plan details when approved. 

3.4. Texturing Equipment. 

3.4.1. Carpet Drag. Provide a carpet drag mounted on a work bridge or a manual moveable support system. 
Provide a single piece of carpet of sufficient transverse length to span the full width of the pavement being 
placed and adjustable so that a sufficient longitudinal length of carpet is in contact with the concrete being 
placed to produce the desired texture. Obtain approval to vary the length and width of the carpet to 
accommodate specific applications. 

3.4.2. Tining Equipment. Provide a self-propelled metal tine device equipped with steel tines with cross-section 
approximately 1/32 in. thick × 1/12 in. wide. Provide tines for transverse tining equipment spaced at 
approximately 1 in., center-to-center, or provide tines for longitudinal tining equipment spaced at 
approximately 3/4 in., center-to-center. Manual methods that produce an equivalent texture may be used 
when it is impractical to use self-propelled equipment, such as for small areas, narrow width sections, and in 
emergencies due to equipment breakdown. 

3.5. Curing Equipment. Provide a self-propelled machine for applying membrane curing compound using 
mechanically-pressurized spraying equipment with atomizing nozzles. Provide equipment and controls that 
maintain the required uniform rate of application over the entire paving area. Provide curing equipment that is 
independent of all other equipment when required to meet the requirements of Section 360.4.9., “Curing.” 
Hand-operated pressurized spraying equipment with atomizing nozzles may only be used on small or 
irregular areas, narrow width sections, or in emergencies due to equipment breakdown. 

3.6. Sawing Equipment. Provide power-driven concrete saws to saw the joints shown on the plans. Provide 
standby power-driven concrete saws during concrete sawing operations. 

3.7. Grinding Equipment. Provide self-propelled powered grinding equipment that is specifically designed to 
smooth and texture concrete pavement using circular diamond blades when required. Provide equipment 
with automatic grade control capable of grinding at least a 3-ft. width longitudinally in each pass without 
damaging the concrete. 

3.8. Testing Equipment. Provide testing equipment regardless of job-control testing responsibilities in 
accordance with Item 421, “Hydraulic Cement Concrete,” unless otherwise shown on the plans or specified. 

3.9. Coring Equipment. Provide coring equipment capable of extracting cores in accordance with the 
requirements of Tex-424-A when required. 

3.10. Miscellaneous Equipment. Furnish both 10-ft. and 15-ft. steel or magnesium long-handled, standard 
straightedges. Furnish enough work bridges, long enough to span the pavement, for finishing and inspection 
operations. 

4. CONSTRUCTION 

Obtain approval for adjustments to plan grade-line to maintain thickness over minor subgrade or base high 
spots while maintaining clearances and drainage. Maintain subgrade or base in a smooth, clean, compacted 
condition in conformity with the required section and established grade until the pavement concrete is placed. 
Keep subgrade or base damp with water before placing pavement concrete. 

Adequately light the active work areas for all nighttime operations. Provide and maintain tools and materials 
to perform testing. 

4.1. Paving and Quality Control Plan. Submit a paving and quality control plan for approval before beginning 
pavement construction operations. Include details of all operations in the concrete paving process, including 
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methods to construct transverse joints, methods to consolidate concrete at joints, longitudinal construction 
joint layout, sequencing, curing, lighting, early opening, leave-outs, sawing, inspection, testing, construction 
methods, other details and description of all equipment. List certified personnel performing the testing. 
Submit revisions to the paving and quality control plan for approval. 

4.2. Job-Control Testing. Perform all fresh and hardened concrete job-control testing at the specified frequency 
unless otherwise shown on the plans. Provide job-control testing personnel meeting the requirements of 
Item 421, “Hydraulic Cement Concrete.” Provide and maintain testing equipment, including strength testing 
equipment at a location acceptable to the Engineer. Use of a commercial laboratory is acceptable. Maintain 
all testing equipment calibrated in accordance with pertinent test methods. Make strength-testing equipment 
available to the Engineer for verification testing. 

Provide the Engineer the opportunity to witness all tests. The Engineer may require a retest if not given the 
opportunity to witness. Furnish a copy of all test results to the Engineer daily. Check the first few concrete 
loads for slump and temperature to verify concrete conformance and consistency on start-up production 
days. Sample and prepare strength-test specimens (2 specimens per test) on the first day of production and 
for each 3,000 sq. yd. or fraction thereof of concrete pavement thereafter. Prepare at least 1 set of strength-
test specimens for each production day. Perform slump and temperature tests each time strength specimens 
are made. Monitor concrete temperature to ensure that concrete is consistently within the temperature 
requirements. The Engineer will direct random job-control sampling and testing. Immediately investigate and 
take corrective action as approved if any Contractor test result, including tests performed for verification 
purposes, does not meet specification requirements. 

The Engineer will perform job-control testing when the testing by the Contractor is waived by the plans; 
however, this does not waive the Contractor’s responsibility for providing materials and work in accordance 
with this Item. 

4.2.1. Job-Control Strength. Use 7-day job-control concrete strength testing in accordance with Tex-448-A or 
Tex-418-A unless otherwise shown on the plans or permitted. 

Use a compressive strength of 3,200 psi or a lower job-control strength value proven to meet a 28-day 
compressive strength of 4,000 psi as correlated in accordance with Tex-427-A for 7-day job-control by 
compressive strength. Use a flexural strength of 450 psi or a lower job-control strength value proven to meet 
a 28-day flexural strength of 570 psi as correlated in accordance with Tex-427-A for 7-day job-control by 
flexural strength. 

Job control of concrete strength may be correlated to an age other than 7 days in accordance with Tex-427-A 
when approved. Job-control strength of Class HES concrete is based on the required strength and time. 

Investigate the strength test procedures, the quality of materials, the concrete production operations, and 
other possible problem areas to determine the cause when a job-control concrete strength test value is more 
than 10% below the required job-control strength or when 3 consecutive job-control strength values fall below 
the required job-control strength. Take necessary action to correct the problem, including redesign of the 
concrete mix if needed. The Engineer may suspend concrete paving if the Contractor is unable to identify, 
document, and correct the cause of low-strength test values in a timely manner. The Engineer will evaluate 
the structural adequacy of the pavements if any job-control strength is more than 15% below the required 
job-control strength. Remove and replace pavements found to be structurally inadequate at no additional 
cost when directed. 

4.2.2. Split-Sample Verification Testing. Perform split-sample verification testing with the Engineer on random 
samples taken and split by the Engineer at a rate of at least 1 for every 10 job-control samples. The Engineer 
will evaluate the results of split-sample verification testing. Immediately investigate and take corrective action 
as approved when results of split-sample verification testing differ more than the allowable differences shown 
in Table 1, or the average of 10 job-control strength results and the Engineer’s split-sample strength result 
differ by more than 10%. 
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Table 1 
Verification Testing Limits 

Test Method Allowable Differences 

Temperature, Tex-422-A 2°F 

Flexural strength, Tex-448-A 19% 

Compressive strength, Tex-418-A 10% 

4.3. Reinforcing Steel and Joint Assemblies. Accurately place and secure in position all reinforcing steel as 
shown on the plans. Place dowels at mid-depth of the pavement slab, parallel to the surface. Place dowels 
for transverse contraction joints parallel to the pavement edge. Tolerances for location and alignment of 
dowels will be shown on the plans. Stagger the lap locations so that no more than 1/3 of the longitudinal steel 
is spliced in any given 12-ft. width and 2-ft. length of the pavement. Use multiple-piece tie bars, drill and 
epoxy grout tie bars, or, if approved, mechanically-inserted single-piece tie bars at longitudinal construction 
joints. Verify that tie bars that are drilled and epoxied or mechanically inserted into concrete at longitudinal 
construction joints develop a pullout resistance equal to a minimum of 3/4 of the yield strength of the steel 
after 7 days. Test 15 bars using ASTM E488, except that alternate approved equipment may be used. All 15 
tested bars must meet the required pullout strength. Perform corrective measures to provide equivalent 
pullout resistance if any of the test results do not meet the required minimum pullout strength. Repair 
damage from testing. Acceptable corrective measures include but are not limited to installation of additional 
or longer tie bars. 

4.3.1. Manual Placement. Secure reinforcing bars at alternate intersections with wire ties or locking support chairs. 
Tie all splices with wire. 

4.3.2. Mechanical Placement. Complete the work using manual placement methods described above if 
mechanical placement of reinforcement results in steel misalignment or improper location, poor concrete 
consolidation, or other inadequacies. 

4.4. Joints. Install joints as shown on the plans. Joint sealants are not required on concrete pavement that is to 
be overlaid with asphaltic materials. Clean and seal joints in accordance with Item 438, “Cleaning and 
Sealing Joints.” Repair excessive spalling of the joint saw groove using an approved method before installing 
the sealant. Seal all joints before opening the pavement to all traffic. Install a rigid transverse bulkhead, for 
the reinforcing steel, and shaped accurately to the cross-section of the pavement when placing of concrete is 
stopped. 

4.4.1. Placing Reinforcement at Joints. Complete and place the assembly of parts at pavement joints at the 
required location and elevation, with all parts rigidly secured in the required position, when shown on the 
plans. 

4.4.2. Transverse Construction Joints. 

4.4.2.1. Continuously Reinforced Concrete Pavement (CRCP). Install additional longitudinal reinforcement 
through the bulkhead when shown on the plans. Protect the reinforcing steel immediately beyond the 
construction joint from damage, vibration, and impact. 

4.4.2.2. Concrete Pavement Contraction Design (CPCD). Install and rigidly secure a complete joint assembly and 
bulkhead in the planned transverse contraction joint location when the placing of concrete is intentionally 
stopped. Install a transverse construction joint either at a planned transverse contraction joint location or mid-
slab between planned transverse contraction joints when the placing of concrete is unintentionally stopped. 
Install tie bars of the size and spacing used in the longitudinal joints for mid-slab construction joints. 

4.4.2.3. Curb Joints. Provide joints in the curb of the same type and location as the adjacent pavement. Use 
expansion joint material of the same thickness, type, and quality required for the pavement and of the section 
shown for the curb. Extend expansion joints through the curb. Construct curb joints at all transverse 
pavement joints. Place reinforcing steel into the plastic concrete pavement for non-monolithic curbs as 
shown on the plans unless otherwise approved. Form or saw the weakened plane joint across the full width 
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of concrete pavement and through the monolithic curbs. Construct curb joints in accordance with Item 529, 
“Concrete Curb, Gutter, and Combined Curb and Gutter.” 

4.5. Placing and Removing Forms. Use clean and oiled forms. Secure forms on a base or firm subgrade that is 
accurately graded and that provides stable support without deflection and movement by form riding 
equipment. Pin every form at least at the middle and near each end. Tightly join and key form sections 
together to prevent relative displacement. 

Set side forms far enough in advance of concrete placement to permit inspection. Check conformity of the 
grade, alignment, and stability of forms immediately before placing concrete, and make all necessary 
corrections. Use a straightedge or other approved method to test the top of forms to ensure that the ride 
quality requirements for the completed pavement will be met. Stop paving operations if forms settle or deflect 
more than 1/8 in. under finishing operations. Reset forms to line and grade, and refinish the concrete surface 
to correct grade. 

Avoid damage to the edge of the pavement when removing forms. Repair damage resulting from form 
removal and honeycombed areas with a mortar mix within 24 hr. after form removal unless otherwise 
approved. Clean joint face and repair honeycombed or damaged areas within 24 hr. after a bulkhead for a 
transverse construction joint has been removed unless otherwise approved. Promptly apply membrane 
curing compound to the edge of the concrete pavement when forms are removed before 72 hr. after concrete 
placement. 

Forms that are not the same depth as the pavement, but are within 2 in. of that depth are permitted if the 
subbase is trenched or the full width and length of the form base is supported with a firm material to produce 
the required pavement thickness. Promptly repair the form trench after use. Use flexible or curved wood or 
metal forms for curves of 100-ft. radius or less. 

4.6. Concrete Delivery. Clean delivery equipment as necessary to prevent accumulation of old concrete before 
loading fresh concrete. Use agitated delivery equipment for concrete designed to have a slump of more than 
5 in. Segregated concrete is subject to rejection. 

Begin the discharge of concrete delivered in agitated delivery equipment conforming to the requirements of 
Item 421, “Hydraulic Cement Concrete.” Place non-agitated concrete within 45 min. after batching. Reduce 
times as directed when hot weather or other conditions cause quick setting of the concrete. 

4.7. Concrete Placement. Do not allow the pavement edge to deviate from the established paving line by more 
than 1/2 in. at any point. Place the concrete as near as possible to its final location, and minimize 
segregation and rehandling. Distribute concrete using shovels where hand spreading is necessary. Do not 
use rakes or vibrators to distribute concrete. 

4.7.1. Consolidation. Consolidate all concrete by approved mechanical vibrators operated on the front of the 
paving equipment. Use immersion-type vibrators that simultaneously consolidate the full width of the 
placement when machine finishing. Keep vibrators from dislodging reinforcement. Use hand-operated 
vibrators to consolidate concrete along forms, at all joints and in areas not accessible to the machine-
mounted vibrators. Do not operate machine-mounted vibrators while the paving equipment is stationary. 
Vibrator operations are subject to review. 

4.7.2. Curbs. Conform to the requirements of Item 529, “Concrete Curb, Gutter, and Combined Curb and Gutter” 
where curbs are placed separately. 

4.7.3. Temperature Restrictions. Place concrete that is between 40°F and 95°F when measured in accordance 
with Tex-422-A at the time of discharge, except that concrete may be used if it was already in transit when 
the temperature was found to exceed the allowable maximum. Take immediate corrective action or cease 
concrete production when the concrete temperature exceeds 95°F. 

Do not place concrete when the ambient temperature in the shade is below 40°F and falling unless 
approved. Concrete may be placed when the ambient temperature in the shade is above 35°F and rising or 
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above 40°F. Protect the pavement with an approved insulating material capable of protecting the concrete 
for the specified curing period when temperatures warrant protection against freezing. Submit for approval 
proposed measures to protect the concrete from anticipated freezing weather for the first 72 hr. after 
placement. Repair or replace all concrete damaged by freezing. 

4.8. Spreading and Finishing. Finish all concrete pavement with approved self-propelled equipment. Use 
power-driven spreaders, power-driven vibrators, power-driven strike-off, screed, or approved alternate 
equipment. Use the transverse finishing equipment to compact and strike-off the concrete to the required 
section and grade without surface voids. Use float equipment for final finishing. Use concrete with a 
consistency that allows completion of all finishing operations without addition of water to the surface. Use the 
minimal amount of water fog mist necessary to maintain a moist surface. Reduce fogging if float or 
straightedge operations result in excess slurry. 

4.8.1. Finished Surface. Perform sufficient checks with long-handled 10-ft. and 15-ft. straightedges on the plastic 
concrete to ensure the final surface is within the tolerances specified in Surface Test A in Item 585, “Ride 
Quality for Pavement Surfaces.” Check with the straightedge parallel to the centerline. 

4.8.2. Maintenance of Surface Moisture. Prevent surface drying of the pavement before application of the curing 
system by means that may include water fogging, the use of wind screens, and the use of evaporation 
retardants. Apply evaporation retardant at the manufacturer’s recommended rate. Reapply the evaporation 
retardant as needed to maintain the concrete surface in a moist condition until curing system is applied. Do 
not use evaporation retardant as a finishing aid. Failure to take acceptable precautions to prevent surface 
drying of the pavement will be cause for shutdown of pavement operations. 

4.8.3. Surface Texturing. Complete final texturing before the concrete has attained its initial set. Drag the carpet 
longitudinally along the pavement surface with the carpet contact surface area adjusted to provide a 
satisfactory coarsely textured surface. Prevent the carpet from getting plugged with grout. Do not perform 
carpet dragging operations while there is excessive bleed water. 

A metal-tine texture finish is required unless otherwise shown on the plans. Provide transverse tining unless 
otherwise shown on the plans. Immediately following the carpet drag, apply a single coat of evaporation 
retardant, if needed, at the rate recommended by the manufacturer. Provide the metal-tine finish immediately 
after the concrete surface has set enough for consistent tining. Operate the metal-tine device to obtain 
grooves approximately 3/16 in. deep, with a minimum depth of 1/8 in., and approximately 1/12 in. wide. Do 
not overlap a previously tined area. Use manual methods to achieve similar results on ramps, small or 
irregular areas, and narrow width sections of pavements. Repair damage to the edge of the slab and joints 
immediately after texturing. Do not tine pavement that will be overlaid or that is scheduled for blanket 
diamond grinding or shot blasting. 

Target a carpet drag texture of 0.04 in., as measured by Tex-436-A, when carpet drag is the only surface 
texture required on the plans. Ensure adequate and consistent macro-texture is achieved by applying 
enough weight to the carpet and by keeping the carpet from getting plugged with grout. Correct any location 
with a texture less than 0.03 in. by diamond grinding or shot blasting. The Engineer will determine the test 
locations at points located transversely to the direction of traffic in the outside wheel path. 

4.8.4. Small, Irregular Area, or Narrow Width Placements. Use hand equipment and procedures that produce a 
consolidated and finished pavement section to the line and grade where machine placements and finishing of 
concrete pavement are not practical. 

4.8.5. Emergency Procedures. Use hand-operated equipment for applying texture, evaporation retardant, and 
cure in the event of equipment breakdown. 

4.9. Curing. Keep the concrete pavement surface from drying as described in Section 360.4.8.2., “Maintenance 
of Surface Moisture,” until the curing material has been applied. Maintain and promptly repair damage to 
curing materials on exposed surfaces of concrete pavement continuously for at least 3 curing days. A curing 
day is defined as a 24-hr. period when either the temperature taken in the shade away from artificial heat is 
above 50°F for at least 19 hr. or the surface temperature of the concrete is maintained above 40°F for 24 hr. 
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Curing begins when the concrete curing system has been applied. Stop concrete paving if curing compound 
is not being applied promptly and maintained adequately. Other methods of curing in accordance with 
Item 422, “Concrete Superstructures,” may be used when specified or approved. 

4.9.1. Membrane Curing. Spray the concrete surface uniformly with 2 coats of membrane curing compound at an 
individual application rate of no more than 180 sq. ft. per gallon. Apply the curing compound before allowing 
the concrete surface to dry. 

Manage finishing and texturing operations to ensure placement of curing compound on a moist concrete 
surface, relatively free of bleed water, to prevent any plastic shrinkage cracking. Time the application of 
curing compound to prevent plastic shrinkage cracking. 

Maintain curing compounds in a uniformly agitated condition, free of settlement before and during 
application. Do not thin or dilute the curing compound. 

Apply additional compound at the same rate of coverage to correct damage where the coating shows 
discontinuities or other defects or if rain falls on the newly coated surface before the film has dried enough to 
resist damage. Ensure that the curing compound coats the sides of the tining grooves. 

4.9.2. Asphalt Curing. Apply a uniform coating of asphalt curing at a rate of 90 to 180 sq. ft. per gallon when an 
asphaltic concrete overlay is required. Apply curing immediately after texturing and once the free moisture 
(sheen) has disappeared. Obtain approval to add water to the emulsion to improve spray distribution. 
Maintain the asphalt application rate when using diluted emulsions. Maintain the emulsion in a mixed 
condition during application. 

4.9.3. Curing Class HES Concrete. Provide membrane curing in accordance with Section 360.4.9.1., “Membrane 
Curing,” for all Class HES concrete pavement. Promptly follow by wet mat curing in accordance with Section 
422.4.8., “Final Curing,” until opening strength is achieved but not less than 24 hr. 

4.9.4. Curing Fast-Track Concrete Pavement. Provide wet mat curing unless otherwise shown on the plans or as 
directed. Cure in accordance with Section 422.4.8., “Final Curing.” Apply a Type 1-D or Type 2 membrane 
cure instead of wet mat curing if the air temperature is below 65°F and insulating blankets are used. 

4.10. Sawing Joints. Saw joints to the depth shown on the plans as soon as sawing can be accomplished without 
damage to the pavement regardless of time of day or weather conditions. Some minor raveling of the saw-
cut is acceptable. Use a chalk line, string line, sawing template, or other approved method to provide a true 
joint alignment. Provide enough saws to match the paving production rate to ensure sawing completion at the 
earliest possible time to avoid uncontrolled cracking. Reduce paving production if necessary to ensure timely 
sawing of joints. Promptly restore membrane cure damaged within the first 72 hr. of curing. 

4.11. Protection of Pavement and Opening to Traffic. Testing for early opening is the responsibility of the 
Contractor regardless of job-control testing responsibilities unless otherwise shown on the plans or as 
directed. Testing result interpretation for opening to traffic is subject to approval. 

4.11.1. Protection of Pavement. Erect and maintain barricades and other standard and approved devices that will 
exclude all vehicles and equipment from the newly placed pavement for the periods specified. Protect the 
pavement from damage due to crossings using approved methods before opening to traffic. Where a detour 
is not readily available or economically feasible, an occasional crossing of the roadway with overweight 
equipment may be permitted for relocating equipment only but not for hauling material. When an occasional 
crossing of overweight equipment is permitted, temporary matting or other approved methods may be 
required. 

Maintain an adequate supply of sheeting or other material to cover and protect fresh concrete surface from 
weather damage. Apply as needed to protect the pavement surface from weather. 
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4.11.2. Opening Pavement to All Traffic. Pavement that is 7 days old may be opened to all traffic. Clean 
pavement, place stable material against the pavement edges, seal joints, and perform all other traffic safety 
related work before opening to traffic. 

4.11.3. Opening Pavement to Construction Equipment. Unless otherwise shown on the plans, concrete 
pavement may be opened early to concrete paving equipment and related delivery equipment after the 
concrete is at least 48 hr. old and opening strength has been demonstrated in accordance with 
Section 360.4.11.4., “Early Opening to All Traffic,” before curing is complete. Keep delivery equipment at 
least 2 ft. from the edge of the concrete pavement. Keep tracks of the paving equipment at least 1 ft. from the 
pavement edge. Protect textured surfaces from the paving equipment. Restore damaged membrane curing 
as soon as possible. Repair pavement damaged by paving or delivery equipment before opening to all traffic. 

4.11.4. Early Opening to All Traffic. Concrete pavement may be opened after curing is complete and the concrete 
has attained a flexural strength of 450 psi or a compressive strength of 3,200 psi, except that pavement 
using Class HES concrete may be opened after 24 hr. if the specified strength is achieved. 

4.11.4.1. Strength Testing. Test concrete specimens cured under the same conditions as the portion of the pavement 
involved. 

4.11.4.2. Maturity Method. Use the maturity method, Tex-426-A, to estimate concrete strength for early opening 
pavement to traffic unless otherwise shown on the plans. Install at least 2 maturity sensors for each day’s 
placement in areas where the maturity method will be used for early opening. Maturity sensors, when used, 
will be installed near the day’s final placement for areas being evaluated for early opening. Use test 
specimens to verify the strength–maturity relationship in accordance with Tex-426-A, starting with the first 
day’s placement corresponding to the early opening pavement section. 

Verify the strength–maturity relationship at least every 10 days of production after the first day. Establish a 
new strength–maturity relationship when the strength specimens deviate more than 10% from the maturity-
estimated strengths. Suspend use of the maturity method for opening pavements to traffic when the 
strength–maturity relationship deviates by more than 10% until a new strength–maturity relationship is 
established. 

The Engineer will determine the frequency of verification when the maturity method is used intermittently or 
for only specific areas. 

4.11.5. Fast Track Concrete Pavement. Open the pavement after the concrete has been cured for at least 8 hr. 
and attained a minimum compressive strength of 1,800 psi or a minimum flexural strength of 255 psi when 
tested in accordance with Section 360.4.11.4.1., “Strength Testing,” or Section 360.4.11.4.2., “Maturity 
Method,” unless otherwise directed. Cover the pavement with insulating blankets when the air temperature is 
below 65°F until the pavement is opened to traffic. 

4.11.6. Emergency Opening to Traffic. Open the pavement to traffic under emergency conditions, when the 
pavement is at least 72 hr. old when directed in writing. Remove all obstructing materials, place stable 
material against the pavement edges, and perform other work involved in providing for the safety of traffic as 
required for emergency opening. 

4.12. Pavement Thickness. The Engineer will check the thickness in accordance with Tex-423-A unless other 
methods are shown on the plans. The Engineer will perform 1 thickness test consisting of 1 reading at 
approximately the center of the paving equipment every 500 ft. or fraction thereof. Core where directed, in 
accordance with Tex-424-A, to verify deficiencies of more than 0.2 in. from plan thickness and to determine 
the limits of deficiencies of more than 0.75 in. from plan thickness. Fill core holes using an approved concrete 
mixture and method. 

4.12.1. Thickness Deficiencies Greater than 0.2 in. Take one 4-in. diameter core at that location to verify the 
measurement when any depth test measured in accordance with Tex-423-A is deficient by more than 0.2 in. 
from the plan thickness. 
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Take 2 additional cores from the unit (as defined in Section 360.4.12.3., “Pavement Units for Payment 
Adjustment” at intervals of at least 150 ft. and at selected locations if the core is deficient by more than 
0.2 in., but not by more than 0.75 in. from the plan thickness, and determine the thickness of the unit for 
payment purposes by averaging the length of the 3 cores. In calculations of the average thickness of this unit 
of pavement, measurements in excess of the specified thickness by more than 0.2 in. will be considered as 
the specified thickness plus 0.2 in. 

4.12.2. Thickness Deficiencies Greater than 0.75 in. Take additional cores at 10-ft. intervals in each direction 
parallel to the centerline to determine the boundary of the deficient area if a core is deficient by more than 
0.75 in. The Engineer will evaluate any area of pavement found deficient in thickness by more than 0.75 in., 
but not more than 1 in. Remove and replace the deficient areas without additional compensation or retain 
deficient areas without compensation, as directed. Remove and replace any area of pavement found 
deficient in thickness by more than 1 in. without additional compensation. 

4.12.3. Pavement Units for Payment Adjustment. Limits for applying a payment adjustment for deficient pavement 
thickness from 0.20 in. to not more than 0.75 in. are 500 ft. of pavement in each lane. Lane width will be as 
shown on typical sections and pavement design standards. 

For greater than 0.75 in. deficient thickness, the limits for applying zero payment or requiring removal will be 
defined by coring or equivalent nondestructive means as determined by the Engineer. The remaining portion 
of the unit determined to be less than 0.75 in. deficient will be subject to the payment adjustment based on 
the average core thickness at each end of the 10-ft. interval investigation as determined by the Engineer. 

Shoulders will be measured for thickness unless otherwise shown on the plans. Shoulders 6 ft. wide or wider 
will be considered as lanes. Shoulders less than 6 ft. wide will be considered part of the adjacent lane. 

Limits for applying payment adjustment for deficient pavement thickness for ramps, widenings, acceleration 
and deceleration lanes, and other miscellaneous areas are 500 ft. in length. Areas less than 500 ft. in length 
will be individually evaluated for payment adjustment based on the plan area. 

4.13. Ride Quality. Measure ride quality in accordance with Item 585, “Ride Quality for Pavement Surfaces,” 
unless otherwise shown on the plans. 

5. MEASUREMENT 

This Item will be measured as follows: 

5.1. Concrete Pavement. Concrete pavement will be measured by the square yard of surface area in place. The 
surface area includes the portion of the pavement slab extending beneath the curb. 

5.2. Curb. Curb on concrete pavement will be measured by the foot in place. 

6. PAYMENT 

These prices are full compensation for materials, equipment, labor, tools, and incidentals. 

6.1. Concrete Pavement. The work performed and materials furnished in accordance with this Item and 
measured as provided under “Measurement” will be paid for at the adjusted unit price bid for “Concrete 
Pavement” of the type and depth specified as adjusted in accordance with Section 360.6.2., “Deficient 
Thickness Adjustment.” 

6.2. Deficient Thickness Adjustment. Where the average thickness of pavement is deficient in thickness by 
more than 0.2 in. but not more than 0.75 in., payment will be made using the adjustment factor as specified 
in Table 2 applied to the bid price for the deficient area for each unit as defined under Section 360.4.12.3., 
“Pavement Units for Payment Adjustment.” 
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Table 2 
Deficient Thickness Price Adjustment Factor 

Deficiency in Thickness Determined by Cores 
(in.) 

Proportional Part of Contract Price 
Allowed (Adjustment Factor) 

Not deficient 1.00 

Over 0.00 through 0.20 1.00 

Over 0.20 through 0.30 0.80 

Over 0.30 through 0.40 0.72 

Over 0.40 through 0.50 0.68 

Over 0.50 through 0.75 0.57 

6.3. Curb. Work performed and furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Curb” of the type specified. 
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Item 464 

Reinforced Concrete Pipe 

1. DESCRIPTION 

Furnish and install reinforced concrete pipe, materials for precast concrete pipe culverts, or precast concrete 
storm drain mains, laterals, stubs, and inlet leads. 

2. MATERIALS 

2.1. Fabrication. Fabrication plants must be approved by the Construction Division in accordance with 
DMS-7310, “Reinforced Concrete Pipe and Machine-Made Precast Concrete Box Culvert Fabrication and 
Plant Qualification,” before furnishing precast reinforced concrete pipe for Department projects. The 
Department’s MPL has a list of approved reinforced concrete pipe plants. 

Furnish material and fabricate reinforced concrete pipe in accordance with DMS-7310, “Reinforced Concrete 
Pipe and Machine-Made Precast Concrete Box Culvert Fabrication and Plant Qualification.” 

2.2. Design. 

2.2.1. General. The class and D-load equivalents are shown in Table 1. Furnish arch pipe in accordance with 
ASTM C506 and the dimensions shown in Table 2. Furnish horizontal elliptical pipe in accordance with 
ASTM C507 and the dimensions shown in Table 3. For arch pipe and horizontal elliptical pipe the minimum 
height of cover required is 1 ft. 

Table 1 
Circular Pipe 

ASTM C76 & ASTM C655 

Class D-Load 

I 800 

II 1,000 

III 1,350 

IV 2,000 

V 3,000 
 

Table 2 
Arch Pipe 

Design  
Size 

Equivalent  
Diameter (in.) 

Rise 
(in.) 

Span 
(in.) 

1 18 13-1/2 22 

2 21 15-1/2 26 

3 24 18 28-1/2 

4 30 22-1/2 36-1/4 

5 36 26-5/8 43-3/4 

6 42 31-5/16 51-1/8 

7 48 36 58-1/2 

8 54 40 65 

9 60 45 73 

10 72 54 88 
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Table 3 
Horizontal Elliptical Pipe 

Design  
Size 

Equivalent  
Diameter (in.) 

Rise 
(in.) 

Span 
(in.) 

1 18 14 23 

2 24 19 30 

3 27 22 34 

4 30 24 38 

5 33 27 42 

6 36 29 45 

7 39 32 49 

8 42 34 53 

9 48 38 60 

10 54 43 68 

2.2.2. Jacking, Boring, or Tunneling. Design pipe for jacking, boring, or tunneling considering the specific 
installation conditions such as the soil conditions, installation methods, anticipated deflection angles, and 
jacking stresses. Provide design notes and drawings signed and sealed by a Texas licensed professional 
engineer when requested. 

2.3. Marking. Furnish each section of reinforced concrete pipe marked with the following information specified in 
DMS-7310, “Reinforced Concrete Pipe and Machine-Made Precast Concrete Box Culvert Fabrication and 
Plant Qualification.” 

 class or D-load of pipe, 

 ASTM designation, 

 date of manufacture, 

 pipe size, 

 name or trademark of fabricator and plant location, 

 designated fabricator’s approval stamp, 

 pipe to be used for jacking and boring (when applicable), and 

 designation “SR” for pipe meeting sulfate-resistant concrete plan requirements (when applicable). 

Clearly mark 1 end of each section during the process of manufacture or immediately thereafter for pipe with 
elliptical reinforcement. Mark the pipe on the inside and outside of opposite walls to show the location of the 
top or bottom of the pipe as it should be installed unless the external shape of the pipe is such that the 
correct position of the top and bottom is obvious. Mark the pipe section by indenting or painting with 
waterproof paint. 

2.4. Inspection. Provide access for inspection of the finished pipe at the project site before and during 
installation. 

2.5. Causes for Rejection. Individual section of pipe may be rejected for any of the conditions stated in the 
Annex of DMS-7310, “Reinforced Concrete Pipe and Machine-Made Precast Concrete Box Culvert 
Fabrication and Plant Qualification.” 

2.6. Repairs. Make repairs if necessary as stated in the Annex of DMS-7310, “Reinforced Concrete Pipe and 
Machine-Made Precast Concrete Box Culvert Fabrication and Plant Qualification.” 

2.7. Jointing Materials. Use any of the following materials for the making of joints unless otherwise shown on 
the plans. Furnish a manufacturer’s certificate of compliance for all jointing materials except mortar. 

2.7.1. Mortar. Provide mortar for joints that meets the requirements of Section 464.3.3., “Jointing.” 

2.7.2. Cold-Applied, Plastic Asphalt Sewer Joint Compound. Provide a material that consists of natural or 
processed asphalt base, suitable volatile solvents, and inert filler. Ensure the consistency is such that the 
ends of the pipe can be coated with a layer of the compound up to 1/2 in. thick by means of a trowel. Provide 
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a joint compound that cures to a firm, stiff plastic condition after application. Provide a material of a uniform 
mixture. Stir any small separation found in the container into a uniform mix before using. 

Provide a material that meets the requirements of Table 4 when tested in accordance with Tex-526-C. 

Table 4 
Cold-Applied, Plastic Asphalt Sewer Joint Compound Material Requirements 

Composition Analysis 

Asphalt base, 100%–% volatiles–% ash, % by weight 28–45 

Volatiles, 212°F evaporation, 24 hr., % by weight 10–26 

Mineral matter, determined as ash, % by weight 30–55 

Consistency, cone penetration, 150 q, 5 sec., 77°F 150–275 

2.7.3. Rubber Gaskets. Provide gaskets that conform to ASTM C1619 Class A or C. Meet the requirements of 
ASTM C443 for design of the pipe joints and permissible variations in dimensions. 

2.7.4. Pre-Formed Flexible Joint Sealants. Pre-formed flexible joint sealants may be used for sealing joints of 
tongue-and-groove concrete pipe. Provide flexible joint sealants that meet the requirements of ASTM C990. 
Use flexible joint sealants that do not depend on oxidizing, evaporating, or chemical action for its adhesive or 
cohesive strength. Supply in extruded rope form of suitable cross-section. Provide a size of the pre-formed 
flexible joint sealant in accordance with the manufacturer’s recommendations and large enough to properly 
seal the joint. Protect flexible joint sealants with a suitable wrapper able to maintain the integrity of the 
jointing material when the wrapper is removed. 

3. CONSTRUCTION 

3.1. Excavation, Shaping, Bedding, and Backfill. Excavate, shape, bed, and backfill in accordance with 
Item 400, “Excavation and Backfill for Structures,” except where jacking, boring, or tunneling methods are 
permitted. Jack, bore, or tunnel the pipe in accordance with Item 476, “Jacking, Boring, or Tunneling Pipe or 
Box.” Immediate backfilling is permitted if joints consist of materials other than mortar. Take special 
precautions in placing and compacting the backfill to avoid any movement of the pipe or damage to the 
joints. Do not use heavy earth-moving equipment to haul over the structure until a minimum of 4 ft. of 
permanent or temporary compacted fill has been placed over the structure unless otherwise shown on the 
plans or permitted in writing. Remove and replace pipe damaged by the Contractor at no expense to the 
Department. 

3.2. Laying Pipe. Start the laying of pipe on the bedding at the outlet end with the spigot or tongue end pointing 
downstream, and proceed toward the inlet end with the abutting sections properly matched, true to the 
established lines and grades unless otherwise authorized. Fit, match, and lay the pipe to form a smooth, 
uniform conduit. Cut cross trenches in the foundation to allow the barrel of the pipe to rest firmly upon the 
bedding where bell-and-spigot pipe is used. Cut cross trenches no more than 2 in. larger than the bell ends 
of the pipe. Lower sections of pipe into the trench without damaging the pipe or disturbing the bedding and 
the sides of the trench. Carefully clean the ends of the pipe before the pipe is placed. Prevent the earth or 
bedding material from entering the pipe as it is laid. Lay the pipe in the trench, when elliptical pipe with 
circular reinforcing or circular pipe with elliptical reinforcing is used, so the markings for the top or bottom are 
not more than 5° from the vertical plane through the longitudinal axis of the pipe. Remove and re-lay, without 
extra compensation, pipe that is not in alignment or shows excessive settlement after laying. 

Lay multiple lines of reinforced concrete pipe with the centerlines of the individual barrels parallel. Use the 
clear distances between outer surfaces of adjacent pipes shown in Table 5 unless otherwise shown on the 
plans. Use the equivalent diameter from Table 2 or Table 3 for arch pipe or horizontal elliptical pipe to 
determine the clear distance requirement in Table 5. 
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Table 5 
Minimum Clear Distance between Pipes 

Equivalent Diameter Min Clear Distance 

18 in. 9 in. 

24 in. 11 in. 

30 in. 1 ft. 1 in. 

36 in. 1 ft. 3 in. 

42 in. 1 ft. 5 in.  

48 in. 1 ft. 7 in. 

54 in. 1 ft. 11 in. 

60 to 84 in. 2 ft. 

3.3. Jointing. Make available an appropriate rolling device similar to an automobile mechanic’s “creeper” for 
conveyance through small-size pipe structures. 

3.3.1. Joints Sealed with Hydraulic Cement Mortar. Use Type S mortar meeting the requirements of 
ASTM C270. Clean and wet the pipe ends before making the joint. Plaster the lower half of the bell or groove 
and the upper half of the tongue or spigot with mortar. Pack mortar into the joint from both inside and outside 
the pipe after the pipes are tightly jointed. Finish the inside smooth and flush with adjacent joints of pipe. 
Form a bead of semicircular cross-section over tongue-and-groove joints outside the pipe, extending at least 
1 in. on each side of the joint. Form the mortar for bell-and-spigot joints to a 45° fillet between the outer edge 
of the bell and the spigot. Cure mortar joints by keeping the joints wet for at least 48 hr. or until the backfill 
has been completed, whichever comes first. Place fill or backfill once the mortar jointing material has cured 
for at least 6 hr. Conduct jointing only when the atmospheric temperature is above 40°F. Protect mortared 
joints against freezing by backfilling or other approved methods for at least 24 hr. 

Driveway culverts do not require mortar banding on the outside of the pipe. 

Furnish pipes, with approval, that are large enough for a person to enter with the groove between 1/2 in. and 
3/4 in. longer than the tongue. Such pipe may be laid and backfilled without mortar joints. Clean the space on 
the interior of the pipe between the end of the tongue and the groove of all foreign material, thoroughly wet 
and fill with mortar around the entire circumference of the pipe, and finish flush after the backfilling has been 
completed. 

3.3.2. Joints Using Cold-Applied, Plastic Asphalt Sewer Joint Compound. Ensure both ends of the pipes are 
clean and dry. Trowel or otherwise place a 1/2–in. thick layer of the compound in the groove end of the pipe 
covering at least 2/3 of the joint face around the entire circumference. Shove home the tongue end of the 
next pipe with enough pressure to make a tight joint. Remove any excess mastic projecting into the pipe after 
the joint is made. Backfill after the joint has been inspected and approved. 

3.3.3. Joints Using Rubber Gaskets. Make the joint assembly according to the recommendations of the gasket 
manufacturer. Make joints watertight when using rubber gaskets. Backfill after the joint has been inspected 
and approved. 

3.3.4. Joints Using Pre-Formed Flexible Joint Sealants. Install pre-formed flexible joint sealants in accordance 
with the manufacturer’s recommendations. Place the joint sealer so no dirt or other deleterious materials 
come in contact with the joint sealing material. Pull or push home the pipe with enough force to properly seal 
the joint. Remove any joint material pushed out into the interior of the pipe that would tend to obstruct the 
flow. Store pre-formed flexible joint sealants in an area warmed naturally or artificially to above 70°F in an 
approved manner when the atmospheric temperature is below 60°F. Apply flexible joint sealants to pipe 
joints immediately before placing pipe in trench, and connect pipe to previously laid pipe. Backfill after the 
joint has been inspected and approved. 

3.4. Connections and Stub Ends. Make connections of concrete pipe to existing pipes, pipe storm drains, or 
storm drain appurtenances as shown on the plans. 

Mortar or concrete the bottom of existing structures if necessary to eliminate any drainage pockets created 
by the connections. Repair any damage to the existing structure resulting from making the connections. 
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Make connections between concrete pipe and corrugated metal pipe with a suitable concrete collar and a 
minimum thickness of 4 in. unless otherwise shown on the plans. 

Finish stub ends for connections to future work not shown on the plans by installing watertight plugs into the 
free end of the pipe. 

Fill lift holes with concrete, mortar, or precast concrete plugs after the pipe is in place. 

4. MEASUREMENT 

This Item will be measured by the foot. Measurement will be made between the ends of the pipe barrel along 
the flow line, not including safety end treatments. Safety end treatments will be measured in accordance with 
Item 467, “Safety End Treatment.” Pipe that will be jacked, bored, or tunneled will be measured in 
accordance with Item 476, “Jacking, Boring, or Tunneling Pipe or Box.” Measurement of spurs, branches, or 
new connecting pipe will be made from the intersection of the flow line with the outside surface of the pipe 
into which it connects. Where inlets, headwalls, catch basins, manholes, junction chambers, or other 
structures are included in lines of pipe, the length of pipe tying into the structure wall will be included for 
measurement, but no other portion of the structure length or width will be included. 

For multiple pipes, the measured length will be the sum of the lengths of the barrels. 

This is a plans quantity measurement Item. The quantity to be paid is the quantity shown in the proposal 
unless modified by Article 9.2., “Plans Quantity Measurement.” Additional measurements or calculations will 
be made if adjustments of quantities are required. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the unit price bid for “Reinforced Concrete Pipe,” “Reinforced Concrete 
Pipe (Arch),” or “Reinforced Concrete Pipe (Elliptical)” of the size and D-load specified or of the size and 
class specified. This price is full compensation for constructing, furnishing, transporting, placing, and joining 
pipes; shaping the bed; cutting pipes on skew or slope; connecting to new or existing structures; breaking 
back, removing, and disposing of portions of the existing structure; replacing portions of the existing 
structure; cutting pipe ends on skew or slope; and equipment, labor, tools, and incidentals. 

Protection methods for excavations greater than 5 ft. deep will be measured and paid for as required under 
Item 402, “Trench Excavation Protection,” or Item 403, “Temporary Special Shoring.” Excavation, shaping, 
bedding, and backfill will be paid for in accordance with Item 400, “Excavation and Backfill for Structures.” 
When jacking, boring, or tunneling is used at the Contractor’s option, payment will be made under this Item. 
When jacking, boring or tunneling is required, payment will be made under Item 476, “Jacking, Boring or 
Tunneling Pipe or Box.” 
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Item 466 

Headwalls and Wingwalls 

1. DESCRIPTION 

Furnish, construct, and install concrete headwalls and wingwalls for drainage structures and underpasses. 

2. MATERIALS 

2.1. General. Furnish materials in accordance with the following. 

 Item 420, “Concrete Substructures,” 

 Item 421, “Hydraulic Cement Concrete,” and 

 Item 440, “Reinforcement for Concrete.” 

Use Class C concrete for cast-in-place and precast concrete units unless otherwise shown on the plans. 
Furnish cast-in-place or precast headwalls and wingwalls unless otherwise shown on the plans. 

2.2. Fabrication. 

2.2.1. General. Fabricate cast-in-place concrete units and precast units in accordance with Item 420 “Concrete 
Substructures.” Use the following definitions for headwalls and wingwalls: 

 “Headwalls” refers to all walls, including wings, at the ends of single-barrel and multiple-barrel pipe 

culvert structures. 

 “Wingwalls” refers to all walls at the ends of single-barrel or multiple-barrel box culvert structures. 

2.2.2. Lifting Holes. Provide no more than 4 lifting holes in each section for precast units. Lifting holes may be 
cast, cut into fresh concrete after form removal, or drilled. Provide lifting holes large enough for adequate 
lifting devices based on the size and weight of the section. The maximum hole diameter is 3 in. at the inside 
surface of the wall and 4 in. at the outside surface. Cut no more than 1 longitudinal wire or 2 circumferential 
wires per layer of reinforcing steel when locating lift holes. Repair spalled areas around lifting holes. 

2.2.3. Marking. Clearly mark each precast unit before shipment from the casting or fabrication yard with the 
following: 

 the date of manufacture, 

 the name or trademark of the manufacturer, and 

 the type and size designation. 

2.2.4. Storage and Shipment. Store precast units on a level surface. Do not place any loads on precast concrete 
units until design strength is reached. Do not ship units until design strength requirements have been met. 

2.2.5. Causes for Rejection. Precast units may be rejected for not meeting any one of the specification 
requirements. Individual units may also be rejected for fractures or cracks passing through the wall or surface 
defects indicating honeycombed or open texture surfaces. Remove rejected units from the project, and 
replace them with acceptable units meeting the requirements of this Item. 

2.2.6. Defects and Repairs. Occasional imperfections in manufacture or accidental damage sustained during 
handling may be repaired. The repaired units will be acceptable if they conform to the requirements of this 
Item and the repairs are sound, properly finished, and cured in conformance with pertinent specifications. 
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3. CONSTRUCTION 

3.1. General. Remove portions of existing structures and drill, dowel, and grout in accordance with Item 420, 
“Concrete Substructures.” 

3.2. Excavation, Shaping, Bedding, and Backfill. Excavate, shape, bed, and backfill in accordance with 
Item 400, “Excavation and Backfill for Structures.” Take special precautions in placing and compacting the 
backfill to avoid any movement or damage to the units. Bed precast units on foundations of firm and stable 
material accurately shaped to conform to the bases of the units. 

3.3. Placement of Precast Units. Provide adequate means to lift and place the precast units. Fill lifting holes 
with mortar or concrete and cure. Precast concrete or mortar plugs may be used. 

3.4. Connections. Make connections to new or existing structures in accordance with the details shown on the 
plans. Furnish jointing material in accordance with Item 464, “Reinforced Concrete Pipe,” or as shown on the 
plans. 

Remove a length of the existing pipe from the headwall to the joint when removing existing headwalls as 
shown on the plans or as approved. Re-lay the removed pipe if approved, or furnish and lay a length of new 
pipe. 

4. MEASUREMENT 

This is a plans quantity measurement item. The quantity to be paid is the quantity shown in the proposal 
unless modified by Article 9.2., “Plans Quantity Measurement.” Additional measurements or calculations will 
be made if adjustments of quantities are required. 

4.1. Headwalls. Headwalls will be measured by each end of a structure. 

4.2. Wingwalls. Wingwalls will be measured by one of the following methods: 

4.2.1. Square Foot. Wingwalls will be measured by the square foot of the front surface area of the wall of each 
type. The area will be measured from the top of the footing or apron to the top of the wall unless otherwise 
shown on the plans. If there is no footing or apron, then measurement is from the bottom of the wall. 

4.2.2. Each. Wingwalls will be measured by each end of a structure. 

5. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 
“Measurement” will be paid for at the price bid for “Headwalls” of the type and pipe size (diameter or design) 
specified, “Wingwalls” of the type specified when measurement is by the square foot, or “Wingwalls” of the 
type and wall height specified when measurement is by each. For payment purposes, the wingwall height will 
be rounded to the nearest foot. All wingwalls and headwalls of the same type will be paid for equally when 
skew does not affect the type. This price is full compensation for constructing, furnishing, transporting, and 
installing the headwalls or wingwalls; connecting to existing structure; breaking back, removing and disposing 
of portions of the existing structure, and replacing portions of the existing structure as required to make 
connections; excavation and backfill; and concrete, reinforcing steel, corrugated metal pipe or reinforced 
concrete pipe, equipment, labor, tools, and incidentals. 

Apron concrete or riprap between or around the wingwalls of single- or multiple-barrel box culvert structures 
will be measured and paid for in accordance with Item 432, “Riprap.” 

The removal and re-laying of existing pipe or the furnishing of new pipe to replace existing pipe will not be 
paid for directly but will be considered subsidiary to this Item. 
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Item 500 
Mobilization 
1. DESCRIPTION 

Establish and remove offices, plants, and facilities. Move personnel, equipment, and supplies to and from the 
project or the vicinity of the project site to begin work or complete work on Contract Items. Bonds and 
insurance are required for performing mobilization. 

For Contracts with emergency mobilization, provide a person and method of contact available 24 hrs. a day, 
7 days a week unless otherwise shown on the plans. The time of notice will be the transmission time of the 
written notice or notice provided orally  

2. MEASUREMENT 

This Item will be measured by the lump sum or each as the work progresses. Mobilization is calculated on 
the base bid only and will not be paid for separately on any additive alternate items added to the Contract. 

3. PAYMENT 

For this Item, the adjusted Contract amount will be calculated as  the total Contract amount less the lump 
sum for mobilization. Except for Contracts with callout or emergency work, mobilization will be paid in partial 
payments as follows: 

 Payment will be made upon presentation of a paid invoice for the payment or performance bonds and 
required insurance, 

 Payment will be made upon verification of documented expenditures for plant and facility setup. The 
combined amount for all these facilities will be no more than 10% of the mobilization lump sum or 1% of 
the total Contract amount, whichever is less, 

 When 1% of the adjusted Contract amount for construction Items is earned, 50% of the mobilization 
lump sum bid or 5% of the total Contract amount, whichever is less, will be paid. Previous payments 
under this Item will be deducted from this amount, 

 When 5% of the adjusted Contract amount for construction Items is earned, 75% of the mobilization 
lump sum bid or 10% of the total Contract amount, whichever is less, will be paid. Previous payments 
under the Item will be deducted from this amount, 

 When 10% of the adjusted Contract amount for construction Items is earned, 90% of the mobilization 
lump sum bid or 10% of the total Contract amount, whichever is less, will be paid. Previous payments 
under this Item will be deducted from this amount, 

 Upon final acceptance, 97% of the mobilization lump sum bid will be paid. Previous payments under this 
Item will be deducted from this amount, and 

 Payment f
received, final quantities have been determined and when any separate vegetative establishment and 
maintenance, test, and performance periods provided for in the Contract have been successfully 
completed. 

For projects with extended maintenance or performance periods, payment for the remainder of the lump sum 
6 months after final acceptance. 

For Contracts with callout or  
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Payment will be made upon presentation of a paid invoice for the payment of performance bonds and 
required insurance, 

 Mobilization for callout work will be paid for each callout work request, and 
 Mobilization for emergency work will be paid for each emergency work request. 
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Item 502 
Barricades, Signs, and Traffic Handling 
1. DESCRIPTION 

Provide, install, move, replace, maintain, clean, and remove all traffic control devices shown on the plans and 
as directed. 

2. CONSTRUCTION 

 

Implement the traffic control plan (TCP) shown on the plans. 

Install traffic control devices straight and plumb. Make changes to the TCP only as approved. Minor 
adjustments to meet field conditions are allowed. 

Submit Contractor-proposed TCP changes, signed and sealed by a licensed professional engineer, for 
approval. The Engineer may develop, sign, and seal Contractor-proposed changes. Changes must conform 
to guidelines established in the TMUTCD using approved products from the  Compliant Work 
Zone Traffic Control Device List. 
 
 

Maintain traffic control devices by taking corrective action when notified. Corrective actions include, but are 
not limited to, cleaning, replacing, straightening, covering, and removing devices. Maintain the devices such 
that they are properly positioned and spaced, legible, and have retroreflective characteristics that meet 
requirements day or night and in all weather conditions. 

The Engineer may authorize or direct in writing the removal or relocation of project limit advance warning 
signs. When project limit advance warning signs are removed before final acceptance, provide traffic control 
in accordance with the TMUTCD for minor operations as approved. 

Remove all traffic control devices upon completion of the work as shown on the plans or as directed. 

3. MEASUREMENT 

Barricades, Signs, and Traffic Handling will be measured by the month. Law enforcement personnelwith 
patrol vehicles will be measured by the hour for each person. 

4. PAYMENT 

4.1. Barricades, Signs, and Traffic Handling. Except for Contracts with callout work and work orders, the work 
performed and materials furnished in accordance with this Item and measured as provided under 

full compensation for installation, maintenance, adjustments, replacements, removal, materials, equipment, 
labor, tools, and incidentals. 

The work performed and materials furnished in accordance with this Item and measured as provided under 
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full compensation for installation, maintenance, adjustments, replacements, removal, materials, equipment, 
labor, tools, and incidentals. 

When the plans establish pay items for particular work in the TCP, that work will be measured and paid 
under pertinent Items. 

4.1.1. Initiation of Payment. Payment for this Item will begin on the first estimate after barricades, signs, and 
traffic handling devices have been installed in accordance with the TCP and construction has begun. 

4.1.2. Paid Months. Monthly payment will be made each succeeding month for this Item provided the barricades, 
signs, and traffic handling devices have been installed and maintained in accordance with the TCP until the 
Contract amount has been paid. 

If, within the time frame established by the Engineer, the Contractor fails to provide or properly maintain 
signs and barricades in compliance with the Contract requirements, as determined by the Engineer, the 
Contractor will be considered in noncompliance with this Item. No payment will be made for the months in 
question, and the total final payment quantity will be reduced by the number of months the Contractor was in 
noncompliance. 

4.1.3. Maximum Total Payment Before Acceptance. The total payment for this Item will not exceed 10% of the 
total Contract amount before final acceptance in accordance with Article 
remaining balance will be paid in accordance with Section  

4.1.4. Total Payment Quantity. The quantity paid under this Item will not exceed the total quantity shown on the 
plans except as modified by change order and as adjusted by Section 
the plans quantity for this Item will not be allowed for approving designs; testing; material shortages; closed 
construction seasons; curing periods; establishment, performance, test, and maintenance periods; failure to 
complete the work in the number of months allotted; nor delays caused directly or indirectly by requirements 
of the Contract. 

4.1.5. Balance Due. The remaining unpaid months of barricades less non-compliance months will be paid on final 
acceptance of the project, if all work is complete and accepted in accordance with Article 

 

4.1.6. Contracts with Callout Work and Work Orders. The work performed and the materials furnished with this 
, 

except for federally funded Contracts. 

4.2. Law Enforcement Personnel. The work performed and materials furnished in accordance with this Item and 
by Contractor force account for Law Enforcement 

Personnel
vehicle, fees, and incidentals necessary to complete the work as directed. 
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Item 506 
Temporary Erosion, Sedimentation,  
and Environmental Controls 
1. DESCRIPTION 

Install, maintain, and remove erosion, sedimentation, and environmental control measures to prevent or 
reduce the discharge of pollutants in accordance with the Storm Water Pollution Prevention Plan (SWP3) on 
the plans and the Texas Pollutant Discharge Elimination System (TPDES) General Permit TXR150000. 
Control measures are defined as Best Management Practices used to prevent or reduce the discharge of 
pollutants. Control measures include, but are not limited to, rock filter dams, temporary pipe slope drains, 
temporary paved flumes, construction exits, earthwork for erosion control, pipe, construction perimeter fence, 
sandbags, temporary sediment control fence, biodegradable erosion control logs, vertical tracking, temporary 
or permanent seeding, and other measures. Erosion and sediment control devices must be selected from the 
Erosion Control Approved Products or Sediment Control Approved Products lists. Perform work in a manner 
to prevent degradation of receiving waters, facilitate project construction, and comply with applicable federal, 
state, and local regulations. Ensure the installation and maintenance of control measures is performed in 

 

Provide the Contractor Certification of Compliance before performing SWP3 or soil disturbing activities. By 
signing the Contractor Certification of Compliance, the Contractor certifies they have read and understand 
the requirements applicable to this project pertaining to the SWP3, the plans, and the TPDES General Permit 
TXR150000. The Contractor is responsible for any penalties associated with non-performance of installation 
or maintenance activities required for compliance. Ensure the most current version of the certificate is 
executed for this project. 

2. MATERIALS 

Furnish materials in accordance with the following: 
  
  
  

2.1. Rock Filter Dams. 

2.1.1. Aggregate. Furnish aggregate with approved hardness, durability, cleanliness, and resistance to crumbling, 
flaking, and eroding. Provide the following: 

 Types 1, 2, and 4 Rock Filter Dams. Use 3 to 6 in. aggregate. 
 Type 3 Rock Filter Dams. Use 4 to 8 in. aggregate. 

2.1.2. Wire. Provide minimum 20 gauge galvanized wire for the steel wire mesh and tie wires for Types 2 and 3 
rock filter dams. Type 4 dams require: 

 a double-twisted, hexagonal weave with a nominal mesh opening of 2-1/2 × 3-1/4 in.; 
 minimum 0.0866 in. steel wire for netting; 
 minimum 0.1063 in. steel wire for selvages and corners; and  
 minimum 0.0866 in. for binding or tie wire. 

2.1.3. Sandbag Material. Furnish sandbags meeting Section 
aggregate may be used to fill the sandbags. 
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2.2. Temporary Pipe Slope Drains. Provide corrugated metal pipe, polyvinyl chloride (PVC) pipe, flexible tubing, 
watertight connection bands, grommet materials, prefabricated fittings, and flared entrance sections that 
conform to the plans. Recycled and other materials meeting these requirements are allowed if approved.  

Furnish concrete in accordan  

2.3. Temporary Paved Flumes. Furnish asphalt concrete, hydraulic cement concrete, or other comparable 
non-erodible material that conforms to the plans. Provide rock or rubble with a minimum diameter of 6 in. and 
a maximum volume of 1/2 cu. ft. for the construction of energy dissipaters. 

2.4. Construction Exits. Provide materials that meet the details shown on the plans and this Section. 

2.4.1. Rock Construction Exit. Provide crushed aggregate for long- and short-term construction exits. Furnish 
aggregates that are clean, hard, durable, and free from adherent coatings such as salt, alkali, dirt, clay, loam, 
shale, soft or flaky materials, and organic and injurious matter. Use 4- to 8-in. aggregate for Type 1. Use 2- to 
4-in. aggregate for Type 3. 

2.4.2. Timber Construction Exit. Furnish No. 2 quality or better railroad ties and timbers for long-term construction 
exits, free of large and loose knots and treated to control rot. Fasten timbers with nuts and bolts or lag bolts, 
of at least 1/2 in. diameter, unless otherwise shown on the plans or allowed. Provide plywood or pressed 
wafer board at least 1/2 in. thick for short-term exits. 

2.4.3. Foundation Course. Provide a foundation course consisting of flexible base, bituminous concrete, hydraulic 
cement concrete, or other materials as shown on the plans or directed. 

2.5. Embankment for Erosion Control. Provide rock, loam, clay, topsoil, or other earth materials that will form a 
stable embankment to meet the intended use. 

2.6. Pipe. Provide pipe outlet material in accordance with Item 
plans. 

2.7. Construction Perimeter Fence. 

2.7.1. Posts. Provide essentially straight wood or steel posts that are at least 60 in. long. Furnish soft wood posts 
with a minimum diameter of 3 in., or use nominal 2 × 4 in. boards. Furnish hardwood posts with a minimum 
cross-section of 1-1/2 × 1-1/5 in. Furnish T- or L-shaped steel posts with a minimum weight of 0.5 lb. per foot. 

2.7.2. Fence. Provide orange construction fencing as approved. 

2.7.3. Fence Wire. Provide 11 gauge or larger galvanized smooth or twisted wire. Provide 16 gauge or larger tie 
wire. 

2.7.4. Flagging. Provide brightly-colored flagging that is fade-resistant and at least 3/4 in. wide to provide 
maximum visibility both day and night. 

2.7.5. Staples. Provide staples with a crown at least 1/2 in. wide and legs at least 1/2 in. long. 

2.7.6. Used Materials. Previously used materials meeting the applicable requirements may be used if approved. 

2.8. Sandbags. Provide sandbag material of polypropylene, polyethylene, or polyamide woven fabric with a 
minimum unit weight of 4 oz. per square yard, a Mullen burst-strength exceeding 300 psi, and an ultraviolet 
stability exceeding 70%. 

Use natural coarse sand or manufactured sand meeting the gradation given in Table 1 to fill sandbags. Filled 
sandbags must be 24 to 30 in. long, 16 to 18 in. wide, and 6 to 8 in. thick. 
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Table 1 
Sand Gradation 

Sieve Size Retained (% by Weight) 
#4 Maximum 3% 

#100 Minimum 80% 
#200 Minimum 95% 

Aggregate may be used instead of sand for situations where sandbags are not adjacent to traffic. The 
aggregate size must not exceed 3/8 in. 

2.9. Temporary Sediment Control Fence. Provide a net-reinforced fence using woven geo-textile fabric. Logos 
visible to the traveling public will not be allowed. 

2.9.1. Fabric. Provide fabric materials in accordance with DMS-  

2.9.2. Posts. Provide essentially straight wood or steel posts with a minimum length of 48 in., unless otherwise 
shown on the plans. Furnish soft wood posts at least 3 in. in diameter, or use nominal 2 × 4 in. boards. 
Furnish hardwood posts with a minimum cross-section of 1-1/2 × 1-1/2 in. Furnish T- or L-shaped steel posts 
with a minimum weight of 1.3 lb. per foot. 

2.9.3. Net Reinforcement. Provide net reinforcement of at least 12-1/2 gauge galvanized welded wire mesh, with a 
maximum opening size of 2 × 4 in., at least 24 in. wide, unless otherwise shown on the plans. 

2.9.4. Staples. Provide staples with a crown at least 3/4 in. wide and legs 1/2 in. long. 

2.9.5. Used Materials. Use recycled material meeting the applicable requirements if approved. 

2.10. Biodegradable Erosion Control Logs. 

2.10.1. Core Material. Furnish core material that is biodegradable or recyclable. Use compost, mulch, aspen 
excelsior wood fibers, chipped site vegetation, agricultural rice or wheat straw, coconut fiber, 100% 
recyclable fibers, or any other acceptable material unless specifically called out on the plans. Permit no more 
than 5% of the material to escape from the containment mesh. Furnish compost meeting the requirements of 
Item  

2.10.2. Containment Mesh. Furnish containment mesh that is 100% biodegradable, photodegradable, or recyclable 
such as burlap, twine, UV photodegradable plastic, polyester, or any other acceptable material. 

Furnish biodegradable or photodegradable containment mesh when log will remain in place as part of a 
vegetative system. 

Furnish recyclable containment mesh for temporary installations. 

2.10.3. Size. Furnish biodegradable erosion control logs with diameters shown on the plans or as directed. Stuff 
containment mesh densely so logs do not deform. 

3. QUALIFICATIONS, TRAINING, AND EMPLOYEE REQUIREMENTS 

3.1. Contractor Responsible Person Environmental (CRPE) Qualifications and Responsibilities . Provide 
and designate in writing at the preconstruction conference a CRPE and alternate CRPEwho have overall 
responsibility for the storm water management program. The CRPE will implement storm water and erosion 
control practices; will oversee and observe storm water control measure monitoring and management; will 
monitor the project site daily and produce daily monitoring reports as long as there are BMPs in place or soil 
disturbing activities are evident to ensure compliance with the SWP3 and TPDES General Permit 
TXR150000. During time suspensions when work is not occurring or on contract non-work days, daily 
inspections are not required unless a rain event has occurred. The CRPE will provide recommendations on 
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how to improve the effectiveness of control measures. Attend th

personnel before employees work on the project. Document and submit a list, signed by the CRPE, of all 
applicable Contractor and subcontractor employees who have completed the training. Include the 

most current list at the preconstruction conference or before SWP3 or soil disturbing activities. Update the list 
as needed and provide the updated list when updated. 

3.2. Contractor Superintendent Qualifications and Responsibilities. Provide a superintendent that is 
competent, has experience with and knowledge of storm water management, and is knowledgeable of the 
requirements and the conditions of the TPDES General Permit TXR150000. The superintendent will manage 
and oversee the day to day operations and activities at the project site; work with the CRPE to provide 
effective storm water management at the project site; represent and act on behalf of the Contractor; and 

 

3.3. Training. All Contractor and subcontractor employees involved in soil disturbing activities, small or 
large structures, storm water control measures, and seeding activities must complete training as prescribed 
by the Department. 

4. CONSTRUCTION 

4.1. Contractor Responsibilities. Implement the SWP3 for the project site in accordance with the plans and 
specifications, TPDES General Permit TXR150000, and as directed. Coordinate storm water management 
with all other work on the project. Develop and implement an SWP3 for project-specific material supply plants 

ight of way in accordance with the specific or general storm water 
permit requirements. Prevent water pollution from storm water associated with construction activity from 
entering any surface water or private property on or adjacent to the project site. 

4.2. Implementation. The CRPE, or alternate CRPE, must be accessible by phone and able to respond to 
project-related storm water management or other environmental emergencies 24 hr. per day. 

4.2.1. Commencement. Implement the SWP3 as shown and as directed. Contractor-proposed recommendations 
for changes will be allowed as approved. Conform to the established guidelines in the TPDES General 
Permit TXR150000 to make changes. Do not implement changes until approval has been received and 
changes have been incorporated into the plans. Minor adjustments to meet field conditions are allowed and 
will be recorded in the SWP3. 

4.2.2. Phasing. Implement control measures before the commencement of activities that result in soil disturbance. 
Phase and minimize the soil disturbance to the areas shown on the plans. Coordinate temporary control 
measures with permanent control measures and all other work activities on the project to assure economical, 
effective, safe, and continuous water pollution prevention. Provide control measures that are appropriate to 
the construction means, methods, and sequencing allowed by the Contract. Exercise precaution throughout 
the life of the project to prevent pollution of ground waters and surface waters. Schedule and perform 
clearing and grubbing operations so that stabilization measures will follow immediately thereafter if project 
conditions permit. Bring all grading sections to final grade as soon as possible and implement temporary and 
permanent control measures at the earliest time possible. Implement temporary control measures when 
required by the TPDES General Permit TXR150000 or otherwise necessitated by project conditions. 

Do not prolong final grading and shaping. Preserve vegetation where possible throughout the project, and 
minimize clearing, grubbing, and excavation within stream banks, bed, and approach sections. 

4.3. General. 

4.3.1. Temporary Alterations or Control Measure Removal. Altering or removal of control measures is allowed 
when control measures are restored within the same working day. 
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4.3.2. Stabilization. Initiate stabilization for disturbed areas no more than 14 days after the construction activities in 
that portion of the site have temporarily or permanently ceased. Establish a uniform vegetative cover or use 
another stabilization practice in accordance with the TPDES General Permit TXR150000. 

4.3.3. Finished Work. Remove and dispose of all temporary control measures upon acceptance of vegetative 
cover or other stabilization practice unless otherwise directed. Complete soil disturbing activities and 
establish a uniform perennial vegetative cover. A project will not be considered for acceptance until a 
vegetative cover of 70% density of existing adjacent undisturbed areas is obtained or equivalent permanent 
stabilization is obtained in accordance with the TPDES General Permit TXR150000. An exception will be 
allowed in arid areas as defined in the TPDES General Permit TXR150000. 

4.3.4. Restricted Activities and Required Precautions. Do not discharge onto the ground or surface waters any 
pollutants such as chemicals, raw sewage, fuels, lubricants, coolants, hydraulic fluids, bitumens, or any other 
petroleum product. Operate and maintain equipment on-site to prevent actual or potential water pollution. 
Manage, control, and dispose of litter on-site such that no adverse impacts to water quality occur. Prevent 
dust from creating a potential or actual unsafe condition, public nuisance, or condition endangering the value, 
utility, or appearance of any property. Wash out concrete trucks only as described in the TPDES General 
Permit TXR150000. Use appropriate controls to minimize the offsite transport of suspended sediments and 
other pollutants if it is necessary to pump or channel standing water (i.e., dewatering). Prevent discharges 
that would contribute to a violation of Edwards Aquifer Rules, water quality standards, the impairment of a 
listed water body, or other state or federal law. 

4.4. Installation, Maintenance, and Removal Work. Perform work in accordance with the SWP3, according to 

maintain the integrity of temporary erosion and sedimentation control devices to accumulate silt and debris 
until soil disturbing activities are completed and permanent erosion control features are in place or the 
disturbed area has been adequately stabilized as approved. 

The Department will inspect and document the condition of the control measures at the frequency shown on 
the plans and will provide the Construction SWP3 Field Inspection and Maintenance Reports to the 
Contractor. Make corrections as soon as possible before the next anticipated rain event or within 7 calendar 
days after being able to enter the worksite for each control measure. The only acceptable reason for not 

Take immediate action if a correction is deemed critical as directed. When corrections are not made within 
the established time frame, all work will cease on the project and time charges will continue while the control 
measures are brought into compliance. Commence work once the Engineer reviews and documents the 
project is in compliance. Commencing work does not release the Contractor of the liability for noncompliance 
of the SWP3, plans, or TPDES General Permit TXR150000. 

The Engineer may limit the disturbed area if the Contractor cannot control soil erosion and sedimentation 
. Implement additional controls as directed. 

Remove devices upon approval or as directed. Finish-grade and dress the area upon removal. Stabilize 
disturbed areas in accordance with the permit, and as shown on the plans or directed. Materials removed are 
considered consumed by the project. Retain ownership of stockpiled material and remove it from the project 
when new installations or replacements are no longer required. 

4.4.1. Rock Filter Dams for Erosion Control. Remove trees, brush, stumps, and other objectionable material that 
may interfere with the construction of rock filter dams. Place sandbags as a foundation when required or at 

 

Place the aggregate to the lines, height, and slopes specified, without undue voids for Types 1, 2, 3, and 5. 
Place the aggregate on the mesh and then fold the mesh at the upstream side over the aggregate and 
secure it to itself on the downstream side with wire ties, or hog rings for Types 2 and 3, or as directed. Place 
rock filter dams perpendicular to the flow of the stream or channel unless otherwise directed. Construct filter 
dams according to the following criteria unless otherwise shown on the plans: 
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4.4.1.1. Type 1 (Non-Reinforced).
 Height. At least 18 in. measured vertically from existing ground to top of filter dam. 
 Top Width. At least 2 ft. 
 Slopes. No steeper than 2:1. 

4.4.1.2. Type 2 (Reinforced). 
 Height. At least 18 in. measured vertically from existing ground to top of filter dam. 
 Top Width. At least 2 ft. 
 Slopes. No steeper than 2:1. 

4.4.1.3. Type 3 (Reinforced). 
 Height. At least 36 in. measured vertically from existing ground to top of filter dam. 
 Top Width. At least 2 ft. 
 Slopes. No steeper than 2:1. 

4.4.1.4. Type 4 (Sack Gabions). Unfold sack gabions and smooth out kinks and bends. Connect the sides by lacing 
in a single loop double loop pattern on 4- to 5-in. spacing for vertical filling. Pull the end lacing rod at one 
end until tight, wrap around the end, and twist 4 times. Fill with stone at the filling end, pull the rod tight, cut 
the wire with approximately 6 in. remaining, and twist wires 4 times. 

Place the sack flat in a filling trough, fill with stone, connect sides, and secure ends as described above for 
horizontal filling. 

Lift and place without damaging the gabion. Shape sack gabions to existing contours. 

4.4.1.5. Type 5. Provide rock filter dams as shown on the plans. 

4.4.2. Temporary Pipe Slope Drains. Install pipe with a slope as shown on the plans or as directed. Construct 
embankment for the drainage system in 8-in. lifts to the required elevations. Hand-tamp the soil around and 
under the entrance section to the top of the embankment as shown on the plans or as directed. Form the top 
of the embankment or earth dike over the pipe slope drain at least 1 ft. higher than the top of the inlet pipe at 
all points. Secure the pipe with hold-downs or hold-down grommets spaced a maximum of 10 ft. on center. 
Construct the energy dissipaters or sediment traps as shown on the plans or as directed. Construct the 

designated on the 
plans. 

4.4.3. Temporary Paved Flumes. Construct paved flumes as shown on the plans or as directed. Provide 
excavation and embankment (including compaction of the subgrade) of material to the dimensions shown on 
the plans unless otherwise indicated. Install a rock or rubble riprap energy dissipater, constructed from the 
materials specified above, to a minimum depth of 9 in. at the flume outlet to the limits shown on the plans or 
as directed. 

4.4.4. Construction Exits. Prevent traffic from crossing or exiting the construction site or moving directly onto a 
public roadway, alley, sidewalk, parking area, or other right of way areas other than at the location of 
construction exits when tracking conditions exist. Construct exits for either long- or short-term use. 

4.4.4.1. Long-Term. Place the exit over a foundation course as required. Grade the foundation course or compacted 
subgrade to direct runoff from the construction exits to a sediment trap as shown on the plans or as directed. 
Construct exits with a width of at least 14 ft. for one-way and 20 ft. for two-way traffic for the full width of the 
exit, or as directed. 

4.4.4.1.1. Type 1. Construct to a depth of at least 8 in. using crushed aggregate as shown on the plans or as directed. 

4.4.4.1.2. Type 2. Construct using railroad ties and timbers as shown on the plans or as directed. 



506 

714 

4.4.4.2. Short-Term.

4.4.4.2.1. Type 3. Construct using crushed aggregate, plywood, or wafer board. This type of exit may be used for daily 
operations where long-term exits are not practical. 

4.4.4.2.2. Type 4. Construct as shown on the plans or as directed. 

4.4.5. Earthwork for Erosion Control. Perform excavation and embankment operations to minimize erosion and 
to remove collected sediments from other erosion control devices. 

4.4.5.1. Excavation and Embankment for Erosion Control Features. Place earth dikes, swales, or combinations 
of both along the low crown of daily lift placement, or as directed, to prevent runoff spillover. Place swales 
and dikes at other locations as shown on the plans or as directed to prevent runoff spillover or to divert 
runoff. Construct cuts with the low end blocked with undisturbed earth to prevent erosion of hillsides. 
Construct sediment traps at drainage structures in conjunction with other erosion control measures as shown 
on the plans or as directed. 

Create a sediment basin, where required, providing 3,600 cu. ft. of storage per acre drained, or equivalent 
control measures for drainage locations that serve an area with 10 or more disturbed acres at one time, not 
including offsite areas. 

4.4.5.2. Excavation of Sediment and Debris. Remove sediment and debris when accumulation affects the 
performance of the devices, after a rain, and when directed. 

4.4.6. Construction Perimeter Fence. Construct, align, and locate fencing as shown on the plans or as directed. 

4.4.6.1. Installation of Posts. Embed posts 18 in. deep or adequately anchor in rock, with a spacing of 8 to 10 ft. 

4.4.6.2. Wire Attachment. Attach the top wire to the posts at least 3 ft. from the ground. Attach the lower wire 
midway between the ground and the top wire. 

4.4.6.3. Flag Attachment. Attach flagging to both wire strands midway between each post. Use flagging at least 
18 in. long. Tie flagging to the wire using a square knot. 

4.4.7. Sandbags for Erosion Control. Construct a berm or dam of sandbags that will intercept sediment-laden 
storm water runoff from disturbed areas, create a retention pond, detain sediment, and release water in sheet 
flow. Fill each bag with sand so that at least the top 6 in. of the bag is unfilled to allow for proper tying of the 
open end. Place the sandbags with their tied ends in the same direction. Offset subsequent rows of 
sandbags 1/2 the length of the preceding row. Place a single layer of sandbags downstream as a secondary 
debris trap. Place additional sandbags as necessary or as directed for supplementary support to berms or 
dams of sandbags or earth. 

4.4.8. Temporary Sediment-Control Fence. Provide temporary sediment-control fence near the downstream 
perimeter of a disturbed area to intercept sediment from sheet flow. Incorporate the fence into erosion-control 
measures used to control sediment in areas of higher flow. Install the fence as shown on the plans, as 
specified in this Section, or as directed. 

4.4.8.1. Installation of Posts. Embed posts at least 18 in. deep, or adequately anchor, if in rock, with a spacing of 6 
to 8 ft. and install on a slight angle toward the runoff source. 

4.4.8.2. Fabric Anchoring. Dig trenches along the uphill side of the fence to anchor 6 to 8 in. of fabric. Provide a 
minimum trench cross-section of 6 × 6 in. Place the fabric against the side of the trench and align 
approximately 2 in. of fabric along the bottom in the upstream direction. Backfill the trench, then hand-tamp. 

4.4.8.3. Fabric and Net Reinforcement Attachment. Attach the reinforcement to wooden posts with staples, or to 
steel posts with T-clips, in at least 4 places equally spaced unless otherwise shown on the plans. Sewn 
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vertical pockets may be used to attach reinforcement to end posts. Fasten the fabric to the top strand of 
reinforcement by hog rings or cord every 15 in. or less. 

4.4.8.4. Fabric and Net Splices. Locate splices at a fence post with a minimum lap of 6 in. attached in at least 
6 places equally spaced unless otherwise shown on the plans. Do not locate splices in concentrated flow 
areas. 

Requirements for installation of used temporary sediment-control fence include the following: 
 fabric with minimal or no visible signs of biodegradation (weak fibers), 
 fabric without excessive patching (more than 1 patch every 15 to 20 ft.), 
 posts without bends, and 
 backing without holes. 

4.4.9. Biodegradable Erosion Control Logs. Install biodegradable erosion control logs near the downstream 
perimeter of a disturbed area to intercept sediment from sheet flow. Incorporate the biodegradable erosion 
control logs into the erosion measures used to control sediment in areas of higher flow. Install, align, and 
locate the biodegradable erosion control logs as specified below, as shown on the plans, or as directed. 

Secure biodegradable erosion control logs in a method adequate to prevent displacement as a result of 
normal rain events, prevent damage to the logs, and as approved, such that flow is not allowed under the 
logs. Temporarily removing and replacing biodegradable erosion logs as to facilitate daily work is allowed at 

 

4.4.10. Vertical Tracking. Perform vertical tracking on slopes to temporarily stabilize soil. Provide equipment with a 
track undercarriage capable of producing a linear soil impression measuring a minimum of 12 in. long × 2 to 
4 in. wide × 1/2 to 2 in. deep. Do not exceed 12 in. between track impressions. Install continuous linear track 
impressions where the 12 in. length impressions are perpendicular to the slope. Vertical tracking is required 
on projects where soil disturbing activities have occurred unless otherwise approved. 

4.5. Monitoring and Documentation. Monitor the control measures on a daily basis as long as there are BMPs 
in place and/or soil disturbing activities are evident to ensure compliance with the SWP3 and TPDES 
General Permit TXR150000. During time suspensions when work is not occurring or contract non-work days, 
daily inspections are not required unless a rain event has occurred. Monitoring will consist of, but is not 
limited to, observing, inspecting, and documenting site locations with control measures and discharge points 
to provide maintenance and inspection of controls as described in the SWP3. Keep written records of daily 
monitoring. Document in the daily monitoring report the control measure condition, the date of inspection, 
required corrective actions, responsible person for making the corrections, and the date corrective actions 
were completed. Maintain records of all monitoring reports at the project site or at an approved place. 
Provide copies within 7 
Construction Stage Gate Checklist on a periodic basis as directed. 

5. MEASUREMENT 

5.1. Rock Filter Dams. Installation or removal of rock filter dams will be measured by the foot or by the cubic 
yard. The measured volume will include sandbags, when used. 

5.1.1. Linear Measurement. When rock filter dams are measured by the foot, measurement will be along the 
centerline of the top of the dam. 

5.1.2. Volume Measurement. When rock filter dams are measured by the cubic yard, measurement will be based 
on the volume of rock computed by the method of average end areas. 

5.1.2.1. Installation. Measurement will be made in final position. 

5.1.2.2. Removal. Measurement will be made at the point of removal. 



506 

716 

5.2. Temporary Pipe Slope Drains. Temporary pipe slope drains will be measured by the foot.

5.3. Temporary Paved Flumes. Temporary paved flumes will be measured by the square yard of surface area. 
The measured area will include the energy dissipater at the flume outlet. 

5.4. Construction Exits. Construction exits will be measured by the square yard of surface area. 

5.5. Earthwork for Erosion and Sediment Control. 

5.5.1. Equipment and Labor Measurement. Equipment and labor used will be measured by the actual number of 
hours the equipment is operated and the labor is engaged in the work. 

5.5.2. Volume Measurement. 

5.5.2.1. In Place. 

5.5.2.1.1. Excavation. Excavation will be measured by the cubic yard in its original position and the volume computed 
by the method of average end areas. 

5.5.2.1.2. Embankment. Embankment will be measured by the cubic yard in its final position by the method of average 
end areas. The volume of embankment will be determined between: 

 the original ground surfaces or the surface upon that the embankment is to be constructed for the 
feature and 

 the lines, grades and slopes of the accepted embankment for the feature. 

5.5.2.2. In Vehicles. Excavation and embankment quantities 

point of removal. Embankment will be measured by the cubic yard in vehicles measured at the point of 
delivery. Shrinkage or swelling factors will not be considered in determining the calculated quantities. 

5.6. Construction Perimeter Fence. Construction perimeter fence will be measured by the foot. 

5.7. Sandbags for Erosion Control. Sandbags will be measured as each sandbag or by the foot along the top of 
sandbag berms or dams. 

5.8. Temporary Sediment-Control Fence. Installation or removal of temporary sediment-control fence will be 
measured by the foot. 

5.9. Biodegradable Erosion Control Logs. Installation or removal of biodegradable erosion control logs will be 
measured by the foot along the centerline of the top of the control logs. 

5.10. Vertical Tracking. Vertical tracking will not be measured or paid for directly but is considered subsidiary to 
this Item. 

6. PAYMENT 

The following will not be paid for directly but are subsidiary to pertinent Items: 
 erosion-control measures for Contractor project-specific locations (PSLs) inside and outside the right of 

way (such as construction and haul roads, field offices, equipment and supply areas, plants, and 
material sources); 

 removal of litter, unless a separate pay item is shown on the plans; 
 repair to devices and features damaged by Contractor operations; 
 added measures and maintenance needed due to negligence, carelessness, lack of maintenance, and 

failure to install permanent controls; 
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removal and reinstallation of devices and features needed for the convenience of the Contractor;
 finish grading and dressing upon removal of the device; and 
 minor adjustments including but not limited to plumbing posts, reattaching fabric, minor grading to 

maintain slopes on an erosion embankment feature, or moving small numbers of sandbags. 

Stabilization of disturbed areas will be paid for under pertinent Items except vertical tacking which is 
subsidiary. 

Furnishing and installing pipe for outfalls associated with sediment traps and ponds will not be paid for 
directly but is subsidiary to the excavation and embankment under this Item. 

6.1. Rock Filter Dams. The work performed and materials furnished in accordance with this Item and measured 
 

6.1.1. Installation. 
compensation for furnishing and operating equipment, finish backfill and grading, lacing, proper disposal, 
labor, materials, tools, and incidentals. 

6.1.2. Removal. 
furnishing and operating equipment, proper disposal, labor, materials, tools, and incidentals. 

When the Engineer directs that the rock filter dam installation or portions thereof be replaced, payment will 

specified. This price is full compensation for furnishing and operating equipment, finish backfill and grading, 
lacing, proper disposal, labor, materials, tools, and incidentals. 

6.2. Temporary Pipe Slope Drains. The work performed and materials furnished in accordance with this Item 

ials, removal and 
disposal, furnishing and operating equipment, labor, tools, and incidentals. 

Removal of temporary pipe slope drains will not be paid for directly but is subsidiary to the installation Item. 
When the Engineer directs that the pipe slope drain installation or portions thereof be replaced, payment will 

compensation for the removal and reinstallation of the pipe drain. 

Earthwork required for the pipe slope drain installation, including construction of the sediment trap, will be 
 

Riprap concrete or stone, when used as an energy dissipater or as a stabilized sediment trap, will be 
 

6.3. Temporary Paved Flumes. The work performed and materials furnished in accordance with this Item and 
orary Paved Flume 

materials, removal and disposal, equipment, labor, tools, and incidentals. 

When the Engineer directs that the paved flume installation or portions thereof be replaced, payment will be 

These prices are full compensation for the removal and replacement of the paved flume and for equipment, 
labor, tools, and incidentals. 

Earthwork required for the paved flume installation, including construction of a sediment trap, will be 
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6.4. Construction Exits. Contractor-required construction exits from off right of way locations or on-right of way 
PSLs will not be paid for directly but are subsidiary to pertinent Items. 

The work performed and materials furnished in accordance with this Item and measured as provided under 

ion for furnishing and placing materials, 
excavating, removal and disposal, cleaning vehicles, labor, tools, and incidentals. 

When the Engineer directs that a construction exit or portion thereof be removed and replaced, payment will 
be made at the unit pr
specified. These prices are full compensation for the removal and replacement of the construction exit and 
for equipment, labor, tools, and incidentals. 

Construction of sediment traps used in conjunction with the construction exit will be measured and paid for 
 

6.5. Earthwork for Erosion and Sediment Control. 

6.5.1. Initial Earthwork for Erosion and Sediment Control. The work performed and materials furnished in 

In Plac
 

This price is full compensation for excavation and embankment including hauling, disposal of material not 
used elsewhere on the project; embankments including furnishing material from approved sources and 
construction of erosion-control features; and equipment, labor, tools, and incidentals. 

Sprinkling and rolling required by this Item will not be paid for directly but will be subsidiary to this Item. 

6.5.2. Maintenance Earthwork for Erosion and Sediment Control for Cleaning and Restoring Control 
Measures. The work performed and materials furnished in accordance with this Item and measured as 

the Engineer. 

This price is full compensation for excavation, embankment, and re-grading including removal of 
accumulated sediment in various erosion control installations as directed, hauling, and disposal of material 
not used elsewhere on the project; excavation for construction of erosion-control features; embankments 
including furnishing material from approved sources and construction of erosion-control features; and 
equipment, labor, tools, and incidentals. 

Earthwork needed to remove and obliterate erosion-control features will not be paid for directly but is 
subsidiary to pertinent Items unless otherwise shown on the plans. 

Sprinkling and rolling required by this Item will not be paid for directly but will be subsidiary to this Item. 

6.6. Construction Perimeter Fence. The work performed and materials furnished in accordance with this Item 

wire, and flagging; removal and disposal; and materials, equipment, labor, tools, and incidentals. 

Removal of construction perimeter fence will be not be paid for directly but is subsidiary to the installation 
Item. When the Engineer directs that the perimeter fence installation or portions thereof be removed and 
replaced, payment will be made at the unit price 
compensation for the removal and reinstallation of the construction perimeter fence. 
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6.7. Sandbags for Erosion Control. 
 the height specified when measurement is by the foot). This price is full compensation for 

materials, placing sandbags, removal and disposal, equipment, labor, tools, and incidentals. 

Removal of sandbags will not be paid for directly but is subsidiary to the installation Item. When the Engineer 
directs that the sandbag installation or portions thereof be replaced, payment will be made at the unit price 

. 

6.8. Temporary Sediment-Control Fence. The work performed and materials furnished in accordance with this 
 

6.8.1. Installation. orary Sediment-
compensation for furnishing and operating equipment finish backfill and grading, lacing, proper disposal, 
labor, materials, tools, and incidentals. 

6.8.2. Removal. Sediment-
compensation for furnishing and operating equipment, proper disposal, labor, materials, tools, and 
incidentals. 

6.9. Biodegradable Erosion Control Logs. The work performed and materials furnished in accordance with this 
 

6.9.1. Installation. 
specified. This price is full compensation for furnishing and operating equipment finish backfill and grading, 
staking, proper disposal, labor, materials, tools, and incidentals. 

6.9.2. Removal. 
compensation for furnishing and operating equipment, proper disposal, labor, materials, tools, and 
incidentals. 

6.10. Vertical Tracking. Vertical tracking will not be measured or paid for directly but is considered subsidiary to 
this Item. 
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Item 510 
One-Way Traffic Control 
1. DESCRIPTION 

Provide one-way traffic control using one of the methods shown on the plans. 

2. WORK METHODS 

2.1. Flagger Control Method. Furnish flaggers in accordance with the requirements of 
entry points to the work zone, to stop traffic. Furnish a Stop/Slow paddle that meets the requirements of the 
TMUTCD for each flagger. If desired, use Automated Flagger Assistance Devices if approved. 

2.2. Pilot Car Method. Furnish a licensed driver and pilot vehicle with required signs attached. Furnish flaggers 
on each approach to the activity area to control traffic. Provide Stop/Slow paddles and signs that meet the 
requirements of the TMUTCD. Instruct drivers to follow the pilot vehicle and to not pass the cars ahead. 

2.3. Portable Traffic Signal Method. Furnish, operate, and maintain new or used portable traffic signal units. 
Assure used units are in good working condition and are approved before use. A list of approved units can 

Compliant Work Zone Traffic Control Device List. Units will remain the property 
of the Contractor. 

3. MEASUREMENT 

When shown on the plans as a bid item, this Item will be measured as follows: 

3.1. Flagger Control Method. By the actual number of hours flaggers are engaged in flagging activities. Each 
flagger will be measured separately. 

3.2. Pilot Car Method. By the actual number of hours of use for the combination of flaggers and pilot vehicle. 

3.3. Portable Traffic Signal Method. By the month, including 2 units operated by a single controller set up and 
operational on the worksite. 

4. PAYMENT 

Unless otherwise shown on the plans, the work performed and materials furnished in accordance with this 
Item will not be paid for directly but will be subsidiary to pertinent Items. 

When shown on the plans as a bid item, the work performed and materials furnished in accordance with this 

specified. This price is full compensation for furnishing and operating equipment, pilot car, pilot vehicle driver, 
flaggers, signs, labor, tools, and incidentals. Payment for Portable Traffic Signal units and Portable Traffic 
Signals will be full compensation for the units, set up, relocating, removing, replacing parts, batteries, fuel, oil, 
and incidentals. 
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Item 666 
Retroreflectorized Pavement Markings 
1. DESCRIPTION 

Furnish and place retroreflectorized, non-retroreflectorized (shadow) and profile pavement markings. 

2. MATERIALS 

2.1. Type I Marking Materials. Furnish in accordance with DMS-  

Furnish pavement marking material used for Type I profile markings and shadow markings that have been 
approved by the Construction Division, and in accordance with DMS-  

2.2. Type II Marking Materials. Furnish in accordance with DMS-  

2.3. Glass Traffic Beads. Furnish drop-on glass beads in accordance with DMS-
as approved. Furnish a double-drop of Type II and Type III drop-on glass beads where each type bead is 
applied separately in equal portions (by weight), unless otherwise approved. Apply the Type III beads before 
applying the Type II beads. 

2.4. Labeling. Use clearly marked containers that indicate color, mass, material type, manufacturer, and batch 
number. 

3. EQUIPMENT 

3.1. General Requirements. Use equipment that: 
 is maintained in satisfactory condition, 
 meets or exceeds the requirements of the National Board of Fire Underwriters and the Texas Railroad 

Commission for this application, 
 applies beads by an automatic bead dispenser attached to the pavement marking equipment in such a 

manner that the beads are dispensed uniformly and almost instantly upon the marking as the marking is 
being applied to the road surface. The bead dispenser must have an automatic cut-off control, 
synchronized with the cut-off of the pavement marking equipment, 

 has an automatic cut-off device with manual operating capabilities to provide clean, square marking 
ends,  

 is capable of producing the types and shapes of profiles specified, and 
 can provide continuous mixing and agitation of the pavement marking material. The use of pans, 

aprons, or similar appliances which the die overruns will not be permitted for longitudinal striping 
applications. 

Provide a hand-held thermometer capable of measuring the temperature of the marking material when 
applying Type I material. 

When pavement markings are required to meet minimum retroreflectivity requirements on the plans: 
 Use a mobile retroreflectometer approved by the Construction Division and certified by the Texas A&M 

Transportation Institute Mobile Retroreflectometer Certification Program. 
 Use a portable retroreflectometer that: 

 uses 30-meter geometry and meets the requirements described in ASTM E1710; 
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 has either an internal global positioning system (GPS) or the ability to be linked with an external 
GPS with a minimum accuracy rating of 16 ft. 5 in., in accordance with the circular error probability 
(CEP) method (CEP is the radius of the circle with its origin at a known position that encompasses 
50% of the readings returned from the GPS instrument); 

 can record and print the GPS location and retroreflectivity reading for each location where readings 
are taken. 

3.2. Material Placement Requirements. Use equipment that can place: 
 at least 40,000 ft. of 4-in. solid or broken non-profile markings per working day at the specified 

thickness; 
 at least 15,000 ft. of solid or broken profile pavement markings per working day at the specified 

thickness; 
 linear non-profile markings up to 8 in. wide in a single pass; 
 non-profile pavement markings other than solid or broken lines at an approved production rate; 
 a centerline and no-passing barrier-line configuration consisting of 1 broken line and 2 solid lines at the 

same time to the alignment, spacing, and thickness for non-profile pavement markings shown on the 
plans; 

 solid and broken lines simultaneously; 
 white line from both sides; 
 lines with clean edges, uniform cross-section with a tolerance of ±1/8 in. per 4 in. width, uniform 

thickness, and reasonably square ends; 
 skip lines between 10 and 10-1/2 ft., a stripe-to-gap ratio of 10 to 30, and a stripe-gap cycle between 

39-1/2 ft. and 40-1/2 ft., automatically; 
 beads uniformly and almost instantly on the marking as the marking is being applied; 
 beads uniformly during the application of all lines (each line must have an equivalent bead yield rate and 

embedment); and 
 double-drop bead applications using both Type II and Type III beads from separate independent bead 

applicators, unless otherwise approved by the Engineer. 

4. CONSTRUCTION 

Place markings before opening to traffic unless short-term or work zone markings are allowed. 

4.1. General. Obtain approval for the sequence of work and estimated daily production. Minimize interference to 
roadway operations when placing markings on roadways open to traffic. Use traffic control as shown on the 
plans or as approved. Protect all markings placed under open-traffic conditions from traffic damage and 
disfigurement. 

Establish guides to mark the lateral location of pavement markings as shown on the plans or as directed, and 
have guide locations verified. Use material for guides that will not leave a permanent mark on the roadway. 

Apply markings on pavement that is completely dry and passes the following tests: 
 Type I Marking Application Place a sample of Type I marking material on a piece of tarpaper placed on 

the pavement. Allow the material to cool to ambient temperature, and then inspect the underside of the 
tarpaper in contact with the pavement. Pavement will be considered dry if there is no condensation on 
the tarpaper. 

 Type II Marking Application Place a 1-sq. ft. piece of clear plastic on the pavement, and weight down 
the edges. The pavement is considered dry if, when inspected after 15 min., no condensation has 
occurred on the underside of the plastic. 
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Apply markings:
 that meet the requirements of Tex-828-B, 
 that meet minimum retroreflectivity requirements when specified on the plans (applies to Type I 

markings only), 
 using widths and colors shown on the plans, 
 at locations shown on the plans, 
 in proper alignment with the guides without deviating from the alignment more than 1 in. per 200 ft. of 

roadway or more than 2 in. maximum, 
 without abrupt deviations, 
 free of blisters and with no more than 5% by area of holes or voids, 
 with uniform cross-section, density and thickness, 
 with clean and reasonably square ends, 
 that are retroreflectorized with drop-on glass beads, and 
 using personnel skilled and experienced with installation of pavement markings. 

Remove all applied markings that are not in alignment or sequence as stated on the plans, or in the 
rdance with Item 

 

4.2. Surface Preparation. Prepare surfaces in accordance with this Section unless otherwise shown on the 
plans. 

4.2.1. Cleaning for New Asphalt Surfaces and Retracing of All Surfaces. Air blast or broom the pavement 
surface for new asphalt surfaces (less than 3 years old) and for retracing of all surfaces to remove loose 
material, unless otherwise shown on the plans. A sealer for Type I markings is not required unless otherwise 
shown on the plans. 

4.2.2. Cleaning for Old Asphalt and Concrete Surfaces (Excludes Retracing). Clean old asphalt surfaces 
(more than 3 years old) and all concrete surfaces in accordance with Item 
Preparation for Marking
markings, and other forms of contamination. 

4.2.3. Sealer for Type I Markings. Apply a pavement sealer to old asphalt surfaces (more than 3 years old) and to 
all concrete surfaces before placing Type I markings on locations that do not have existing markings, unless 
otherwise approved. The pavement sealer may be either a Type II marking or an acrylic or epoxy sealer as 
recommended by the Type I marking manufacturer unless otherwise shown on the plans. Follow the 

placement by washing or in accordance with Section 
Retracing of 
the Type I markings unless otherwise shown on the plans. 

4.3. Application. Apply markings during good weather unless otherwise directed. If markings are placed at 
Contractor option when inclement weather is impending and the markings are damaged by subsequent 
precipitation, the Contractor is responsible for all required replacement costs. 

4.3.1. Type I Markings. Place the Type I marking after the sealer cures. Apply within the temperature limits 
recommended by the material manufacturer. Flush the spray head if spray application operations cease for 
5 min or longer by spraying marking material into a pan or similar container until the material being applied is 
at the recommended temperature. 

Apply on clean, dry pavements passing the moisture test described in Section 
surface temperature above 50°F when measured in accordance with Tex-829-B. 
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4.3.1.1. Non-Profile Pavement Markings. Apply Type I non-profile markings with a minimum thickness of:
 0.100 in. (100 mils) for new markings and retracing water-based markings on surface treatments 

involving Item Seal Coat  
 0.060 in. (60 mils) for retracing on thermoplastic pavement markings, or 
 0.090 in. (90 mils) for all other Type I markings. 

The maximum thickness for Type I non-profile markings is 0.180 in. (180 mils). Measure thickness for 
markings in accordance with Tex-854-B using the tape method. 

4.3.1.2. Profile Pavement Markings. Apply Type I profile markings with a minimum thickness of: 
 0.060 in. (60 mil) for edgeline markings, or 
 0.090 in. (90 mil) for gore and centerline/no-passing barrier line markings. 

In addition, at a longitudinal spacing indicated on the plans, the markings must be profiled in a vertical 
manner such that the profile is transverse to the longitudinal marking direction. The profile must not be less 
than 0.30 in. (300 mil) nor greater than 0.50 in. (500 mil) in height when measured above the normal top 
surface plane of the roadway. The transverse width of the profile must not be less than 3.25 in., and the 
longitudinal width not less than 1 in., when measured at the top surface plane of the profile bar. The profile 
may be either a 1 or 2 transverse bar profile. When the 2 transverse bar profile is used, the spacing between 
the bases of the profile bars must not exceed 0.50 in. The above transverse bar width is for each 4 in. of line 
width. 

4.3.2. Type II Markings. Apply on surfaces with a minimum surface temperature of 50°F. Apply at least 20 gal. per 
mile on concrete and asphalt surfaces and at least 22 gal. per mile on surface treatments for a solid 4-in. 
line. Adjust application rates proportionally for other widths. When Type II markings are used as a sealer for 
Type I markings, apply at least 15 gal. per mile using Type II drop-on beads. 

4.3.3. Bead Coverage. Provide a uniform distribution of beads across the surface of the stripe for Type I and 
Type II markings, with 40% to 60% bead embedment. 

4.4. Retroreflectivity Requirements. When specified on the plans, Type I markings must meet the following 
minimum retroreflectivity values for edgeline markings, centerline or no passing barrier-line, and lane lines 
when measured any time after 3 days, but not later than 10 days after application: 

 White markings: 250 millicandelas per square meter per lux (mcd/m2/lx) 
 Yellow markings: 175 mcd/m2/lx 

4.5. Retroreflectivity Measurements. Use a mobile retroreflectometer for projects requiring minimum 
retroreflectivity requirements to measure retroreflectivity for Contracts totaling more than 200,000 ft. of 
pavement markings, unless otherwise shown on the plans. For Contracts with less than 200,000 ft. of 
pavement markings or Contracts with callout work, mobile or portable retroreflectometers may be used at the 

scretion. 

4.5.1. Mobile Retroreflectometer Measurements. Provide mobile measurements averages for every 0.1 miles 
unless otherwise specified or approved. Take measurements on each section of roadway for each series of 
markings (i.e., edgeline, center skip line, each line of a double line, etc.) and for each direction of traffic flow. 
Measure each line in both directions for centerlines on two-way roadways (i.e., measure both double solid 
lines in both directions and measure all center skip lines in both directions). Furnish measurements in 

unless otherwise approved. The Engineer may require an occasional field comparison check with a portable 
retroreflectometer meeting the requirements listed above to ensure accuracy. Use all equipment in 

24 hr. before taking any measurements. 
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A marking meets the retroreflectivity requirements if:
 the combined average retroreflectivity measurement for a one-mile segment meets the minimum 

retroreflectivity values specified, and 
 no more than 30% of the retroreflectivity measurement values are below the minimum retroreflectivity 

requirements value within the one-mile segment. 

The Engineer may accept failing one-mile segments if no more than 20% of the retroreflectivity 
measurements within that mile segment are below the minimum retroreflectivity requirement value. 

The one-mile segment will start from the beginning of the data collection and end after a mile worth of 
measurements have been taken; each subsequent mile of measurements will be a new segment. 
Centerlines with 2 stripes (either solid or broken) will result in 2 miles of data for each mile segment. Each 
centerline stripe must be tested for compliance as a stand-alone stripe. 

Restripe at the Contractor's expense with a minimum of 0.060 in. (60 mils) of Type I marking if the marking 
fails retroreflectivity requirements. Take measurements every 0.1 miles a minimum of 10 days after this 
second application within that mile segment for that series of markings. 

If the markings do not meet minimum retroreflectivity after 10 days of this second application, the Engineer 
may require removal of all existing markings, a new application as initially specified, and a repeat of the 
application process until minimum retroreflectivity requirements are met. 

4.5.2. Portable Retroreflectometer Measurements. Take a minimum of 20 measurements for each 1-mi. section 
of roadway for each series of markings (i.e., edgeline, center skip line, each line of a double line, etc.) and 
direction of traffic flow when using a portable reflectometer. Measure each line in both directions for 
centerlines on two-way roadways (i.e., measure both double solid lines in both directions and measure all 
center skip lines in both directions). The spacing between each measurement must be at least 100 ft. The 
Engineer may decrease the mileage frequency for measurements if the previous measurements provide 
satisfactory results. The Engineer may require the original number of measurements if concerns arise.  

Restripe once at the Contractor's expense with a minimum of 0.060 in. (60 mils) of Type I marking material if 
the average of these measurements fails. Take a minimum of 10 more measurements after 10 days of this 
second application within that mile segment for that series of markings. Restripe again at the Contractor's 
expense with a minimum of 0.060 in. (60 mils) of Type I marking material if the average of these 
measurements fall below the minimum retroreflectivity requirements. If the markings do not meet minimum 
retroreflectivity after this third application, the Engineer may require removal of all existing markings, a new 
application as initially specified, and a repeat of the application process until minimum retroreflectivity 
requirements are met. 

4.5.3. Traffic Control. Provide traffic control, as required, when taking retroreflectivity measurements after marking 

 6 of the Texas Manual on Uniform Traffic Control Devices for the minimum traffic control 
requirements. For all other roadways, the minimum traffic control requirements will be as shown on the 
Traffic Control Plan (TCP) standard sheets TCP (3-1) and TCP (3-2). The lead vehicle will not be required on 
divided highways. The TCP and traffic control devices must meet the requirements listed in Item 502, 

apply during the retroreflectivity inspections except when using the mobile retroreflectometer unless 
otherwise shown on the plans or approved. 

4.6. Performance Period. All markings must meet the requirements of this specification for at least 30 calendar 
days after installation. Unless otherwise directed, remove pavement markings that fail to meet requirements, 

 days of notification. All 
replacement markings must also meet all requirements of this Item for a minimum of 30 calendar days after 
installation. 
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5. MEASUREMENT 

This Item will be measured by the foot; by each word, symbol, or shape; or by any other unit shown on the 
plans. Each stripe will be measured separately. 

This is a plans quantity measurement item. The quantity to be paid is the quantity shown in the proposal 
unless modified by Article 
be made if adjustments of quantities are required. 

Acrylic or epoxy sealer, or Type II markings when used as a sealer for Type I markings, will be measured by 
the foot; by each word, symbol, or shape; or by any other unit shown on the plans. 

6. PAYMENT 

The work performed and materials furnished in accordance with this Item and measured as provided under 

thickness specified as applicable, Retroreflectorized Pavement 

 

This price is full compensation for application of pavement markings, materials, equipment, labor, tools, and 
incidentals. 

Surface preparation of new concrete and asphalt concrete pavements more than 3 years old, where no stripe 
exists, will be paid for under Item  
all other asphalt and old concrete pavement, except for sealing, will not be paid for directly but is subsidiary 
to this Item. 

Work-zone pavement markings (Type II, paint and beads) used as a sealer for Type I markings 
(thermoplastic) will be paid for under Item  

If the Engineer requires that markings be placed in inclement weather, repair or replacement of markings 
damaged by the inclement weather will be paid for in addition to the original plans quantity. 
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1 EXECUTIVE SUMMARY 

HVJ Associates, Inc. (HVJ) was retained by the City of Leander (City) to provide a geotechnical 
investigation and pavement design report for Lion Drive located in Leander, Texas. The project 
includes 500 feet of roadway improvements to Lion Drive.  The limits of this proposed project 
extend from SW Drive to Midway. The purpose of this investigation is to perform a geotechnical 
field exploration and provide pavement design recommendations.  A brief summary   of the 
investigational findings and pertinent recommendations are as follows: 

1. Two (2) borings were drilled on the section of Lion Drive where the improvements are 
proposed.  The borings encountered an asphalt thickness of 3 to 5 inches underlain by 5 
inches of tan flexible base at both boring locations.  

2. Based on the subsurface investigation, dark brown, tan and gray stiff Fat Clay (CH) was 
present below the pavement to depth of 5 feet at P-1 and was encountered to the 
termination depth of 14.5 feet at Boring P-2.   Tan, dense to very dense Clayey Sand (SC) 
was present below the fat clay at Boring P-2 and extended to a depth of 11 feet below grade. 
Light gray, completely weathered marl with lean clay seams was then encountered beneath 
the clayey sand at Boring P-1 to the termination depth of 13.5 feet below the existing 
surface.   

3. Groundwater was not encountered in any of the boring locations during drilling activities. 

4. Pavement design recommendations were provided for the reconstruction of Lion Drive. The 
recommended pavement sections are 4” Hot Mix Asphalt Concrete Type C or D over 8” 
Flexible Base Reinforced with Type 1 Geogrid over 8” Lime Stabilized Subgrade or 3” Hot 
Mix Asphalt Concrete Type C or D over 4” Hot Mix Asphalt Concrete Type B over 8” Lime 
Stabilized Subgrade. The pavement evaluation and design results are summarized in detail in 
section 6 of this report. 

Please note that this executive summary does not fully relate our findings and opinions.  Those 
findings and opinions are only presented though our full report.  
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2 INTRODUCTION 

2.1 General 

HVJ Associates, Inc. (HVJ) was retained by the City of Leander (City) to provide a geotechnical 
investigation and pavement design report for Lion Drive located in Leander, Texas. The project 
includes 500 feet of roadway improvements to Lion Drive.  The limits of this proposed project 
extend from SW Drive to Midway. The purpose of this investigation is to perform a geotechnical 
field exploration and provide pavement design recommendations.  A site vicinity map is presented 
on Plate 1.  

2.2 Scope of Work 

The primary objectives of this study were to gather information of subsurface conditions along the 
alignment of the proposed roadway improvements and to present the findings. The objectives were 
accomplished by: 

1. Drilling two (2) borings to determine soil stratigraphy and to obtain samples for 
laboratory testing; 

2. Performing laboratory tests to determine physical and engineering characteristics of the 
soils material encountered; and 

3. Providing pavement design recommendations and reporting. 

Subsequent sections of this report contain descriptions of the field exploration, laboratory testing 
program, general subsurface conditions, and design recommendations. 

3 GEOTECHNICAL FIELD EXPLORATION 

3.1 General 

The field exploration program for the project was conducted on August 18, 2015.  Subsurface 
conditions were evaluated by drilling and sampling two (2) borings, P-1 and P-2, to a depths of 13.5 
and 14.5 feet below existing grade along the alignment of the proposed roadway improvements. The 
approximate boring locations are presented on the Plan of Borings, Plate 3. 
 
3.2 Sampling Methods 

Fine grained, cohesive soils encountered were sampled using a 3-inch outer diameter thin-walled 
tube, which was pushed into the soil in general accordance with ASTM standard D 1587- Thin 
Walled Tube Sampling of Soils. The samples were extruded in the field and a calibrated pocket 
penetrometer was used to obtain an estimate of the unconfined compressive strength of the sample. 

Standard Penetration Tests (SPTs) were conducted within the soil strata.  The SPTs were performed 
in general accordance with ASTM D 1586 – Penetration Test and Split-Barrel Sampling of Soils.  This 
procedure consisted of driving a standardized 1-5/8 inch diameter split-spoon sampler into 
undisturbed soil with a 140-pound hammer falling 30 inches.  The split-spoon sampler was first 
seated 6 inches to penetrate any loose cuttings and was then driven an additional 12 inches with 
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blows from the hammer.  The number of hammer blows required to drive the sampler each 6-inch 
increment was recorded.  The penetration resistance, or “N-value”, is defined as the number of 
hammer blows required to drive the sampler the final 12 inches and was used in the field to estimate 
the density of granular soils or the consistency of cohesive soils.     

Classification and field test results for both the thin-walled tube and split-spoon samples were 
recorded onto field logs, which included a visual description in accordance with ASTM D 2488 – 
Description and Identification of Soils. After field documentation and logging was complete, the 
individual soil samples were either wrapped in plastic or placed in sealed containers to prevent loss 
of moisture and were transported to our laboratory for further examination and testing. Detailed 
descriptions of the soils encountered in the borings are given on the boring logs presented in Plates 
4 and 5. 

3.3 Borehole Completion 

The borings were backfilled with soil cuttings and bentonite chips upon completion of drilling. 
Additionally, the pavement was patched with a single lift of cold mix asphalt to match the existing 
ground surface.   

4 LABORATORY TESTING 

4.1 General 

Soil samples transported to our laboratory were further examined and described and a preliminary 
soil classification was assigned to each soil sample based on ASTM D 2487 – Classification of Soil for 
Engineering Purposes.   

Classification testing, which included moisture contents, Atterberg limits, and percent passing the 
No. 200 sieve, was subsequently conducted on select samples.  All testing was performed in 
accordance with the relevant ASTM and TxDOT Standards as required.  The results of these tests 
were used to confirm or modify the preliminary soil classifications.   

The sampling information obtained in the field was used in conjunction with the laboratory 
examination and testing to generate final boring logs, provided in Plates 4 and 5. Keys to Terms and 
Symbols for the boring logs are provided on Plates 6A and 6B. The laboratory test results are 
provided on the boring logs, as well as tabulated in Appendix A.  

4.2 Atterberg Limits 

Select samples were tested to determine the Atterberg Limits in accordance with ASTM D 4318-10 
(TEX-104-E, and 105-E).  The Atterberg Limit test is used to classify the soil using the Unified Soil 
Classification System (USCS).   The Atterberg Limit test consists of two parts: a liquid limit test and 
a plastic limit test.  The liquid limit equipment setup consists of a brass cup partially filled with soil 
which is grooved with a specialized grooving tool, and then dropped freely from a specified height 
to the rubber base below at a constant rate of 2 drops per second.  The liquid limit test is performed 
on soil that has been sieved through the No. 40 sieve and brought to a moisture content that would 
close the ½-inch groove within 20 to 30 blows for two consecutive tests.  The moisture content of 
the soil is then measured and recorded as the liquid limit.  The second part of the test consists of a 
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rolling a remolded sample between the tips of the fingers and a glass plate until transverse cracks 
appear at a rolled diameter of 1/8-inch.  The moisture content of the rolled sample is taken and 
recorded as the plastic limit.  

4.3 Percent Passing the No. 200 Sieve 

Select soil samples were tested in accordance with ASTM D 1140-00 (TEX-111-E) to determine the 
amount of material finer than the No. 200 sieve for use in classification.  An oven dried sample of 
material is weighed then washed over a 75-µm (No. 200) sieve, allowing clay and other particles to 
be dispersed and removed from the soil.  The retained material is oven dried then reweighed.  The 
loss in mass resulting from the washing is calculated as mass percent of the original sample and is 
reported as the percentage of material finer than a No. 200 sieve.   

4.4 Moisture Content 

Moisture content testing was performed on select soil samples to determine the in situ state of 
moisture of the soil.  A fresh sample was weighed before being placed in an oven with a controlled 
temperature of 230°F and dried back to a constant mass.  Upon the drying and reweighing of the 
sample, the total mass of water lost was recorded.  The ratio of the water loss to the dried mass is 
recorded as the moisture content.  This test was performed in accordance with ASTM D 2216-10 
(TEX-103-E). 

5 SITE CHARACTERIZATION 

5.1 General Geology 

Austin, Texas is located on the boundary of the Edwards Plateau to the west and the Gulf Coastal 
Plains to the east and southeast.  These physiographic provinces are separated by the Balcones Fault 
Zone (BFZ), a belt of inactive faults, which trends generally southwest to northeast through central 
Austin.  The project site is located north of the BFZ.  Based on review of available geological 
information1, and the field exploration program, the site lies within an area characterized geologically 
by the Keys Valley Marl (Kkv) formation of the Fredericksburg Group.   

The Keys Valley Marl weathers to soil and typically consists of clays and marly clays with marl 
becoming more prominent with depth. The thickness in this formation is about 50 feet.  

According to a generalized geology map of the area, no fault exists within the project limits.  The 
referenced geology map, which shows the site location relative to the surrounding geologic 
formations, is shown on Plate 2 - Geologic Map. 

5.2 Soil Stratigraphy 

Soil and groundwater conditions at the project site described herein are based on information 
obtained at the boring locations only.  Significant variations at areas not explored by the project 
borings may require reevaluation of our findings and conclusions. Subsurface soils encountered 
along the project alignment are discussed below. 

                                                 
1 Geologic Atlas of Texas, Austin Sheet (University of Texas Bureau of Economic Geology, 1974). 
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5.3 Existing Pavement Thicknesses 

Borings P-1 and P-2 were performed through the existing pavement of Lion Drive and consisted of 
asphalt thickness ranging from 3 to 5 inches, respectively; while 5 inches of flexible base was 
encountered beneath the pavement at both boring locations.  

5.4 Subsurface Soils  

Key Valley Marl (Kkv) 
 
Dark brown, tan and gray stiff Fat Clay (CH) was present below the pavement to depth of 5 feet at 
P-1 and was encountered to the termination depth of 14.5 feet at Boring P-2.   Tan, dense to very 
dense Clayey Sand (SC) was present below the fat clay at Boring P-2 and extended to a depth of 11 
feet below grade. Light gray, completely weathered marl with lean clay seams was then encountered 
beneath the clayey sand at Boring P-1 to the termination depth of 13.5 feet below the existing 
surface.   
 
Classification testing, which included moisture contents, Atterberg limits, and percent passing #200 
sieves, was conducted on select samples.  In addition, strength tests using a pocket penetrometer 
were also conducted on select samples.  The resulting laboratory data are presented in Table 5-1 
below as well as in the boring logs, and the Appendix A Laboratory Test Results Summary. 

Table 5-1 Laboratory Test Results Summary for Key Valley Marl  
Laboratory Test No. of 

Tests Average Maximum Minimum 

Moisture Content (%) 4 21 33.8 9 
Liquid Limit (%) 4 57 70 38 

Plasticity Index (%) 4 32 36 20 
% Passing No. 200 Sieve 4 57 86 49 
Pocket Penetrometer (tsf) 7 2.25 4.5+ 1.5 

 

5.5 Groundwater Level 

Groundwater was not encountered in the borings during drilling operations.  It should be noted that 
groundwater levels will fluctuate seasonally in response to climatic conditions. In addition, perched 
groundwater is typically found at the soil and rock interface. 

6 PAVEMENT DESIGN 

6.1 General 

HVJ has considered several pavement alternatives for the pavement reconstruction of Lion Drive 
from S. West Drive to Midway. The pavement alternatives included: (1) Hot Mix Asphalt Concrete 
(HMAC) over Flexible Crushed Stone Base and 2) HMAC over HMAC Base. The pavement 
evaluation and design results are summarized in the following paragraphs.  
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6.2 Pavement Design Inputs  

Pavement thickness designs for reconstruction of Lion Drive were calculated using DARWin, based 
on AASHTO design procedure. The design inputs include traffic, serviceability index, reliability, and 
standard deviation discussed in the following paragraphs. Additionally, an option utilizing 
mechanical stabilization of subgrade with geogrid was also considered.  
 
6.2.1 Design Criteria and Performance Constraints 

The design and performance constraints include confidence level, length of analysis period, 
serviceability index after construction, and terminal serviceability index. The confidence level used 
for the designs is 90%. The length of design period is 20 years. The initial serviceability index was set 
at 4.2. The terminal serviceability index is set at 2.0 and mean value of the Overall Standard 
Deviation (So) was selected to be 0.49 for flexible pavements. 
 
6.2.2 Traffic Data 

The traffic parameters required for design include initial average daily traffic (ADT), ADT growth 
rate, directional and lane distribution factors, percent trucks in ADT, and 18-kip equivalence factor 
for a standard city truck.  

HVJ understands that with the opening of the parallel streets to Lion Drive such as Municipal, 
Sonny, and Trails of Leander will significantly decrease the traffic counts on Lion Drive. Since no 
traffic information was available, based on the City of Austin Transportation Criteria Manual, Lion 
Drive was considered a “Collector Residential” with 80,000 design ESALs for 20-years. 

6.2.3 Subgrade and Layer Strengths  

Based on the soils classification for the subgrade in the project borings, the site generally consists of 
fat clays (CH). Laboratory tests were run to determine the engineering properties of the soil, as 
discussed previously. The subgrade modulus was estimated based on Texas Triaxial Classifications 
(TTC) correlations to the plasticity index (PI). The correlated subgrade modulus values are 
summarized below. 

Table 6-1 Estimated Subgrade Strength from PI Correlations 

Boring USC 
Classification Depth PI  Correlated 

TTC 
Correlated 

Modulus, psi 
P-1 CH 1-3 38 5.7 2,500 
P-2 CH 3-5 36 5.6 2,600 

Average 37 5.65 2,550 

Based on the correlations to PI, the subgrade modulus selected for design was the average modulus 
of 2,550 psi. 

6.3 Potential Vertical Rise (PVR) 

The shrink-swell movement of soil may be assessed by estimating Potential Vertical Rise (PVR). The 
PVR represents the potential ability of a soil material at a specific density, moisture and loading 
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condition to swell. PVR values were calculated by the TEX 124-E method for the upper 15 feet of 
soils. The PVR value is provided to demonstrate the relative severity of the swell potential of the 
clays at the site. The results for average PVR values are summarized in the following table. 
 

Table 6-2 Potential Vertical Rise 

Boring 
Existing PVR based on 

TEX-124-E, inches 
P-1 1.49 
P-2 1.62 

 
TxDOT guidance on PVR limitation to 2.0 inches for frontage roads was used. Even though the 
PVR is lesser than 2 inches for the two borings, for mitigating the swelling clay effects on pavement 
performance, HVJ recommends the subgrade to be lime stabilized for a depth of 8 inches. 
 
6.4 Summary of Inputs and Resulting Thickness Designs  

The DARWin program was used to design the flexible pavements. The inputs are summarized in the 
following table. 

 
Table 6-3 Flexible Pavement Design Inputs 

Flexible Pavement Design Parameter Value 
Performance Period 20 years 
20-year Design ESALs 80,000 
Subgrade Resilient Modulus, MR     2,550 psi 
Initial Serviceability 4.2 
Terminal Serviceability 2.0 
Standard Deviation 0.49 
Structural Coefficient  

• HMAC Surface 0.44 
• HMAC Base 0.44 
• Flexible Base 0.14 
• Lime Stabilized Subgrade 0.08 

Design Confidence Level 90% 
   
The following is the pavement design for Lion Drive resulting from the above inputs. The outputs 
of the design are provided in Appendix B. 
 

4” Hot Mix Asphalt Concrete Type C or D 
8” Flexible Base Reinforced with Type 1 Geogrid (DMS 6240) 

8” Lime Stabilized Subgrade 
 

or 
 

3” Hot Mix Asphalt Concrete Type C or D 
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4” Hot Mix Asphalt Concrete Type B  
8” Lime Stabilized Subgrade 

 
Geogrid provides additional tensile strength to the pavement to help withstand movement in the 
underlying soils. 
 
It is understood that for Municipal Drive, parallel to Lion Drive, a cross section similar to the 
flexible base option above has been constructed. 
 
6.5 Preparation of Subgrade 

The following procedures are recommended for subgrade preparation.  

1. Excavate existing pavement within the proposed development area to the grade 
required. 

2. Excavated areas should be appropriately graded and shaped to prevent ponding of 
water. Pumping might occur if the site becomes wet. 

3. Surfaces exposed after excavation should be proof-rolled in accordance with TxDOT 
specification.  If rutting develops, tire pressures should be reduced.  The purpose of the 
proof-rolling operation is to identify any underlying zones or pockets of weak 
pavement/base materials.   

 
4. Before stabilizing the subgrade, scarify the upper eight inches of exposed surface as 

required, mix lime by dry weight and compact to 95 percent of standard proctor 
maximum dry density (ASTM D698). For estimating purposes, 6% lime can be assumed 
and the lime series test should be performed at the time of construction for subgrade 
soils by conducting laboratory tests on the exposed subgrade material during 
construction. 

13 LIMITATIONS 

This investigation was performed for the exclusive use of the City of Leander and their associates to 
provide a geotechnical design report for the proposed Sun Light Near Way and Helios Way roadway 
improvements in Leander, Texas.  HVJ has endeavored to comply with generally accepted 
geotechnical engineering practice common in the local area.  HVJ makes no warranty, express or 
implied.  The analyses and recommendations contained in this report are based on data obtained 
from subsurface exploration, laboratory testing, the project information provided to us and our 
experience with similar soils and site conditions.  The methods used indicate subsurface conditions 
only at the specific locations where samples were obtained, only at the time they were obtained, and 
only to the depths penetrated.  Samples cannot be relied on to accurately reflect the strata variations 
that usually exist between sampling locations.  Should any subsurface conditions other than those 
described in our boring logs be encountered, HVJ should be immediately notified so that further 
investigation and supplemental recommendations can be provided.
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Sampler penetrated full depth under weight of drill rods and hammer

SOIL GRAIN SIZE

PENETRATION RESISTANCE

TERMS DESCRIBING SOIL STRUCTURE

* The N value is taken as the blows required to penetrate the final 12 inches

If more than 50 blows are required, driving is discontinued and penetration at 50 blows is noted

Blows required to penetrate each of three consecutive 6-inch increments per ASTM D-1586 *

Base

Cemented

75 - 200 mm

4.75 - 75 mm

0.075 - 4.75 mm

0.002 - 0.075 mm

< 0.002 mm

Particle Size

DENSITY OF COHESIONLESS SOILS

Descriptive

Very Dense

Medium Dense

Very Loose

0/18"

50/4"

3/6

Fracture planes appear polished or

seams or layers of different soil type

Soil sample composed of alternating

partings of different soil type

Soil sample composed of alternating

extending through the sample

Inclusion greater than 3 inches thick

extending through the sample

Inclusion 1/4 inch to 3 inches thick

extending through the sample

Inclusion less than 1/4 inch thick

as small lenses of sand scattered

Small pockets of different soils, such

with little resistance to fracturing

Breaks along definite planes of fracture

glossy, sometimes striated

through a mass of clay

Resistance "N" *

Dense

Loose

Term Blows/Foot

Penetration

> 50

30 - 50

10 - 30

4 - 10

0 - 4

Concrete

Asphaltic

Clayey

Clay 

Construction Materials

Classification

Silt

Boulder

Cobble

Gravel

Sand

Clay

Stabilized

Base

Silty

Debris

Fill or

Sandy

SOIL SYMBOLS
Soil Types

Silt 

Modifiers

Sand Fill

CONSISTENCY OF COHESIVE SOILS

A small mass of irregular shape

Having appreciable quantities of iron

Having appreciable quantities of calcium

stratified structure is not evident

different soil type and laminated or

Soil sample composed of pockets of 

carbonate

Very Stiff

Very Soft

Consistency

Hard

Stiff

Firm

Soft

> 2.0

1.0 - 2.0

0.5 - 1.0

0.25 - 0.5

0.125 - 0.25

0 - 0.125

Strength (tsf)

Undrained Shear

SAMPLER TYPES

WATER LEVEL SYMBOLS

open borehole or piezometer

Groundwater level after drilling in

Groundwater level determined during

> 8 in.

3 in. - 8 in.

#4 sieve - 3 in.

#200 sieve - #4 sieve

0.002 mm - #200 sieve

< 0.002 mm

No. (U.S. Standard)

Particle Size or Sieve

> 200 mm

drilling operations

Split Barrel

Shelby Tube

Thin Walled

Jar Sample

No Recovery

Clay

Auger

THD Cone

Penetration

Test



SAMPLER TYPESROCK TYPES

Limestone

Weathered

Limestone

Highly

Weathered

Limestone

Dolomite

Weathered

Shale

Shale Sandstone

Weathered

Sandstone

Granite

Friable

Low Hardness

Moderately Hard

Hard

Very Hard

Crumbles under hand pressure

Can be carved with a knife, or UCS less than 100 tsf

Can be scratched easily with a knife, or UCS between 100 and 250 tsf

Can be scratched rarely with a knife, or UCS greater than 250 tsf

Cannot be scratched with a knife

Interstice; a general term for pore space

or other openings in rock.

Small solutional concavities.

Containing small cavities, usually lined

with a mineral of different composition

from that of the surrounding rock.

Containing numerous small, unlined

cavities, formed by expansion of gas

bubbles or steam during solidification of

the rock.

Containing pores, interstices, or other

openings which may or may not

interconnect.

Containing cavities or caverns, sometimes

quite large.  Most frequent in limestones

and dolomites.

Void

Cavities

Vuggy

Vesicular

Porous

Cavernous

HARDNESS
SOLUTION AND VOID CONDITIONS

Discoloration indicates weathering of rock material

and discontinuity surfaces.

Less than half of the rock material is decomposed

or disintegrated to a soil.

More than half of the rock material is decomposed

or disintegrated to a soil.

All rock material is decomposed and/or

disintegrated into soil.  The original mass structure

is still largely intact.

All rock material is converted to soil.  The mass

structure and material fabric are destroyed.

Slightly

Moderately

Highly

Completely

Residual Soil

WEATHERING GRADES OF ROCKMASS

JOINT DESCRIPTION

REFERENCES:

(1) British Standard (1981) Code of Practice for Site Investigation ,

BS 5930.

(2) The Bridge Div., Tx. Highway Dept. Foundation Exploration &

Design Manual, 2nd Division, revised June, 1974.

Information on each boring log is a compilation of subsurface

conditions and soil and rock classifications obtained from the

field as well as from laboratory testing of samples.  Strata have

been interpreted by commonly accepted procedures.  The

stratum lines on the logs may be transitional and approximate in

nature.  Water level measurements refer only to those observed

at the times and places indicated, and may vary with time,

geologic condition or construction activity.

BEDDING THICKNESS
>4'

2'-4'

2"-2'

1/2"-2"

0.08"-1/2"

<0.08"

Very Thick

Thick

Thin

Very Thin

Laminated

Thinly Laminated

Very Close

Close

Medium Close

Wide

<2"

2"-12"

12"-3'

>3'

Horizontal

Shallow

Moderate

Steep

Vertical

0-5

5-35

35-65

65-85

85-90

Slickensided

Smooth

Irregular

Rough

Polished, grooved

Planar

Undulating or granular

Jagged or pitted

SPACING INCLINATION SURFACES

Thin-Walled

Tube

Standard

Penetration

Test

THD Cone

Penetration

Test

Bag Sample

Rock Core

(2)

(1)

Auger



 

 

 

 

 

 

 

 

 

 

 

 

APPENDIX A 

LAB SUMMARY RESULTS 

 

 

 

 

 

 

 

 

 

 

 



P-1 1-3 86 70 38 28.7 1.75

3-5 1.75

7-9 49 38 20 11.8 4.5+

P-2 1-3 1.5

3-5 92 66 36 33.8 1.75

5-7 2.0

8.5-10 60 55 34 9.0

Unconfined 

Compressive 

Strength          

(tsf)

Moisture 

Content      

(%)

Wet      

Unit       

Weight      

(pcf)

Pocket 

Penetrometer 

(tsf)

LABORATORY TEST RESULTS SUMMARY

Project Name: Lion Drive, City of Leander

Project Number:  AG 15 11200 

Boring  

Number

Depth                 

(ft)

% Passing 

No. 200 

Sieve

Liquid 

Limit         

(%)

Plasticity 

Index       

(%)

Drt     

Unit       

Weight      

(pcf)
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DARWIN OUTPUTS  

 



Page 1

1993 AASHTO Pavement Design
 

DARWin Pavement Design and Analysis System
 

A Proprietary AASHTOWare
Computer Software Product

 

Flexible Structural Design Module
 
Lion Drive

AP 15 11200
HMAC over Flexible Base

 
Flexible Structural Design

18-kip ESALs Over Initial Performance Period 80,000 
Initial Serviceability 4.2 
Terminal Serviceability 2 
Reliability Level 90 %
Overall Standard Deviation 0.49 
Roadbed Soil Resilient Modulus 2,550 psi
Stage Construction 1 

 
Calculated Design Structural Number 3.37 in

 
Specified Layer Design

 
 

Layer

 
 
Material Description

Struct
Coef.
(Ai)

Drain
Coef.
(Mi)

 
Thickness
(Di)(in)

 
Width

(ft)

 
Calculated

SN (in)
1 HMAC Surface 0.44 1 4 12 1.76
2 Flexible Base 0.14 1 8 12 1.12
3 Lime Stabilized Subgrade 0.08 1 8 12 0.64

Total - - - 20.00 - 3.52
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1993 AASHTO Pavement Design
 

DARWin Pavement Design and Analysis System
 

A Proprietary AASHTOWare
Computer Software Product

 

Flexible Structural Design Module
 
Lion Drive

AP 15 11200
HMAC over HMAC Base

 
Flexible Structural Design

18-kip ESALs Over Initial Performance Period 80,000 
Initial Serviceability 4.2 
Terminal Serviceability 2 
Reliability Level 90 %
Overall Standard Deviation 0.49 
Roadbed Soil Resilient Modulus 2,550 psi
Stage Construction 1 

 
Calculated Design Structural Number 3.37 in

 
Specified Layer Design

 
 

Layer

 
 
Material Description

Struct
Coef.
(Ai)

Drain
Coef.
(Mi)

 
Thickness
(Di)(in)

 
Width

(ft)

 
Calculated

SN (in)
1 HMAC Surface 0.44 1 3 12 1.32
2 HMAC Base 0.44 1 4 12 1.76
3 Lime Stabilized Subgrade 0.08 1 8 12 0.64

Total - - - 15.00 - 3.72
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RCP Culvert with sloped concrete headwalls:
Contractor shall survey exiting pipe diamter and flow line.
Existing pipe shall be replace with a Class V RCP pipe
of the same diameter as exisiting. Prior to construction
contractor shall submit detail for sloped concrete
headwalls for approval.
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I20 0 2010 FeetCity of Leander Street Rehabilitation 2016

HVJ Associates, Inc.
4201 Freidrich Ln, Ste 110

Austin, TX 78744
512-447-9081

Texas Firm No. F-000646

Bonita Verde Dr
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22' ROAD WIDTH

4" HMAC TY D

(ITEM 340)

8" FLEXIBLE BASE

TY A GR 1-2 (ITEM 247)

8" LIME STABILIZED

SUBGRADE (ITEM 260)

GEOGRID

(ITEM 5001)

22' ROAD WIDTH1'

1'

1'

1'

VARIES

4" HMAC TY D

(ITEM 340)
8" FLEXIBLE BASE

TY A GR 1-2 (ITEM 247)

EXISTING

PAVEMENT

SAWCUT PAVEMENT

OF REPAIR AREA

EXISTING

PAVEMENT

ROAD WIDTH

(VARIES)

2" HMAC TY D

OVERLAY

(ITEM 340)

8" FLEXIBLE BASE

TY A GR 1-2 (ITEM 247)

6" CONCRETE

PAVEMENT (ITEM 360)

ROAD WIDTH

(VARIES)

#4 BAR

12" O.C.E.W.

2
.0

%

2
.0

%

EXISTING BASE/

PAVEMENT

EXISTING BASE/

PAVEMENT

REPAIR

WIDTH

AS SHOWN

ON PLANS

6" MIN.

(TYP)

LION DR - TYPICAL SECTION

N.T.S.

LION DR - FLEXIBLE

PAVEMENT STRUCTURE REPAIR

N.T.S.

FLEXIBLE PAVEMENT

STRUCTURE REPAIR (EXCEPT LION DR.)

N.T.S.

CONCRETE PAVEMENT

OVER EXISTING CULVERT

N.T.S.

N/A

4/12/2016

CDS LB LB

CITY OF LEANDER

STREET REHABILITATION 2016

PAVEMENT DETAILS

AP1415661 DETAILS.DWG
1 OF 3
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LION DR

ROAD

CLOSED

AHEAD

END

ROAD WORK

WORK

ROAD

AHEAD

LOCAL

TRAFFIC

ONLY

ROAD

CLOSED

END

ROAD WORK

WORK

ROAD

AHEAD

LION DR

ROAD

CLOSED

MAINTAIN

DRIVEWAY

ACCESS

LION DR

LION DR

ROAD

CLOSED

AHEAD

WORK

ROAD

AHEAD

END

ROAD WORK

ROAD

CLOSED

AHEAD

ROAD

CLOSED

LION DR

LION DR

ROAD

CLOSED

AHEAD

LOCAL

TRAFFIC

ONLY

TRAFFIC CONTROL PLAN LION DR.

RECONSTRUCTION WEST BOUND

N.T.S.

TRAFFIC CONTROL PLAN LION DR.

RECONSTRUCTION EAST BOUND

N.T.S.

TRAFFIC CONTROL PLAN LION DR

CULVERT CONSTRUCTION

N.T.S.

N/A

4/12/2016

CDS LB LB

CITY OF LEANDER

STREET REHABILITATION 2016

TRAFFIC CONTROL DETAILS FOR LION DR.

AP1415661 DETAILS.DWG
2 OF 3

NOTES:

1. ALL TRAFFIC CONTROL DEVICES, SIGNS, BARRICADES AND WARNING SIGNS

SHALL BE FURNISHED, PLACED, CONSTRUCTED AND MAINTAINED IN THE

APPROPRIATE TYPES, SIZES, AND FLAGGER OPERATIONS EXECUTED IN

ACCORDANCE WITH THE CURRENT EDITION OF THE TEXAS MANUAL ON

UNIFORM CONTROL DEVICES (TMUTCD), THE TXDOT STANDARDS HEREIN,

OR AS DIRECTED BY THE ENGINEER OR DESIGNATED REPRESENTATIVE.

2. THE CONTRACTOR SHALL MAINTAIN DRIVEWAY ACCESS AT ALL TIMES. IF

ACCESS CANNOT BE MAINTAINED, THE CONTRACTOR WITH THE APPROVAL

OF THE ENGINEER DESIGNATED REPRESENTATIVE SHALL PROVIDE AT

LEAST 24 HOUR WRITTEN NOTICE OF LIMITED ACCESS TO AFFECTED

PROPERTY OWNERS.

3. IF ROADWAY WILL BE OPENED TO TRAFFIC (ADJACENT TO OR OVER

EXCAVATED AREA) EXCAVATION SHALL BE BACKFILLED AND COLD MIXED AS

CONSTRUCTION PROGRESSES TO MEET MINIMUM 3:1 SAFETY SLOPE

REQUIREMENTS. (SEE SHEET 3 OF 3)
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SEE PLAN

OPEN TRAVEL

LANE

LATERAL

BUFFER

WORK

AREA

CTB-CONCRETE TRAFFIC

BARRIER OR LOW

PROFILE BARRIER

EXCAVATION WITHOUT

SAFETY SLOPE

POSITIVE BARRIERS

TYPICAL CROSS SELECTION

N.T.S.

SEE PLAN

OPEN TRAVEL

LANE

LATERAL

BUFFER

WORK

AREA

PLASTIC

DRUMS

SAFETY SLOPE

TYPICAL CROSS SELECTION

N.T.S.

3:1 SAFETY SLOPE REQUIRED

WHEN EXCAVATION DEPTH IS

> 6" AND CONTRACTOR IS

NOT WORKING

N/A

4/12/2016

CDS LB LB

CITY OF LEANDER

STREET REHABILITATION 2016

WORK AREA PORTECTION FOR LION DR.

AP1415661 DETAILS.DWG
3 OF 3
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SHEET 4 OF 12

9-07

7-13

                      

Standard
Division

Operations
Traffic

TEMPORARY SIGN NOTES

BARRICADE AND CONSTRUCTION

C
u
r
b

XX

T
r
a
v
e
l
 
l
a
n
e
 
e
d
g
e
 

12’ min.

FRONT ELEVATION

SIDE ELEVATION

T
r
a
v
e
l
 
l
a
n
e
 
e
d
g
e
 

OR

TYPICAL MINIMUM CLEARANCES FOR LONG TERM AND INTERMEDIATE TERM SIGNS

*

*

CONTRACTOR REQUIREMENTS FOR MAINTAINING PERMANENT SIGNS

WITHIN THE PROJECT LIMITS

0’-6’

1.  Permanent signs are used to give notice of traffic laws or regulations, call

    attention to conditions that are potentially hazardous to traffic operations,

    show route designations, destinations, directions, distances, services, points

    of interest, and other geographical, recreational, or cultural information.

    Drivers proceeding through a work zone need the same, if not better route

    guidance as normally installed on a roadway without construction.

2.  When permanent regulatory or warning signs conflict with work zone conditions,

3.  When existing permanent signs are moved and relocated due to construction

    purposes, they shall be visible to motorists at all times.

4.  If existing signs are to be relocated on their original supports, they shall be

    installed on crashworthy bases as shown on the SMD Standard sheets. The signs

    shall meet the required mounting heights shown on the BC Sheets or the SMD

    Standards. This work should be paid for under the appropriate pay item for

    relocating existing signs.

5.  If permanent signs are to be removed and relocated using temporary supports,

    the Contractor shall use crashworthy supports as shown on the BC sheets or the

    CWZTCD. The signs shall meet the required mounting heights shown on the

    BC Sheets or the SMD Standards during construction. This work should be paid

    for under the appropriate pay item for relocating existing signs.

6.  Any sign or traffic control device that is struck or damaged by the Contractor

    or his/her construction equipment shall be replaced as soon as possible by the

    Contractor to ensure proper guidance for the motorists. This will be subsidiary

    to Item 502.

    remove or cover the permanent signs until the permanent sign message matches

    the roadway condition.

**

**

ATTACHMENT FOR SIGN SUPPORTS

Wood

STOP/SLOW PADDLES

10" 10"

24"

24"

24"

24"

8"C 8"B

�"

9" 8�"

R=2"
3"

�"+

6.0’ min.

Fiber Reinforced Plastic

Wood, metal or

    the ground. 

SIZE OF SIGNS

SIGN SUBSTRATES

SIGN LETTERS

   Hand Signaling Devices in the TMUTCD.

   shall only be as specifically described in Section 6E.03

4. Any lights incorporated into the STOP or SLOW paddle faces

   length of 6’ to the bottom of the sign.

3. STOP/SLOW paddles may be attached to a staff with a minimum

   retroreflectorized.

2. When used at night, the STOP/SLOW paddle shall be

   as detailed below.

   by flaggers. The STOP/SLOW paddle size should be 24" x 24"

1. STOP/SLOW paddles are the primary method to control traffic

curb

from

minimum

2 ’

min.

6’

9.0’ max.

7.0’ min.

9.0’ max.

7.0’ min.

9.0’ max.

7.0’ min.

shoulder

Paved

shoulder

Paved

above sign

protrude

shall not

Support

above sign

protrude

shall not

Support

substrate.

back of the sign 

1/2 way up the 

extend more than 

Sign supports shall 

Legend & Border - White

Background - Red

Legend & Border - Black

Background - Orange

Supplemental plaques (advisory or distance) should not cover the surface of the parent sign.

      When plaques are placed on dual-leg supports, they should be attached to the upright nearest the travel lane.

 

Objects shall NOT be placed under skids as a means of leveling.

   When placing skid supports on unlevel ground, the leg post lengths must be adjusted so the sign appears straight and plumb.

MPH

be allowed.

other means.

by splicing or

extended or repaired

supports shall not be

any means. Wood

joined or spliced by

signs shall not be

support. Multiple

directly to the sign

shall be attached

Each sign

Nails shall NOT

sign supports

substrates to other types of

procedures for attaching sign

manufacturer’s recommended

or screws. Use TxDOT’s or

will be by bolts and nuts

Attachment to wooden supports

FLAGS ON SIGNS 

greater

6’ or

of at least the same gauge material.

should be at least 5 times nominal post size, centered on the splice and

the sign substrate, not near the base of the support. Splice insert lengths

above and two below the spice point. Splice must be located entirely behind

height will only be allowed when the splice is made using four bolts, two

Splicing embedded perforated square metal tubing in order to extend post

GENERAL NOTES FOR WORK ZONE SIGNS

1.  Contractor shall install and maintain signs in a straight and plumb condition and/or as directed by the Engineer.

2.  Wooden sign posts shall be painted white.

3.  Barricades shall NOT be used as sign supports.

4.  All signs shall be installed in accordance with the plans or as directed by the Engineer.  Signs shall be used to regulate, warn, and

    guide the traveling public safely through the work zone.  

5.  The Contractor may furnish either the sign design shown in the plans or in the "Standard Highway Sign Designs for Texas" (SHSD). The

    Engineer/Inspector may require the Contractor to furnish other work zone signs that are shown in the TMUTCD but may have been omitted

    from the plans. Any variation in the plans shall be documented by written agreement between the Engineer and the Contractor’s

    Responsible Person. All changes must be documented in writing before being implemented.  This can include documenting the changes in

    the Inspector’s TxDOT diary and having both the Inspector and Contractor initial and date the agreed upon changes.

6.  The Contractor shall furnish sign supports listed in the "Compliant Work Zone Traffic Control Device List" (CWZTCD). The Contractor

    shall install the sign support in accordance with the manufacturer’s recommendations. If there is a question regarding installation

    procedures, the Contractor shall furnish the Engineer a copy of the manufacturer’s installation recommendations so the Engineer can

    verify the correct procedures are being followed.

7.  The Contractor is responsible for installing signs on approved supports and replacing signs with damaged or cracked substrates and/or

    damaged or marred reflective sheeting as directed by the Engineer/Inspector.

8.  Identification markings may be shown only on the back of the sign substrate. The maximum height of letters and/or company logos used

    for identification shall be 1 inch.

DURATION OF WORK (as defined by the "Texas Manual on Uniform Traffic Control Devices" Part 6)

1.  The types of sign supports, sign mounting height,the size of signs, and the type of sign substrates can vary based on the type of

    work being performed. The Engineer is responsible for selecting the appropriate size sign for the type of work being performed. The

    Contractor is responsible for ensuring the sign support, sign mounting height and substrate meets manufacturer’s recommendations in

    regard to crashworthiness and duration of work requirements.

    a.  Long-term stationary - work that occupies a location more than 3 days.

        more than one hour.

    c.  Short-term stationary - daytime work that occupies a location for more than 1 hour in a single daylight period.

    d.  Short, duration - work that occupies a location up to 1 hour.

    e.  Mobile - work that moves continuously or intermittently (stopping for up to approximately 15 minutes.)

SIGN MOUNTING HEIGHT

1.  The bottom of Long-term/Intermediate-term signs shall be at least 7 feet, but not more than 9 feet, above the paved surface, except

    as shown for supplemental plaques mounted below other signs.

2.  The bottom of Short-term/Short Duration signs shall be a minimum of 1 foot above the pavement surface but no more than 2 feet above

3.  Long-term/Intermediate-term Signs may be used in lieu of Short-term/Short Duration signing. 

    appropriate Long-term/Intermediate sign height.

5.  Regulatory signs shall be mounted at least 7 feet, but not more than 9 feet, above the paved surface regardless of work duration.

REFLECTIVE SHEETING

1.  All signs shall be retroreflective and constructed of sheeting meeting the color and retro-reflectivity requirements of DMS-8300

    for rigid signs or DMS-8310 for roll-up signs. The web address for DMS specifications is shown on BC(1).

1.  All sign letters and numbers shall be clear, and open rounded type uppercase alphabet letters as approved by the Federal Highway

    Administration (FHWA) and as published in the "Standard Highway Sign Design for Texas" manual. Signs, letters and numbers shall be of

    first class workmanship in accordance with Department Standards and Specifications.

REMOVING OR COVERING

1.  When sign messages may be confusing or do not apply, the signs shall be removed or completely covered.

2.  Long-term stationary or intermediate stationary signs installed on square metal tubing may be turned away from traffic 90 degrees when

3.  Signs installed on wooden skids shall not be turned at 90 degree angles to the roadway. These signs should be removed or completely

    covered when not required.   

4.  When signs are covered, the material used shall be opaque, such as heavy mil black plastic, or other materials which will cover the

9.  The Contractor shall replace damaged wood posts. New or damaged wood sign posts shall not be spliced.

1.  The Contractor shall furnish the sign sizes shown on BC (2) unless otherwise shown in the plans or as directed by the Engineer.

    intersections where the sign may be seen from approaching traffic.  

    the sign message is not applicable.  This technique may not be used for signs installed in the median of divided highways or near any 

1.  The Contractor shall ensure the sign substrate is installed in accordance with the manufacturer’s recommendations for the type of sign

    support that is being used. The CWZTCD lists each substrate that can be used on the different types and models of sign supports.  

2.  "Mesh" type materials are NOT an approved sign substrate, regardless of the tightness of the weave.  

3.  All wooden individual sign panels fabricated from 2 or more pieces shall have one or more plywood cleat, 1/2" thick by 6" wide,

    fastened to the back of the sign and extending fully across the sign. The cleat shall be attached to the back of the sign using wood

    screws that do not penetrate the face of the sign panel. The screws shall be placed on both sides of the splice and spaced at 6"

    centers. The Engineer may approve other methods of splicing the sign face. 

    b.  Intermediate-term stationary - work that occupies a location more than one daylight period up to 3 days, or nighttime work lasting

2.  White sheeting, meeting the requirements of DMS-8300 Type A, shall be used for signs with a white background.

FL3.  Orange sheeting, meeting the requirements of DMS-8300 Type B   or Type C  , shall be used for rigid signs with orange backgrounds.FL

4.  Short-term/Short Duration signs shall be used only during daylight and shall be removed at the end of the workday or raised to

5.  Burlap shall NOT be used to cover signs. 

SIGN SUPPORT WEIGHTS

6.  Duct tape or other adhesive material shall NOT be affixed to a sign face.

1.  Where sign supports require the use of weights to keep from turning over,

    the use of sandbags with dry, cohesionless sand should be used.

2.  The sandbags will be tied shut to keep the sand from spilling and to

    maintain a constant weight.  

3.  Rock, concrete, iron, steel or other solid objects shall not be permitted

    for use as sign support weights. 

4.  Sandbags should weigh a minimum of 35 lbs and a maximum of 50 lbs. 

5.  Sandbags shall be made of a durable material that tears upon vehicular

6.  Rubber ballasts designed for channelizing devices should not be used for

    ballast on portable sign supports. Sign supports designed and manufactured

    with rubber bases may be used when shown on the CWZTCD list.

7.  Sandbags shall only be placed along or laid over the base supports of the

    traffic control device and shall not be suspended above ground level or

    hung with rope, wire, chains or other fasteners. Sandbags shall be placed

    along the length of the skids to weigh down the sign support.  

8.  Sandbags shall NOT be placed under the skid and shall not be used to level

    sign supports placed on slopes.  

    impact. Rubber (such as tire inner tubes) shall NOT be used.

    the sign face.

    red-orange in color.  Flags shall not be allowed to cover any portion of

    shall be 16 inches square or larger and shall be orange or fluorescent 

1.  Flags may be used to draw attention to warning signs. When used the flag

    entire sign face and maintain their opaque properties under automobile headlights at night, without damaging the sign sheeting.

7.  Signs and anchor stubs shall be removed and holes backfilled upon completion of work.  

BC(4)-14  

8-14
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30"

40"

27"

36"

24"

2x6

2x4 x 40"

72"

2x6

Front Side

Top

*

*

   that can be used for each approved sign support.

   See the CWZTCD for the type of sign substrate

   NOT be allowed. Posts shall be painted white.

   Wood sign posts MUST be one piece. Splicing will

   See BC(4) for definition of "Work Duration."

post

wood

4x4

sign face

21 sq. ft. of

Maximum

block

4x4

post

wood

4x4

requirement

height

for sign

See BC(4)

   This will be considered subsidiary to Item 502.

   foundations shall be removed from the project site.

3. When project is completed, all sign supports and

   CWZTCD List.

   7 ft. circle, except for specific materials noted on the

2. No more than 2 sign posts shall be placed within a

   connection.

   lag screws must be used on every joint for final

   supports, but 3/8"  bolts with nuts or 3/8" x 3 1/2"

1. Nails may be used in the assembly of wooden sign 

GENERAL NOTES

Front

*

post

wood

4x4

requirement

height

for sign

See BC(4)

sign face

12 sq. ft. of

Maximum 24"

60"

2x6

2x6

Top

block

4x4

skid

2x6

additional stability.

be increased for

Length of skids may

24" 2x4 brace

4x4 block4x4 block

Side

screws

(min.) lag

or 3/8" x 3 1/2"

3/8" bolts w/nuts

LONG/INTERMEDIATE TERM STATIONARY - PORTABLE SKID MOUNTED SIGN SUPPORTS

SKID MOUNTED WOOD SIGN SUPPORTS
PERFORATED SQUARE METAL TUBING

GROUND MOUNTED SIGN SUPPORTS

Two post installations can be used for larger signs.

The maximum sign square footage shall adhere to the manufacturer’s recommendation.

Refer to the CWZTCD and the manufacturer’s installation procedure for each type sign support.

4" max.

Gr
ou

nd
 s

ur
fa

ce

WING CHANNEL

Post

Sign

Post

Base

for embedment.

See the CWZTCD

48"

5’

square tubing

or 1 3/4" x 1 3/4"

with 5/16" holes

1 3/4" galv. round

(DO NOT SPLICE)

12 ga post

1 3/4" x 1 3/4" x 11 foot

CWZTCD LIST.  SEE BC(1) FOR WEBSITE LOCATION.

AND SHORT TERM SUPPORTS CAN BE FOUND ON THE

MORE DETAILS OF APPROVED LONG/INTERMEDIATE 

Posts

of 

 Number 

MOUNTED SIGN SUPPORTS

WOOD POST SYSTEM FOR GROUND 

WEDGE ANCHORS

18"

4"

*

4"

6"

of Traffic

Direction

Dia.(typ)

1 1/2"

1
7
 
1
/
2
"

2
0
 
1
/
2
"5 BOLT (TYP.)

3/8" X 4-1/2 gr. 

3"

telescopes into sleeve

(hole to hole) 12 ga. support

1 3/4 " x 1 3/4 " x 129" 

tubing diagonal brace

to hole) 12 ga. square perforated 

1 3/4 " x 1 3/4 " x 52" (hole

tubing cross brace

to hole) 12 ga. square perforated 

1 3/4 " x 1 3/4 " x 32" (hole

2
0
 
1
/
2
"

above  pavement

provide 7’ height

telescope to

Upright must

 5 bolt

   3/8 " X 3" gr. 

Gr
ou

nd
 s

ur
fa

ce

Post

Sign

(Direct Embedment)

OPTION 1

max.

4"

Gr
ou

nd
 s

ur
fa

ce

Post

Sign

weak soils.

55" min. in

strong soils,

34" min. in

(Anchor Stub)

OPTION 2

post)

than sign

(1/4" larger

Anchor Stub

desirable

9"
max.

4"

Gr
ou

nd
 s

ur
fa

ce

Post

Sign

post) x 18"

than sign

(1/2" larger

sleeve

reinforcing

Optional

18"

weak soils.

55" min. in

strong soils,

34" min. in

(Anchor Stub and Reinforcing Sleeve))

OPTION 3

post)

than sign

(1/4" larger

Anchor Stub

desirable

9"

bolted anchor
Lap-splice/base 

minimum

48"

sign only

thinwall plastic

10mm extruded

9 sq. ft. or less-

1/2" plywood is allowed.

the CWZTCD, except 5/8" plywood.

substrate listed in section J.2.d of 

16 sq. ft. or less of any rigid sign 

OTHER DESIGNS

"Traffic Engineering Standard Sheets" on BC(1)).

if approved by the Engineer. (See web address for 

face.  They may be set in concrete or in sturdy soils

sign supports for signs up to 10 square feet of sign 

on the SMD Standard Sheets may be used as temporary 

Both steel and plastic Wedge Anchor Systems as shown 

8
4
"

4
1
"

2
1
"

1
3
1
 
1
/
2
 
"

4"

sign panel and supports

(2 per support) joining

   3/8" x 3" gr. 5 bolt

FILE:

REVISIONS

C TxDOT
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36"
match sideslope

needed to

pin at angle

weld starts here

weldhere

starts 

weld

back fill puddle.

weld, do not

directions. Minimum 

going in opposite 

opposite sides

Welds to start on

48"

2"

Side View

upright

12 ga. 

2" x 2" x

2.5’

 

60"

3"

SKID MOUNTED PERFORATED SQUARE STEEL TUBING SIGN SUPPORTS

around tubing

Completely welded

8
 
1
/
2
"

 7/16"

32’
SINGLE LEG BASE

5’

weld

welded to skid

tubing sleeve 

perforated 

12 ga. square

(hole to hole)

2" x 2" x 8"

tubing upright 

perforated

12 ga. square

(hole to hole)

1 3/4 " x 1 3/4 " x 129" 

tubing skid

12 ga. perforated 

(hole to hole)

2" x 2" x 59"

                      

Standard
Division

Operations
Traffic

TYPICAL SIGN SUPPORT

BARRICADE AND CONSTRUCTION
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CONCRETE TRAFFIC BARRIER (CTB)

LOW PROFILE CONCRETE BARRIER (LPCB)

16"

DELINEATION OF END TREATMENTS

BARRIER REFLECTORS FOR CONCRETE TRAFFIC BARRIER AND ATTENUATORS

treatments and manufacturers.

the CWZTCD List for approved end 

Highway Research Report 350. Refer to

as defined in the National Cooperative

zones shall meet crashworthy standards

End treatments used on CTB’s in work

END TREATMENTS FOR

CTB’S USED

IN WORK ZONES

WARNING LIGHTS

1. Warning lights shall meet the requirements of the TMUTCD.

2. Warning lights shall NOT be installed on barricades.

3. Type A-Low Intensity Flashing Warning Lights are commonly used with drums. They are intended to warn of or mark a potentially hazardous

4. Type-C and Type D 360 degree Steady Burn Lights are intended to be used in a series for delineation to supplement other traffic control

   devices. Their use shall be as indicated on this sheet and/or other sheets of the plans by the designation "SB".

5. The Engineer/Inspector or the plans shall specify the location and type of warning lights to be installed on the traffic control devices.      

6. When required by the Engineer, the Contractor shall furnish a copy of the warning lights certification. The warning light manufacturer will

   certify the warning lights meet the requirements of the latest ITE Purchase Specifications for Flashing and Steady-Burn Warning Lights.

WARNING LIGHTS MOUNTED ON PLASTIC DRUMS

1. Type A flashing warning lights are intended to warn drivers that they are approaching or are in a potentially hazardous area.

2. Type A random flashing warning lights are not intended for delineation and shall not be used in a series.

3. A series of sequential flashing warning lights placed on channelizing devices to form a merging taper may be used for delineation. If used,

   the successive flashing of the sequential warning lights should occur from the beginning of the taper to the end of the merging taper in

   order to identify the desired vehicle path. The rate of flashing for each light shall be 65 flashes per minute, plus or minus 10 flashes.

4. Type C and D steady-burn warning lights are intended to be used in a series to delineate the edge of the travel lane on detours, on lane

   changes, on lane closures, and on other similar conditions.

5. Type A, Type C and Type D warning lights shall be installed at locations as detailed on other sheets in the plans.

6. Warning lights shall not be installed on a drum that has a sign, chevron or vertical panel.

7. The maximum spacing for warning lights on drums should be identical to the channelizing device spacing.

1. A warning reflector or approved substitute may be mounted on a plastic drum as a substitute for a Type C, steady burn warning light at the

   discretion of the Contractor unless otherwise noted in the plans. 

2. The warning reflector shall be yellow in color and shall be manufactured using a sign substrate approved for use with plastic drums listed

   on the CWZTCD. 

3. The warning reflector shall have a minimum retroreflective surface area (one-side) of 30 square inches.

4. Round reflectors shall be fully reflectorized, including the area where attached to the drum. 

5. Square substrates must have a minimum of 30 square inches of reflectorized sheeting. They do not have to be reflectorized where it

   attaches to the drum. 

6. The side of the warning reflector facing approaching traffic shall have sheeting meeting the color and retroreflectivity requirements for

7. When used near two-way traffic, both sides of the warning reflector shall be reflectorized.

8. The warning reflector should be mounted on the side of the handle nearest approaching traffic.

9. The maximum spacing for warning reflectors should be identical to the channelizing device spacing requirements.

WARNING REFLECTORS MOUNTED ON PLASTIC DRUMS AS A SUBSTITUTE FOR TYPE C (STEADY BURN) WARNING LIGHTS

Reflectors

Barrier

 

 

 

 

3. Where traffic is on one side of the CTB, two (2) Barrier Reflectors

   shall be mounted in approximately the midsection of each section of CTB.

   An alternate mounting location is uniformly spaced at one end of each

   CTB. This will allow for attachment of a barrier grapple without

   damaging the reflector. The Barrier Reflector mounted on the side of

   the CTB shall be located directly below the reflector mounted on top of

   the barrier, as shown in the detail above.

4. Where CTB separates two-way traffic, three barrier reflectors shall be

   mounted on each section of CTB. The reflector unit on top shall have

   two yellow reflective faces (Bi-Directional)while the reflectors on each

   side of the barrier shall have one yellow reflective face, as shown in

   the detail above.

5. When CTB separates traffic traveling in the same direction, no barrier

   reflectors will be required on top of the CTB.

6. Barrier Reflector units shall be yellow or white in color to match

   the edgeline being supplemented. 

7. Maximum spacing of Barrier Reflectors is forty (40) feet.

8. Pavement markers or temporary flexible-reflective roadway marker tabs

   shall NOT be used as CTB delineation.

9. Attachment of Barrier Reflectors to CTB shall be per manufacturer’s

   recommendations.

10.Missing or damaged Barrier Reflectors shall be replaced as directed

   by the Engineer.

11.Single slope barriers shall be delineated as shown on the above detail.

See D & OM (VIA)

recommendations.

as per manufacturer’s 

3 Barrier Reflectors

Install a minimum of 

                                      

TRUCK-MOUNTED ATTENUATORS

Type C Warning Light or

approved substitute mounted on a

drum adjacent to the travel way.

4.  The Flashing Arrow Board should be able to display the following symbols:

    control devices that should be used in conjunction with the Flashing Arrow Board.

3.  The Engineer/Inspector shall choose all appropriate signs, barricades and/or other traffic

    or work on shoulders unless the "CAUTION" display (see detail below) is used.

2.  Flashing Arrow Boards should not be used on two-lane, two-way roadways, detours, diversions

    moving maintenance or construction activities on the travel lanes.

1.  The Flashing Arrow Board should be used for all lane closures on multi-lane roadways, or slow 

    to bottom of panel.

14. Minimum mounting height of trailer mounted Arrow Boards should be 7 feet from roadway 

    flash rate and dimming requirements on this sheet for the same size arrow.

13. A full matrix PCMS may be used to simulate a Flashing Arrow Board provided it meets visibility, 

12. A Flashing Arrow Board SHALL NOT BE USED to laterally shift traffic.

11. The Flashing Arrow Board shall be mounted on a vehicle, trailer or other suitable support.

    display may be used during daylight operations.

10. The flashing arrow display is the TxDOT standard; however, the sequential Chevron 

9.  The sequential arrow display is NOT ALLOWED.

    intervals of 25 percent for each sequential phase of the flashing chevron.

8.  Minimum lamp "on time" shall be approximately 50 percent for the flashing arrow and equal 

    The flashing rate of the lamps shall not be less than 25 nor more than  40 flashes per minute.

7.  The Flashing Arrow Board shall be capable of minimum 50 percent dimming from rated  lamp voltage.

6.  The straight line caution display is NOT ALLOWED.

    Diamond Caution mode as shown.

5.  The "CAUTION" display consists of four corner lamps flashing simultaneously, or the Alternating 

REQUIREMENTS

              C    48 x 96         15          1 mile

              B    30 x 60         13         3/4 mile

                                              MINIMUM

TRAFFIC BARRIER OR GUARDRAIL.

ARROW BOARD BEHIND CONCRETE 

RIGHT-OF-WAY OR PLACE THE 

THE ARROW BOARD  FROM THE 

WHEN NOT IN USE, REMOVE

shall be equipped with

automatic dimming devices.

Flashing Arrow Boards

devices placed perpendicular to traffic on the upstream side of traffic.

taper or merging taper, otherwise they shall be delineated with four (4) channelizing 

Arrow Boards may be located behind channelizing devices in place for a shoulder

ATTENTION

LEFT & RIGHT

CHEVRON ARROWLEFT & RIGHT

ALTERNATING DIAMOND CAUTION

DOUBLE ARROW

OR

4 CORNER CAUTION

 FLASHING ARROW BOARDS

16" tall plastic bracket

Barrier Reflector on

manufacturer’s recommendations.

Attach the delineators as per 

reflectors is 20 feet. 

Max. spacing of barrier 

   extended distance from the TMA.    

   area is spread down the roadway and the work crew is an 

6. The only reason a TMA should not be required is when a work 

   without adversely affecting the work performance.

   30 to 100 feet in advance of the area of crew exposure 

5. A TMA should be used anytime that it can be positioned

   in the plans.

4. TMAs are required on freeways unless otherwise noted

3. Refer to the CWZTCD for a list of approved TMAs.

   Level 3 TMAs.  

2. Refer to the CWZTCD for the requirements of Level 2 or 

   or the Manual  for Assessing Safety Hardware (MASH).

   Cooperative Highway Research Report No. 350 (NCHRP 350) 

   must meet the requirements outlined in the National 

1. Truck-mounted attenuators (TMA) used on TxDOT facilities

8. The location of warning lights and warning reflectors on drums shall be as shown elsewhere in the plans.

7. When used to delineate curves, Type-C and Type D Steady Burn Lights should only be placed on the outside of the curve, not the inside.

   DMS 8300-Type B or Type C.
30 square inches

reflective surface area of at least

or square.Must have a yellow

Warning reflector may be round

FL FL

   area. Their use shall be as indicated on this sheet and/or other sheets of the plans by the designation "FL". The Type A Warning Lights shall

   not be used with signs manufactured with Type B  or C  Sheeting meeting the requirements of Departmental Material Specification DMS-8300. 

BC(7)-14  
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WARNING LIGHTS & ATTENUATOR

ARROW PANEL, REFLECTORS, 

BARRICADE AND CONSTRUCTION
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1. Barrier Reflectors shall be pre-qualified, and conform to the color and

   reflectivity requirements of DMS-8600. A list of prequalified Barrier

   Reflectors can be found at the Material Producer List web address 

   shown on BC(1).

2. Color of Barrier Reflectors shall be as specified in the TMUTCD. The

   cost of the reflectors shall be considered subsidiary to Item 512.
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mount with diagonals

sloping down towards

travel way

(Maximum Sign Dimension)

18" x 24" Sign

1. For long term stationary work zones on freeways, drums shall be used as

   the primary channelizing device.

2. For intermediate term stationary work zones on freeways, drums should be

   used as the primary channelizing device but may be replaced in tangent

   sections by vertical panels, or 42" two-piece cones. In tangent sections

   if personnel are present on the project at all times to maintain the

   cones in proper position and location.

3. For short term stationary work zones on freeways, drums are the preferred

   approved by the Engineer.

4. Drums and all related items shall comply with the requirements of the 

   current version of the "Texas Manual on Uniform Traffic Control Devices"

   (TMUTCD) and the "Compliant Work Zone Traffic Control Devices List"

   (CWZTCD).

5. Drums, bases, and related materials shall exhibit good workmanship and

   shall be free from objectionable marks or defects that would adversely

6. The Contractor shall have a maximum of 24 hours to replace any plastic

   drums identified for replacement by the Engineer/Inspector. The replace-

   ment device must be an approved device.

1. Plastic drums shall be a two-piece design; the "body" of the drum shall

   be the top portion and the "base" shall be the bottom.

2. The body and base shall lock together in such a manner that the body

   separates from the base when impacted by a vehicle traveling at a speed

   of 20 MPH or greater but prevents accidental separation due to normal

   handling and/or air turbulence created by passing vehicles. 

3. Plastic drums shall be constructed of lightweight flexible, and

   deformable materials. The Contractor shall NOT use metal drums or

   single piece plastic drums as channelization devices or sign supports.

4. Drums shall present a profile that is a minimum of 18 inches in width

   at the 36 inch height when viewed from any direction. The height of

   drum unit (body installed on base) shall be a minimum of 36 inches and

   a maximum of 42 inches.

5. The top of the drum shall have a built-in handle for easy pickup and

   shall be designed to drain water and not collect debris. The handle

   shall have a minimum of two widely spaced 9/16 inch diameter holes to

   allow attachment of a warning light, warning reflector unit or approved

   compliant sign.

6. The exterior of the drum body shall have a minimum of four alternating

   orange and white retroreflective circumferential stripes not less than

   4 inches nor greater than 8 inches in width. Any non-reflectorized

   space between any two adjacent stripes shall not exceed 2 inches in

   width.

7. Bases shall have a maximum width of 36 inches, a maximum height of 4

   inches, and a minimum of two footholds of sufficient size to allow base

   to be held down while separating the drum body from the base.

8. Plastic drums shall be constructed of ultra-violet stabilized, orange,

   high-density polyethylene (HDPE) or other approved material.

Chevron CW1-8, Opposing Traffic Lane

Divider, Driveway sign D70a, Keep Right

   channelizing device but may be replaced in tapers, transitions and tangent

   one-piece cones may be used with the approval of the Engineer but only

1. Signs used on plastic drums shall be manufactured using

   substrates listed on the CWZTCD.

2. Chevrons and other work zone signs with an orange background

3. Vertical Panels shall be manufactured with orange and white

4. Other sign messages (text or symbolic) may be used as

   approved by the Engineer. Sign dimensions shall not exceed

5. Signs shall be installed using a 1/2 inch bolt (nominal)

   and nut, two washers, and one locking washer for each

   connection.

6. Mounting bolts and nuts shall be fully engaged and

   adequately torqued. Bolts should not extend more than 1/2

   inch beyond nuts.

7. Chevrons may be placed on drums on the outside of curves,

   on merging tapers or on shifting tapers. When used in these

   locations they may be placed on every drum or spaced not

   more than on every third drum. A minimum of three (3)

   should be used at each location called for in the plans.

   approval of the Engineer.

8. R9-9, R9-10, R9-11 and R9-11a Sidewalk Closed signs which

   are 24 inches wide may be mounted on plastic drums, with

Vertical Panel

12" x 24"

ON PLASTIC DRUMS

SIGNS, CHEVRONS, AND VERTICAL PANELS MOUNTED

by Engineer

R4 series or other signs as approved

GENERAL DESIGN REQUIREMENTS 

GENERAL NOTES

1. The stripes used on drums shall be constructed of sheeting meeting the

1. Unballasted bases shall be large enough to hold up to 50 lbs. of sand.

   This base, when filled with the ballast material, should weigh between

   35 lbs (minimum) and 50 lbs (maximum). The ballast may be sand in one

   to three sandbags separate from the base, sand in a sand-filled plastic

   base, or other ballasting devices as approved by the Engineer. Stacking

   of sandbags will be allowed, however height of sandbags above pavement

   surface may not exceed 12 inches.

2. Bases with built-in ballast shall weigh between 40 lbs. and 50 lbs.

   Built-in ballast can be constructed of an integral crumb rubber base or

   a solid rubber base.

   would become hazardous to motorists, pedestrians, or workers when the

   drum is struck by a vehicle. 

   holes in the bottoms so that water will not collect and freeze becoming

   a hazard when struck by a vehicle. 

   color and retroreflectivity requirements of Departmental Materials

2. The sheeting shall be suitable for use on and shall adhere to the drum

   surface such that, upon vehicular impact, the sheeting shall remain

   adhered in-place and exhibit no delaminating, cracking, or loss of

   retroreflectivity other than that loss due to abrasion of the sheeting

   surface.

24"

36"
8"

12"

4" White

4" Orange

45
o

CW1-6L

18" minHandle

3
6
"
 

m
i
n

4
2
"
 

m
a
x

4" max

4
"
 

m
a
x

(typ)

8" max

4" min

(typ.)

2" max

dia. max)

Base (36"

drums

minimum of 5

for stacking a

Taper to allow

debris

of water or

allow collection 

Top should not

warning lights

signs and

for mounting

9/16" dia. (typ)

DIRECTION INDICATOR BARRICADE DETECTABLE PEDESTRIAN BARRICADES

BALLAST

RETROREFLECTIVE SHEETING

10.Drum and base shall be marked with manufacturer’s name and model number.

   sections by vertical panels, two-piece cones or one-piece cones as

plastic drums

substrates shall NOT be used on

Plywood, Aluminum or Metal sign

36"

Barricades

Detectable Pedestrian 

providers of approved 

and the CWZTCD list for

for fabrication.  See note 3

This detail is not intended

rail for hand trailing

Continuous smooth 

Detectable Edge

2" Max.

   trailing with no splinters, burrs, or sharp edges.

   rail provides a smooth continuous rail suitable for hand

   barricade rails as shown on BC(10) provided that the top 

6. Detectable pedestrian barricades may use 8" nominal 

   barricades.

5. Warning lights shall not be attached to detectable pedestrian 

   as a control for pedestrian movements.

   for Buildings and Facilities (ADAAG)" and should not be used 

   "Americans with Disabilities Act Accessibility Guidelines

   detectable, do not comply with the design standards in the  

4. Tape, rope, or plastic chain strung between devices are not

   path.

   detectable edging can satisfactorily delineate a pedestrian 

   barriers, and wood or chain link fencing with a continuous 

   above, longitudinal channelizing devices, some concrete 

3. Detectable pedestrian barricades similar to the one pictured

   shall be placed across the full width of the closed sidewalk.

   with a visual disability traveling with the aid of a long cane

   closed sidewalk, a device that is detectable by a person 

2. Where pedestrians with visual disabilities normally use the

   the features present in the existing pedestrian facility. 

   detectable and include accessibility features consistent with 

   relocated in a TTC zone, the temporary facilities shall be 

1. When existing pedestrian facilities are disrupted, closed, or 

9. Drum body shall have a maximum unballasted weight of 11 lbs.

   for this type of ballast on the CWZTCD list.

3. Recycled truck tire sidewalls may be used for ballast on drums approved

4. The ballast shall not be heavy objects, water, or any material that

5. When used in regions susceptible to freezing, drums shall have drainage

6. Ballast shall not be placed on top of drums.

7. Adhesives may be used to secure base of drums to pavement.

   series signs discussed in note 8 below.

   18 inches in width or 24 inches in height, except for the R9

   Specification DMS-8300, "Sign Face Materials." Type A reflective

   sheeting shall be supplied unless otherwise specified in the plans.

FL

   the intended traveled lane.

   Diagonal stripes on Vertical Panels shall slope down toward 

   sheeting meeting the requirements of DMS-8300 Type A

FL

   Ballast shall be as approved by the manufacturers instructions.

5. Approved manufacturers are shown on the CWZTCD List. 

   allowed.

4. Double arrows on the Direction Indicator Barricade will not be

   shall be as per DMS 8300.

   45 degrees in the direction road users are to pass.  Sheeting types

   white and orange stripes sloping downward at an angle of 

   above a rail with Type A retroreflective sheeting in alternating 4" 

   on a background of Type B  or Type C  Orange retroreflective sheeting 

   Large Arrow (CW1-6) sign in the size shown with a black arrow 

3. The Direction Indicator Barricade shall consist of One-Direction

   the intended travel lane.

   in series to direct the driver through the transition and into 

2. If used, the Direction Indicator Barricade should be used

   guidance to drivers is necessary.

   transitions, and other areas where specific directional 

1. The Direction Indicator Barricade may be used in tapers, 

FL

FL

 

   specified in the plans.

   of DMS-8300, "Sign Face Material," unless otherwise 

   sheeting meeting the color and retroreflectivity requirements 

   shall be manufactured with Type B   or Type C  Orange 

being orange.

with the top stripe

reflective sheeting

using Type A retro-

and 2 white stripes

a minimum of 2 orange

Each drum shall have
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Pre-qualified plastic drums shall meet the following requirements:
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45

VP-1L VP-1R

o

45
o

36"

12"

36"

18"

18"

4"

4"

4"

4"

4"

4"

4"

4"

4"

DRIVEABLE

PORTABLE

FIXED

(Rigid or self-righting)

(Rigid or self-righting)

1. Work Zone channelizing devices illustrated on this sheet may be installed

   in close proximity to traffic and are suitable for use on high or low

   speed roadways. The Engineer/Inspector shall ensure that spacing and

   placement is uniform and in accordance with the "Texas Manual on Uniform

   Traffic Control Devices" (TMUTCD).

2. Channelizing devices shown on this sheet may have a driveable, fixed or

   portable base. The requirement for self-righting channelizing devices must

   be specified in the General Notes or other plan sheets.

3. Channelizing devices on self-righting supports should be used in work zone

   areas where channelizing devices are frequently impacted by errant vehicles

   or vehicle related wind gusts making alignment of the channelizing devices

   difficult to maintain. Locations of these devices shall be detailed else-

   where in the plans. These devices shall conform to the TMUTCD and the

   "Compliant Work Zone Traffic Control Devices List" (CWZTCD).

   damaged, nonreflective, faded, or broken devices and bases as required by

   the Engineer/Inspector. The Contractor shall be required to maintain proper

   device spacing and alignment.

5. Portable bases shall be fabricated from virgin and/or recycled rubber. The

6. Pavement surfaces shall be prepared in a manner that ensures proper bonding

   between the adhesives, the fixed mount bases and the pavement surface.

   Adhesives shall be prepared and applied according to the manufacturer’s

   recommendations.

7. The installation and removal of channelizing devices shall not cause

   detrimental effects to the final pavement surfaces, including pavement

   permitted on final pavement surfaces. The Engineer/Inspector shall approve

   all application and removal procedures of fixed bases.

1. Opposing Traffic Lane Dividers (OTLD) are

   delineation devices designed to convert a

   normal one-way roadway section to two-way

   operation. OTLD’s are used on temporary

   centerlines. The upward and downward arrows

   on the sign’s face indicate the direction of

   traffic on either side of the divider. The

3. Spacing between the OTLD shall not exceed 500

   the OTLD’s should not exceed 100 foot spacing.

4. The OTLD shall be orange with a black non-

   reflective legend. Sheeting for the OTLD shall

1. The chevron shall be a vertical rectangle with a

   minimum size of 12 by 18 inches.

2. Chevrons are intended to give notice of a sharp

   change of alignment with the direction of travel

   and provide additional emphasis and guidance for

   vehicle operators with regard to changes in

   horizontal alignment of the roadway.

3. Chevrons, when used, shall be erected on the out-

   side of a sharp curve or turn, or on the far side

   of an intersection. They shall be in line with

   and at right angles to approaching traffic.

   Spacing should be such that the motorist always

   has three in view, until the change in alignment

   eliminates its need.

4. To be effective, the chevron should be visible

   for at least 500 feet.

5. Chevrons shall be orange with a black nonreflec-

   tive legend. Sheeting for the chevron shall be

6. For Long Term Stationary use on tapers or

   transitions on freeways and divided highways

   self-righting chevrons may be used to supplement

   plastic drums but not to replace plastic drums.  

4. The Contractor shall maintain devices in a clean condition and replace

   surface discoloration or surface integrity. Driveable bases shall not be
1. Vertical Panels (VP’s) are normally used to channelize

    traffic or divide opposing lanes of traffic.

2. VP’s may be used in daytime or nighttime situations.

   They may be used at the edge of shoulder drop-offs and

   other areas such as lane transitions where positive

   daytime and nighttime delineation is required. The

   Engineer/Inspector shall refer to the Roadway Design

   Manual Appendix B "Treatment of Pavement Drop-offs in

   Work Zones" for additional guidelines on the use of

   VP’s for drop-offs.

3. VP’s should be mounted back to back if used at the edge

   of cuts adjacent to two-way two lane roadways. Stripes

   are to be reflective orange and reflective white and

   should always slope downward toward the travel lane.

   of retroreflective area facing traffic.

5. Self-righting supports are available with portable base.

   See "Compliant Work Zone Traffic Control Devices List"

   (CWZTCD). 

CW6-4

8" to 12" 8" to 12" 8" to 12" 8" to 12"

8" to 12"

 

 

WATER BALLASTED SYSTEMS USED AS BARRIERS

1. Water ballasted systems used as barriers shall not be used solely to channelize road users, but also to protect the

   work space per the appropriate NCHRP 350 crashworthiness requirements based on roadway speed and barrier application. 

2. Water ballasted systems used to channelize vehicular traffic shall be supplemented with retroreflective delineation

   or channelizing devices to improve daytime/nighttime visibility. They may also be supplemented with pavement markings.

3. Water ballasted systems used as barriers shall be placed in accordance to application and installation requirements

   specific to the device, and used only when shown on the CWZTCD list.

4. Water ballasted systems used as barriers should not be used for a merging taper except in low speed (less than 45 MPH)

   urban areas.  When used on a taper in a low speed urban area, the taper shall be delineated and the taper length

   should be designed to optimize road user operations considering the available geometric conditions.

5. When water ballasted systems used as barriers have blunt ends exposed to traffic, they should be attenuated

 
 

Surface

Roadway
Base

Mount

Surface

min.

24"

min.

24"

Adhesive

w/ Approved

Fixed Base

depth

embedment

12" minimum

min.

36"

Support

Self-righting

Support

Rigid

Support can be used)

(Driveable Base, or Flexible

Fixed Base w/ Approved Adhesive

on drums.

mounted

or may be

may be used,

Driveable Base

Fixed or

Portable,

back to back

mounted

Panels

   speed roadways, may have more than 270 square inches

    unless noted otherwise.

   conforming to Departmental Material Specification DMS-8300,

GENERAL NOTES

Taper lengths have been rounded off.

S=Posted Speed (MPH)

L=Length of Taper (FT.)  W=Width of Offset (FT.) 
**

2

*
**

75 750’

720’

825’ 900’ 75’

 60’

 70’

 80’

 90’

100’

110’

120’

130’

140’

150’

30’

35’

40’

45’

50’

55’

60’

65’

70’

150’

205’

265’

450’

500’

550’

600’

165’

225’

295’

495’

550’

605’

660’

180’

320’

600’

660’

650’ 715’ 780’

245’

540’

700’ 770’ 840’

30

35

40

45

50

55

60

65

70

60

WS
L=

Posted

Speed

On a

Tangent

On a

Taper

12’

OffsetOffset

11’

Offset

10’

 Minimum 

Desirable

Taper Lengths

Suggested Maximum

Spacing of 

Channelizing 

Devices

Formula

L=WS

80 800’ 880’ 960’ 80’ 160’

LONGITUDINAL CHANNELIZING DEVICES (LCD)

2. LCDs may be used instead of a line of cones or drums.

   used only when shown on the CWZTCD list.  

3. LCDs shall be placed in accordance to application and installation requirements specific to the device, and

4. LCDs should not be used to provide positive protection for obstacles, pedestrians or workers.

   connected together. They are not designed to contain or redirect a vehicle on impact.

1. LCDs are crashworthy, lightweight, deformable devices that are highly visible, have good target value and can be

   adhesive or rubber weight to minimize movement

   base is secured to the pavement with an 

   caused by a vehicle impact or wind gust.

   portable bases shall weigh a minimum of 30 lbs.

6. Sheeting for the VP’s shall be retroreflective Type A

FL

FL

   as per manufacturer recommendations or flared to a point outside the clear zone.

of the unit shall not be less than 32 inches in height.

systems must have a continuous detectable bottom for users of long canes and the top 

If used to channelize pedestrians, longitudinal channelizing devices or water ballasted 

2. The OTLD may be used in combination with 42" 

   cones or VPs.

   feet. 42" cones or VPs placed between

 

   the requirements of DMS-8300.  

   unless noted otherwise. The legend shall meet 

   to Departmental Material Specification DMS-8300,

   be retroreflective Type B  or Type C  conforming FL

   requirements of DMS-8300.

   unless noted otherwise. The legend shall meet the 

   Departmental Material Specification DMS-8300, 

   retroreflective Type B  or Type C  conforming to FL

Min.

18"

12"

note 7

See 

note 7

See 

note 7

See 

CHEVRONS

VERTICAL PANELS (VPs)

HOLLOW OR WATER BALLASTED SYSTEMS USED AS 

LONGITUDINAL CHANNELIZING DEVICES OR BARRIERSOPPOSING TRAFFIC LANE DIVIDERS (OTLD)

MINIMUM DESIRABLE TAPER LENGTHS 

    CHANNELIZING DEVICES AND 

  SUGGESTED MAXIMUM SPACING OF 

7. Where the height of reflective material on the vertical

   6 inches shall be used.

   panel is 36 inches or greater, a panel stripe of

4. VP’s used on expressways and freeways or other high

7-13
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9-07

   LCD along the full length of the device.

   sheeting meeting the requirements for barricade rails as shown on BC(10) placed near the top of the

6. LCDs used as barricades placed perpendicular to traffic should have at least one row of  reflective 

   on BC(7) when placed roughly parallel to the travel lanes.

5. LCDs shall be supplemented with retroreflective delineation as required for temporary barriers
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9-07

2" max.3"-4"

1. Where positive redirectional

2. Plastic construction fencing

safety as required in the plans.

3. Vertical Panels on flexible support

capability is provided, drums

may be omitted.SB

SB

SB

SB

6" min.

4" min.

3" min.

3" min.

may be used with drums for

may be omitted if drums are used.

Detour

Roadway

R11-2

M4-10L DETOUR

ROAD

CLOSED

NAME

ADDRESS

CITY

STATE

CONTRACTOR

30 feet

2" min.

3"-4"

6" min.

4" min.

2" min.

shoulder width is less than 4 feet.

than 12 feet, steady-burn lights

42"

4"

4"

4"

4"

2"

2"

2" EDGELINE

CHANNELIZER

PLAN VIEW

PLAN VIEW

2. Advance signing shall be as specified elsewhere in the plans.

PERSPECTIVE VIEW

PERSPECTIVE VIEW

3"-4"

2" min.

10’

may be substituted for drums when the

4. When the shoulder width is greater

1. This device is intended only for use in place of a vertical panel to

2" min.

2" min.

4" min. orange

4" min. white

4" min. orange

4" min. white

Drums, vertical panels or 42" cones

STOCKPILE

   channelize traffic by indicating the edge of the travel lane. It is

   not intended to be used in transitions or tapers.

2. This device shall not be used to separate lanes of traffic (opposing

   or otherwise) or warn of objects. 

3. This device is based on a 42 inch, two-piece cone with an alternate

   striping pattern: four 4 inch retroreflective bands, with an

   approximate 2 inch gap between bands. The color of the band should

   correspond to the color of the edgeline (yellow for left edgeline,

   white for right edgeline) for which the device is substituted or for

   which it supplements. The reflectorized bands shall be retroreflective

at 50’ maximum spacing

omitted here

or barricade may be

downstream drums

On one-way roads

within 30’ from travel lane.

should be used when stockpile is

Channelizing devices parallel to traffic

Two-Piece cones One-Piece cones Tubular Marker

G20-6T

SB

CONES

3" to 4"

2" to 6"

Alternate
Alternate

clear zone.

is outside

stockpile location

Desirable

Plastic Drum

Typical 

min.

28"

min.

28"

min.

28" min.

42"

on one-way roadway

are not required

These drums

barricaded in the same manner.

divided highway shall be

Each roadway of a

and maximum of 4 drums)

width makes it necessary. (minimum of 2

side of approaching traffic if the crown

Increase number of plastic drums on the
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1. Refer to the Compliant Work Zone Traffic Control Devices List (CWZTCD)

   projects closed to all traffic.

3. Barricades extending across a roadway should have stripes that slope

   downward in the direction toward which traffic must turn in detouring.

   When both right and left turns are provided, the chevron striping may

   slope downward in both directions from the center of the barricade.

   Where no turns are provided at a closed road striping should slope

   downward in both directions toward the center of roadway.

4. Striping of rails, for the right side of the roadway, should slope

   downward to the left. For the left side of the roadway, striping

   should slope downward to the right.

5. Identification markings may be shown only on the back of the

   barricade rails. The maximum height of letters and/or company logos

   used for identification shall be 1".

6. Barricades shall not be placed parallel to traffic unless an adequate

   clear zone is provided.

7. Warning lights shall NOT be installed on barricades.

8. Where barricades require the use of weights to keep from turning over,

   the use of sandbags with dry, cohesionless sand is recommended. The

   sandbags will be tied shut to keep the sand from spilling and to

   maintain a constant weight. Sand bags shall not be stacked in a manner

   that covers any portion of a barricade rails reflective sheeting.

   Rock, concrete, iron, steel or other solid objects will NOT be

   permitted. Sandbags should weigh a minimum of 35 lbs and a maximum of

   50 lbs. Sandbags shall be made of a durable material that tears upon

   vehicular impact. Rubber (such as tire inner tubes) shall not be used

   for sandbags. Sandbags shall only be placed along or upon the base

   supports of the device and shall not be suspended above ground level

   or hung with rope, wire, chains or other fasteners.

  

 

be used as a sign support.

Barricades shall NOT

1
0
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’
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4. The base must weigh a minimum of 30 lbs.

      or yellow warning reflector

      Steady burn warning light

      or yellow warning reflector

      Plastic drum with steady burn light

      Plastic drum

LEGEND

   of the culvert widening.

5. Drums must extend the length

30 lbs. including base.

42" 2-piece cones shall have a minimum weight of

28" Cones shall have a minimum weight of 9 1/2 lbs.

CULVERT WIDENING OR OTHER ISOLATED WORK WITHIN THE PROJECT LIMITS

TRAFFIC CONTROL FOR MATERIAL STOCKPILES

TYPICAL PANEL DETAIL

FOR SKID OR POST TYPE BARRICADES

TYPICAL STRIPING DETAIL FOR BARRICADE RAIL

8’ max. length Type 3 Barricades

downward in the direction of detour.

   Barricade striping should slant

for two-way traffic.

facing one-way traffic and both sides

reflective white stripes on one side

shall be reflectorized orange and

   The three rails on Type 3 barricades

barricade

or 1 Type 3

Min. 2 drums

barricade

or 1 Type 3

Min. 2 drums

TYPE 3 BARRICADES

2. Type 3 Barricades shall be used at each end of construction

TYPE 3 BARRICADE (POST AND SKID) TYPICAL APPLICATION

   minimum of 10 feet behind Type 3 Barricades.

   mounting height in center of roadway. The signs should be a

1. Signs should be mounted on independent supports at a 7 foot

1. Traffic cones and tubular markers shall be predominantly orange, and

   meet the height and weight requirements shown above.  

2. One-piece cones have the body and base of the cone molded in one consolidated

   unit.  Two-piece cones have a cone shaped body and a separate rubber base,

   or ballast, that is added to keep the device upright and in place.  

   height shown, in order to aid in retrieving the device.

3. Two-piece cones may have a handle or loop extending up to 8" above the minimum

   reflective bands as shown above.  The reflective bands shall have a smooth, sealed

7. Cones or tubular markers used on each project should be of the same size

   and shape.

   to maintain them in their proper upright position.

   for intermediate-term or long-term stationary work unless personnel is on-site 

   short-term stationary work as defined on BC(4).  These should not be used 

5. 28" cones and tubular markers are generally suitable for short duration and

   durations.

6. 42" two-piece cones, vertical panels or drums are suitable for all work zone 

4. Cones or tubular markers used at night shall have white or white and orange 

   DMS-8300 Type A.

   outer surface and meet the requirements of Departmental Material Specification 

   unless otherwise noted. 

   Type A conforming to Departmental Material Specification DMS-8300,

45
o

6" 6" 7 inches.

Sheeting

Reflective

Width of

Minimum

nominal

8"

7-13
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Division

Operations
Traffic

PROJECTS LET AFTER MARCH 2014.  

THIS DEVICE SHALL NOT BE USED ON 

BC(10)-14 
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   to Departmental Material Specification DMS-8300 unless otherwise noted.

9. Sheeting for barricades shall be retroreflective Type A conforming

   for details of the Type 3 Barricades and a list of all materials

   used in the construction of Type 3 Barricades.

2
0
"

2
0
"

4
8
"

Flat rail

Stiffener

2 stiffeners shall be allowed on one barricade.

Stiffener may be inside or outside of support, but no more than

4’ min., 8’ max.
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2-LANE ROADWAY WITHOUT PAVED SHOULDERS

 

48" X 24"

G20-2

(See Note 2)
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CW20-4D

48" X 48"

48" X 48"

CW20-1D

See note 1)

(Flags-

42" X 42 " X 42"

R1-2

 

48" X 24"

G20-2

1
5
’

(See Note 2)

Yield Line

Temporary

W3-2

R1-2

42" X 42 " X 42"

Same as Below

in Opposite Direction

Warning Sign Sequence

Texas Department of Transportation
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Traffic Operations Division

December 1985 DN: CK: DW: CK:C TxDOT 

JOB

COUNTY

CONT SECT

DIST

REVISIONS HIGHWAY

SHEET NO.

162

TXDOT TXDOT TXDOT TXDOT

GENERAL NOTES

TCP (2-2b)

TCP (2-2a)

TERM STATIONARY

INTERMEDIATE 

STATIONARY

LONG TERM

STATIONARY

SHORT TERM

TYPICAL USAGE

MOBILE
DURATION

 SHORT 

lights.(See notes 6 & 7)

oscillating or strobe

rotating, flashing,

TMA and high intensity

Shadow Vehicle with

Type 3 Barricade

Heavy Work Vehicle

Channelizing Devices

 Flag

LEGEND

Flagger            

Sign

Message Sign (PCMS)

Portable Changeable

Flashing Arrow Board 

Trailer Mounted 

M

Traffic Flow

Attenuator (TMA)

Truck Mounted 

L=Length of Taper(FT) W=Width of Offset(FT) S=Posted Speed(MPH)

Taper lengths have been rounded off.

Conventional Roads Only*
**

2

*
**

75 750’

720’

825’ 900’ 75’ 900’ 540’

90’

120’

155’

195’

240’

295’

350’

410’

475’

 60’

 70’

 80’

 90’

100’

110’

120’

130’

140’

150’

120’

160’

240’

320’

400’

500’

700’

600’

800’

30’

35’

40’

45’

50’

55’

60’

65’

70’

150’

205’

265’

450’

500’

550’

600’

165’

225’

295’

495’

550’

605’

660’

180’

320’

600’

660’

650’ 715’ 780’

245’

540’

700’ 770’ 840’

30

35

40

45

50

55

60

65

70

60

WS
L=

Posted

Speed

"B"

Buffer Space

Longitudinal

Suggested

Tangent

On a

Taper

On a12’

OffsetOffset

11’

Offset

10’

Taper Lengths

Desirable

 Minimum 

Devices

Channelizing 

Spacing of 

Suggested Maximum

Formula

L=WS

Spacing

Sign

 Minimum 

Distance

"X"

CONTROL WITH YIELD SIGNS

ONE LANE TWO-WAY

(Less than 2000 ADT - See Note 9)

1
0
0
’

2
0
0
’

M
i
n
.

3
0
’

B
W
o
r
k
 

S
p
a
c
e

X

X

X

5
0
’

M
i
n
.

1
0
0
’
 

M
a
x
.

Temporary

(See Note 2)

M
i
n
.

1
0
0
’
 

 

48" X 24"

G20-2

CW20-4

48" X 48"

 

48" X 24"

G20-2

48" X 48"

CW20-1D

See note 1)

(Flags-

 

 

CW20-4

48" X 48"

24" X 18"

X
X

X
X

 

48" X 48"

(See note 2)

X

48" X 48"

CW20-1D

See note 1)

(Flags-

 

24" Stop Line

 

at night

illuminated 

shall be

flagger stations 

emergencies, 

Except in 

at night

illuminated 

shall be

flagger stations 

emergencies, 

Except in 

Temporary

(See Note 2)

24" Stop Line

2-LANE ROADWAY WITHOUT PAVED SHOULDERS

ONE LANE TWO-WAY

CONTROL WITH FLAGGERS

TCP (2-2b)

(See notes 6 & 7)

strobe lights.

oscillating or 

flashing,

rotating, 

high intensity

with TMA and

Shadow Vehicle 

Traffic Handling.

Barricades, Signs and

for Item 502,

GENERAL NOTES

be found in the project

shadow vehicles can

requirements for

work, specific project

maintenance contract

For construction or

24" X 18"

CW16-2P

CW20-7

48" X 48"

CW20-7

48" X 48"

CW16-2P

CW3-4

48" X 48"

(See note 2)

CW3-4

R1-2aP

48" X 36"

(See note 9)

48" X 36"

R1-2aP

(See note 9)

20’ spacing

Devices at

100’ Approx.

spacing on the Taper

Devices at 20’ 

spacing on the Taper

Devices at 20’ 

on the Taper

20’ spacing

Devices at

TRAFFIC CONTROL

ONE-LANE TWO-WAY

TRAFFIC CONTROL PLAN

Distance

Sight

Stopping

200’

250’

305’

360’

425’

495’

570’

645’

730’

820’

 

   mounting height.

9. The R1-2aP "YIELD TO ONCOMING TRAFFIC" sign shall be placed on a support at a 7 foot minimum 

   In rural areas, roadways with less than 2000 ADT, work space should be no longer than 400 feet.

   distance. For projects in urban areas, work space should be no longer than one half city block. 

8. The R1-2 "YIELD" sign traffic control may be used on projects with approaches that have adequate sight 

   emergency situtations. 

12.Flaggers should use 24" STOP/SLOW paddles to control traffic. Flags should be limited to 

   (See table above).

   increased in order to maintain stopping sight distance to the flagger and a queue of stopped vehicles. 

11.If the work space is located near a horizontal or vertical curve, the buffer distances should be 

   approved by the Engineer. 

10.Channelizing devices on the center line may be omitted when a pilot car is leading traffic and 

2-12

   in order to protect a wider work space.

7. Additional Shadow Vehicles with TMAs may be positioned off the paved surface, next to those shown 

   Vehicle and TMA. 

   to remain in place, Type 3 Barricades or other channelizing devices may be substituted for the Shadow 

   the work.  If workers are no longer present but road or work conditions require the traffic control

   in advance of the area of crew exposure without adversely affecting the performance or quality of 

6. A Shadow Vehicle with a TMA should be used anytime it can be positioned 30 to 100 feet

5. Length of work space should be based on the ability of flaggers to communicate. 

4. Flaggers should use two-way radios or other methods of communication to control traffic.

   ROAD XXX FT" sign, but proper sign spacing shall be maintained.

3. The CW3-4 "BE PREPARED TO STOP" sign may be installed after the CW20-4 "ONE LANE 

   by the Engineer.

   may be omitted when stated elsewhere in the plans, or for routine maintenance work, when approved 

2. All traffic control devices illustrated are REQUIRED, except those denoted with the triangle symbol 

1. Flags attached to signs where shown, are REQUIRED.
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F
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L
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D
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T
E
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175

UNDIVIDED HIGHWAYS

MOBILE OPERATIONS

TRAFFIC CONTROL PLAN

TCP(3-1)-13

1500’+ Approx.

with strobes

Work Vehicle

Work Vehicle

with strobes

Heavy Work Vehicle

LEGEND

Traffic Flow

Trail Vehicle

Shadow Vehicle

Work Vehicle

ARROW BOARD DISPLAY

RIGHT Directional

LEFT Directional

with strobes

Work Vehicle

Shoulder

Shoulder

UNDIVIDED MULTILANE ROADWAY

TCP (3-1a)

Shoulder

WORK ON SHOULDER

TCP (3-1b)

TWO-WAY ROADWAY WITH PAVED SHOULDERS

TCP (3-1c)

1500’+ Approx.

Shoulder

Attenuator (TMA)

Truck Mounted 

with strobes

Lead Vehicle 

TWO-WAY ROADWAY WITHOUT PAVED SHOULDERS

Approx.Approx.

with strobes

Lead Vehicle

WORK ON TRAVEL LANE

1500’+ Approx.

120’-200’ Approx. 120’-200’ Approx.1500’+ Approx.

120’-200’ 120’-200’ 

with strobes

Lead Vehicle

120’-200’ 

Approx.

Approx.

120’-200’ 120’-200’ 

Red Reflective

8
"

8
"

(
H

E
I

G
H

T
 

O
F
 

T
M

A
)

-
+

+ -

45
o

STRIPING FOR TMA

(WIDTH OF TMA) 

White Reflective

 
6
"

6"

 

 OR

60" X 36"

CW21-10aT

72" X 36"

CW21-10cT

3
’

+

6
’

+

OR

2-94

8-95

1-97

4-98

December 1985

3
’

+

6
’

+

 OR

 

60" X 36"

CW21-10aT

72" X 36"

CW21-10cT

display Flashing Arrow Board

with RIGHT Directional 

Double Arrow

Diamond or 4 Corner Flash)

CAUTION (Alternating 

See note 8See note 8

See note 8

See note 8

See note 8

See note 8

See note 8

Approx.

Arrow Board

Forward Facing

Arrow Board

Facing

Forward

Arrow Board

Forward Facing

Trail/Shadow Vehicle A

See Note 9 and 

TRAIL/SHADOW VEHICLE A

TRAIL/SHADOW VEHICLE B

Trail/Shadow Vehicle B

See note 9 and

Vehicle ATrail/Shadow 

See note 9 and

Trail/Shadow Vehicle B

See note 9 and

in CAUTION display

with Flashing Arrow Board

GENERAL NOTES

TERM STATIONARY

INTERMEDIATE 

STATIONARY

LONG TERM

STATIONARY

SHORT TERM

TYPICAL USAGE

MOBILE
DURATION

 SHORT 

    rearmost protection vehicle.

    pass the work convoy, a "DO NOT PASS" (R4-1) sign should be placed on the back of the

    periodically to allow motor vehicle traffic to pass.  If motorists are not allowed to 

10. On two-lane two-way roadways, the work and protection vehicles should pull over 

    if a TRAIL VEHICLE is used. 

    "X" location. The "X VEHICLE CONVOY" sign shall not be used on the SHADOW VEHICLE 

    the number of the convoy vehicles displayed on the sign in the number designation 

    adequate mounting space exists.  When used, the X VEHICLE CONVOY sign shall have 

    "WORK CONVOY"(CW21-10T) or "X VEHICLE CONVOY" (CW21-10bT) signs may be used where 

    TRAIL VEHICLES and SHADOW VEHICLES as shown. As an option 48" X 48" diamond shaped

9.  "X VEHICLE CONVOY" (CW21-10cT) or "WORK CONVOY" (CW21-10aT) signs shall be used on 

    vary according to terrain, work activity and other factors.

    and SHADOW VEHICLE and vehicle spacing between WORK VEHICLE and LEAD VEHICLE may 

    they approach the TRAIL VEHICLE.  Vehicle spacing between the WORK VEHICLE 

    should be able to see the TRAIL VEHICLE in time to slow down and/or change lanes as 

    depending on sight distance restrictions.  Motorists approaching the work convoy 

8.  Vehicle spacing between the TRAIL VEHICLE and the SHADOW VEHICLE will vary 

    shadow the other convoy vehicles.

7.  When work convoys must change lanes, the TRAIL VEHICLE should change lanes first to 

6.  Each vehicle shall have two-way radio communication capability.

    Construction (BC) standards.  The board shall be controlled from inside the vehicle.

5.  Flashing arrow boards shall be Type B or Type C as per the Barricade and 

    color requirements of DEPARTMENTAL MATERIAL SPECIFICATION DMS 8300, Type A.

4.  Reflective sheeting on the rear of the TMA shall meet or exceed the reflectivity and 

    are required.

3.  The use of truck mounted attenuators (TMA) on the SHADOW VEHICLE and TRAIL VEHICLE 

        

    simultaneously with the amber beacons or strobe lights.

    strobe lights when mounted on the driver’s side of the vehicle may be operated 

    on vehicles are required.  Blue high intensity rotating, flashing, oscillating or 

2.  The use of amber high intensity rotating, flashing, oscillating, or strobe lights

    traffic volume, and sight distance restrictions.

    and/or TRAIL VEHICLE are required based on prevailing roadway conditions, 

    equipped with an arrow board. The Engineer will determine if the LEAD VEHICLE 

    illustrated. When a LEAD vehicle is not used the WORK vehicle must be

1.  TRAIL, SHADOW, and LEAD vehicles shall be equipped with arrow boards as 

7-13

                      

Standard
Division

Operations
Traffic

 tcp3-1.dgn  
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210

TCP(7-1)-13

10’ 30’

40’+1’

March 1991

tcp7-1.dgn 

4-92

1-97

4-98NO PASSING ZONES ON TWO-LANE TWO-WAY ROADS
7-13

SURFACING OPERATIONS

FOR

TRAFFIC CONTROL DETAILS

Standard
Division

Operations
Traffic

roadway marker tabs

temporary flexible-reflective 

calendar days after 

to be placed within 14 

Standard pavement markings 

roadway marker tabs

flexible-reflective 

Type Y-2 temporary 

no passing zones

indicate beginning and end of 

roadway marker tabs placed to

Temporary flexible-reflective 

markings

existing 

Previous 

TABS ON CENTERLINES OF TWO-LANE TWO-WAY ROADS

For seal coat, micro-surface or similar operations

TERM STATIONARY

INTERMEDIATE 

STATIONARY

LONG TERM

STATIONARY

SHORT TERM

TYPICAL USAGE

MOBILE
DURATION

 SHORT 

N
O
 

P
A

S
S
I

N
G
 

Z
O

N
E

40’+1’

ZONE

PASSING

NO

MARKING

PAVEMENT

SHORT TERM

(TABS)

SURFACING ENDS

SURFACING BEGINS

X
X

 

X
X

X

48" X 48"

CW20-1D

Min.

36" X 36"

CW8-7

Min.

36" X 36"

CW8-12

24" X 30"

R4-1

24" X 18"

R20-1TP

24" X 30"

R4-1

24" X 18"

R20-1TP

24" X 30"

R4-1

24" X 18"

R20-1TP

MAJOR RURAL ROAD

2 MILES

REPEAT EVERY

Min.

36" X 36"

CW8-12

2 MILES

REPEAT EVERY

Min.

36" X 36"

CW8-7

24" X 30"

R4-1

24" X 18"

R20-1TP

Min.

36" X 18"

G20-2

direction of travel only.

Signing shown for one

NOTE

24" x 30"

R4-2

24" x 30"

R4-2

COORDINATION OF SIGN LOCATIONS

"DO NOT PASS" SIGN (R4-1) and NO-PASSING ZONES

B.  The LOOSE GRAVEL signs are to remain in place until the condition no longer exists.

    and repeated at intervals of approximately 2 miles in rural areas and closer in urban areas.  

A.  When construction begins, a LOOSE GRAVEL (CW8-7) sign should be erected at each end of the work area

"NO CENTER LINE" SIGN (CW8-12)

"LOOSE GRAVEL" SIGN (CW8-7)

PAVEMENT MARKINGS

C.  The NO CENTER LINE signs are to remain in place until standard pavement markings are installed.

    and other locations deemed necessary by the Engineer.  

    of the work area, at approximately 2 mile intervals within the work area, beyond major intersections 

    not have an existing centerline), a NO CENTER LINE (CW8-12) sign should be erected at the beginning 

B.  At the time construction activity obliterates the existing center line markings(low volume roads may 

    markings. 

    have opposite directions of travel on a roadway. Divided highways do not typically have center line 

A.  Center line markings are yellow pavement markings that delineate the separation of travel lanes that 

C.  Tab placement for overlay/inlay operations shall be as shown on the WZ(STPM) standard sheet.

B.  Tabs shall not be used to simulate edge lines.

    the cover over the reflective strip shall be removed.

    no more than two (2) days before the surfacing is applied.  After the surfacing is rolled and swept, 

    should be applied to the pavement

    striping crews or as directed by the Engineer.  Tabs will be placed at the spacing indicated.  Tabs

    unless otherwise approved by the Engineer.  Tabs are to be installed to provide true alignment for 

A.  Temporary markings for surfacing projects shall be Temporary Flexible-reflective Roadway Marker Tabs 

    be repeated as described above. 

    typically located at or near the limits of surfacing. LOOSE GRAVEL and NO CENTER LINE signs will then 

    TRAFFIC FINES DOUBLE (R20-5T) sign, and one "X" sign spacing prior to the CONTRACTOR (G20-6T)sign 

    should be placed in the sequence shown following the OBEY WARNING SIGNS STATE LAW (R20-3T) and the 

B.  Where possible the ROAD WORK AHEAD (CW20-1D), LOOSE GRAVEL (CW8-7), and NO CENTER LINE (CW8-12) signs 

    adequate sign spacing.

    signing typically shown on the Barricade and Construction Standards for project limits to ensure 

A.  The location of warning signs at the beginning and end of a work area are to be coordinated with other 

GENERAL NOTES

D.  R4-1 and R4-2 are to remain in place until standard pavement markings are installed.

    the beginning and end of the no-passing zones where the surfacing operation has stopped for the day.

    length of such combined zones, appropriate DO NOT PASS and PASS WITH CARE signs should be placed at 

    conflict with the existing pavement markings.  Also, unless one days operation completes the entire 

    covered until the surfacing operation has passed this location so as not to have the DO NOT PASS sign 

    to be combined into one individual no-passing zone, the sign at the beginning of the zone should be 

    should be used and repeated as often as necessary for this purpose.  Where several existing zones are 

    the project to prevent damage to windshield and lights.  The DO NOT PASS sign and NEXT XX MILES plaque 

C.  Depending on traffic volumes and length of sections, it may be desirable to prohibit passing throughout 

    signed with a PASS WITH CARE sign and a NEXT XX MILES plaque.

    where there is considerable distance between no-passing zones, the end of the no-passing zone may be 

    and the NEXT XX MILES plaque should be repeated every mile to the end of the no-passing zone.  In areas 

    and a NEXT XX MILES (R20-1TP) plaque may be used at the beginning of such zones.  The DO NOT PASS sign 

    as a single zone.  If passing is to be prohibited over one or more lengthy sections, a DO NOT PASS sign 

B.  At the discretion of the Engineer, in areas of numerous no-passing zones, several zones may be combined

    markings.

    no-passing zones need not be covered prior to construction if the signs supplement the existing pavement 

    for each direction of travel except as otherwise provided herein.  Signs marking these individual 

    DO NOT PASS (R4-1) signs and PASS WITH CARE (R4-2) signs placed at the beginning and end of each zone 

A.  Prior to the beginning of construction, all currently striped no-passing zones shall be signed with the

    the Engineer.

    roadway based on roadway conditions as directed by

    will be placed on both right and left sides of the

5.  Signs on divided highways, freeways and expressways

    be 48" x 48".

    diamond shaped construction warning signs shall 

    highways, freeways or expressways, the size of 

4.  When surfacing operations take place on divided 

    Work Zone Sign Supports.

    approved for Long-Term / Intermediate-Term

    Control Devices List (CWZTCD) on supports 

    Standards or the Compliant Work Zone Traffic 

3.  Signs shall be erected as detailed on the BC 

    others required elsewhere in the plans.

    supplement those required by the BC Standards or 

2.  The devices shown on this sheet are to be used to 

    cover or obliterate the existing pavement markings. 

    placed prior to the surfacing operation which will 

    Engineer on sections of roadway where tabs must be 

    will be furnished and erected as directed by the 

1.  The traffic control devices detailed on this sheet 

900’75

800’70

700’65

600’60

500’55

400’50

320’45

240’40

160’35

120’30

Distance

"X"

Spacing

Sign

Minimum

X

Speed

Posted

X Conventional Roads Only
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 April 1992 

112

Edge Condition

D

1�" (typical-overlay)

CW8-11

CW8-11
CW8-11

CW8-11
X

D

>3

1

0" to 3/4"

D

1

2

3

Notched Wedge Joint

12"

8-95

1-97

2-98

3-03

 See Table 1*

X

X

XX

CW8-12

Conventional roads

divided roadways

Freeways/expressways,

36" x 36"

48" x 48"

ARE SHOWN ELSEWHERE IN THE PLANS.

OVERLAY AND LEVELING OPERATIONS

TRAFFIC CONTROL DURING PLANING,

CW8-12

CW8-11

X

DEPARTMENTAL MATERIAL SPECIFICATIONS

COLOR USAGE SHEETING MATERIAL

ORANGE

BLACK

BACKGROUND

SIGN FACE MATERIALS

FL FL

DMS-8300

LEGEND & BORDERS

PERMANENT PREFABRICATED PAVEMENT MARKINGS

DMS-8241

DMS-8240

TEMPORARY (REMOVABLE) PREFABRICATED PAVEMENT MARKINGS

TABLE 1

MINIMUM WARNING SIGN SIZE

open to traffic when "D" is greater than 3".

work operations cease.  Uneven lanes should not be 

with edge condition 2 or 3 are open to traffic after 

Distance "D" may be a maximum of 3" if uneven lanes 

after work operations cease.

lanes with edge condition 1 are open to traffic 

operations and 2" for overlay operations if uneven 

Distance "D" may be a maximum of 1 1/4 " for planing 

X Warning DevicesEdge Height (D)

Table 1

X See

(See Note 4)

"X" distance

(See Note 4)

"X" distance 
(See Note 4)

"X" distance 

GENERAL NOTES

TWO LANE CONVENTIONAL ROAD DIVIDED ROADWAY

FOUR LANE CONVENTIONAL ROADTWO LANE CONVENTIONAL ROAD

X
(See Note 4)

"X" distance

(See Note 4)

"X" distance

1�" (maximum-planing)

Less than or equal to:

Less than or equal to 3"

Condition exists

Area where Edge

Condition exists

Area where Edge

Condition exists

Area where Edge
Line markings

Area missing Center

      UNEVEN LANES    NO CENTER LINE

      UNEVEN LANES      UNEVEN LANES    the "Standard Highway Sign Designs for Texas," latest edition. 

8. All signs shall be constructed in accordance with the details found in

7. Short term markings shall not be used to simulate edge lines.

   list.

   standards and/or listed on the "Compliant Work Zone Traffic Control Devices" 

6. Signs shall be fabricated and mounted on supports as shown on the BC 

   subsidiary to Item 502 "BARRICADES, SIGNS AND TRAFFIC HANDLING."

   remain in place until final surface is applied. Signs shall be considered 

5. Additional signs may be required as directed by the Engineer. Signs shall 

4. Signs shall be spaced at the distances recommended as per BC standards.

   installed.

   and markings shall remain in place until permanent pavement markings are 

   every two miles where the center line markings are not in place. The signs 

   way traffic are obscured or obliterated. Repeat NO CENTER LINE signs

   WZ(STPM) standard shall be installed if yellow centerlines separating two

3. NO CENTER LINE (CW8-12) signs and temporary pavement markings as per the 

   plaque or Advisory Speed (CW13-1P) plaque.

   lane condition may be supplemented with the NEXT XX MILES (CW7-3aP)

   condition and repeated every mile. Signs installed along the uneven

2. UNEVEN LANES (CW8-11) signs shall be installed in advance of the

   condition persists. 

   advance of the condition and be repeated every two miles where the 

1. If spalling or holes occur, ROUGH ROAD (CW8-8) signs should be placed in

*See Table 1

X See Table 1

Sign: CW8-11

Sign: CW8-11

7-13

Standard
Division

Operations
Traffic

WZ(UL)-13 

UNEVEN LANES

SIGNING FOR

wzul-13.dgn 

TYPE B   OR TYPE C  SHEETING

ACRYLIC NON-REFLECTIVE SHEETING
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1
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X
’

X
’

1-97

2-98

4-98

3-03

See Note 6

See Note 8

August 1995

ROAD CLOSURE BEYOND THE INTERSECTION ROAD CLOSURE AT THE INTERSECTION

Signing for a Numbered Route with an Off-Site Detour
Signing for an Un-numbered Route with an Off-Site Detour

48" x 48"

CW20-3B

48" x 18"

M4-10L

24" x 12"

M4-8

24" x 24"

M1-6T

48" x 30"

R11-2

30" x 24"

M4-9S

See Note 7

Var x 12"

M4-12T

21" x 15"

M6-1

24" x 24"

M1-6T

24" x 12"

M4-8

24" x 24"

M1-6T

21" x 15"

M5-1L

48" x 48"

CW20-2A

48" x 48"

CW20-3D

48" x 48"

CW20-2D

24" x 24"

R3-1

48" x 18"

M4-10L

48" x 30"

R11-2

WZ(RCD)-13 
wzrcd-13.dgn 

Work Area

Work Area

24" x 12"

M3-4

 

See Note 8

48" x 48"

CW20-3C

See Note 8

60" x 30"

R11-3a

24" x 12"

M4-8

GENERAL NOTES

LEGEND

 

V
a
r
i
e
s

24" x 24"

R3-2

DETAILS

ROAD CLOSURE

WORK ZONE

7-13

   shown elsewhere in the plans.

   Locations where these details will be required shall be as 

9. Signs and barricades shown shall be subsidiary to Item 502. 

   500 FT (CW20-3C) signs.

   replace the ROAD CLOSED 1000 FT (CW20-3B) and ROAD CLOSED 

   CLOSED AHEAD (CW20-3D) sign spaced as per the table above may 

   between the intersection and the closure a single ROAD 

   TO THRU TRAFFIC (R11-4) sign. If adequate space does not exist 

   XX MILES AHEAD (R11-3a) sign may be replaced with a ROAD CLOSED 

   intersection and the actual closure location, the ROAD CLOSED 

8. For urban areas where there is a shorter distance between the 

   DETOUR (M4-9S) sign.

7. The Street Name (M4-12T) sign is to be placed above the 

   location should be located at the edge of the traveled way.

   beyond the intersection, the signs and barricades at this 

   intersection or there are significant origin/destination points 

6. If the road is open for a significant distance beyond the 

   the plans.

   required.  Detour routes should be signed as shown elsewhere in 

   labeled.  It does not indicate the full extent of detour signing 

   that is appropriate for numbered routes or un-numbered routes as 

5. Detour signing shown is intended to illustrate the type of signing 

   pavement edge.

4. Barricades at the road closure should extend from pavement edge to 

   barricades.

3. Stockpiled materials shall not be placed on the traffic side of 

   Traffic Control Devices list (CWZTCD).

   Construction Standard BC(10) and listed on the Compliant Work Zone 

2. Barricades used shall meet the requirements shown on Barricade and 

   D&OM standards.

   road closures.  For permanent road closure details see the 

1. This sheet is intended to provide details for temporary work zone 

Standard
Division

Operations
Traffic

 

 

  

  

 

900’

120’

160’

240’

320’

400’

500’

700’

600’

800’

75

30

35

40

45

50

55

60

65

70

Conventional Roads Only*

Type 3 Barricade

Sign

Spacing

Sign

 Minimum 

Distance

"X"

Speed

Posted

*
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